
 

                  There is also a video on our youtube channel showing the installation procedure 



Installation instructions and hardware guide for 907U Polaris RZR 900 4 seater 

Step One: Remove the factory plastic belly skid plates 

Step Two: Hang your 907M1U plate with the cup washer and flange bolt. Next start the outer 1 

¼” clamps on the front part of the plate. These two clamps are a little tight getting them into 

position, but if you do them first you should have plenty of room to get them mounted and 

started. Now you can start the rest of the hardware according to the placement guide. There 

are large holes located next to each clamp mounting hole. You can use these holes to put the 

clamp through the plate and around the frame tubing. Use anti seize on all of these bolts. Leave 

everything loose for now. 

Step Three: Now you are ready to hang your 907M2U plate.  Hang it using the cup washers and 

6x16 flange bolts in the factory locations. Start all of the rest of the hardware according to your 

placement guide. Use anti seize on all of these bolts. Leave everything loose for now. 

Step Four: Before mounting the next plate you need to install your 700-123 bracket. This is the 

bracket that has the double sided tape on it. This bracket will mount in the two center holes in 

the rear of the 907M2U plate. Make sure the plate is centered on the two outer holes that have 

the factory threads. If those holes are centered, peel off the protective layer on the tape and 

mount it to the crossmember on the machine. Mount this bracket as close as you can to the 

center of the two inboard holes. 

Step Five: Before mounting the 907M3U plate, hang the  1 ¼  clamp on the frame for the front 

mounting point on the passenger side. The fuel tank prevents this clamp from going into place 

after the plate is installed.  Also mount your two 1 ¾ “B” clamps around the frame for the rear 

mounts. These clamps will go around the frame around the weldment for the engine mount. It 

is almost impossible to get these clamps around the frame after the plate is in position, so 

these clamps do need to be hung first. 

Step Six: Now you can mount your 907M3U plate. Set it into position, and start your 4 833 cup 

washers and 6x25 hex bolts at the front of the plate. These are a common mount on the rear of 

the 907M2U plate. Start the rest of your hardware according to the hardware guide. Leave 

everything loose for now. 

Step Seven: Before mounting the 907RU plate, hang your “A” clamps on the frame. These can 

slide all the way back and rest on the channel plate at the rear of the frame, so they don’t fall 

off while mounting your 907RU plate. 

Step Eight: Now take your 907RU plate and slide it into position. Start your three 833 cup 

washers and 6x25 hex bolts. Now take the clamps you already hung around the frame, and slide 

them up to align with the mounting holes in the plate. Start these bolts and leave everything 

loose for now. 



Step Nine: Slide the nut 700-37 nut plates into the rear of the frame behind the CV axle. Now 

take your bolts and spacers and get those started. The spacers will go between your skid plate 

and the frame. 

Step Ten: Now you can square up all of the plates for the best fit, and by hand tighten all of 

your bolts in the cup washers. 

Step Eleven: Now you can tighten up the rest of the bolts for the set. 

Step Twelve: Before mounting your 775T plate you need to tap out the front mounting holes. 

Polaris has a dimpled hole there, but no thread. We are supplying a self tapping bolt. Use this 

bolt to cut both threads on the front mounts. There is a bar behind the holes you are threading. 

Take care to not run your self tapping bolt into that bar, or you risk breaking that bolt. 

Step Thirteen: Take your 700-40 nut plate and insert it in the frame behind the front diff. now 

take your self tapping bolts, lock washers, and 833 cup washers, and mount the plate to the 

front holes leaving them loose for now. 

Step fourteen: Take your 8x25 hex bolts, apply anti seize to these, and start them into the nut 

plate in the frame. 

Step Fifteen: Square up the plate and tighten down all of the bolts. Take precaution to not over 

tighten the front bolts. 

This completes your Ricochet UHMW installation. If you run into any problems or have any 

questions please refer to our video on youtube, or feel free to give us a call, and we thank you 

for your purchase. 

 

 

 

 

 

 

 

 

 

 

 



                                          Hardware List for 907U 

775TU                                                                                          907M1U 

2) 833 Cup Washers                                                        1) 833 Cup Washer 

2) 6x12 self tapping bolts                                               1) 6x16 Hex Bolt 

2) ¼” Lock Washers                                                         8) 1 ¼ Clamps 

2) 833-8 Cup Washers                                                    1) 1 3/4 “B” Clamp 

2) 8x25 Hex Bolts                                                             9) 700-124 Spacers 

1) 700-40 Nut plate                                                         9) 8x25 Hex Bolts 

2) M8 HD Washers                                                          9) M8 HD Washers 

907M2U                                                                            907M3U                            

8) 1 ¼ Clamps                                                                  2) 1 ¼ Clamps 

2) 1 ¾ “B” Clamps                                                           2) 1 ¾ “B” Clamps 

10) 700-124 Spacers                                                      4) 700-06 Nut Plates 

10) 8x25 Hex Bolts                                                         2) 8x35 Hex Bolts 

6) 833 Cup Washers                                                      6) 8x 25 Hex Bolts 

2) 6x16 Flange Bolts                                                      2) 8x35 Hex Bolts 

4) 6x25 Hex Bolts                                                           8) 700-124 Spacers 

1) 700-123 Bracket with tape                                      2) 700-17 Spacers 

10) M8 HD Washers                                                      8) M8 HD Washers 

907RU 

3) 833 Cup Washers           4) 700-124 Spacers 

3) 6x16 Flange Bolts           4) M8 HD Washers 

2)  1 ½ “A” Clamps 

2) 700-37 nut Plates 

2) 700-09 Spacers 

2) 8x25 Hex Bolts 

2) 8x40 Hex Bolts  



 


