
 



Mounting Instructions for P/N 9077 F 

1. Remove factory plastic skid plates. 

2. Take a moment to review the hardware placement guide, organize all the hardware according to the hardware guide so that everything 
will be easy to find when you need it. 

3. Each clamp or bracket that has a nut welded onto it is a pinch style locking nut, it is recommended that you apply a small amount of 
anti-seize or other lubricant to the threads of these nuts. 

4. The full frame skid plates will need to be installed before the rock sliders, it doesn't matter what order you install them in but you should 
thread in all the bolts only finger tight at this time so that the plates position can still be adjusted. Once all the plates are installed you 
can tighten everything down while making sure all the plates are butted solidly against one another. 

NOTE: If your are installing the Ricochet aluminum rock sliders do not install the clamp and bolt located at the point that overlaps as 
indicated on your hardware placement guide. 

5. Most of the hardware is fairly self explanatory as to how it attaches to your machine, nut plates are slid behind welded on steel plates, 
the round clamps wrap around the frame tubes and the cupped washers are used in existing threaded mounting points that the plastic 
skid plate attached to. 

There are a couple tricky spots to be aware of. 
-When mounting the 907M 1 piece, begin by loosely attaching the plate with the one cupped washer right in the center, then with the 
plate hanging install the "A" clamp on the passenger side as shown on the hardware placement guide, the fuel tank will prevent access to 
this point otherwise. 

-In a couple of spots the clamps will need to be hung on the frame tube before putting the plate into place as shown in fig 1 . 

-Utilize access holes near clamp mounting points to hold clamps in place while putting plate into place and lining up the mounting point 
with the nut on the clamp as shown in Fig 2. 

-The existing threads where you use the cupped washers are fairly weak and will easily strip if you try to torque the hex bolt down to much. If they do 
strip you can replace the 6 x 16mm bolt with a 1/4"-20 self tapping hex bolt to repair the thread. 

6. Once the frame skids are fully installed you can install the rock sliders. Begin by holding your rock slider into place and locate the three 
bolts on each side below the doors that line up to the three vertical mounting points on your rock slider and remove these bolts. In 
each of these positions mount the #700-75 brackets to the sides of your machine reusing the existing bolts as shown in fig. 3. Be aware 
that there are lefts and rights so make sure it is oriented as shown in the photo. 

7. Now using an 11/32" bit (3/8" will work) match drill through the other two mounting points on each rock slider and install an 8 x 25mm 
button head bolt with nylock nut to complete the installation. 

8. Now install the front a-arm guards with the 1" clamps wrapped around the a-arm tube. After these are fully installed turn the tire to 
full lock in both directions to make sure there are no interferences with the CV boot. If there is, loosen the clamps and adjust the guards 
position accordingly. 

9. Finally, install the rear a-arm guards by holding the guards into place, the welded side facing inward and attach using the #836 square 
clamp wrapped around the a-arm tube. The three remaining mounting points will line up to pre-drilled holes on the a-arm. Slide an 
8x60mm button head bolt through each mounting point on the guard, through the a-arm and secure with a nylock nut on the top side. 

11 . If you have purchased the UHMW layer install this using the cupped washers and 6 x 16mm Flange bolts threaded into each one of 
the nut inserts on your skid plates. 

 



 

                                                     Hardware List For 9077F 

775T                                                                                                  907M1 
1) 700-40 Nut Plate                                                                                                           1) 833 Cup Washer 

2) 8x25 Torx Bolts                                                                                                              1) 6x16 Flange Bolt 

2) M8 Washers                                                                                                                   6) 1 1/4 Clamps 

2) 6x12 Self Tapping Bolts                                                                                                6) 8x20 Torx Bolts 

2) 833 cup Washers                                                                                                           6) M8 Washers 

 

907M2                                                                                              907M3 
1) 833 Cup Washers                                                                                                           3) 833 Cup Washers 

1) 6x16 flange Bolt                                                                                                              3) 6x16 Flange Bolts 

6) 1 1/4  Clamps                                                                                                                  2) 700-06 Nut Plates 

6) 8x20 Torx Bolts                                                                                                               2) 1 1/4  Clamps 

6) M8 Washers                                                                                                                    2) 1” Clamps 

                                                                                                                                               4) 8x20 Torx Bolts 

793R                                                                                                                                  2) 8x25 Torx Bolts                             

2) 833 Cup Washers                                                                                                           2) 700-06 Nut Plates 
2)6x16 Flange Bolts                                                                                                            6) M8 Washers 

2) 1 1/2   Clamps                              

2) 700-37 Nut Plates                                                                                                           907FB 
2) 8x20 Torx Bolts                                                                                                               3) 700-75R Brackets 

2) 8x40 Torx Bolts                                                                                                               3) 700-75L Brackets 

4) M8 Washers                                                                                                                  10) 8x25 Torx Bolts  

                                                                                                                                             14) M8 Washers 

                                                                                                                                               4) M8 Nylock Nuts 

  

798AF                                                                                                798AR 
6) 1” Clamps                                                                                                                        2) 834 Clamps    

6) 8x20 Torx Bolts                                                                                                               2) 8x35 Torx Bolts 

6) M8 Washers                                                                                                                    6) 8x60 Torx Bolts      

                                                                                                                                             14) M8 Washers 

                                                                                                                                               6) M8 Nylock Nuts 

 

Optional Hybrid Set 907P1,907P2,907P3 
43) 833 cup Washers 

43) 6x16 Flange Bolts 

 

 
 

 

 

  

  



 


