
                                

                                 Mounting Instructions and hardware list 

               For Part # 9221 2017 Polaris Ranger570 Full Size



Step One: Remove all of the factory plastic skids. Also remove the plastic on the front A 

arms.

Step Two: Take the top plate (760T) And set it into position. Start the front four bolts with

the 700-06 nut plates behind them. Use anti seize on these bolts. Leave these bolts loose 

for now. 

Step Three:  Now start the rear bolt using the 700-59 nut plate on the back. Use anti seize 

on this bolt.

Step Four: Square up the plate and tighten all bolts.

Step Five: Get the main belly skid (921M) and set it into position. Using the supplied self

tapping bolts and cup washers, get all of the hardware started. Some points on this skid 

are not threaded from the factory. We have supplied self tapping bolts to remedy this. On 

the points that are not tapped, simply push on the bolt while turning it, and it will cut the 

thread as you install it. Leave all bolts loose for now.

Step Six: Get the rear plate (789R) into position. Start the two middle bolts first, using the

700-06 nut plates. Use anti seize on these bolts and leave loose for now. 

Step Seven: Start the front two mounts using the self tapping bolts and cup washers.

Step Eight: Start the two rear bolts with 700-06 nut plates. Use anti seize on these bolts.

Step Nine: Square up the main belly plate, and the rear plate and tighten all hardware.

Step Ten: With the front wheels off of the ground, mount the front a arms using the 

supplied clamps. Use anti seize on all of these bolts. Snug up the bolts, but do not tighten 

them yet. Now you need to check for clearance all the way around. Turn the steering 

wheel from lock to lock, while confirming you have clearance. Once the plate is in 

position and you have clearance, you can tighten the bolts. Use the same procedure for 

the other side. 

Step Ten: Mounting the rear a arm guards is similar to the front. Put the plate in position 

and start all of the bolts with the clamps. Confirm that you have clearance to the a arm 

skid. The rear is a little easier as the rear wheels don’t steer. Once you have clearance you

can tighten all of the bolts. Use anti seize on these bolts. Mounting is the same procedure 

from left to right.

Step Eleven: Install your 700-07 bar clamp into the floorboard supports. Then secure the 

bar clamp with an 8x20 Bolt and a Heavy Duty Washer. You may need to pry the 

floorboard plastic up a little with a screwdriver to get the bar clamp in the frame. Here is 

how it will look when it’s installed.



You will do this two times on each side of the machine. 

Step Twelve: Insert your 700-36 Nut plate into the floorboard support, next to where you 

just installed the bar clamp. The nut plate is chamfered on one side. The chamfer will 

face down. Here is a picture of this installed:



Step Thirteen: Set the floorboard skid into position and start your bolts into the bar clamp

and nut plate you just installed. Use anti seize on all of these bolts, and leave loose for 

now. 

Step Fourteen: Square up the floorboard skid for the best fit and tighten all of your bolts. 

Repeat the same procedure for the other side of the machine.

Step Fifteen: The very front mount of the floorboard plates needs to be drilled out. Use an

11/32 (.344) Drill bit and match drill through the plastic using your floorboard as a guide.

Install the 8x30 bolt and washer through the skid from the bottom side. Install the HD 

(larger) washer and nut on the bolt and tighten them down. Repeat the same procedure for

both sides.

                            Hardware List for Part# 9221F



760T                                                   921M
5) 8x25 Torx Bolts                                               11) 833 Cup Washers      

5) M8 washers                                                      11) ¼-20 x ¾  Self Tapping Bolts

4) 700-06 nut plates

1) 700-59 Nut plate

789R                                                   921FB
2) 833 Cup Washers                                              8) 8x20 Torx Bolts

2) ¼-20 x ¾ Self Tapping Bolts                            4) 8x25 Torx Bolts

4) 8x25 Torx Bolts                                                2) 8x30 Torx Bolts

4) M8 Washers                                                      6) M8 HD Washers

4) 700-06 Nut Plates                                             10) M8 Washers

                                                                             4) 700-36 Nut plates

                                                                             4) 700-07 Nut Plates

                                                                             2) M8 Nylock Nuts

921AF                                                789AR  
6) 1” Clamps                                                         8) 826 Clamps

6) 8x20 Torx Bolts                                                8) 8x20 Torx Bolts

6) M8 Washers                                                      8) M8 Washers


