
 

 



                     Installation instructions for 932FB  Ranger 1000 

Step One: Remove the three button head Torx bolts underneath the rocker panel on the 

machine. Save these bolts, they will be reused. 

Step Two: If you are installing our skids with the factory Polaris skid plate, you will need to cut 

the factory Polaris skid plate down the side, where it meets with the edge of the main frame. 

You can use your floorboard to see where you need to cut the factory plastic. A Dremel will 

make easy work of this. 

Step Three: Take your two 700-06 Nut plates, and set them in the channel of the frame that is 

welded to the main frame and out to the edge. Line the hole in the nut plate up with the hole in 

the frame. 

Step Four: Now you can get your floorboard skid into position, using the stock bolts you 

removed and the cup washers provided, mount the floor board skid to the machine. Leave 

these bolts loose for now. 

Step Five: Take your 8x35 Torx bolts, and thread them into the nut plates you installed in the 

frame channel. There is a slot in the skid plate, that you can put your finger through to hold the 

nut plates down, while you are catching the thread. Leave these bolts loose for now. 

Step Six: Take your 8x25 bolt, and insert it through the hole in the rear of the skid plate, and 

through the hole in the frame. Slide a washer over the bolt, followed by your M8 nylock nut. 

Step Seven: Get the plate adjusted to the machine for the best fit, and tighten the two Torx 

bolts going into the nut plates. Tighten the bolt with the nut at the rear of the plate. And finally 

tighten down the three stock bolts with the cup washers. Use extreme caution when tightening 

the stock bolts, as the frame threads can be easily damaged. If you do damage the frame 

threads, you can use a ¼-20 Self tapping bolt, to secure the plate. 

Step Eight: If you are also installing the ¼” overlay UHMW on the floorboard skids, leave the 

three stock bolts out for now, as they are also a common mount for the overlay UHMW. Secure 

the overlay plate to the floorboards using the 6x16 Flange bolts and cup washers. Now you can 

install the three stock bolts with the aluminum spacers in the last three remaining mounts. Use 

extreme care when tightening the stock bolts. It is the same procedure for the left and the right 

side of the machine.  This completes your floorboard skid installation, and we thank you for 

your purchase!  

 

 

 

 



 


