
 

 



         Installation instructions, and hardware guide for 9377F Polaris RS1 

Step One: Remove all of the factory plastic guards. 

Step Two: Get your 937M1 plate into position and start all of the cup washers and flange bolts. 

Leave all of these loose for now. 

Step Three: Before mounting the 937M2 plate, hang your two 1 ¾ “B” clamps around the frame 

tube on the sides of the machine. It is much easier to hang the clamps before mounting this 

plate. 

Step Four: Get the 937M2 plate into position, the spot with the two nut inserts in the plate will 

tuck underneath the 937M1 plate.  Start all of the cup washers and flange bolts, leave all of 

them loose for now. 

Step Five: Now you can align the clamps that you hung on the frame with the mounting slots in 

the skid plate, and start your 8x20 Torx bolts. Use anti seize on these bolts. 

Step Six: Before mounting your 937R plate, you again, need to hang the front 1 ¾ “B “ clamps 

around the frame. These will go around the frame right where the engine mount is welded to 

the side frame rails.  

Step Seven: Now you can get your 937R plate into position, and start all of the cup washers and 

flange bolts. Leave these loose for now.  

Step Eight: Now aling the clamps you have already hung around the frame with the mounting 

slots in the skid plate. Use anti seize, on these bolts. 

Step Nine: Now you can hang the last two rear clamps around the frame and line them up with 

the slots. The rear clamps will use the 8x35 Torx bolts, and these can be hung on the frame 

after the plate is on the machine. Use anti seize on these bolts as well. 

Step Ten: Line up all of the plates for the best fit, and squareness to the machine. I usually 

tighten all of the cup washers first, and then tighten all of your bolts that are going into clamps. 

Step Eleven: Now you are ready to mount the 937T plate. This is the very front plate on the 

machine.  Take your 700-40 bar clamp and insert it into the frame just behind the front 

differential. Now take your 937T plate and line it up to the machine and start the 8x25 Torx 

bolts to the bar clamp you just inserted into the frame. 

Step Twelve: Line up the plate for the best fit, and snug down the rear Torx bolts, so the plate 

will stay in the best spot for fitment. 

Step Thirteen: Using one of your 833 cup washers set it on the front mounts of the plate, and 

use a marker to mark the center of the hole. Do this to both of the front mounting points. 



Step Fourteen: Take a center punch, and punch mark the frame where you have marked the 

center of the holes. 

Step Fifteen: Now you can drill your two holes. Use a drill bit between .265 and .281 

Step Sixteen: Now take your M6 Nylock nut and insert it into the frame behind the hole you 

have drilled. It’s much easier to align the nut with the hole first. Now take your Cup washer run 

your 6x20 hex bolt through the cup washer, and then your M6 HD washer over the bolt. Next 

you can take the cup washer, bolt and washer and insert them through the skid plate and start 

the nut. Once you have both sides started you can grab the nut from the side with a M10 

wrench and tighten the bolts. This completes your belly skid installation. 

Step Seventeen: To mount the front a arm skids (937AF) First make sure the tires are off of the 

ground, so the front suspension is at full droop. Now put the skid plate into position and start 

all of the bolts into the clamps. Use anti seize on all of these bolts. Before fully tightening the 

bolts, turn the wheel lock to lock, and make sure there is no interference anywhere. Once you 

have established you have clearance you can tighten the plate down. This is the same 

procedure for both sides. 

Step Eighteen: To mount the trailing arm skids, first remove the bolt that is holding the sway 

bar link to the trailing arm. Next get your plate into position. You may have to tap it with a 

rubber mallet to get the plate fully seated. Now you can take the 10x70 hex bolt, and run it 

through the plate, the trailing arm, and the sway bar link and start the nut. This bolt replaces 

the factory bolt. Next take your 700-77 block and lay it on the trailing arm, lining it up with the 

front mounting holes. Run your 8x65 Torx bolt through the skid and the block and start the nut. 

Step Nineteen: Now you can tighten both nuts and bolts. This is the same procedure for both 

sides. This completes your full skid plate installation. If you run into any issues, we have a video 

demonstrating the installation on our youtube channel. Thank you for your purchase. 



 



 


