
 

 



                   Installation instructions For 2018 Polaris Ranger 1000 Crew 

                                                 UHMW Part # 960U 

Step One: Start by removing all of the factory plastic skid plates. 

Step Two: There are six holes in the frame that are not threaded from the factory. We are 

supplying you an M6 tap to cut the thread in those holes. You can cut the threads, before 

starting the installation, or you can wait until you get the plates on, and then cut the threads. It 

doesn’t matter what order you do it in. 

Step Three: Now you van take your 960 M1 plate and mount it to the machine using the cup 

washers and M6 flange bolts. Leave everything loose for now. Now take you clamp marked “C” 

and insert it through the large access hole next to the mounting slot, and set it around the 

frame tube. Now you can start the M8 hardware for that clamp. Use anti seize on the M8 bolts. 

Step Four: Before mounting your 960M2 plate, you need to put the 838 clamp around the side 

frame tube on the passenger side. You may have to slightly pry up the floorboard plastic to get 

the clamp into position. Once the clamp is around the frame tube, place the center of the clamp 

approximately 3” behind the edge of the front plate you have just installed. The driver side 

doesn’t have the plastic floorboard, and can be installed around the frame tube after the plate 

is on the machine. 

Step Five: Mount your 960 M2 plate to the machine using the cup washers and flange bolts. 

Leave these loose for now. Now you can install the 838 clamp on the drivers side, using the 

access hole in the plate. Now you can start your M8 bolts. Use anti seize on these bolts. 

Step Six: Now you can mount your 767M3 plate using the cup washers and M6 bolts. Leave 

these loose for now. Next you can start the M8 hardware, also leave these loose for now. 

Step Seven: Now you can mount the 767R plate. Start with the cup washers and flange bolts, 

then work your way back starting the M8 hardware. 

Step Eight: The two rear mounts on the 767R require you to place the nut plates in the frame 

right behind the rear differential. They should line up with the two large holes in the bottom of 

the frame. It might be helpful to use a floor jack to help hold the rear of the plate against the 

machine to start the bolts.  

Step Nine: Now you can square up and tighten all of the plates you have installed. If you 

haven’t tapped out the six holes that aren’t threaded do that now and install the rest of the cup 

washers and flange bolts. 

Step Ten: To mount your front 767T plate, first take a rubber mallet and tap the sheet metal 

hook for the factory plastic until it is flush with the frame. This will allow your Ricochet plate to 

sit flush against the frame. If you wish to reinstall your factory plastic at some point, you can 



simply pry the hook back into place. Get the plate into position and start all of the M8 

hardware. Square up the plate and tighten all of the nuts and bolts.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



                                                 Hardware List for 960U 

767TU                                                                                                960M1U 

6) 8x25 Hex Bolts                                                                                             10) 833 cup Washers 

6) M8 HD Washers                                                                                           8) 6x16 Flange Bolts 

6) M8 Washers                                                                                                  2) 6x25 Hex Bolts 

6) 700-124 Spacers                                                                                           1) “C” Clamp 

6) M8 Nylock Nuts                                                                                           1) 8x25 Hex Bolt 

                                                                                                                            1) 700-124 Spacer 

                                                                                                                            1) M8 HD Washer 

                                                                                                                            1) M6 Tap and Tap Handle 

960M2U                                                                                          767M3U 

2) 836 Clamps                                                                                                 6) 833 cup Washers 

2) 700-124 Spacers                                                                                         4) 6x25 Hex Bolts 

2) M8 Washers                                                                                                2) 6x16 Flange Bolts 

2) 8x25 Hex Bolts                                                                                            2) 8x25 Hex Bolts 

6) 833 cup Washers                                                                                        2) M8 HD Washers 

6) 6x16 Flange Bolts                                                                                       2) M8 Washers 

                                                                                                                           2) 700-124 Spacers 

                                                                                                                           2) M8 Nylock Nuts 

767RU 

3) 833 cup Washers 

3) 6x25 Hex Bolts 

4) 8x35 Hex Bolts 

4) M8 HD Washers 

4) 700-124 Spacers 

4) 700-06 Nut Plates 

 



 


