
 

 



  Installation Instructions for 9644 Polaris Turbo S 4 Seater 

Step One: Start by removing all of the factory skid plates. 

Step Two: take your 964M1 plate, and mount it with the cup washer 

and the 6x16 flange bolt. Leave this loose for now. Next you can get the 

front two clamps into position and start the bolts. Once the front 

clamps are in position you can start the rest of the clamps and bolts for 

that plate. Leave everything loose for now, and use anti seize on all of 

the bolts. 

Step Three: Mount your 964M2 plate using the two cup washers and 

bolts. Leave these loose for now. Referencing  your hardware 

placement guide, get all of the clamps and bolts into position. Leave all 

of these loose for now. 

Step Four: Before you are ready to mount your 775M2 plate, you need 

to drill out two existing holes in the frame to 1/4”. You’ll see four holes 

in the crossmember, the two center holes are the ones that need to be 

drilled out. After drilling, take your 700-123 bracket, peel off the double 

sided tape and stick it to the frame so the nut inserts line up with the 

holes you drilled out. Make sure the frame is clean so the tape can 

stick. The tape just serves to hold the bracket in place while starting the 

bolts since you can’t get your hand in there. 

Step Five: Before mounting the 775M2 plate, hang the rear B clamps 

around the frame tube in their approximate location. Now you can 

mount the 775M2 plate using the cup washers and bolts. Install the rest 

of the clamps and hardware, leave everything loose for now. The center 

B clamp can be hung around the frame after the plate is mounted. Just 

reach through the side of the machine on the driver side to hang this 

clamp. 



Step Six: Before mounting the 937R plate, hang the front B clamps 

around the frame. These will mount around the frame by the engine 

mounts. Now you can mount the plate using the cup washers. Leave 

these loose for now. Start the rest of the clamps and bolts. 

Step Seven: Now you can square all of the plates up for the best fit. 

Make sure all of the cup washers will fully seat down. Once they do you 

can tighten all of the cup washer bolts. After the cup washers are tight 

you can tighten the rest of the clamps and hardware.  

Step Eight: To mount your 938T plate start the bar clamp and bolt on 

the rear of the plate. You can reach through the side of the machine to 

start the bar clamp on the bolt. Line up the skid plate for the best fit. 

Now take one of your cup washers and a paint pen or sharpie and mark 

the center of the front mounting holes on the plate. Transfer punch 

your mark so your drill doesn’t wander, and drill out two 1/4” holes 

through the frame in the center of the front mounts. Make sure you 

don’t drill the hole too low, or you won’t be able to get the nut on the 

bolt. After you have drilled out the holes take you cup washers and 

bolts, run them through the holes you drilled, and start the nut on the 

back side. Square the plate up and tighten the plate down. 

Step Nine: To mount your 786FB plates first remove the three bolts 

running down the side of the machine that is holding the plastic on. 

Now take your 700-75 brackets (there are lefts and rights) and bolt 

those to the machine using the stock bolts that you just removed. Now 

you can take the 786FB plate and start the three side mounts in the 

brackets you have just mounted. Now you can take your 700-76 nut 

plates slide them through the opening in the skid, and the frame. Line 

them up with the mounting holes and start the bolts. Line the plate up 

for the best fit and tighten all of the bolts. Next you need to match drill 

through the plastic on the bottom front and rear of the plate. Use a 



5/16 to an 11/32 drill bit. Drill through the plastic using the mounting 

hole in the skid plate as a guide. Now you can run the bolts through and 

secure the nuts. It is the same procedure for both sides. 

Step Nine: To mount the trailing arm skids (938AR) take the skid and set 

it into position. The cutouts in the side of the skid should match the 

same cut outs in the trailing arm pretty closely. Double check this to get 

the skid in the correct position. Take the 700-143 spacer and set it in 

between the front mounts with the slot facing down to clear the brake 

line. Now take your bolt run it through both mounts and start the nut. 

Now take the 700-144 spacer and do the same thing to the rear. Once 

everything is in position you can tighten down the nuts and bolts. It is 

the same procedure for both sides. 

Step Ten: To mount the front a arm skids (964AF) first remove the 

factory plastic guard on the front of the a arm. Now get your skid into 

position and start all of the clamps and bolts. Leave these loose for 

now. With the front wheels of the machine off of the ground 

(suspension at full droop) turn the steering wheel from full lock to full 

lock, and double check that you have clearance with the brake caliper 

etc. Once you have established you do have clearance you can tighten 

the plate down. This is the same procedure for both sides. This 

completes your installation of your Ricochet skid plates. If you have any 

questions or problems, please refer to our youtube video or feel free to 

contact us, and we thank you for your purchase. 

 

 

 

 

 



                               9644 Hardware List 

938T                                                              964M1 

2) 833 Cup Washers                                           1) 833 Cup Washer                        

2) 6x20 Hex Bolts                                                6) 1 1/4 Clamps 

2) M6 Nylock Nuts                                              6) 8x20 Torx Bolts 

1) 700-59 Nut Plate                                            6) M8 Washers 

1) 8x40 Torx Bolt                                                1) 6x16 Flange Bolt 

1) M8 Washer 

 

964M2                                                         775M2 

2) 833 Cup Washers                                         5) 833 cup Washers 

2) 6x16 Flange Bolts                                         5) 6x16 Flange Bolts 

2) B Clamps                                                        1) 700-123 Bracket 

4) 1 1/4 Clamps                                                 2) 700-37 Nut Plates 

4) A Clamps                                                        2) 8x40 Torx Bolts 

10) 8x20 Torx Bolts                                           3) B Clamps 

10) M8 Washers                                                3) 8x20 Torx Bolts 

                                                                             5) M8 Washers 

 

 

 



937R                                                           786FB 

5) 833 cup Washers                                        3) 700-75L Brackets 

5) 6x16 Flange Bolts                                        3) 700-75R Brackets 

4) B Clamps                                                       4)700-76 nut Plates 

2) 8x35 Torx Bolts                                           14) 8x25 Torx Bolts 

2) 8x20 torx Bolts                                            18) M8 Washers 

4) M8 Washers                                                   4) M8 Nylock Nuts 

 

938AR                                                          964AF 

2) 700-143 Spacers                                            6) 1 3/8 Clamps 

2) 700-144 Spacers                                            6) 8x20 Torx Bolts 

4) 8x65 Hex Bolts                                               6) M8 Washers 

8) M8 Washers 

4) M8 Nylock Nuts 

 

 

 

 

 

 

 

 



 



                                                      

                                                        


