
 

      We also have a video on our Youtube channel showing the installation procedure.  



         Installation Instructions for Can Am Maverick Trail Part# 9655 

Step One: Remove all of the factory skid plates. To do this you need to drill out all of the rivets securing 

the plastic to the machine. Use a ¼ to a 5/16 drill to remove the rivets. There are also bolts at the rear of 

the rocker panels that need to be removed as well. You also need to open up the first and third holes 

from the front in the plastic on the rocker panel so the bolts for the 965FB plates can pass through. Use 

a 1/2 inch drill bit for these holes. This is demonstrated in the Youtube video. 

Step Two: Now you need to cut the rivets flush with the frame, or you can drive them into the frame. 

The Youtube video demonstrates this. 

Step Three: Start your installation with the 965M4 Plate. There are two clamps you need to hang around 

the frame tubes before installing the plate. They are the two 838 clamps that are the center mounts of 

the plate. The clamps will go around the frame tube in the opening just in front of the carrier bearing. 

Once those clamps are in place you can get the plate into position and start the two bolts for those 

clamps. Hang the rest of the clamps around the frame by using the access holes in the skid plate. Start 

all of the bolts and leave them loose for now.  

Step Four: Now you can install the 965M3 plate. Get the plate into position and tuck the plate under the 

factory plastic on the rocker panels. Hang the clamps around the frame tubes through the access holes, 

start all of the bolts but leave them loose for now. Now you need to make sure that you can clearly see 

the threaded nut inserts through the holes in the plastic that you opened up with the 1/2 inch drill bit. 

These threaded inserts will be used to mount the 965FB plates so you need to make sure that they line 

up with the plastic. 

Step Five: Installing the 965M2 plate is the same as the other side, but you will have two additional M6 

bolts at the rear of the plate. Make sure that the threaded inserts line up with the holes in the rocker 

panels that you opened up. Leave everything loose for now. 

Step Five: Before mounting the 965R plate, take two of your 700-06 nut plates and place them in the 

frame channel just in front of the engine. Line up the nut plates with the outer two holes. Now you can 

set the plate into position and start the bolts for the front nut plates. Moving to the rear of the machine, 

the rear mounts should line up with the drainage holes in the frame. Run you 8x30 bolts through the 

plate and the frame and start the nut plates on the bolts. Now you can hang the clamps and start all of 

the bolts, leave everything loose for now. 

Step Six: Before mounting your 965M1 plate, you need to hang the square 838 clamps around the 

frame. You may also want to hang the B clamps around the frame as well. You can get the B clamps 

around the frame with the plate on, but it is a little tight. Now you can bring the 965M1 plate into 

position, the front of the plate will tuck under the lip on the frame. You can now start the bolts, leaving 

everything loose for now. 

Step Seven: Now you can align the plates for the best fit and can tighten all of the hardware. Make sure 

the threaded inserts on the M2 and M3 plates line up with the holes in the rocker panel plastic.  

Step Eight: To mount the 965FB place the plate into position and loosely start the cup washers with the 

6x16 Flange bolts. Next you can start the two rear 6x30 hex bolts. The two rear bolts are picking up 

factory threads, the 6x16 bolts are picking up threaded inserts in the plates. Once all of the hardware is 



started you can align the plate for the best fit and tighten all of the bolts. This is the same procedure for 

both sides. 

Step Nine: Now you can install the front plate 965T. Set the plate into position and run the bolts through 

the plate and the holes in the frame, followed by the 700-06 nut plates. Align the plate for the best fit, 

and tighten all of the bolts. 

Step Ten: To install the front a arm skids first remove the factory plastic guards. Now with the front 

wheels off of the ground, and the suspension at full droop, set the a arm skid into position and secure it 

using the clamps and bolts. Leave the bolts loose for now. Now you need to turn the wheels to full lock 

in both directions and verify that you have clearance to the brake caliper. Adjust the plate position for 

clearance if needed. Once you have clearance you can tighten the plate down. It is the same procedure 

for both sides. 

Step Eleven: To install the rear a arm skids is pretty much like installing the front a arm skids. Get the 

plate into position and loosely install the clamps and bolts. Since the rear wheels don’t steer, check for 

clearance, and if it’s good you can tighten the plate down. It is the same procedure for both sides. 

This completes your installation of your Ricochet aluminum skid plates. 

If you are installing our Hybrid kit, mount your UHMW plates with the 833 cup washers and 6x16 Flange 

bolts. In the common mounts use the 833-8 cup washers and the 8x30 Torx bolts. You can mount all of 

the UHMW plastic first, and then do the common mounts last. 



 



 



 



 


