
 

               We also have a video on our Youtube channel showing the installation procedure. 



    Installation Instructions For Yamaha Wolverine X4 Part # 9722 

Step One: These instructions serve both the aluminum, and the UHMW versions of our skid plates. To 

begin the installation of your belly skids, first you need to take the extruded U nuts, and get them set 

into the correct spots on the frame. For the most part, you will see a rectangle opening with a hole next 

to it, in the metal bottom plate on the machine. There are a few exceptions. The very front four mounts, 

only two holes have the rectangle opening. The two outer holes don’t have the rectangle opening, but 

there is room to get the U nut in place. The other two exceptions are running down the center of the 

machine. The very top one, there is a crossmember welded there, so you can’t get the u nut in place. 

The other is down by the center brake. There is a hole, but no rectangle cut out. You can still get the U 

nut in this mount though. As you are installing the U nuts, it’s best to make sure you can get the bolt 

started. If you gave the plate in place, and the U nut isn’t aligned with the hole, you won’t be able to 

start the bolt, and it’s much harder to center the U nut to the hole with the skid plate already mounted 

to the machine. 

Step Two: now that you have all of your U nuts inserted into the machine, you can now bolt on your 

belly skid (970M) to the machine using the supplied bolts and cup washers. Leave all of the bolts loose 

for now. 

Step Three: Now you can insert the four U nuts to mount the rear plate (970R) These install just like the 

U nuts for the belly plate. Once you get the U nuts installed, and verifying that you can start the bolts, 

you can now mount your rear plate using the supplied bolts and cup washers. 

Step Four: Now you are ready to install the floorboard skids (972FB) First you need to mount all of the U 

nuts like you did for the previous plate. You will mount them to the frame everywhere there is the 

rectangle cut out next to the hole. The only exception is you won’t mount the U nut on the inboard hole 

second to the rear. The reason for this is the fuel tank on the passenger side is too close to that hole, 

and the bolt would contact the fuel tank. Now you need to remove the two bolts up front, that secure 

the fender well plastic to the frame. You will be picking up these points to mount the floorboard skid. 

Once you have mounted all of the U nuts to the machine, and have verified you can start the bolts, you 

are ready to mount the floorboard skid. Mount it loosely by the inboard mount second from the front of 

the plate. Leave this loose so you can move the plate around. Now you can take the two aluminum 

spacers, your 6mm bolts and washers to mount to the fender well plastic. You should be able to slide 

the spacer into position, slide the bolt through the plate and the spacer and start the bolt. If it’s too tight 

to get your hand in there you can use a pair of needle nose pliers to insert the spacer. Leave these bolts 

loose for now. Now you can install the rest of your bolts and cup washers. Leave these all loose for now. 

It is the same procedure to install the left and the right side. 

Step Five: Now you are ready to square up all the plates for the best fit, and to fully tighten all of the 

bolts. 

Step Six: To install the front bash plate (922T) you must first remove the stock plastic plate. After you 

have removed the front plastic plate, you can install your Ricochet plate using the cup washers and 

bolts, using the stock mounting points, the plastic skid was using. In the rear of the plate you will use the 

8mm bolt, the 833-8 cup washer and the nut plate. You can now square up the plate for the best fit, and 

tighten all of the bolts. 



Step Seven: To mount the front a arm skids, you need to have the front wheels of the machine off of the 

ground, so the front suspension is at full droop. Next you need to remove the factory plastic boot guard. 

Once you have the guard off, you can take you’re a arm skid and set it into position. Start all of the bolts 

into the clamps, (use anti seize on these bolts) and snug them up, but don’t fully tighten them yet. Now 

you need to check to make sure you have clearance around the a arm skid. Turn the steering wheel in 

one direction to full lock, and verify that the a arm skid isn’t contacting anything. Now turn the steering 

wheel to the opposite lock, and verify the skid isn’t contacting anything in that direction. If you do have 

an interference, adjust the position of the skid, and check again. Once you have established that you do 

have clearance, you can fully tighten down the skid. This is the same procedure for both sides. 

Step Eight: Now you are ready to mount the rear a arm skids. It may be easier to remove the rear tires 

to do this, but it’s not necessary. First you need to remove the stock plastic boot guard. Once you have 

that removed, you can set the skid plate into position, and run the long bolt through the outboard hole 

in the skid that has the spacer welded to it. Run the bolt through the existing hole in the a arm then 

place the washer over the bolt, followed by the nut. Leave this loose for now. Next you can set the 

clamps around the frame tubes and secure the plate with the bolts. Use anti seize on these bolts. Align 

the skid for the best fit and tighten all of the bolts. This is the same procedure for the left and right side 

of the machine.  This completes you installation of you Ricochet skid plates. 

 

             Hardware List for Part # 9700 Yamaha Wolverine X2 

922T                                                                      970M 

6) 833 Cup Washers                                                                               17) 833-8 Cup Washers 

6) 6x16 Flange Bolts                                                                               17) 8x20 Torx Bolts  

1) 833-8 Cup Washer                                                                             17) M8 Extruded U Nuts 

1) 8x20 Torx Bolt                                                                                     970R 

1) 700-37                                                                                                   4) 833-8 Cup Washers 

972FB                                                                                                    4) 8x20 Torx Bolts 

4) 6x35 Hex Bolts                                                                                      4) M8 Extruded U Nuts 

4) M6 HD Washers 

4) 700-94S Spacers 

14) 833-8 Cup Washers 

14) 8x20 Torx Bolts 

14) M8 Extruded U Nuts 

 



970AF                                                                                            970AR 

8) 1 1/8 Clamps                                                                                                                          4) 1 3/8 Clamps 

8) M8 Washers                                                                                                                           4) 8x20 Torx Bolts 

8) 8x20 Torx Bolts                                                                                                                      2) 8x40 Torx Bolts 

                                                                                                                                                      2) M8 Nylock Nuts 

                                                                                                                                                      6) M8 Washers 



 


