
 

 



 Installation Instructions for Ricochet Aluminum Skids For Viking VI 

                                               Part # 9733U 

Step One: Start your installation by removing all of the factory plastic guards. 

Step Two: Now you can take your 785T plate and mount it to the frame using the supplied bolts to the 

factory mounts first. Leave these loose for now. Next you can secure the rest of the hardware for the 

plate according to the hardware guide. Use anti seize on all of these bolts. Leave all of these bolts 

loose for now 

Step Two: For the 973M1U plate, with the exception of the front three mounts on this plate, you will 

need to drill holes to install nut inserts using a 25/64 or a 10mm drill bit. The size of this bit is very 

important. Do not use a drill bit larger than 25/64 or 10mm.  Mount the 973M1U plate to the 

machine, tucking the front edge of this plate under the 785T plate you just installed. You will probably 

need to use a C clamp or two, to secure the rear of the plate to the machine to facilitate drilling the 

holes for the nut inserts. Referring to your hardware guide, secure the front three mounts of the 

973M1U plate to the machine. Get the plate squared up to the machine, you can now tighten the 

front three mounts, and also the hardware for the 785T plate fully. This will lock the 973M1 plate into 

position to help get the holes drilled in the right place. 

Step Three: Now you can begin marking out the location of your drill points. The best way to center 

the drill point to the mounting holes, is taking one of your cup washers and a paint or marking pen, to 

find the approximate center of each of the mounting holes. The cup washers can float a little in the 

mounting hole, so after marking the center of the hole, visually confirm it’s close to the center. If it is 

not, erase your mark, and try again. Once you have all of your holes marked out, you will want to take 

a center punch, and punch all of your hole marks. This will minimize the chance of your drill bit 

wandering. I also like to do the first drilling with a smaller drill bit, to drill what is known as a pilot 

hole. The smaller bit will resist wandering, and it will make drilling the larger hole easier. I typically use 

about a 3/16 drill bit for the pilot hole. After drilling your pilot holes, you can now drill the larger hole. 

Do not use a drill bit larger than 25/64 or 10mm.  After all of the holes are drilled to the correct size, 

you can now install the nut inserts using the installation tool. You should be able to install the nut 

inserts with the plate still clamped to the machine. Once the nut inserts are installed you can install 

the cup washers and bolt the plate down. You can fully tighten these mounts at this time. 

Step Four:  To mount your 973M2U plate, it’s going to be pretty much the same procedure as 

mounting your 973M1 plate. Square and clamp the plate to the machine using C clamps. After you are 

certain the plate is in the position it needs to be, you can go and mark, punch, pilot drill, and final drill 

all of the mounting holes. After you have drilled the holes you can install the nut inserts just like you 

did for the 973M1 plate. Once all of the nut inserts are installed into the frame of the machine, you 

can tighten the plate down with the cup washers and bolts.  



Step Five: To mount your 973RU plate, first secure the two rear mounting points using the hardware 

shown in the hardware guide. Square the plate up for the best fit, and use a C clamp on the front of 

the plate to secure it to the machine. Now you can mark and drill the remaining mounting points in 

the same fashion as you did the first two plates. Once your nut inserts are installed, you can secure 

the plate to the machine using the supplied hardware. 

Step Six: Mounting the floor boards is a little easier than the other plates. There are holes that are 

almost the right size in the frame on the floor boards. Take your 973FB1U and hold it up into position 

to see what holes you will need to put the inserts in. Once you have figured out which holes will need 

inserts, run your 25/64 or 10mm drill through these holes to make them the right size. Most are 

already pretty good, but I usually find a couple are a little small. Now you can install the nut inserts in 

these holes.  Now you need to remove the two bolts that secure the front plastic of the fender well to 

the machine. You will be picking up these mounts as well on the 973FB1U.To mount the 973FB1U 

plate, loosely start a couple of the cup washers and bolts. Now take your longer M6 bolts and 

washers, and start the front mounting holes in the wheel well. Now you can loosely start the rest of 

the cup washers and bolts. 

Step Seven:  To mount the rear floorboard plate (973FB2U) it will be the same procedure as the front 

floorboard plate. Set the plate into position, to see which of the holes in the frame you will use to 

install the nut inserts. Once you have those figured out, run your 25/64 or 10mm drill through the 

hole. Now you can install the nut inserts. Once the nut inserts are installed you can mount the rear 

floorboard to the machine. Square up both the front and rear floor board skids for the best fit and 

fully tighten them down with the cup washers and bolts.  As you have probably noticed there are still 

some mounting points on the floorboard skids, that don’t have a factory hole. For these mounts, you 

will need to mark, center punch, pilot drill, and drill just like you did for the main belly skids. After 

these holes are drilled out you can install the nut inserts and the rest of the hardware, and fully 

tighten everything down. It is the same procedure to install both the left and right side floorboard 

skids. 

Step Eight: To install the front a arm skids (785AF) first remove the factory plastic guard. Now you can 

take the a arm skid and set it into position. Hang the clamps around the a arm in the location noted on 

your hardware guide and loosely start the bolts. Use anti seize on these bolts. Once you have all of the 

clamps loosely started, you need to check for clearance on the a arm. With the front wheel off of the 

ground, and no load on the suspension, turn the wheel left to full lock, and verify there is no contact 

with the a arm skid. If there is, move the a arm skid in accordingly. Now turn the wheel full lock to the 

right, and verify there is still no contact to the skid. Once you have established that you do have 

clearance, you can fully tighten the a arm skid. This is the same procedure for both the left and right 

side a arm skids. 

Step Nine: To install the rear a arm skids, first remove the factory plastic guard. Now you can set the 

skid into position and start the hardware according to the hardware guide. Check to make sure you 

have clearance around the skid and fully tighten the hardware. It is the same procedure for the left and 

right side of the machine. This completes your skid plate installation. 



                    Hardware List For Yamaha Viking VI Part # 9733F 

785T                                                                                                               937M1U 

2) 6x50 Hex Bolts                                                                                            1) 8x25 Torx Bolt 

2) M6 Flat Washers                                                                                        6) M8 Washers 

2) M6 Lock Washers                                                                                       3) M8 Nylock Nuts 

2) 700-37 Nut Plates                                                                                       2) 8x35 Torx Bolts 

1) 700-92 bar Clamp                                                                                       2) FJ-5 Spacers             

4) 8x35 Torx Bolts                                                                                           11) 833 Cup Washers 

4) M8 Washers                                                                                                11) 6x16 Flange Bolts 

                                                                                                                           11) M6 Nut Inserts 

937M2U                                                                             937RU 

9) 833 Cup Washers                                                                                       4) 833 Cup Washers 

9) 6x16 Flange Bolts                                                                                       4) 6x16 Flange Bolts 

9) M6 Nut Inserts                                                                                            4) M6 Nut Inserts 

                                                                                                                            2) 700-06 Nut Plates 

937FB1U                                                                                                       2) 8x30 Torx Bolts 

4) 6x35 Hex Bolts                                                                                             2) M8 Washers                       

4) M6 Washers                                                                

4) M6 Lock Washers                                                                                        937FB2U 

14) 833 cup Washers                                                                                       12) 833 Cup Washers 

14) 6x16 Flange Bolts                                                                                      12) 6x16 Flange Bolts 

14) M6 Nut Inserts                                                                                           12) M6 Nut Inserts 

 

 

 



785AF                                                                                     785AR 

6) 1” Clamps                                                                                                          2) 6x25 Button Head Bolts 

2) 1 1/4” Clamps                                                                                                   2) M6 Washers 

8) 8x20 Torx Bolts                                                                                                 2) M6 Lock Washers 

8) M8 Washers                                                                                                      6) 1 3/8” Clamps 

                                                                                                                                 6) 8x20 Torx Bolts 

                                                                                                                                 6) M8 Washers 

TOOL 

1) M6 Nut Insert Tool 

Hanson Rivet Part# RT-L845-M06 

                     

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 



 


