
 

 



                    Polaris General 2 Seat Instructions Part # 9885 

STEP ONE: Remove all of the stock plastic skid plates from the machine. You will leave the plastic guards 

that are bolted to the front brake caliper in place. All other plastic skids will be removed.  

STEP TWO: It is easiest to mount the middle plate ( 985M2) first, due to the overlap of the front plate. 

Before mounting the plate hang all of your “B” clamps in their approximate location on the frame. You 

will be able to move them around, to line up with the holes in the plate once its mounted.  

STEP THREE: Get you mid plate (985M2) into position, this plate needs to tuck under the floorboard 

plastic on the sides of the machine. Secure the very rear mount with an 833 cup washer and flange bolt. 

Also secure the front middle mount with a bolt . The front mounts are common mounts with the 926M1 

plate, so don’t use a cup washer in the top location just yet. Use blue Loctight on the factory mounting 

holes.  

STEP FOUR: Start all of the hardware for the clamps you have already put into place. Use anti seize on all 

bolts going into our clamps. Leave everything loose for now.  

STEP FIVE: Now you are going to get your front plate into position. This plate also tucks under the 

floorboard plastic, it also will overlap the 985M2 plate. Secure the plate with an 833 cup washer and 

6x16 flange bolt in the front mount.  

STEP SIX: Using 3) 833 cup washers and 3) 6x25 hex bolts you can start all three rear mounts that are the 

common mounts for the two plates.  

STEP SEVEN: The two outer mounts that tie the plates together are Just the nuts, washers and bolts. 

Slide the bolt through both skid plates, followed by the washer and then the nut. This part can be a little 

tricky to get the nut started. It’s probably best to do this mount with the machine level, so if you drop 

the washer or nut, it won’t slide all the way to the back of the plate. It’s also easier to tighten these nuts 

and bolts, if your 13mm wrench has an angle to it in order to grab the nut when it becomes seated while 

tightening.  

STEP EIGHT: Now you can mount the four “B” clamps in the front locations. Line the clamps up with the 

holes and start your bolts. Use anti seize on these bolts and leave everything loose for now.  

STEP NINE: Hang the two “A” clamps for the 985R plate on the frame rails. Take the 985R plate and put 

it into position and start the two 833 cup washers and 6x16 flange bolts on the front mounts.  

STEP TEN: Start the bolts for the rear clamps on the 985R plate. Use anti seize on these bolts and leave 

everything loose for now.  

STEP ELEVEN: Now you can square all of the plates up for the best fit and start tightening all of your 

hardware.  

STEP TWELVE: The two rear mounts for the 985R plate need to be drilled out. After all of your plates are 

square and tight, take a drill bit from 5/16 (.312) to 3/8 (.375) to drill out the rear mounts. You will use 

the mounted 985R plate as your guide to drill the holes. Drill the holes, at the very most rear point of 

the slots. Make sure that the hole is rearward enough to accommodate the washer and the nut.          



After both holes are drilled you can run the 8x40 bolts through and secure with an M8 nylock nut. Here 

is a pic of how the rear will be mounted.  

 

 

 

 

 

STEP THIRTEEN: Now you can mount your top plate. (928T) The front mounting points on the frame are 

not threaded from the factory. We supply a M6 self tapping bolt for these two mounts. It’s easiest to get 

the threads started before mounting the plate. After getting the threads started put your plate into 

position and start the two front mounts with the self tapping bolts and cup washers. Leave these loose 

for now.  

STEP FOURTEEN: Take your 700-40 nut plate and get it into position, line it up with the mounting holes 

in the plate and start your bolts. Use anti seize on these bolts. Square up the plate and tighten all of the 

hardware.  

STEP FIFTEEN: Now you can mount your floorboard skids. (926FB) Take your M8 u nuts and you will see 

two holes in the underside of the floorboard plastic. Insert the u nuts onto your machine lining them up 

with the holes. Also remove the two exposed bolts on the side of the machine that holds the plastic on. 

You will be using these holes to mount your floorboard skid.  

 



STEP SIXTEEN: Mount your floorboard skid to your machine using the 833-8 cup washers, and 8x20 

bolts. These will thread into the u nuts you just installed. You might have to push hard to get the bolts 

started as the hole in the plastic is about the same size as the bolt. If you can’t get them to grab by 

pushing hard you can open up the hole in the plastic with a drill bit.  

STEP SEVENTEEN: Start the 6x40 bolts and washers on the side of the floorboard skid. Align the skid to 

the machine and tighten all of your hardware. There are two spots for the floorboard skids that need to 

be drilled out. Simply match drill through the plastic after your skid is mounted and secure. After drilling, 

you will insert your 8x 25 bolts and secure them with an M8 nylock nut. It is the same procedure for 

both sides.  

STEP EIGHTEEN: For the front a arm skids you will remove the stock plastic a arm skid plates. Get the a 

arm skid in position and start installing your hardware. Use anti seize on the bolts. Once the skid is 

loosely mounted you need to check your clearance. With the front wheels off of the ground, turn the 

wheel lock to lock. Verify you have clearance for the skid. Once you do have clearance you can tighten 

the skid down. It is important to have the wheels off the ground when checking clearance. Repeat the 

same procedure for the other side.  

STEP NINETEEN: To mount the rear a arm skids you will need to remove the rear wheels. Once the 

wheels are off of the machine you need to drill out the rivets that hold the plastic guards on. The guards 

on the rear will not be used.  

STEP TWENTY: Set the rear a arm skid in place, hang the clamps around the a arm and start the bolts. 

Use anti seize on all of these bolts. Get the skid in position for the best fit and tighten the bolts. 

Clearance isn’t as important on the rear a arms skids because they don’t pivot to steer the machine. 

 

There is also a video on our youtube channel showing the installation process. 

 



 

 



 

 



 


