
GME TX3100 LCD Screen fitting Instructions

Thank you for purchasing one of our products.
We have put together some instructions for the fitting of the LCD screen you have purchased.
If you have any feedback in relation to our instructions please feel free to let us know.

Before you start, you need the following

   - Clean area to work in
   - Small phil lips head screwdriver
   - Small flat head screwdriver
   - Clean hands, don't be a grot and make sure your hands are clean!

This should take you no more than 15 minutes.

The only thing that you can damage is the small brown clip on the connector that the loom attaches to 
on the radio pcb.  This small clip does not come off the white connector, it only raises up about 2mm.
When you goto remove the loom, you raise it with your small flat blade screwdriver 2mm one side at a 
time and then pull the ribbon loom out.  

Refitting the new loom is in reverse, you slide the new loom in, make sure its in all the way and then
press down gently but firmly on one side then the other side checking that its in place correctly.

If you damage this clip and can not get it back together, we have them as replacement spare parts but 
this will need a degree of soldering knowledge.  We can do this repair for you, please contact us for 
further information.

WARNING

If you think this is a bit beyond your skill set, we can do this repair for you.
Please contact us for further information.

This is the small brown clip on the loom pcb connector, 
be gentle with it or it will break!
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1. Unscrew the 4 case screws. 2. Lift the case off and disconnect the speaker 
    connector from the pcb.

3. Lift up the brown connector 2mm each side 
    at a time and gently pull out the loom.

4. Slide the bottom case away from the pcb.

5. Undo the 2 screws holding the plastic
    part of the LCD holder.

6. Gently slide the LCD assembly out from the
    front. You can use your finger to press on the 
    LCD from the outside to help the process.

7. The removed LCD, loom and plastic holder. 8. Using the flat blade screwdriver, gently prize off 
    the white backing part from the main plastic 
    holder.
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9. Peel off the old LCD loom. 10. Place your new LCD as shown, peel off the 
      backing and get ready to put onto the plastic
      holder. Note that there are plastic nodules
      protruding from the plastic holder that line up
      with the holes on the loom.

11. Place the loom onto the plastic making sure 
      to line up the holes on the loom to the nodules 
      on the plastic holder.

12. Place the white plastic LCD backing onto
      the plastic holder and clip into place.

13. Flip over the LCD and you are now ready to 
      install it back into the font housing.

14. Slide the assembly back into place, make sure 
      that the front keypad is in place correctly.

15. The screen should fit back in snugly. 16. Screw the 2 mounting screws back in place.
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17. Slide the PCB back onto the case. 18. These 2 tabs on the underside need to go 
       into the slots on the radio chassis.

19. Everything should clip snugly back into place. 20. Re-attach the loom to the pcb connector.
      Slide the new loom in, make sure its in all the
      way. Press down gently but firmly on one side
      then the other side of the brown connector
      checking that it is inplace correctly.

This is the small brown clip on the loom pcb connector, be gentle with it or it will break!

22. Screw in the 4 case screws.21. Re-attach the speaker to the pcb.
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