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Automotive
Thank you for your purchase. We want to offer you a 10% discount exclusively for returning 
customers. Use coupon code “GF4EVER” at www.greenfilmusa.com. Also check out our static 
cling window film for your home. Feel free to contact us if you have any questions or concerns.

Greenfilm USA
Phone: 972-247-1176           Email: info@greenfilmusa.com      Installation video: https://bit.ly/DIYprecut  

Instruction
Manual

Custom Pre-cut  



Please Read Full Instructions Before Application 

How to mix tint-on solution:  Add solution to spray bottle then fill the bottle with water until about 80% full. 

Installation environment: Make sure you have a clean working environment/table to place the film onto
     while installing. Any dust/dirt particles will easily cling to the static cling film. Do not apply the film when it is
     too hot or too windy.  

*Note: If there are dots, bumps, or the window has an unusual shape, the film might not completely attach due to the
characteristics of the static cling effect. Please cut and trim the film to adjust.

**It is very important to clean the entire window to ensure proper installation.  

After Application 

    Do not use on glass with visible flaws, cracks or nicks. 

    Film should be applied to the inside of the window

       and either side of the film can be applied to the window.             

For rear window application, if possible, fold the rear back  
       seat down for easier installation. Also remove the  head 

       rest and any objects around rear window before  

       installation. You can also cover the interior of your car  

       with the paper that comes with the window film. It could 

       help with absorbing the solution during installation.

Always spray solution onto film before using the 

   squeegee. Using squeegee on dry film may damage it. 

Clean the inside and outside of the window thoroughly.  

   You can use a squeegee or non-scratch sponge. Spray 

   window with mixed solution and use squeegee to 

   scrape the dust, dirt and stains off, especially the  

   edges. Repeat until completely clean. 

If you have defogging / defrosting lines on rear   

   window, squeegee along those lines will 

   make removing the solution from under the film 

   much easier.

*Note: Check if the film is completely adhered to the window after
application. Any gaps, folds, lumps or wrinkles will be hard to fix
after the film dries and might cause it to become unstable or fall
off. If there is sand, dirt, dust or grease between the film and
window, peel off that piece of the film and remove the object,
then spray and squeegee again to cling the film back onto the
window.  (see photos.)

Do not roll down your windows or use suction cup for 48 

   hours or until the solution has completely dried from 

   between the window and the film. 

lt is likely to have solution under the film after application, 

   which will evaporate soon. 
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Removing & Storing:  Keep the white paper liner if you would like to store and reuse the film in the future.
     For removing, peel film off from a corner of the window. Pull gently. For storing, place the removed film on
     the liner. Roll it up and store at room temperature. When reusing, unroll and use soapy water to clean the
     film before applying again.  



Always spray solution onto film before using the 

   squeegee. Using squeegee on dry film may damage it. 

Clean the inside and outside of the window thoroughly.  

   You can use a squeegee or non-scratch sponge. Spray 

   window with mixed solution and use squeegee to 

   scrape the dust, dirt and stains off, especially the 

   edges. Repeat until completely clean. 
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Front & Rear Side Window Installation

2 Apply the wet side of the film onto the
window. Slide the film to proper position 
and leave approx. 3/8 of an inch space 
between top edge of the window and top 
edge of the window film.  

4 Use the corner of the squeegee to insert 
the left and right side of film into each side 
of the window. Also make sure the film is 
completely flat.

6 Insert the gasket push stick tool into the
window seal. Slightly pull the window seal away 
from the window. Using the small squeegee in 
the other hand, tuck the window film into the 
window seal with the corner of the squeegee. 

*Note: Unlike traditional adhesive films, Static Cling
Window Film can be stretched slightly if needed.
Spray and push the film using the squeegee if there's
a small gap between the film and windows edge.

Tip: Feel free to spray entire window and squeegee 
the water out. If any water remains under the film, 
it will evaporate under the sun given time. 

Roll the window down about 3 inches before 
applying the film. Spray a generous amount of 
solution to the film. Then spray the window 
generously. 
Tip: Stick a corner of the film on the window 
to make spraying easier.

5 After film is applied to the top of the window,
roll it up all the way. Spray the solution on both 
sides of the bottom part of the film and on the 
window so that you can remove bubbles and 
ensure a smooth lower half application. 

3 Spray the dry side of the film so the squeegee can
move smoothly across the film without scratching 
or damaging it. Squeegee the solution and bubbles 
outward starting from the center to the top. Then 
from the center to the left and then the center to 
the right edge with the squeegee. 

Scan code for side 
window install video!



Rear Window Installation

1 Lay the film on the rear dash with the top 
edge of the film towards you. Next, you will 
need to find the center of the top edge of the 
film. Bring both corners of the film together, 
using your index finger to keep them separat-
ed so they don’t stick together. Be careful not 
to crease the film during this process. Align 
the corners of the film. Use your other hand 
to find the top center point of the folded film. 
To facilitate this step, you may spray the 
solution on the inside edge of the folded film. 
In addition, be sure not to spray the center of 
the film as it will make the next steps harder. 
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Lift the bottom of the film, that hasn’t been 
attached to the window, up and press it 
against itself so that it sticks in place. Make 
sure not to crease the film during this step.

5 Respray the solution and use the squeegee, 
starting from the center and moving to the 
edge on the lower half of the film. 

2 Press the top center of the folded film to 
the top center of your rear window so that it 
sticks. Holding the centered film in place 
with your thumb, slide your hand along the 
edge and match the corner of the film with 
the corner of your window and press it with 
your palm so it sticks. Press the top half of 
the film so that it will stay in place. 

4 Spray the solution onto the folded part of the 
film and the window. Detach the film from 
itself. Then, spray the lower half of the film 
that is facing you. Use the back of your hand 
to smooth out larger bubbles starting from 
center to edge. 

6 Pull down a top corner of the film and then 
spray the solution between the film and the 
window, also spray the side of the film facing 
you. Making sure to spray enough solution so 
you can adjust the film smoothly. Like in step 4, 
smooth the larger bubbles away with your 
hand. Then squeegee all the remaining water 
out, starting from the center to the edge. 


