
Roll down the window about
2 to 3 inches. Align the �lm 
with 3/8th of an inch space 
between the top edge of the 
window and the top edge of 
the �lm. 

5.

8.To complete the bottom left 
and right side, use the gap 
stick provided and scraper to 
squeegee the excess at the 
bottom past the car window’s 
seal.

7.

3. Place the �lm on a desk 
and then use included 
knife to cut out where 
you marked.

4.
Clean the interior 
window and clear 
any debris.   

6. Spray onto dry side of the �lm 
to ensure the squeegee slides 
smoothly across the �lm.
Remove any air bubble starting 
from the center moving 
outward. Once free of bubbles 
you may close the window. 

If any air bubble remain, you 
may spray the mixture over the 
�lm. Be sure to start from the 
center moving outward. Make 
sure all the edges are 
completely �at.    

Thank you for your purchase at Green�lm. Please contact us if you have any questions or concerns.
Green�lm |  www.green�lmusa.com  |  Tel: 1(972)-247-1176  |  E-mail: info@green�lmusa.com

Monday - Friday: 9:00 AM -5:00 PM (Central Time Zone)  Sat & Sun: Closed

1.

* Note: This step is for measuring only. 
Film should be applied on inside of car. 

Clean the external 
window. Spray the 
mixed solution to the 
window enough so the 
�lm can slide smoothly. 

2.

* Note: This step is for measuring only. 
Film should be applied on inside of car. 

Place �lm on the outside 
window. Use yellow 
squeegee to push out any 
air bubbles. Once the �lm is 
�ush against window, use a 
non-permanent marker to 
mark/outline of window.  

INSTALLATION INSTRUCTIONS

G-Cling Window Film
All Side Windows

 

1.   Our Static Cling �lm is applied onto the inside of windows.

2.   Do not use on windows with visible �aws, cracks or nicks. Do not use on non-tempered Low-e glass.

3.   Either side of the �lm can be appled to the window. The �lm will be applied as is. There is no backing to be removed.

4.   Mix  the “tint-on” solution into the included spray bottle before starting. (Included in the tool kit)

Please Read Before Application

How to Mix Solution:  Pour the packet labeled “tint-on” solution into the bottle. Fill bottle with water. Mix well.      

Removing & Storing:  Keep the white paper liner if you would like to store and reuse the �lm in the future. For removing, peel �lm 

o� from a corner of the window. Pull gently. For storing, place the removed �lm on the liner. Roll it up and store at room temperature. 

When reusing, unroll and use soapy water to clean the �lm before applying again.  

*Note: If you run out of solution, soapy water can be used as application solution. 

1.     Application knife included, please keep out of reach of children. 
2.     In case of contact with eyes, �ush thoroughly with water. If irritation     
             persists, seek medical attention.
3.     Do not roll down windows or use suction cups for 48 hours after application.

Caution
We want to offer you a 10% discount exclusively 
for our returning customers. Enter code “GF4EVER” 
at checkout only on our website. Also, check out 
our pre-cut window tint for your car.


