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Instructions:	  
	  
Locate	  and	  mount	  Mirrors	  to	  Upper	  Door	  Hinge	  using	  the	  
Stainless	  Steel	  Fasteners	  provided	  with	  this	  kit.	  
	  
Once	  Mirrors	  are	  bolted	  to	  the	  Upper	  Door	  Hinge,	  sit	  in	  the	  
Drivers	  Seat	  and	  with	  help	  set	  the	  position	  of	  the	  Mirror	  
Head	  so	  you	  can	  see	  both	  Mirrors.	  
	  
• Using	  a	  3/8”	  box	  wrench	  tighten	  both	  Hex	  Head	  Bolts	  

located	  on	  the	  bottom	  of	  the	  Mirror	  Head.	  
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Note:	  If	  mirror	  will	  not	  
pivot,	  for	  adjusting	  
loosen	  nut	  at	  the	  bottom.	  
Make	  sure	  nut	  is	  
tightened	  otherwise	  

	  

	  
Note:	  If	  mirror	  will	  not	  
pivot,	  for	  adjusting	  
loosen	  nut	  at	  the	  bottom.	  
Make	  sure	  nut	  is	  
tightened	  otherwise	  

Clean	  and	  wax	  your	  
mirror	  weekly	  to	  
preserve	  the	  high	  
luster	  finish.	  
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