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EOSTATE PowderBed 

Overview of program versions 

Software Edition 11.21 Edition 05.22 

EOSTATE PowderBed Service 2.2.283 2.3.194 

EOSTATE PowderBed Client 2.2.283 2.3.194 

EOSTATE PowderBed Health 
Service 

2.2.283 2.3.194 

EOSTATE PowderBed Database 
Schema 

2.4.2.1 2.5.1.1 

EOSTATE PowderBed DBMS 11.1.4040.491 11.1.4040.491 

EOSTATE PowderBed Service 
Tools 

2.2.283 2.3.194 

IDS Driver (Camera) 4.92.2 4.92.2 

WIBu Codemeter Runtime 7.21.4611.501 7.40.4990.500 

 

Overview of supported systems 

Machine types:  
 EOS M 290 

 EOS M 400 

 EOS M 400-4 

 EOS M 300-4 

 EOS P 500  
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Version 2.3.194 

General Information 

 EOSTATE PowderBed Edition 05.22 is compatible to all other EOS software products of Edition 05.22. The Client soft-
ware is not downwards compatible to PowderBed software of prior editions. 

 EOSTATE PowderBed has been tested and is released for Windows 10. 

 All layer heights (given in millimeters) indicated in the EOSTATE PowderBed client relate to the complete building task. 
The layer height displayed in the user interface on the machine, however, relates to the building process. Therefore, if 
a building process is not started in the first layer, the building height displayed by EOSTATE PowderBed is different to 
the building height displayed on the machine. In comparison, the layer number relates to the building process. 

 Simultaneous access to acquired job data by several processes (e.g. several instances of the EOSTATE PowderBed cli-
ent) is not supported. 

 The deletion of a building task during data acquisition will result in undefined behavior and is not supported. 

 The acquisition of building processes with single exposures and/or single recoatings undertaken manually during the 
building process is not supported. 

 The image shown in the client always refers to the layer height after recoating. Therefore, the PowderBed Client does 
not show an image for layer height 0,00 mm.  

Important Note 

 All components of EOSTATE PowderBed must be updated at the same time and be on the same version. 

 The exposure time for the PowderBed images is taken over automatically from previous editions when updating to 
EOSTATE PowderBed 2.3.194. 

 Information regarding the required ports can be found in the latest version of the EOS Industrial Cybersecurity Guide. 
 

Solved Items 

 Item 153190: Starting the PowderBed Client 2.2.283 took more time (several seconds) than in previous versions. Now 
the application starts as fast as before. 

 Item 159390: For jobs that were not started with the first layer the layer number in the slider was not displayed cor-
rectly. The layer number for exported images however was correct. Now the layer number is displayed correctly in the 
layer slider, too.  

 

New Functions 

 Item 140405: Now there is a text box in the layer slider that allows going directly to a certain layer number. 

 Item 150046/160765: The file names of the exported images are now the same regardless of whether the export tool 
or the “right-click” in the viewport channel has been used. The filenames of the images have also been adapted to al-
ways have five digits for the layer number. 

Known Issues 

 Item 128259: The live view in the operator role only shows the live image, when “live mode” is selected. When select-
ing a layer that is already finished, no live image is shown in the channel “live image”.  
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 Item 165641: In some cases, it is possible that a notification is shown twice in the Event Log. This does not affect the 
functionality of the software. 
 

 

Version 2.2.283 

General Information 

 EOSTATE PowderBed Edition 11.21 is compatible to all other EOS software products of Edition 11.21. The Client soft-
ware is not downwards compatible to PowderBed software of prior editions. 

 EOSTATE PowderBed has been tested and is released for Windows 10. 

 All layer heights (given in millimeters) indicated in the EOSTATE PowderBed client relate to the complete building task. 
The layer height displayed in the user interface on the machine, however, relates to the building process. Therefore, if 
a building process is not started in the first layer, the building height displayed by EOSTATE PowderBed is different to 
the building height displayed on the machine. In comparison, the layer number relates to the building process. 

 Simultaneous access to acquired job data by several processes (e.g. several instances of the EOSTATE PowderBed cli-
ent) is not supported. 

 The deletion of a building task during data acquisition will result in undefined behavior and is not supported. 

 The acquisition of building processes with single exposures and/or single recoatings undertaken manually during the 
building process is not supported. 

 The image shown in the client always refers to the layer height after recoating. Therefore, the PowderBed Client does 
not show an image for layer height 0,00 mm.  

Important Note 

 All components of EOSTATE PowderBed must be updated at the same time and be on the same version. 

 The exposure time for the PowderBed images is taken over automatically from previous editions when updating to 
EOSTATE PowderBed 2.2.283. 

 Information regarding the required ports can be found in the latest version of the EOS Industrial Cybersecurity Guide. 
 

New Functions 

 Item 60524: The current use case (remote or offline) is shown in the login mask and in the status bar. This way it is 
more clear to the user if there is an open connection to a machine or if the offline use case is currently being used. 

 Item 69251: The layer number in the monitoring software now relates to the layers that are built and not to the layers 
in the building task. This is relevant when partial jobs are being built. The first exposure of a job that is built now also 
has the number one in the PowderBed Client. This applies for example for the layer slider, the tiff tags of the images, 
the name of the image when it is exported. This makes it easier to correlate a PowderBed Image to the according layer 
of the built job. 

 Item 77554: It is now possible to multi-select several jobs and then export, import or delete them all at once. The pro-
gress is shown in the status bar and matching notifications can be found in the event log of the client. 
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 Item 81011: The PowderBed images can now also be exported via the export tool. This allows the export of all the im-
ages of one or several jobs as well as the export of the whole job file. 

 Item 94873: The tiff images now have a header with several tags e.g. the Job ID, image resolution and many more. 
More detailed information regarding the header can be found in the software manual. 

 Item 114639: The software version of the PowderBed software that recorded the job is now stored in the correspond-
ing job file and is also shown in the “Job Summary” section in the PowderBed Client. 

 Item 118287: If the end of a job had been missed due to an internal communication error it was not possible to delete 
these jobs. In this case it is now possible to delete the job afterwards (at the latest when a new job has been built). 

 Item 121790, 137163: The event log now also shows a notification if PowderBed was activated or de-activated at the 
machine and the notifications for pausing and resuming a job were also adapted. 

 Item 123868: The viewport-mouse interaction has been improved. More detailed information regarding the new be-
havior can be found in the software manual. 

 Item138153: In the offline Use Case the customer scripts now also work for Windows domain users. 

 Item 150045: The tooltip for the storage LED in the status bar, which is indicating the free storage space, is now up-
dated whenever the free disc space changes by more than 5 % compared to the previous value.  

 

Known Issues 

 Item 128259: The live view in the operator role only shows the live image, when “live mode” is selected. When select-
ing a layer that is already finished, no live image is shown in the channel “live image”.  

 Item 153190: Starting the PowderBed Client 2.2.283 takes more time (several seconds) than in previous versions.  
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Version 2.1.306 

General Information 

 EOSTATE PowderBed Edition 05.21 is compatible to all other EOS software products of Edition 05.21. The Client soft-
ware is not downwards compatible to PowderBed software of prior editions. 

 EOSTATE PowderBed has been tested and is released for Windows 10. 

 All layer heights (given in millimeters) indicated in the EOSTATE PowderBed client relate to the complete building task. 
The layer height displayed in the user interface on the machine, however, relates to the building process. Therefore, if 
a building process is not started in the first layer, the building height displayed by EOSTATE PowderBed is different to 
the building height displayed on the machine. 

 Simultaneous access to acquired job data by several processes (e.g. several instances of the EOSTATE PowderBed cli-
ent) is not supported. 

 The deletion of a building task during data acquisition will result in undefined behavior and is not supported. 

 The acquisition of building processes with single exposures and/or single recoatings undertaken manually during the 
building process is not supported. 

 The image shown in the client always refers to the layer height after recoating. Therefore, the PowderBed Client does 
not show an image for layer height 0,00 mm.  

Important Note 

 All components of EOSTATE PowderBed must be updated at the same time and be on the same version. 

 The exposure time for the PowderBed images is taken over automatically from previous editions when updating to 
EOSTATE PowderBed 2.1.306. 

 For Details regarding the changes compared to PowderBed 1.4 see the “Important Note” section below for the corre-
sponding version. 

 Information regarding the required ports can be found in the latest version of the EOS Industrial Cybersecurity Guide. 

Solved Items 

 Item 122057: In rare cases the exported video file showed an error message stating that the index of the video was 
damaged or broken. Now the exported video file contains the correct index. 

 Item 122459: The maximum exposure time for the PowderBed images is approximately 110 ms. When trying to 
change the exposure time by entering a value above 110 ms, the value was not stored and the exposure time did not 
change at all. Now a user message is displayed in this case, stating that the value will not be stored. 

 Item 124377: For the EOS M 300-4 the PowderBed Images were rotated by 180° degrees. Now the images are ori-
ented in a way, that the bottom edge of the image is facing the door of the machine. 

 Item 125826: Cancelling a job import or a job deletion still lead to an event stating that the job import or the job de-
letion, respectively, had been successful. Now in this case, no event is shown in the event log.  

 Item 126020: In rare cases date and time were not shown correctly in all tools that show a list of jobs in the client. 
Now the tools show the date and time when the data acquisition started. 

 Item 126114: The red warning sign and the number for critical events in the status bar was affected by events that 
had already been acknowledged, when re-opening the event log. Now acknowledged events no longer affect the num-
ber of events and the red triangle when re-opening the event log.  
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 Item 136820: When using the button for the automatic exposure time calculation it was possible that the iterative 
calculation for the exposure time did not reach the optimum. Now the automatic exposure time calculation only stops 
if the optimum has been found. 

 

New Functions 

 Item 110093: Several improvements for the Eventhandling are now available. The “LEDs” in the status bar are updated 
more often (e.g. on job end). LEDs switch back to a green status during a job if the error causing the red/orange LED no 
longer exists (e.g. if the connection to the machine is re-established the “Service-LED” goes back to a green status). 
Events for the Job-Start and the Job-End are now shown in the Eventlog. It is now possible to acknowledge all se-
lected events at once.  

 Item 112297: It is no longer necessary to install a separate video codec to use the video export. The videos can now be 
exported either in the file format *.mp4 or *.wmv. 

 Item 114100: Jobs can now be loaded/imported/exported/deleted via double-clicking the corresponding entry in the 
list of jobs. 

 Item 118911: Starting with PowderBed 2.1.306 it is now possible to install the Client software in parallel to prior soft-
ware versions. The PowderBed Client 2.1.306 can now be installed in parallel to the PowderBed Client of Edition 11.20. 
More detailed information can be found in the software manual. 

 

Known Issues 

 Item 128259: The live view in the operator role only shows the live image, when “live mode” is selected. When select-
ing a layer that is already finished, no live image is shown in the channel “live image”.   
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Version 2.1.232 – Edition 11.20: EOS P 500 only 

General Information 

 The new software EOSTATE PowderBed 2.1.232 and the corresponding components fully replace the PowderBed Soft-
ware 1.4.8 and the PowderBed Plug-In of EOSTATE Base. The new software EOSTATE PowderBed 2.1.232 is completely 
independent of Version 1.4.8. 

 EOSTATE PowderBed 2.1.232 is significantly different compared to EOSTATE PowderBed 1.4.8 and the EOSTATE Base 
PowderBed Plug-In regarding graphical user interface and usage. However, basic functionality is the same. Details re-
garding changes can be found in the section “New Functions” and in “Important Note”. 

 EOSTATE PowderBed Edition 11.20 is compatible to all other EOS software products of Edition 11.20. The Client soft-
ware is not downwards compatible to PowderBed software of prior editions. 

 EOSTATE PowderBed has been tested and is released for Windows 10. 

 All layer heights (given in millimeters) indicated in the EOSTATE PowderBed client relate to the complete building task. 
The layer height displayed in the user interface on the machine, however, relates to the building process. Therefore, if 
a building process is not started in the first layer, the building height displayed by EOSTATE PowderBed is different to 
the building height displayed on the machine. 

 Simultaneous access to acquired job data by several processes (e.g. several instances of the EOSTATE PowderBed cli-
ent) is not supported. 

 The deletion of a building task during data acquisition will result in undefined behavior and is not supported. 

 The acquisition of building processes with single exposures and/or single recoatings undertaken manually during the 
building process is not supported. 

 The image shown in the client always refers to the layer height after recoating. Therefore, the PowderBed Client does 
not show an image for layer height 0,00 mm.  

Important Note 

 All components of EOSTATE PowderBed must be updated at the same time and be on the same version. 

 The PowderBed camera is now run in “freerun”-mode, to support the live view. This changes the communication from 
EOSTATE PowderBed to the machine software during image acquisition. Therefore, the time necessary for image acqui-
sition varies up to approximately 100 ms, according to whether the image acquisition got triggered at the beginning 
or the end of a frame. However, the overall time for the image acquisition for all layers of a job compared to EOSTATE 
PowderBed remains approximately the same. 

 With Edition 11.20 only one image per layer is stored, the image before recoating. 

 Due to the heaters in the process chamber, the brightness of the live view varies substantially. 

 The exposure time for the PowderBed images is taken over automatically from PowderBed 1.4 when updating to 
EOSTATE PowderBed 2.1.232. 

 The PowderBed images are no longer stored in the machine database starting with EOSTATE PowderBed 2.1.232. They 
are stored on the hard drive of the machine IPC and can be exported using the EOSTATE PowderBed Client 2.1.232. 

 Unlike in previous versions, PowderBed images are no longer deleted automatically. The PowderBed images have to be 
deleted regularly. Images of jobs can be deleted using the EOSTATE PowderBed Client. A warning message is shown at 
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the machine display and in the EOSTATE PowderBed Client if a certain limit for remaining storage space is exceeded. If 
higher limit is exceeded, the image acquisition is stopped. Details regarding this topic can be found in the manual. 

 The image is now oriented in a way, that the bottom edge of the image is facing the door of the machine. 

 The PowderBed images are not migrated when updating to Edition 11.20. If the images need to be available in the 
future, they have to be exported and stored prior to the update installation.  

 The exposure time of the PowderBed images is now longer available in the PowderBed software.  

 

New Functions 

 Item 84529: The user can now change the exposure time of the PowderBed images during a build job. 

 Item 84538: The PowderBed images are now being stored uncompressed and can be exported using the EOSTATE Pow-
derBed Client.  

 Item 84569: The user can now use the EOSTATE PowderBed Client to watch the build process chamber live using the 
PowderBed camera. 

 Item 109620: PowderBed images can be exported for (AfterRecoating and AfterExposure) as .avi video with 30 fps. 

 Item 110092: The EOSTATE PowderBed Client gives you the possibility to check events that occurred during, before 
and after a build job. These events include e.g. frame loss, exceeding the storage capacity and many more. More de-
tails regarding this feature can be found in the manual. The most important events are also shown as pop-ups at the 
machine display. 

 Item 112742: The naming of the exported PowderBed images was changed. It now includes JobID, layer number, layer 
height and the channel (AfterRecoating or AfterExposure).  

 

Known Issues 

 Item 122057: In rare cases the exported video file might show an error message stating that the index of the video is 
damaged or broken. It is still possible to play the video. 

 Item 122459: The maximum exposure time for the PowderBed images is approximately 110 ms. When trying to 
change the exposure time by entering a value above 110 ms, the value is not stored and the exposure time does not 
change at all. 

 Item 125826: Cancelling a job import or a job deletion still leads to an event stating that the job import or the job 
deletion, respectively, has been successful.  

 Item 126020: In rare cases date and time are not shown correctly in all tools that show a list of jobs in the client. 

 Item 128259: The live view in the operator role only shows the live image, when “live mode” is selected. When select-
ing a layer that is already finished, no live image is shown in the channel “live image”.   
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Version 2.0.645 – Edition 11.20: EOS M 290, EOS M 400/M 400-4, EOS M300-4 

General Information 

 The new software EOSTATE PowderBed 2.0.645 and the corresponding components fully replace the PowderBed Soft-
ware 1.4.8 and the PowderBed Plug-In of EOSTATE Base. The new software EOSTATE PowderBed 2.0.645 is completely 
independent of Version 1.4.8. 

 EOSTATE PowderBed 2.0.645 is significantly different compared to EOSTATE PowderBed 1.4.8 and the EOSTATE Base 
PowderBed Plug-In regarding graphical user interface and usage. However, basic functionality is the same. Details re-
garding changes can be found in the section “New Functions” and in “Important Note”. 

 EOSTATE PowderBed Edition 11.20 is compatible to all other EOS software products of Edition 11.20. The Client soft-
ware is not downwards compatible to PowderBed software of prior editions. 

 EOSTATE PowderBed has been tested and is released for Windows 10. 

 All layer heights (given in millimeters) indicated in the EOSTATE PowderBed client relate to the complete building task. 
The layer height displayed in the user interface on the machine, however, relates to the building process. Therefore, if 
a building process is not started in the first layer, the building height displayed by EOSTATE PowderBed is different to 
the building height displayed on the machine. 

 Simultaneous access to acquired job data by several processes (e.g. several instances of the EOSTATE PowderBed cli-
ent) is not supported. 

 The deletion of a building task during data acquisition will result in undefined behavior and is not supported. 

 The acquisition of building processes with single exposures and/or single recoatings undertaken manually during the 
building process is not supported. 

 The image shown in the client always refers to the layer height after recoating. Therefore, the PowderBed Client does 
not show an image for layer height 0,00 mm.  

Important Note 

 All components of EOSTATE PowderBed must be updated at the same time and be on the same version. 

 The PowderBed camera is now run in “freerun”-mode, to support the live view. This changes the communication from 
EOSTATE PowderBed to the machine software during image acquisition. Therefore, the time necessary for image acqui-
sition varies up to approximately 100 ms, according to whether the image acquisition got triggered at the beginning 
or the end of a frame. However, the overall time for the image acquisition for all layers of a job compared to EOSTATE 
PowderBed remains approximately the same. 

 The exposure time for the PowderBed images is taken over automatically from PowderBed 1.4 when updating to 
EOSTATE PowderBed 2.0.645. 

 The PowderBed images are no longer stored in the machine database starting with EOSTATE PowderBed 2.0.645. They 
are stored on the hard drive of the machine IPC and can be exported using the EOSTATE PowderBed Client 2.0.645. 

 Unlike in previous versions, PowderBed images are no longer deleted automatically. The PowderBed images have to be 
deleted regularly. Images of jobs can be deleted using the EOSTATE PowderBed Client. 1000 images require approxi-
mately 2 GB of storage space. A warning message is shown at the machine display and in the EOSTATE PowderBed 
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Client if a certain limit for remaining storage space is exceeded. If higher limit is exceeded, the image acquisition is 
stopped. Details regarding this topic can be found in the manual. 

 The image is now oriented in a way, that the bottom edge of the image is facing the door of the machine. 

 The PowderBed images are not migrated when updating to Edition 11.20. If the images need to be available in the 
future, they have to be exported and stored prior to the update installation.  

 The exposure time of the PowderBed images is now longer available in the PowderBed software.  

 

New Functions 

 Item 84529: The user can now change the exposure time of the PowderBed images during a build job. 

 Item 84538: The PowderBed images are now being stored uncompressed and can be exported using the EOSTATE Pow-
derBed Client.  

 Item 84569: The user can now use the EOSTATE PowderBed Client to watch the build process chamber live using the 
PowderBed camera. 

 Item 109620: PowderBed images can be exported for (AfterRecoating and AfterExposure) as .avi video with 30 fps. 

 Item 110092: The EOSTATE PowderBed Client gives you the possibility to check events that occurred during, before 
and after a build job. These events include e.g. frame loss, exceeding the storage capacity and many more. More de-
tails regarding this feature can be found in the manual. The most important events are also shown as pop-ups at the 
machine display. 

 Item 112742: The naming of the exported PowderBed images was changed. It now includes JobID, layer number, layer 
height and the channel (AfterRecoating or AfterExposure).  

 

Known Issues 

 Item 122057: In rare cases the exported video file might show an error message stating that the index of the video is 
damaged or broken. It is still possible to play the video. 

 Item 122459: The maximum exposure time for the PowderBed images is approximately 110 ms. When trying to 
change the exposure time by entering a value above 110 ms, the value is not stored and the exposure time does not 
change at all. 

 Item 124377: For the EOS M 300-4 the PowderBed Images are rotated by 180° degrees.  

 Item 125826: Cancelling a job import or a job deletion still leads to an event stating that the job import or the job 
deletion, respectively, has been successful.  

 Item 126020: In rare cases date and time are not shown correctly in all tools that show a list of jobs in the client. 

 Item 128259: The live view in the operator role only shows the live image, when “live mode” is selected. When select-
ing a layer that is already finished, no live image is shown in the channel “live image”.  

 


