
2-Channel Line Output Converter  •  Differential Balanced Inputs  •  Low Impedance Outputs
Variable Gain w/Clip LED  •  Auto Turn-On via DC-Offset or Audio Detect  •  Generated +12V Remote Output

OEM Load Detect Compatible  •  Selectable Ground Isolation  •  Locking Detachable Power & Speaker Terminals
Panel Mount RCA Jacks  •  Compact Aluminum Chassis  •  Detachable Mounting Tabs

Line Output Converter
Can produce over 10Vrms output with a very low output impedance 
of less than 50Ω from either speaker level or RCA input to unleash 
maximum amplifier performance without noise.
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link2
2-Channel Line Output Converter
10Vrms Output  •  Auto Turn-On •  OEM Load Detect Compatible 

OEM Load Detect Compatible
With built-in loading capable of handling even high-voltage factory 
amplified systems, the link2 takes the guesswork out of integrating 
with vehicles that may have factory load detect protection systems. 

Designed for Professional Installers
As with all Wāvtech models, the link2 features industry leading auto 
turn-on circuitry, compact smooth chassis design, locking detachable 
terminals and panel mount RCA jacks that professional installers can 
count on for efficient and reliable installations.

High Performance LOC
With its ability to accept high voltage signals up to 40Vrms and built-in loading for 
most OEM load detect systems, the link2 provides unparalleled vehicle coverage.
It is also capable of producing over 10Vrms output at less than 50Ω, plenty to drive 
any aftermarket amplifier system to full output with maximum performance.

High Performance LOC
Capable of converting speaker level signals up to 40Vrms to RCA line 
level, the link2 can deliver up to 10Vrms output at less than 50Ω for 
driving any amplifier system to maximum performance without noise. 

Line Output Converter or Line Driver
With both RCA and speaker level inputs, the bassFREQ is capable of producing over 
10Vrms output at less than 50Ω from any source, providing more than enough clean 
signal to drive all amplifiers to full output with maximum sound performance.

OEM Load Detect Compatible
All speaker level inputs feature built-in loading circuitry to 
prevent triggering factory radio or amplifier protection systems, 
eliminating the need for external resistors in most vehicles. 

High Performance LOC
Converts any speaker level source up to 40Vrms to RCA line level, delivering up to 
10Vrms output at less than 50Ω for maximum amplifier performance without noise. 

from input signals ranging all the way up to 40Vrms from high voltage factory 
amplified systems. All Wāvtech models also provide built-in loading for compatibility 
with most OEM load detect systems, industry leading auto turn-on circuitry and 
unrivaled build quality.  With high-end performance at an unbeatable price, the link2 is 
the only solution of its kind.

Designed for Professional Installers
Every Wāvtech model features all external adjustments, 
auto sensing turn-on, compact smooth chassis design, 
locking detachable terminals and panel mount RCA jacks 
for efficient and reliable installations.
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