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Puretec Sparq-S5
Filtered Sparkling, Chilled and Ambient Water
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Specifications

PRODUCT USER GUIDE
For  cor rect  operat ion & insta l lat ion ,  i t  i s  essent ia l  to  ob-

serve these inst ruct ions .

Warranty:

Use only genuine Puretec replacement cartridge. 2 year warranty 
is 1 year parts and labour plus 1 year parts only. Excludes 
consumables.

Notes: 

Chilled Flow: 100 glasses per hour, 1/2” BSP (1/4” tube) connections, 100% stainless steel

Ordering Code
Pressure 

kPa
Chilled 

Temp 0C
Power  

Requirement
Warranty

(year)
Tap Colour

SPARQ-S5-BG 138-500 2 - 10 220-240 V / 50 Hz 2 Brushed Gold

SPARQ-S5-BK 138-500 2 - 10 220-240 V / 50 Hz 2 Matte Black

SPARQ-S5-BN 138-500 2 - 10 220-240 V / 50 Hz 2 Brushed Nickel

SPARQ-S5-CH 138-500 2 - 10 220-240 V / 50 Hz 2 Chrome

SPARQ-S5-GM 138-500 2 - 10 220-240 V / 50 Hz 2 Gunmetal

Replacement Filter 
Cartridge

Temp 0C Pressure kPa
Filter 

Capacity
Micron 
Rating

Connection
Cartridge 

Size
Warranty

(year)

Z1-R 0 - 38 200 - 520 30,000 L 0.1
1/2” BSP  

(1/4” tube)
10” 2

197

230 370

110

93

40
5

39
0

39
0

43
5

29
0

WMTS 105:2016
Certificate No. 23291

Pro-Switch Pty Ltd

45

35
0 

(c
ol

ou
re

d)
 &

 3
45

 (c
hr

om
e)

Gunmetal

Matte Black

Brushed Nickel

Brushed Gold

Chrome


