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Expella’s Ceiling Mounted PIR 
Sensor Switch automatically 
activates a 12 volt fan when a 
person is detected within range. 
The sensor switch is compact 
and is designed to sit discreetly 
on the ceiling. This product is 
compatible with Milu Odourless 
toilets and Expella’s Mini Box Fan.

Manufacturer:

 

Warranty: 

2 years

Features and Benefits: 

• Automatically activates a Milu Odourless toilet  
or 12 Volt fan when motion is detected. 

• Once motion is detected, the odourless fan 
switches on and remains on while motion is present. 

• When no motion is present, the fan runs for 
5 minutes before turning off.

• The sensor field of view has been designed 
to function within a small space to isolate the 
operating zone and minimise false triggers. 

Applications and Installation: 

• Compatible with Milu Odourless toilets

• Compatible with the Expella Mini Box Fan

• Designed for installation on the ceiling (70mm 
ceiling cut-out)

• 2mm DC plug and socket for easy connection

Dimensions: 

PIR Motion Sensor (12V)
Ceiling mounted PIR sensor switch
1PIR12V–C
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TEST OPERATION 

1. Turn on power supply. Fan will start 
2. Leave the room and wait for fan to turn off (approx. 5mins) 
3. Enter room and move in to sensing region (approx. 0.5m radius from sensor) 
4. Fan should turn on again for 5 mins 
5. Sensor may need rotating in the ceiling to better align with the target  

SPECIFICATION 

Input/Output 
Voltage 

Current 
(max) 

Sensor 
Range 

Run on time 
period 

9-12 VDC 1.5 A 0.5m Radius 5 mins 

DIMENSIONS 

 

WARRANTY 

2 year warranty from date of purchase 

CONTACT US: 

16 Middleton Rd, 
Cromer, NSW 
2099 
Ph: 02 99811622 
Email: info@expella.com.au 
Website: www.expella.com.au 
 

 

 

2 www.expella.com.au 
 

 

TEST OPERATION 

1. Turn on power supply. Fan will start 
2. Leave the room and wait for fan to turn off (approx. 5mins) 
3. Enter room and move in to sensing region (approx. 0.5m radius from sensor) 
4. Fan should turn on again for 5 mins 
5. Sensor may need rotating in the ceiling to better align with the target  

SPECIFICATION 

Input/Output 
Voltage 

Current 
(max) 

Sensor 
Range 

Run on time 
period 

9-12 VDC 1.5 A 0.5m Radius 5 mins 

DIMENSIONS 

 

WARRANTY 

2 year warranty from date of purchase 

CONTACT US: 

16 Middleton Rd, 
Cromer, NSW 
2099 
Ph: 02 99811622 
Email: info@expella.com.au 
Website: www.expella.com.au 
 

 

www.expella.com.au


