
SPECIFICATION SHEET

Heated & Non-Heated Towel Rails

WARRANTY 
10 YEAR

HEATING TIME
30 MINUTES

* For electroplated finishes, please enquire (POA) ** Calculated on heated version

MADE IN
AUSTRALIA

Xeric

SPECIFICATIONS

DETAILED DIMENSIONS

VERSION: 2017.08

STANDARD FINISHES

Mirror Polished 
Stainless Steel

RRP

Brushed 
Stainless Steel 

+20%**

Matt Black
Painted

+40%**

Matt White
Painted

+40%**

Electroplated 
e.g. Graphite

+60% (Made to Order)

10

Standards
AS/NZ 60335.2.43

Electrical Connection
Concealed Wiring only - any leg 
(TRTR105-12V required)

Heating Method
Dry Internal Heating Element

Non-Heated version available

Voltage 
12V

Material 
Stainless Steel 304

Finish 
Mirror Polished

Safety 
SELV (Seperated Extra Low Voltage)

VARIATIONS

Heated Version Non-Heated Version Height x Width Rails Watts/rail

TRH7-75 TRN7-75 50 x 750 mm 1 to 4 16 Watts

TRH7-90 TRN7-90 50 x 900 mm 1 to 4 19 Watts

TRH7-105 TRN7-105 50 x 1050 mm 1 to 4 22 Watts

Can be mounted vertically or horizontally. Transformer (TRTR105-12V) required - accommodates up to 4 rails. 
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DETAILED DRAWINGSXeric

VERSION: 2017.08

VARIATIONS

Heated Version Non-Heated Version H1 (Overall) H2 (Fixings) H3 (Legs)

TRH7-75 TRN7-75 750mm 662mm 650mm

TRH7-90 TRN7-90 900mm 812mm 800mm

TRH7-105 TRN7-105 1050mm 962mm 950mm

Can be mounted vertically or horizontally. Transformer (TRTR105-12V) required - accommodates up to 4 rails. 


