
Surface finishes unless 
otherwise stated:

Sand-Cast  = 16.0µm1.
Drilling   =  6.3µm2.
Forging    =  6.3µm3.
Milling    =  3.2µm4.
Turning    =  3.2µm5.
Boring     =  3.2µm6.
Die-Cast   =  1.6µm7.
Reaming    =  1.6µm8.
Grinding   =  0.8µm9.
Honing     =  0.4µm10.
Polishing  =  0.2µm11.

Limits unless otherwise stated:
Fabricated    0.751.
Sand-Cast     0.352.
Forging       0.25 3.
Die-Cast      0.254.
Moulded       0.155.
Machined      0.15mm6.
Angular       0.50degree7.

Fits unless otherwise stated:
Free Running = H9/d91.
Running      = H8/f82.
Clearance    = H7/h63.
Sliding      = H7/g64.
Interference = H7/u65.

XXX.XXFeatures marked with this symbol:
must be referred to in the manufacturing control plan
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Detail A
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Cold Water marking:
 Pad print Blue colour 
Pantone PMS 3015C

Hot Water marking:
Pad print Red colour 
Pantone PMS 187C
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Zip badge (use artwork provided by Zip)
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WaterMark at Rear of Tap's Base

Drill ø35mm hole on kitchen sink or benchtop to install this Tap.
Maximum thickness of benchtop = 50mm

150

50

200

250

15010050 250200 300 350 400

20050 100 150

250

200

100

150

Web : www.zipindustries.com
Email : sales@zipindustries.com

100

Dimensions in 
millimetres

Drawing to 
BS8888:2004

Screw threads to 
BS 8498:2008
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