
Feniex Industries, Inc.
1.800.615.8350

FENIEX ONE
CONTROLLER

A. Feniex one Controller
B. Feniex One Relay

Feniex One

Controller & Relay

Console mount

A.B.

PART
NUMBER DIMENSIONS VOLTAGE MAX CURRENT

DRAW
AMPS PER 
OUTPUT

A. 7.3" x 1.13" x 3.13" N/A

B. 8” x 6.25” x 2.44” 10-18 V DC 60 Amps 5 Amps on 32 outputs

MOUNTING:

CERTIFICATIONS:

U bracket Side mount

IP67

DESCRIPTION:

Feniex One champions functionality, ease of use, and streamlined installation. The next evolution 
in smart controllers goes beyond traditional standards with innovations that bridge the gap of 
automation. Transformative technology. The Feniex One.

*Purchasing without an obd2 plug-in will limit the functionality of the controller and require 
additional installation. Consult your Feniex Representative or Customer Support for more 
questions.

Relay 
Military-grade 
Aluminum

  32 programmable outputs rated at 5 amps each
  Integrated GPS timing chip for vehicle to vehicle sync
  8 programmable inputs with 12v+ or 12v- options
  8 programmable Quad serial outputs

  Console face plates available with 
Havis, Jotto and Troy

 15’ controller cable length
Purchase includes Feniex One 

controller & relay, button legend 
sheets, u-bracket, antenna, usb cable, 
ethernet cable, wire harnesses for 
data link, outputs, inputs and siren

lights

Processor

Controller 
Polycarbonate
Plastic Base
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F1-0121

F1-0121

10-18 V DC N/A


