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Cannon Perimeter Light
feniex.com/perimeter/cannon

SPECIFICATIONS

CANNON

PART NUMBER: H-2209

Voltage 12VDC

Current Draw 1 Amp (fuse @125%)

Dimensions 1” H x 1” L x 1.59” W

Warranty 5 years

KEY FEATURES

▪ 120° optics with option to convert to 360°
▪ 3 programmable modes
▪ Dual color availability
▪ 15 flash patterns for single color
▪ 39 flash patterns for dual color
▪ Available Colors: R, A, B, W, RW, AW, RB, RA, BA
▪ New surface mount bezel (sold separately)

QUICK FACTS

▪ Made in the USA
▪ Certified: SAE J1113-11, J595, CT13
▪ 12 high power 4 Watt Cree LEDs
▪ Functions as reverse light, turn 
light, tail light, fog light, and/or 
warning light
▪ Product ships as a 120° with the 
360° optic kit as an add-on purchase

WIRING DIAGRAM

Red 12V+, Mode 1

Yellow 12V+, Mode 2*

Wire: Function:

Green 12V+, Mode 3**

Blue 12V-, Flash Pattern

Black 12V-, Ground

* Overrides Mode 1   ** Overrides Mode 2

360° Spread 120° Spread

Available via
Kerr Industries

Quad 44 Lightbar
feniex.com/lightbars/quad-44-gpl

SPECIFICATIONS

QUAD 44” LIGHTBAR

PART NUMBER: Q-4420

Voltage 10-18 Volts DC

Current Draw 15 Amps

Dimensions 1.6” x 11.8” x 44.5”

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ 15-Color Programmable Rear Traffic Advisor: Left, 
Right & Center-Out
▪ 4-Programmable Cut-off Modes: Front, Rear, 
Driver & Passenger
▪ 4-Programmable Flood Modes: Front, Rear, Driver 
& Passenger
▪ 15-Programmable Flash for Front & Rear Flashing
▪ 4-Color Programmable Cruise Modes: Driver & 
Passenger
▪ 3-Programmable DOT Functions: Stop, Tail & Turn
▪ 3-Programmable Brightness Levels: 10, 50 & 100%
▪ 4-Programmable Priority Flashing Modes for 
Front & Rear
▪ Programmable California-Red Mode: 20 Positions
▪ 4-Mounting Options: Permanent, Headache, 
Standard & Adjustable
▪ 60° Optical Light Spread for Off-Axis Visibility
▪ Standard hook-mount supports 30+ vehicle 
makes & models

QUICK FACTS

▪ Made in the USA
▪ Certified: SAE, CT13, KKK, NFPA & 
ECE R65 Class 1 Certified
▪ 528 4 Watt Cree LEDs
▪ Waterproof 3M Triple-bubble Seal
▪ Packaged with a Quad Converter 
Providing 28-Programmable Modes
▪ Easy Field Servieability

WIRING DIAGRAM

White Data Wire A

Green Data Wire B

Wire: Function:

Quad 49 Lightbar
feniex.com/lightbars/quad-49-gpl

SPECIFICATIONS

QUAD 49” LIGHTBAR

PART NUMBER: Q-4920

Voltage 10-18 Volts DC

Current Draw 16 Amps

Dimensions 1.6” x 11.8” x 49.2”

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ 15-Color Programmable Rear Traffic Advisor: Left, 
Right & Center-Out
▪ 4-Programmable Cut-off Modes: Front, Rear, 
Driver & Passenger
▪ 4-Programmable Flood Modes: Front, Rear, Driver 
& Passenger
▪ 15-Programmable Flash for Front & Rear Flashing
▪ 4-Color Programmable Cruise Modes: Driver & 
Passenger
▪ 3-Programmable DOT Functions: Stop, Tail & Turn
▪ 3-Programmable Brightness Levels: 10, 50 & 100%
▪ 4-Programmable Priority Flashing Modes for 
Front & Rear
▪ Programmable California-Red Mode: 20 Positions
▪ 4-Mounting Options: Permanent, Headache, 
Standard & Adjustable
▪ 60° Optical Light Spread for Off-Axis Visibility
▪ Standard hook-mount supports 30+ vehicle 
makes & models

QUICK FACTS

▪ Made in the USA
▪ Certified: SAE, CT13, KKK, NFPA & 
ECE R65 Class 1 Certified
▪ 624 4 Watt Cree LEDs
▪ Waterproof 3M Triple-bubble Seal
▪ Packaged with a Quad Converter 
Providing 28-Programmable Modes
▪ Easy Field Servieability

WIRING DIAGRAM

White Data Wire A

Green Data Wire B

Wire: Function:

Quad 60 Lightbar
feniex.com/lightbars/quad-60-lightbar

SPECIFICATIONS

QUAD 60” LIGHTBAR

PART NUMBER: Q-6020

Voltage 10-18 Volts DC

Current Draw 18 Amps

Dimensions 1.6” x 11.8” x 59.8”

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ 15-Color Programmable Rear Traffic Advisor: Left, 
Right & Center-Out
▪ 4-Programmable Cut-off Modes: Front, Rear, 
Driver & Passenger
▪ 4-Programmable Flood Modes: Front, Rear, Driver 
& Passenger
▪ 15-Programmable Flash for Front & Rear Flashing
▪ 4-Color Programmable Cruise Modes: Driver & 
Passenger
▪ 3-Programmable DOT Functions: Stop, Tail & Turn
▪ 3-Programmable Brightness Levels: 10, 50 & 100%
▪ 4-Programmable Priority Flashing Modes for 
Front & Rear
▪ Programmable California-Red Mode: 20 Positions
▪ 4-Mounting Options: Permanent, Headache, 
Standard & Adjustable
▪ 60° Optical Light Spread for Off-Axis Visibility
▪ Standard hook-mount supports 30+ vehicle 
makes & models

QUICK FACTS

▪ Made in the USA
▪ Certified: SAE, CT13, KKK, NFPA & 
ECE R65 Class 1 Certified
▪ 720 4 Watt Cree LEDs
▪ Waterproof 3M Triple-bubble Seal
▪ Packaged with a Quad Converter 
Providing 28-Programmable Modes
▪ Easy Field Servieability

WIRING DIAGRAM

White Data Wire A

Green Data Wire B

Wire: Function:

Quad Mini Lightbar
feniex.com/lightbars/quad-mini-lightbar

SPECIFICATIONS

QUAD MINI LIGHTBAR

PART NUMBER: Q-6120

Voltage 10-18 Volts DC

Current Draw 5 Amps

Dimensions 2.3” x 8.1” x 13.94”

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ Syncs with T3, Cannon, Mirror Puck, FSM
▪ 2 user programmable modes
▪ Flood & Cruise mode pattern capable
▪ Magnet mount standard. Optional Permanent 
Mount
▪ 60° optical light spread for off-axis visibility
▪ Waterproof IP67 protection against any elements
▪ Easy field service with Plug-&-Play Connectivity
▪ Waterproof 3M Triple-bubble seal for protection
▪ Certified: SAE, CT13, KKK, NFPA & ECE R65 Class 1
▪ Cig-plug with color, pattern and switch modes:

QUICK FACTS

▪ Made in the USA
▪ 144 4 Watt Cree LEDs

WIRING DIAGRAM

Red 12V+, Mode 1

Black 12V-, Ground

Wire: Function:

Mode 1

Mode 2

Flash 
Pattern 

Changer

Color 
Changer

Yellow 12V+, Mode 2

White 12V+, Mode 3

Green 12V+, Color Change 

Blue 12V-, Sync/Pattern

QUICK FACTS

▪ Made in the USA
▪ 24 4 Watt Cree LEDs
▪ Cable length: 8 feet

Red 12V+, Mode 1

Black 12V-, Ground

Wire: Function:

Yellow 12V+, Mode 2

White 12V+, Mode 3

Green 12V+, Color Change 

Blue 12V-, Sync/Pattern

Quad 100 Lightstick
feniex.com/lightsticks/quad-100

SPECIFICATIONS

QUAD 100 LIGHTSTICK

PART NUMBER: Q-0120

Voltage 10-18 Volts DC

Current Draw 1 Amp

Dimensions 1.3” x 2.25” x 4.8”

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ Syncs with T3, Cannon, Mirror Puck, FSM
▪ 3 user programmable modes
▪ Flood mode pattern capable
▪ Cruise mode pattern capable
▪ Stop, turn & tail pattern capable
▪ 60° optical light spread for off-axis visibility
▪ SAE, CT13, KKK, NFPA & ECE R65 Class 1 certified
▪ Waterproof IP67 rated for protection against any 
elements
▪ Black aluminum housing provides structural 
reinforcement
▪ Easy field service with Plug-&-Play Connectivity
▪ 4-mounting options: L-bracket, Rotating, Headliner 
& Window Mount

WIRING DIAGRAM

Headliner Window Mount L-Bracket Rotating

Red 12V+, Mode 1

Black 12V-, Ground

Wire: Function:

Yellow 12V+, Mode 2

White 12V+, Mode 3

Green 12V+, Color Change 

Blue 12V-, Sync/Pattern

Quad 200 Lightstick
feniex.com/lightsticks/quad-200

SPECIFICATIONS

QUAD 200 LIGHTSTICK

PART NUMBER: Q-0220

Voltage 10-18 Volts DC

Current Draw 1.5 Amps

Dimensions 1.3” x 2.25” x 9.5”

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ Syncs with T3, Cannon, Mirror Puck, FSM
▪ 3 user programmable modes
▪ Flood mode pattern capable
▪ Cruise mode pattern capable
▪ Stop, turn & tail pattern capable
▪ 60° optical light spread for off-axis visibility
▪ SAE, CT13, KKK, NFPA & ECE R65 Class 1 certified
▪ Waterproof IP67 rated for protection against any 
elements
▪ Black aluminum housing provides structural 
reinforcement
▪ Easy field service with Plug-&-Play Connectivity
▪ 4-mounting options: L-bracket, Rotating, Headliner 
& Window Mount

QUICK FACTS

▪ Made in the USA
▪ 48 4 Watt Cree LEDs
▪ Cable length: 8 feet

WIRING DIAGRAM

Headliner Window Mount L-Bracket Rotating

WIRING DIAGRAM

White Data Wire A

Green Data Wire B

Wire: Function:

Quad 400 Lightstick
feniex.com/lightsticks/quad-400

SPECIFICATIONS

QUAD 400 LIGHTSTICK

PART NUMBER: Q-0420

Voltage 10-18 Volts DC

Current Draw 4 Amps

Dimensions 1.3” x 2.25” x 18.8”

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ 3-programmable DOT functions: stop, turn & tail light
▪ Programmable traffic advisor: left, right & 
center-out
▪ 3-programmable Brightness levels: 10%, 50% & 100%
▪ 4-programmable priority flashing modes
▪ 4-color programmable cruise mode
▪ 15-programmable flash patterns
▪ Built-in user programmable Cut-off mode
▪ Built-in user programmable Flood mode
▪ Programmable California-red mode: 20 positions
▪ 60° optical light spread for Off-axis visibility
▪ Black aluminum housing for structural reinforcement
▪ Requires a Quad Converter
▪ 4-mounting options: L-bracket, Rotating, Headliner 
& Window Mount

QUICK FACTS

▪ Made in the USA
▪ 96 4 Watt Cree LEDs
▪ Cable length: 10 feet
▪ SAE, CT13, KKK, NFPA & ECE R65 
Class 1 certified
▪ Easy field service with Plug-&-Play 
Connectivity
▪ Waterproof IP67 rated for 
protection against any elements

Headliner Window Mount L-Bracket Rotating

WIRING DIAGRAM

White Data Wire A

Green Data Wire B

Wire: Function:

Quad 600 Lightstick
feniex.com/lightsticks/quad-600

SPECIFICATIONS

QUAD 600 LIGHTSTICK

PART NUMBER: Q-0620

Voltage 10-18 Volts DC

Current Draw 5 Amps

Dimensions 1.3” x 2.25” x 28.1”

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ 3-programmable DOT functions: stop, turn & tail light
▪ Programmable traffic advisor: left, right & 
center-out
▪ 3-programmable Brightness levels: 10%, 50% & 100%
▪ 4-programmable priority flashing modes
▪ 4-color programmable cruise mode
▪ 15-programmable flash patterns
▪ Built-in user programmable Cut-off mode
▪ Built-in user programmable Flood mode
▪ Programmable California-red mode: 20 positions
▪ 60° optical light spread for Off-axis visibility
▪ Black aluminum housing for structural reinforcement
▪ Requires a Quad Converter
▪ 4-mounting options: L-bracket, Rotating, Headliner 
& Window Mount

QUICK FACTS

▪ Made in the USA
▪ 144 4 Watt Cree LEDs
▪ Cable length: 10 feet
▪ SAE, CT13, KKK, NFPA & ECE R65 
Class 1 certified
▪ Easy field service with Plug-&-Play 
Connectivity
▪ Waterproof IP67 rated for 
protection against any elements

Headliner Window Mount L-Bracket Rotating

WIRING DIAGRAM

White Data Wire A

Green Data Wire B

Wire: Function:

Quad 800 Lightstick
feniex.com/lightsticks/quad-800

SPECIFICATIONS

QUAD 800 LIGHTSTICK

PART NUMBER: Q-0820

Voltage 10-18 Volts DC

Current Draw 6 Amps

Dimensions 1.3” x 2.25” x 37.5”

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ 3-programmable DOT functions: stop, turn & tail light
▪ Programmable traffic advisor: left, right & 
center-out
▪ 3-programmable Brightness levels: 10%, 50% & 100%
▪ 4-programmable priority flashing modes
▪ 4-color programmable cruise mode
▪ 15-programmable flash patterns
▪ Built-in user programmable Cut-off mode
▪ Built-in user programmable Flood mode
▪ Programmable California-red mode: 20 positions
▪ 60° optical light spread for Off-axis visibility
▪ Black aluminum housing for structural reinforcement
▪ Requires a Quad Converter
▪ 4-mounting options: L-bracket, Rotating, Headliner 
& Window Mount

QUICK FACTS

▪ Made in the USA
▪ 192 4 Watt Cree LEDs
▪ Cable length: 10 feet
▪ SAE, CT13, KKK, NFPA & ECE R65 
Class 1 certified
▪ Easy field service with Plug-&-Play 
Connectivity
▪ Waterproof IP67 rated for 
protection against any elements

Headliner Window Mount L-Bracket Rotating

WIRING DIAGRAM

White Data Wire A

Green Data Wire B

Wire: Function:

Quad Rocker Panel
feniex.com/lightsticks/quad-rocker-panel

SPECIFICATIONS

QUAD ROCKER PANEL

PART NUMBER: Q-8820

Voltage 10-18 Volts DC

Current Draw 12 Amps

Dimensions 1.3” x 2.25” x 64.4”

Warranty 2 years

KEY FEATURES

▪ Sold as a pair: driver side & passenger side 
included
▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ Programmable traffic advisor: left, right & 
center-out
▪ 3-programmable Brightness levels: 10%, 50% & 100%
▪ Built-in user programmable turn-signal functionality
▪ 4-programmable priority flashing modes
▪ 4-color programmable cruise mode
▪ 15-programmable flash patterns
▪ Built-in user programmable Cut-off mode
▪ Built-in user programmable Flood mode
▪ 60° optical light spread for Off-axis visibility
▪ Black aluminum housing for structural reinforcement
▪ Requires a Quad Converter
▪ 4-mounting options: L-bracket, Rotating, Headliner 
& Window Mount

QUICK FACTS

▪ Made in the USA
▪ 432 4 Watt Cree LEDs
▪ Cable length: 10 feet
▪ SAE, CT13, KKK, NFPA & ECE R65 
Class 1 certified
▪ Easy field service with Plug-&-Play 
Connectivity
▪ Waterproof IP67 rated for 
protection against any elements

Headliner Window Mount L-Bracket Rotating

WIRING DIAGRAM

White Data Wire A

Green Data Wire B

Wire: Function:

Quad Arrow Board
feniex.com/lightsticks/quad-arrow-board

SPECIFICATIONS

QUAD ARROW BOARD

PART NUMBER: Q-1020

Voltage 10-18 Volts DC

Current Draw 8 Amps

Dimensions 1.3” x 2.25” x 42.5”

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ 3-programmable DOT functions: stop, turn & tail light
▪ Programmable traffic advisor: left, right & 
center-out
▪ 3-programmable Brightness levels: 10%, 50% & 100%
▪ 4-programmable priority flashing modes
▪ 4-color programmable cruise mode
▪ 15-programmable flash patterns
▪ Built-in user programmable Cut-off mode
▪ Built-in user programmable Flood mode
▪ Programmable California-red mode: 20 different 
positions
▪ 60° optical light spread for Off-axis visibility
▪ Black aluminum housing for structural reinforcement
▪ Requires a Quad Converter 
▪ 4-mounting options: L-bracket, Rotating, Headliner 
& Window Mount

QUICK FACTS

▪ Made in the USA
▪ 384 4 Watt Cree LEDs
▪ Cable length: 10 feet
▪ SAE, CT13, KKK, NFPA & ECE R65 
Class 1 certified
▪ Easy field service with Plug-&-Play 
Connectivity
▪ Waterproof IP67 rated for 
protection against any elements

Headliner Window Mount L-Bracket RotatingQuad Converter

WIRING DIAGRAM

White Data Wire A

Green Data Wire B

Wire: Function:

Quad Front Interior Lightbar
feniex.com/deck-dash/quad-interior-lightbar

SPECIFICATIONS

QUAD FRONT INTERIOR

PART NUMBER: Q-****

Voltage 10-18 Volts DC

Current Draw 6 Amps

Dimensions 1” x 2.25” x 37.5”

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ 3-programmable DOT functions: stop, turn & tail light
▪ 3-programmable Brightness levels: 10%, 50% & 100%
▪ 4-programmable priority flashing modes
▪ 4-color programmable cruise mode
▪ 15-programmable flash patterns
▪ Built-in user programmable Cut-off mode
▪ Built-in user programmable Flood mode
▪ Programmable California-red mode: 20 different 
positions
▪ Front lightbar series supports 50+ vehicle makes 
& models
▪ 60° optical light spread for Off-axis visibility
▪ Black aluminum housing for structural reinforcement
▪ Quad Converter required for installation.  Only 1 Quad 
Converter is needed for products that require the converter. 

QUICK FACTS

▪ Made in the USA
▪ 192 4 Watt Cree LEDs
▪ Cable length: 10 feet
▪ SAE, CT13, KKK, NFPA & ECE R65 
Class 1 certified
▪ Easy field service with Plug-&-Play 
Connectivity

Quad Converter

WIRING DIAGRAM

White Data Wire A

Green Data Wire B

Wire: Function:

Quad Rear Interior Lightbar
feniex.com/deck-dash/quad-rear-interior-lightbar

SPECIFICATIONS

QUAD REAR INTERIOR

PART NUMBER: Q-****

Voltage 10-18 Volts DC

Current Draw 6 Amps

Dimensions 1” x 2.25” x 37.46”

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ 3-programmable DOT functions: stop, turn & tail light
▪ Programmable traffic advisor: left, right & center-out
▪ 3-programmable Brightness levels: 10%, 50% & 100%
▪ 4-programmable priority flashing modes
▪ 4-color programmable cruise mode
▪ 15-programmable flash patterns
▪ Built-in user programmable Cut-off mode
▪ Built-in user programmable Flood mode
▪ Front lightbar series supports 5+ vehicle makes & 
models
▪ 60° optical light spread for Off-axis visibility
▪ Black aluminum housing for structural reinforcement
▪ Quad Converter required for installation.  Only 1 
Quad Converter is needed for products that require 
the converter. 

QUICK FACTS

▪ Made in the USA
▪ 192 4 Watt Cree LEDs
▪ Cable length: 10 feet
▪ SAE, CT13, KKK, NFPA & ECE R65 
Class 1 certified
▪ Easy field service with Plug-&-Play 
Connectivity

WIRING DIAGRAM

Red 12V+, Mode 1

Black 12V-, Ground

Wire: Function:

Yellow 12V+, Mode 2

White 12V+, Mode 3

Green 12V+, Color Change 

Blue 12V-, Sync/Pattern

Mode 1

Mode 2

Flash 
Pattern 

Changer

Color 
Changer

Quad 1X Dash Light
feniex.com/deck-dash/quad-1x

SPECIFICATIONS

QUAD 1X DASH

PART NUMBER: Q-1120

Voltage 10-18 Volts DC

Current Draw 1 Amp

Dimensions 1.7” x 4.97” x 9.71”

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ Syncs with T3, Cannon, Under Mirror Puck, FSM
▪ 2-user programmable modes
▪ Flood mode pattern capable
▪ Cruise mode pattern capable
▪ Stop, turn & tail pattern capable
▪ Built-in shield to protect against flash back
▪ 60° optical light spread for Off-axis visibility
▪ Comes with 2 mounting options: suction-cup & 
3M permanent tape
▪ Cig-plug with color, pattern & mode switches

QUICK FACTS

▪ Made in the USA
▪ 24 4 Watt Cree LEDs
▪ Cable length: 8 feet
▪ SAE, CT13, KKK, NFPA & ECE R65 
Class 1 certified

WIRING DIAGRAM

Red 12V+, Mode 1

Black 12V-, Ground

Wire: Function:

Yellow 12V+, Mode 2

White 12V+, Mode 3

Green 12V+, Color Change 

Blue 12V-, Sync/Pattern

Mode 1

Mode 2

Flash 
Pattern 

Changer

Color 
Changer

Quad 2X Dash Light
feniex.com/deck-dash/quad-2x

SPECIFICATIONS

QUAD 2X DASH

PART NUMBER: Q-2120

Voltage 10-18 Volts DC

Current Draw 1.5 Amp

Dimensions 1.7” x 4.97” x 13.8”

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ Syncs with T3, Cannon, Under Mirror Puck, FSM
▪ 2-user programmable modes
▪ Flood mode pattern capable
▪ Cruise mode pattern capable
▪ Stop, turn & tail pattern capable
▪ Built-in shield to protect against flash back
▪ 60° optical light spread for Off-axis visibility
▪ Comes with 2 mounting options: suction-cup & 
3M permanent tape
▪ Cig-plug with color, pattern & mode switches

QUICK FACTS

▪ Made in the USA
▪ 48 4 Watt Cree LEDs
▪ Cable length: 8 feet
▪ SAE, CT13, KKK, NFPA & ECE R65 
Class 1 certified

Headliner Window Mount L-Bracket

QUICK FACTS

▪ Made in the USA
▪ 24 4 Watt Cree LEDs
▪ Cable length: 1 foot
▪ Waterproof IP67 rated for 
protection against any elements
▪ Black aluminum housing provides 
structural reinforcement
▪ Clear-coated polycarbonate lens: 
anti-cracking & anti-yellowing

Red 12V+, Mode 1

Black 12V-, Ground

Wire: Function:

Yellow 12V+, Mode 2

White 12V+, Mode 3

Green 12V+, Color Change 

Blue 12V-, Sync/Pattern

Quad Surface Mount
feniex.com/surface-mount/quad

SPECIFICATIONS

QUAD
SURFACE MOUNT

PART NUMBER: QSM-8101

Voltage 10-18 Volts DC

Current Draw 1 Amp

Dimensions 0.88” x 1.7” x 5.22”

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ Syncs with T3, Cannon, Mirror Puck, FSM
▪ 3 user programmable modes
▪ Flood mode pattern capable
▪ Cruise mode pattern capable
▪ Stop, turn & tail pattern capable
▪ 60° optical light spread for off-axis visibility
▪ SAE, CT13, KKK, NFPA & ECE R65 Class 1 certified
▪ 4-mounting options: L-bracket, Rotating, Hood, 
Recessed, License Plate & Window Mount

WIRING DIAGRAM

Headliner Window Mount L-Bracket

QUICK FACTS

▪ Made in the USA
▪ 48 4 Watt Cree LEDs
▪ Cable length: 1 foot

Red 12V+, Mode 1

Black 12V-, Ground

Wire: Function:

Yellow 12V+, Mode 2

White 12V+, Mode 3

Green 12V+, Color Change 

Blue 12V-, Sync/Pattern

Quad Dual Stack
feniex.com/surface-mount/quad-dual-stack

SPECIFICATIONS

QUAD DUAL STACK

PART NUMBER: QDSM-8101

Voltage 10-18 Volts DC

Current Draw 2 Amps

Dimensions 1.8” x 1.7” x 5.22”

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ Syncs with T3, Cannon, Mirror Puck, FSM
▪ 3 user programmable modes
▪ Flood mode pattern capable
▪ Cruise mode pattern capable
▪ Stop, turn & tail pattern capable
▪ 60° optical light spread for off-axis visibility
▪ SAE, CT13, KKK, NFPA & ECE R65 Class 1 certified
▪ Waterproof IP67 rated for protection against any 
elements
▪ Black aluminum housing provides structural 
reinforcement
▪ Clear-coated polycarbonate lens: anti-cracking & 
anti-yellowing

WIRING DIAGRAM

QUICK FACTS

▪ Made in the USA
▪ 48 4 Watt Cree LEDs

Red 12V+, Mode 1

Black 12V-, Ground

Wire: Function:

Yellow 12V+, Mode 2

White 12V+, Mode 3

Green 12V+, Color Change 

Blue 12V-, Sync/Pattern

Quad Mirror Mount
feniex.com/perimeter/quad-mirror-mount

SPECIFICATIONS

QUAD MIRROR MOUNT

PART NUMBER: Q-1400

Voltage 10-18 Volts DC

Current Draw 1.5 Amps

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ Syncs with T3, Cannon, Mirror Puck, FSM
▪ 3 user programmable modes
▪ Flood mode pattern capable
▪ Cruise mode pattern capable
▪ Turn signal pattern capable
▪ Vehicle specific vacuum formed housing
▪ Series supports 5+ vehicle makes & models
▪ 60° optical light spread for off-axis visibility
▪ SAE, CT13, KKK, NFPA & ECE R65 Class 1 certified
▪ Waterproof IP67 rated for protection against any 
elements
▪ Clear-coated polycarbonate lens: anti-cracking & 
anti-yellowing

WIRING DIAGRAM

QUICK FACTS

▪ Made in the USA
▪ 144 4 Watt Cree LEDs

Red 12V+, Mode 1

Black 12V-, Ground

Wire: Function:

Yellow 12V+, Mode 2

White 12V+, Mode 3

Green 12V+, Color Change 

Blue 12V-, Sync/Pattern

Quad Spoiler Mount
feniex.com/perimeter/quad-spoiler-mount

SPECIFICATIONS

QUAD SPOILER MOUNT

PART NUMBER: Q-1000

Voltage 10-18 Volts DC

Current Draw 5 Amps

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ Syncs with T3, Cannon, Mirror Puck, FSM
▪ 3 user programmable modes
▪ Flood mode pattern capable
▪ Cruise mode pattern capable
▪ 6 lights total: 3 on each side
▪ Stop, tail & turn signal pattern capable
▪ Vehicle specific vacuum formed housing
▪ Series supports 5+ vehicle makes & models
▪ 60° optical light spread for off-axis visibility
▪ SAE, CT13, KKK, NFPA & ECE R65 Class 1 certified
▪ Waterproof IP67 rated for protection against any 
elements
▪ Clear-coated polycarbonate lens: anti-cracking & 
anti-yellowing

WIRING DIAGRAM

QUICK FACTS

▪ Made in the USA
▪ 144 4 Watt Cree LEDs

Red 12V+, Mode 1

Black 12V-, Ground

Wire: Function:

Yellow 12V+, Mode 2

White 12V+, Mode 3

Green 12V+, Color Change 

Blue 12V-, Sync/Pattern

Quad Pillar Mount
feniex.com/perimeter/quad-pillar-mount

SPECIFICATIONS

QUAD PILLAR MOUNT

PART NUMBER: Q-1700

Voltage 10-18 Volts DC

Current Draw 5 Amps

Warranty 5 years
KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ Syncs with T3, Cannon, Mirror Puck, FSM
▪ 3 user programmable modes
▪ Flood mode pattern capable
▪ Cruise mode pattern capable
▪ 6 lights total: 3 on each side
▪ Stop, tail & turn signal pattern capable
▪ Vehicle specific vacuum formed housing
▪ Series supports 2+ vehicle makes & models
▪ 60° optical light spread for off-axis visibility
▪ SAE, CT13, KKK, NFPA & ECE R65 Class 1 certified
▪ Waterproof IP67 rated for protection against any 
elements
▪ Clear-coated polycarbonate lens: anti-cracking & 
anti-yellowing

WIRING DIAGRAM

QUICK FACTS

▪ Made in the USA
▪ 192 4 Watt Cree LEDs

Red 12V+, Mode 1

Black 12V-, Ground

Wire: Function:

Yellow 12V+, Mode 2

White 12V+, Mode 3

Green 12V+, Color Change 

Blue 12V-, Sync/Pattern

Quad Push Bumper
feniex.com/perimeter/quad-push-bumper

SPECIFICATIONS

QUAD PUSH BUMPER

PART NUMBER: PBQ-1000

Voltage 10-18 Volts DC

Current Draw 1.5 Amps

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ Syncs with T3, Cannon, Mirror Puck, FSM
▪ 3 user programmable modes
▪ Flood mode pattern capable
▪ Cruise mode pattern capable
▪ Turn signal pattern capable
▪ Steel construction provides rugged support
▪ Series supports 5+ vehicle makes & models
▪ 4 lights total: 2 in the front. 1 on each side
▪ Vehicle specific frame designed for easy installation
▪ 60° optical light spread for off-axis visibility
▪ SAE, CT13, KKK, NFPA & ECE R65 Class 1 certified
▪ Waterproof IP67 rated for protection against any 
elements
▪ Clear-coated polycarbonate lens: anti-cracking & 
anti-yellowing

WIRING DIAGRAM

QUICK FACTS

▪ Made in the USA
▪ Cable length: 1 foot
▪ Easy field service with Plug-&-Play 
Connectivity
▪ Built-in pattern & color section 
switch for ease of use

SPECIFICATIONS

Voltage 10-18 Volts DC

Current Draw 1 Amp

Dimensions 1” x 2.6” x 4.1”

Warranty 5 years

Quad Converter
feniex.com/sirens-controllers/quad-converter

QUAD CONVERTER

PART NUMBER: Q-0020

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ 15-color programmable rear traffic advisor: Left, 
Right & Center-out
▪ 4-programmable cut-off modes: Front, Rear 
Driver & Passenger 
▪ 4-programmable flood modes: Front, Rear, Driver 
& Passenger
▪ 15-programmable flash patterns for Front & Rear 
flashing 
▪ 4-color programmable cruise modes: Driver & 
Passenger
▪ 3-programmable DOT functions: Stop, Turn & Tail 
Light
▪ 3-programmable brightness levels: 10%, 50% & 100%
▪ 4-programmable priority flashing modes for Front & Rear
▪ Programmable California-red mode: 20 different 
positions


