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IMPORTANT SAFETY INSTRUCTIONS
1. Read all instructions completely before beginning. Keep these instructions in a safe place for future reference.
2. To reduce the risk of fire and over-heating, make sure all connections are tight.
3. Turn off the electrical power before proceeding.

       WARNING:  Risk of Fire or Electric Shock.

       Installation of LED Retrofit Kit should only be 
       performed by a qualified electrician.

WARNING - When installing this retrofit, protect wiring from sharp edges of sheet metal that could damage the insulation.

WARNING - Install these kits only in housings that accept reflectors of the dimensions below.

Housing Compatibility:
4” kits are for use with housings that accept 4” min. to 4.7” max. reflectors
6 fits 6” min. to 6.7” max. mounting frame diameters
8 fits 7.7” min. to 8.4” max. mounting frame diameters
10 fits 10” min. to 10.7” max. mounting frame diameters

Step 1:  Remove existing lamp(s).

Step 2:  Remove and discard existing reflector.

Step 3:  Open panel on side of junction box.

Step 4:  See Figure 4A and 4B.  Locate supply wires in junction box.  
If existing fixture is HID or CFL, cut all supply wires leading to and 
from the ballast.  The ballast may be removed if desired.

Step 5:  Remove one of the conduit knockouts in the junction box.

Step 6:  Place LED driver thru ceiling cut-out and allow it to rest on 
the ceiling.

Step 7:  Connect the supply conduit of LED driver to the junction box.

Step 8:  Connect line and neutral wires to the LED driver.  Connect 
the ground wire to the luminaire housing.

Step 9:  Loop the safety cable through any secure portion of the 
housing or ceiling structure.  Pass the bare end of the cable through 
the hole in the tip of the tensioner until the cable exits the hole in 
the side of the tensioner.  Pull until tight.  Adjust the position of the 
tensioner as necessary by loosening the knurled nut on the end of 
the tensioner and sliding the tensioner to the desired position.  To 
loosen the loop, simply depress the spring tip of the tensioner.

Step 10:  Plug the orange connector of the new LED engine to the orange 
connector on the end of the flex conduit provided on the LED driver.

Step 11:  Plug the metal connector to the hole of the LED engine.

Step 12:  Ensure the mounting frame can hold the weight of the reflector.

Step 13:  Restore power after installation of all fixtures is completed.

NOTE:  RETROFIT KIT IS VOLTAGE SPECIFIC.  VERIFY PROPER VOLTAGE BEFORE INSTALLATION.

© 2017 by ELEDLIGHTS.COM. All rights reserved.

INSTALLATION INSTRUCTIONS
COMMERCIAL LED RETROFIT DOWNLIGHT

INSTALLATION INSTRUCTIONS
COMMERCIAL LED RETROFIT DOWNLIGHT


