
CEILING FAN

Need more help, please visit https://faq.parrotuncle.com or scan this 
QR code to watch the video
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WARNING: SHUT POWER OFF AT FUSE OR CIRCUIT BREAKER



Thank you for purchasing this quality product. To ensure correct function and safety, please read and save all 
instructions before using the product

To avoid possible electric shock, tur he electricity at the main fuse box or circuit panel before you begin the fan installation or 
before servicing the fan o .

Read all instructions and safety information carefully before installing your fan and save these instructions.

Make sure all electrical connections comply with local codes or ordinances and the National Electrical Code. If you are unfamiliar with 
electric wiring, please use a quali ed and licensed electrician.

Make sure you have a location selected for your fan that allow clear space for the blades to rotate, and at least seven (7) feet of clearance between th oor and 
the fan blade tips. The fan should be mounted at least thirty (30) inches from walls or other upright structures.

WARNING: The outlet box and ceiling support joist used must be securely mounted, and capable of supporting at least 100 pounds. To 
reduce the risk o re, electric shock or personal injury, mount to the outlet box marked acceptable for fan supported and use mounting 
screws provided with the outlet box. The box must be supported directly by the building structure.

WARNING: To reduce the risk o re, electric shock or personal injury, mount to outlet box marked “acceptable for fan support” and use mounting

screws provided with the outlet box most outlet boxes commonly used for the support of lightin xtures are not acceptable for fan 
support and may need to be replaced. Consult a quali ed electrician if in doubt.

Electrical diagrams are for reference only. Light kits that are not packed with the fan must UL listed and marked suitable for use with the 
model fan you are installing. Switches must be UL. general use switches. Refer to the instructions packaged with the light kits and 
switches for proper assembly.

After installation is complete, check that all connections are absolutely secure.

After making electrical connections, spliced conductors should be turned upward and pushed carefully up into outlet box. The wires 
should be spread apart with the grounded conductor and the equipment-grounding conductor on one side of the outlet box.

WARNING: To reduce the risk of electrical shock an re, do not use this fan with any solid-state fan speed control device, or rheostat.

Do not separate the reverse switch until the fan has come to a complete stop.

Do not insert anything into the fan blades while they are rotating.

WARNING: To reduce the risk of personal injury, do not bend the blade brackets (also referred to as “ anges”) during assembly or after 
installation. Do not insert objects in the path of the blades.

To avoid personal injury or damage to the fan and other items, be cautious when 
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NOTE: The important safety precautions and instructions appearing in the manual are not meant to cover all possible conditions and situations that may 
occur. It must be understood that common sense and caution are necessary factors in the installation and operation of this fan.
NOTE: This product is not intended for use by persons (including children) with reduced physical, sensory or mental capabilities are 
different or are impaired, or lack of experience or knowledge, unless such persons are supervised or trained to operate the appliance 
by a person responsible for their safety.

NOTE: Children should be supervised to ensure that they do not use appliances as a toy.

THANK YOU FOR YOUR PURCHASE

SAFETY TIP
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Pls check whether above accessories are completed or not?Yes,and install.

x6
REMOTE CONTROL ( 1PC )

Blade screw (16PCS)

Washer (2PCS)

Plastic wire nut (4PCS)

Screws (2PCS)

Mounting screws (2PCS)

Light kit

Shade

Blade (5PCS)

Ceiling Plate

motor assembly

Switch Housing

Parrot uncle Owner's Installation ,Manual
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Installation & Operating Instructions for the
F6115-SMART
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2

Check existing outlet box (not included) to ensure it is
securely fastened to at least two points in a structural
ceiling member and can support the full weight of the
fan.Once verified, install ceiling plate to the outlet
box using the screws and washers provided. 

DANGER: A loose outlet box can cause the fan to
wobble and increase the fan’s potential to fall, which
could result in serious injury or death.

Washers

UL Listed
electrical box

Mounting plate

Hang the motor assembly from the ceiling bracket assembly 
using the hook on the ceiling bracket assembly and the cable 
loop from the motor assembly as shown.

Parrot uncle Owner's Installation ,Manual
WARNING: SHUT POWER OFF AT FUSE OR CIRCUIT BREAKER

          

Installation & Operating Instructions for the
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Mounting plate

Fan motor
assembly



LIGHT MUST BE KEPT AT THE ON POSITION

FAN MUST BE KEPT AT THE HIGH SPEED

After connections have been made, 
put the white and green leads to one 
side and the black leads towards the
other side, the connection should be 
turned upward and carefully push 
leads into the outlet box. 
The wires should be spread apart 
with the grounded conductor and 
the equipment-grounding conductor 
on one side of the outlet box and 
the ungrounded conductor on the 
other side.

Receiver

Outlet box

BLACK (TO MOTOR)

WHITE (TO MOTOR)

WHITE(FOR MOTOR)

BLUE (FOR LIGHT)

BLUE (FOR LIGHT L)

BL
AC
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W
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N
)

WHITE (AC IN N)
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G
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N

G
R

EE
N

BLACK (FOR MOTOR)

PURPLE (FOR MOTOR)

PURPLE (FOR MOTOR)
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Remove and retain two opposing screws from the 
motor assembly, then loosen the remaining two 
screws.

Hang the motor assembly as shown. 

Make sure the electrical supply wires, including the 
ceiling bracket grounding wire is pulled through  the 
center hole of ceiling bracket, between the ceiling 
bracket and the motor assembly so that electrical 
connections can be made later.

Assemble the motor assemble to ceiling bracket using 
the previously removed screws and securely tighten all 
screws.

Push the canopy trim ring up to conceal the screws, 
such that the mounting tabs seat into the dimpled 
grooves in the ceiling bracket midway between the 
screws.

Slide blades through slots in motor housing and 
attach to the motor hub using the blade screws. 
Make sure the screws securing the blades to the 
motor hub are tight and are properly seated.
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Remove one of the three screws in the support 
bracket at the bottom of the motor assembly. 
Retain the screw for later and slightly loosen the 
remaining two screws.

Assemble the switch housing assembly to the 
support bracket using the two key slots in the switch 
housing assembly. 
Replace the previously removed screw and securely 
tighten all three screws.

Remove one of the three screws in the switch 
housing assembly. 
Retain the screw for later and slightly loosen the 
remaining two screws.

WARNING: SHUT POWER OFF AT FUSE OR CIRCUIT BREAKER
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Connect the 2 single pin connectors from the light kit 
to the 2 single pin connectors from motor assembly. 

Assemble the light kit to the switch housing assembly 
using the two key slots. 

Replace the removed screw and secure all three 
screws. 

Secure the shade to the switch housing assembly by 
twisting in a clockwise direction. 

Twist the shade gradually until it snaps onto the 
switch housing assembly. 

Do not over-tighten.
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1. First search and download the free ParrotUncle Smart app 
from the App Store or Google Play or scan the QR Code as below.

2. Open the ParrotUncle Smart app to create your account.
The account with "ParrotUncle Smart" can beregistered through 
E-mail or Mobile phone.

3.  Connect the device to the ParrotUncle Smart app (WIFI&Bluetooth on):
    a. Press"+"button into the device list. 
    b. Tap Auto Scan on the top.
    c. Wait for the device comes out and tap "Next". 
    d. Press + button to add device. 
    e. Connect to your home WIFI. 
    f. Wait for connecting.

4.  Connect the device to the Alexa:
    a. Make sure you have connected thedevice to the app and working normally. 
    b. Open Alexa app, go to the skill to search "ParrotUncle Smart" skill.
    c. Link the skill, log in with your ParrotUncle Smart account and password,then authorize     
        and connect with ParrotUncle Smart  app.
    d. Then the Alexa will find out the device automatically.

5.  Connect the device to the Google Home:
    a. Make sure you have connected thedevice to the app and working normally. 
    b. Open Google Home app, Set up a device,choose "Works with Google".
    c. Search "ParrotUncle Smart", log in with your ParrotUncle Smart app account and               
        password,then authorize and connect with ParrotUncle Smart app.
    d. Then the Google Assistant will find out the device automatically.

How to reset network settings in ceiling fan:
    a. Powered off the fan
    b. Powered on the fan, press and hold the off button on the remote within 30 seconds
     c. The flash of the light indicates that the reset network 
    d. Now you can use the app to re-connect the device

Need more help, please visit https://faq.parrotuncle.com or scan this QR code 
to watch the video

settings is successful

 

APP Control Connection
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Table of Contents

 

1. Fan

 

/ Remote is not working

 

2. Fan is noisy
3. Fan Wobbles
4. Light is not working

 
 

Please refer to the instruction sheet for detailed directions and descriptions of 
installation steps and requirements.    
 

1. FAN / REMOTE IS NOT WORKING
Ensure the remote is within the 20

 

foot range of the receiver

 

To reset the remote control:  1) Turn o ower to fan

 

using the wall switch or circuit breaker.  2) Remove ba eries from remote. 
3) Wait 10 seconds.  4) R lace ba eries and tu er on
Check ba eries to

 

insure they are good and oriented correctly

 

Check to make sure the frequency switches (DIP Switches) from the remote to the receiver are set to the same frequency

Check the main and branch circuit fuses or breakers

If using a Variab ed Wall Switch, ensure

 

it is eci ally designed for use with a ceiling fan.  

Check the line wire connec ns to the fan and the

 

switch wire conn e switch housing the instru ns

Su ort@ arrotuncle.com

2. THE FAN IS NOISY
Make sure all motor housing screws are tened

Make sure the screws that a an blade to motor ar t

Make sure the wire nut connectors are not ra  against each other or the interior wall of the switch housing

Allow 24-hour brea od.   Most noises associated with the new fan may ring th me

If using a ceiling light kit, make sure the glassware is secur htly

Make sure there is a short dist  from the ceiling to the to  of the can .   The cano y  should not touch the ceiling!

Make sure your ceiling box is secure and that the rubber isolat s are used between the moun acket and outlet box

TROUBLESHOOTING GUIDE
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 3. THE FAN WOBBLES
Verify all blades and blade bracket screws are secure (most fan wobble roblems are caused by loose arts).  Once fan is erly
installed, run the ceiling fan for 10 minutes to let the fan self-adjust. 

If wobble occurs a er running the fan for 10 minutes, verify blade level using the following ocess: 

a)

 
select a int on the ceiling above the  of one of the blades.  Then select the fan blade and measure from the center 

of the selected blade to oint on the ceiling.  Rotate the fan un e next blade is oned and r t the 
measurement using the sam oint from the ceiling for every blade.  Measurements

 

should be within 1/8 inch.

 
 Customer Service Su ort@ arr

otuncle.com to order a imentary Blade Balancing Kit

 

     

4.

     

LIGHT IS NOT WORKING

 

Check Bulb to make sure it is installed correctly

 
Remove non-working bulb and r with a bulb that is known to be a good working bulb
To reset the remote control:  1) Turn o ower to fan using the wall switch or circuit breaker.  2) Remove ba eries from 
remote.  3) Wait 10 seconds.  4) Re lace ba  and wer on
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AFTER INSTALLATION

The fan blades have been adjusted in the factory to minimize any wobble

NOTE:CEILING FANS TEND TO MOVE DURING OPERATION DUE TO THE FACT THAT THEY 
ARE MOUNTED ON A RUBBER CROMMET. IF THE FAN WAS MOUNTED RIGIDLY TO THE 
CEILING, IT WOULD CAUSE EXCESS VIBRATION. MOVEMENT OF A FEW CENTIMENTERS 
IS QUITE ACCEPTABLE AND DOES NOT SUGGEST ANY PROBLEM

WOBBLE”

TO  REDUCE  THE  FAN  WOBBLE:  PLEASE  CHECK  THAT  ALL  SCREWS  WHICH  SECURED  THE MOUNTING
BRACKET AND DOWNROD ARE SECURE.
BALANCING A WOBBLING CEILING FAN:
For your convenience, a Balancing Kit is included; please follow this procedure when balancing the fan:

1.Check that all blade and blade arm screws are secure.

2.Most fan wobbling problems are caused when blade levels are unequal. Check this level by

selecting a point on the ceiling above the tip of one of the

blades. Measure this distance.Rotate the fan until the next blade is positioned for

measurement. Repeat for each blade. The distance deviation should be equal within

1/8"(0.32cm).

3.Use  the  enclosed Blade  Balancing  Kit  if  the  blade

wobble is still noticeable.

4.If the blade wobble is still noticeable, interchanging two

adjacent (side by side) blades can redistribute the weight and possibly result in smoother

operation. WARNING: TO REDUCE THE RISK OF PERSONAL INJURY, DO NOT BEND THE

BLADE ARM WHILE INSTALLING, BALANCING THE BLADES, OR CLEANING THE FAN. DO

NOT INSERT FOREIGN OBJECTS BETWEEN ROTATING FAN BLADES.

NOISE
When it is quiet(especially at night) you may hear occasional small noises. This is normal. Please allow 
a 24-hour “breaking-in” period, most noises associated with a new fan disappear during the time.

CARE AND CLEANING

1.Periodic cleaning of your ceiling fan is the only maintenance required. Use a soft brush or lint free cloth to
avoid scratching the pain nish. Please make sure to turn o  electricity power before you clean your fan
2.Do not use water when cleaning your ceiling fan. It could damage the motor or the blades
and create the possibility of an electrical shock.
3.Motor has permanently lubricated ball bearing. No need to oil
NOTE: MAKE SURE THE POWER IS OFF AT THE ELECTRICAL PANEL BOX BEFORE YOU
ATTEMPT ANY CLEANING OR REPAIRS.

WARNING: SHUT POWER OFF AT FUSE OR CIRCUIT BREAKER









Compruebe si los accesorios anteriores están completos o no. Sí, e instálelos.

x6
MANDO A DISTANCIA (1 PZA) 

Tornillo de la cuchilla 
(16PZAS)

Arandela (2PZAS)

Tuerca de alambre 
de plás�co (4PZAS)

Tornillos (2PZAS)

Tornillos de montaje 
(2PZAS)

Kit de luz

Pantalla

Cuchilla (5PZAS)

Placa de techo

Conjunto motor

Carcasa del interruptor

ADVERTENCIA: DESCONECTE LA ALIMENTACIÓN EN EL FUSIBLE O DISYUNTOR
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Instrucciones de instalación y funcionamiento del
Propietario Instalación de Parrotuncle, manue
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Compruebe la caja de salida existente (no incluida) para 
asegurarse de que está firmemente sujeta al menos a 
dos puntos de un elemento estructural del techo y de 
que puede soportar todo el peso del ven�lador. Una vez 
verificado, instale el soporte de montaje en la caja de 
salida u�lizando los tornillos y arandelas suministrados .

PELIGRO: Una caja de salida suelta puede hacer que el 
ven�lador se tambalee y aumentar el potencial de caída 
del ven�lador, lo que podría provocar lesiones graves.

Arandela

Caja eléctrica UL

Placa de montaje

Cuelgue el conjunto del motor del conjunto del soporte de techo u�lizando 
el gancho del conjunto del soporte de techo y el bucle del cable del 
conjunto del motor, tal como se muestra.

ADVERTENCIA: DESCONECTE LA ALIMENTACIÓN EN EL FUSIBLE O DISYUNTOR
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Instrucciones de instalación y funcionamiento del
Propietario Instalación de Parrotuncle, manue

Placa de montaje

Conjunto 
ven�lador-motor



LA LUZ DEBE MANTENERSE EN LA POSICIÓN DE ENCENDIDO

EL VENTILADOR DEBE MANTENERSE EN LA POSICIÓN DE ARRIBA

Una vez realizadas las conexiones, coloque 
los conductores blanco y verde hacia un lado 
y los negros hacia el otro, la conexión debe 
girarse hacia arriba y empuje con cuidado los 
conductores dentro de la caja de salida. 
Los cables deben estar separados, con el 
conductor con toma de �erra y el conductor 
con toma de �erra del equipo en un lado de 
la caja de salida y el conductor sin toma de 
�erra en el otro lado.

Receptor

Caja de salida

NEGRO(PARA MOTOR)

BLANCO(PARA MOTOR)

BLANCO(PARA MOTOR)

AZUL (PARA LUZ)

AZUL (PARA LUZ)

N
EG

R
O

 (L
)

ROJO (AC EN L)

BL
AN
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O

 (N
)

BLANCO (AC EN N)

VE
R

D
E

VE
R

D
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VE
R

D
E

NEGRO(PARA MOTOR)

MORADO (PARA MOTOR)

MORADO (PARA MOTOR)
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Instrucciones de instalación y funcionamiento del
Propietario Instalación de Parrotuncle, manue
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Instrucciones de instalación y funcionamiento del
Propietario Instalación de Parrotuncle, manue
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Veuillez vérifier si les accessoires ci-dessus sont terminés ou non ? Oui, et installez.

x6

 Tornillo de la cuchilla 
(16PCS)

Rondelle (2PCS)

Écrou pour fil en plas�que 
(4PCS)

Vis (2PCS)

Vis de montage (2PCS)

Kit d'éclairage

Abat-jour

TÉLÉCOMMANDE (1 PCS) 

 Lames (5PCS)

 Plaque de plafond

Assemblage du moteur

Boî�er d'interrupteur

VERTISSEMENT: COUPER L'ALIMENTATION AU FUSIBLE OU AU DISJONCTEUR
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Instructions d'installation et d'utilisation pour le
Installation du propriétaire de Parrotuncle, manue
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Vérifier la boîte de sor�e existante (non fournie) pour 
s'assurer qu'elle est solidement fixée à au moins deux 
points d'un élément structurel du plafond et qu'elle peut 
supporter tout le poids du ven�lateur. Une fois ce�e 
vérifica�on effectuée, installez la plaque de plafond sur 
la boîte de sor�e à l'aide des vis et des rondelles 
fournies. 

DANGER: Une boîte de sor�e mal fixée peut faire 
vaciller le ven�lateur et augmenter son poten�el de 
chute, ce qui peut entraîner des blessures graves ou 
mortelles.Rondelle 

Boîte électrique
 homologuée UL

Plaque de montage

Accrochez le moteur au support de plafond en u�lisant le 
crochet du support de plafond et la boucle du câble du moteur, 
comme indiqué.

VERTISSEMENT: COUPER L'ALIMENTATION AU FUSIBLE OU AU DISJONCTEUR
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Instructions d'installation et d'utilisation pour le
Installation du propriétaire de Parrotuncle, manue

Plaque de montage

Assemblage 
ven�lateur-moteur



LA LUMIÈRE DOIT ÊTRE MAINTENUE EN POSITION ALLUMÉE

LE VENTILATEUR DOIT ÊTRE MAINTENU EN POSITION HAUTE

Une fois les connexions effectuées, 
placez les fils blanc et vert d'un côté et 
les fils noirs de l'autre, la connexion 
doit être tournée vers le haut et 
poussez soigneusement les fils dans la 
boîte de sor�e. 
Les fils doivent être écartés avec le 
conducteur de mise à la terre et le 
conducteur de mise à la terre de 
l'équipement d'un côté de la boîte de 
sor�e et le conducteur non relié à la 
terre de l'autre côté. 

RÉCEPTEUR

Boîte de sortie

NOIR(POUR MOTEUR)

BLANC(POUR MOTEUR)

BLANC(POUR MOTEUR)

BLUE (POUR LUMIÈRE)

BLUE (POUR LUMIÈRE L)

N
O

IR
 (L

)

ROUGE (AC EN L)

BL
AN

C
(N

)

BLANC (AC EN N)

VE
R

T

VE
R

T

VE
R

T

NOIR(POUR MOTEUR)

POURPRE (POUR MOTEUR)

POURPRE (POUR MOTEUR)
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Instructions d'installation et d'utilisation pour le
Installation du propriétaire de Parrotuncle, manue
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