
F6372BK&F6372110V



F6372BK110V 110-120V   AC 21W 1*LED  MAX.18W

F6372BK&F6372110V

F6372110V 110-120V   AC 21W 1*LED  MAX.18W



3PCS

F6372BK&F6372110V



Note:�Turn�off�the�power�before�installation

(1)� Cement� ceilings� use� expansion� screws.
(2)�Wooden�ceilings�use�self-tapping�screws.�Wooden�ceilings�use�self-tapping�screws.

�Connect�the�wires�of�the�fan�main�unit�
and�install�it�on�the�ceiling�cover

� Attach� the� fan� blade� to� the� main� unit�
(note�the�front�and�back�of�the�fan�blade).
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F i xt h eL E Dl i g h tp a n e lt ot h ec o n n e c t i o np a n e l .

After� connecting� the� wire,� then� connect�
the�LED�light�source�to�the�LED�light�panel.
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Nota:�Desconecte�la�alimentación��
antes�de�la�instalación

(1)�Los�techos�de�cemento�utilizan�tornillos�de�expansión.

(2)�Los�techos�de�madera�utilizan�tornillos�autorroscantes.

�Los�techos�de�madera�utilizan
�tornillos�autorroscantes.

�Conecte�los�cables�de�la�unidad�principal�del�
�ventilador�e�instálela�en�la�cubierta�del�techo.
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After� connecting� the� wire,� then� connect�
the�LED�light�source�to�the�LED�light�panel.

Fix�the�LED�light�panel�to�the�connection�panel.
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Remarque:�Couper�l'alimentation�
électrique�avant�l'installation

(1)� �Les�plafonds�en�ciment�utilisent�des�vis�à�expansion.

(2)��Les�plafonds�en�bois�utilisent�des�vis�autotaraudeuses.

Connecter�les�fils�de�l'unité�principale�du
ventilateur�et�l'installer�sur�le�couvercle�du�plafond.

Fixer� la� pale� du� ventilateur� à� l'unité� principale�
(notez�l'avant�et�l'arrière�de�la�pale�du�ventilateur).
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F i xe r � l e � panneau� l um i n eu x�
LED�sur�le�panneau�de�connexion.

 Après avoir connecté le câble, connecter la source 

 lumineuse à LED au panneau lumineux à LED.
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