

## Wall Mounted Cylinder Holder

The Wall Mounted Cylinder Holder is great for any industrial environment. The cylinder holder keeps cylinders in a defined area for both safety and convenience. The unit is standard with removable straps for securing tanks in place, as well as pre-drilled holes for quick wall mounting and a yellow painted finish for clear visibility.

| MODEL <br> NUMBER | OVERALL SIZE <br> $(W \times$ x x H) | UNIFORM <br> CAPACITY | WEIGHT <br> (POUND) |
| :---: | :---: | :---: | :---: |
| CYL-W | $241^{1 / 4} \times 15^{13} / 16^{\prime \prime} \times 66^{3} / 8^{\prime \prime}$ | 500 lb. | 219 |

## Cylinder Storage Stand

A cylinder storage stand is great for additional cylinders that are both used and unused. The sturdy steel construction with a bright yellow and blue finish endorses visibility of the unit, both near and far. Two cylinders are able to be stood in a secure position due to the shaped steel and safety chain. The unit can be secured to the floor by utilizing the pre-drilled mounting holes at the base of the stand.

| MODEL <br> NUMBER | OVERALL SIZE <br> $(\mathrm{W} \times \mathrm{D} \mathrm{X} \mathrm{H})$ | CYLINDER <br> CAPACITY | WEIGHT <br> (POUND) |
| :---: | :---: | :---: | :---: |
| SACR-2 | $10^{1 / 16^{\prime \prime} \times 99^{1 / 2} \times 361 / 4^{\prime \prime}}$ | 2 | 40 |

## Cylinder Bracket Stands

Our Cylinder Bracket Stands allow for storage of cylinders in the vertical position. The straps are included for securing the cylinders to the stand. Stands have pre-drilled mounting holes for attachment to the floor (floor mounting hardware is not included). Stands are a blue baked-in powder-coated toughness. Steel brackets feature a gray painted finish. Assembly hardware included.

| MODEL NUMBER | OVERALL SIZE ( $\mathrm{W} \times \mathrm{DxH}$ ) | CYLINDER CAPACITY | WEIGHT (POUND) |
| :---: | :---: | :---: | :---: |
| CB-S-2S | $10^{3 / 4} 4^{\prime \prime} \times 27^{\prime \prime} \times 30^{3} / 8^{\prime \prime}$ | 2 | 35 |
| CB-ST-4 | $351 / 2^{\prime \prime} \times 2034^{\prime \prime} \times 361 / 2^{\prime \prime}$ | 4 | 58 |
| CB-ST-6 | $471 / 2^{\prime \prime} \times 2034^{\prime \prime} \times 361 / 2^{\prime \prime}$ | 6 | 69 |
| AS-125 | ANCHOR BOLTS FOR CONCRETE (1) 1/2" $\times 5$ 5 |  | 1 |
| AS-125-4PK | ANCHOR BOLTS FOR CONCRETE (4) $1 / 21 \times 5{ }^{\prime \prime}$ |  | 2 |

## Cylinder Dollies


model CYL-D-1-PN

model CYL-DLX-1-PN


Transport cylinders up to $11^{1} / 2$ in diameter from workstation to workstation. Nose plate measures 12 "W x $151 / 2$ "D. The deluxe version, feature roller guides attached to the nose plate. The hard rubber roller guides measure $4 " \times 11 / 4$ ". These wheels allow for easier entry onto the nose plate. Secure the cylinder with the included restraint chains. Tilt unit back and transport. Units ships knockdown.

| MODEL NUMBER | OVERALL SIZE <br> (W x L x H) | WHEEL TYPE | WHEEL SIZE | WEIGHT <br> (POUND) |
| :---: | :---: | :---: | :---: | :---: |
| DELUXE |  |  |  |  |
| $\begin{aligned} & \text { CYL-DLX-1-HR } \\ & \text { CYL-DLX-1-PN } \end{aligned}$ | $\begin{aligned} & 19^{" 1} \times 26^{15} / 16^{\prime \prime} \times 51^{5 / 16 " 1} \\ & 19^{\prime \prime} \times 27^{1 / 16^{\prime \prime}} \times 51^{5} / 16^{\prime \prime} \end{aligned}$ | HARD RUBBER PNEUMATIC | $\begin{gathered} 10^{\prime \prime} \times 2 ½ " \\ 101 / 4^{\prime \prime} \times 31 / 22^{\prime \prime} \end{gathered}$ | $\begin{aligned} & 71 \\ & 86 \end{aligned}$ |
| ECONOMY |  |  |  |  |
| $\begin{aligned} & \text { CYL-D-1-HR } \\ & \text { CYL-D-1-PN } \end{aligned}$ | $\begin{gathered} 15^{3} / 8^{\prime \prime} \times 24^{15} / 16^{\prime \prime} \times 53^{31} / 32^{\prime \prime} \\ 16^{5} / 8^{\prime \prime} \times 25^{1 / 166 "} \times 54^{3} / 322^{\prime \prime} \end{gathered}$ | HARD RUBBER PNEUMATIC | $\begin{gathered} 10 " \times 2 ½ " \\ 101 / 4 " \times 31 / 2 " \end{gathered}$ | $\begin{aligned} & 65 \\ & 60 \end{aligned}$ |

## Magnetic Cylinder Hand Truck

Designed and built to transport gas cylinders with ease, this hand truck uses strong magnets to hold the tanks in place. Units rolls easily on two (2) $10^{" \prime} \times 2^{1 / 2} 2^{\prime \prime}$ rubber tires and two (2) $3^{\prime \prime} \times 1 \frac{1}{4}$ " swivel casters. The tilt back design allows for effortless transportation. Baked-in powder-coated toughness.

| MODEL <br> NUMBER | OVERALL SIZE <br> $(\mathrm{W} \mathrm{xL} \mathrm{\times H})$ | UNIFORM <br> CAPACITY | WEIGHT <br> (POUND) |
| :---: | :---: | :---: | :---: |
| MCHT-350 | $18^{11} / 16^{\prime \prime} \times 35^{1 / 4} \times 50^{\prime \prime}$ | 350 lb. | 104 |

