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Our interior line is 100% acrylic, water-based formula that provides a smooth, level, uniform finish while 

providing long lasting performance, washability, and durability that can be counted on to sustain the 

harshest usage. Hound’s zero VOC paint formula provides a safer option to better support cleaner indoor 

air quality in your home or business.  

Technical Information 

Solvent Type: Waterborne 

Resin Type: 100% Acrylic 

Finish: Eggshell 

Colors: www.houndpaint.com  

Tint Bases: Light Base & Deep Base 

Viscosity (77°F/25°C): 100-105 KU 

Maximum VOC Content: 5 g/l 

Solids by Volume: 42% +/- 2% 

Solids by Weight: 57% +/- 2% 

Weight per Gallon: 11.0 lbs.  

Composition by Weight: Pigment = 32%, 

Vehicle = 68% 

Where to Use: Interior drywall, wood, met-

al, cured plaster and masonry, architectural 

plastics 

Where NOT to Use: Floors 

Application and Storage 

Coverage: One gallon of Hound interior paint will cover 400 square feet 

depending on the condition of the surface. 

Surface Preparation: All surfaces must be clean, free of dust, chalk, oil, grease, 

wax, mold, loose peeling paint, must, and all foreign substances.  

    Glossy Surfaces - For maximum adhesion, scuff sand the surface thoroughly 

before priming. 

    Peeling Paint - Scrape off loose paint and sand to smooth    surface. 

    Mold or Mildew Covered Surfaces - Wash the area with a mildew 

remover, rinse with water and allow drying before priming. 

    Drywall - Fill holes and gaps with 100% acrylic, paintable caulking 

spackling, allow to dry, and sand prior to  applying. 

    Priming - After surface is prepared, prime surface with a  premium 

primer and allow to dry prior to covering  surface with paint. 

Average Dry Time at 77°F/25°C: Dries to the touch in 30-45 minutes. 

Recommended wait time between coats is 2-3 hours. Cool temperatures and high 

humidity may result in longer dry times. Full performance cure becomes effective 

after  7 days.  

Application Equipment: Brush, roller, airless spray 

Storage: Store in a dry area. Do not store in temperatures below freezing or 

temperatures above 100°F for extended periods of time. Extreme temperatures 

can result in unusable paint.  

Packaging, Cleanup, & Disposal 

Packaging: 1 Quart container; 1 Gallon container; 5 Gallon container 

Cleanup: Clean with warm water and soap. Do not pour unused contents down 

drain.  

Disposal: Contact Hound Paint Co. or visit “https://houndpaint.com/pages/
paint-recycling-program” for instructions on our mail in recycling program 

or consult with local authorities in your area for proper method of disposal 

and recycling.  

Dry to Touch 30-45 min 
Recoat 2-3 hours 

Clean with soap and warm 
water 

100% Acrylic and Waterborne 

Eco-friendly low VOC and  
recycling program 


