
Reticle type circle dot circle dot

Reticle color red red

Illuminated reticle (yes/no) yes yes

Brightness settings 5 5

Magnification (x) 1 1

Objective aperture (mm) 28 22

Laser No Yes

Laser Type N/A Red, Class IIIA

Laser Wavelength (nm) N/A 632-650

Eye relief (mm) unlimited unlimited

Parallax free @ yds 20 20

Elevation adjustment range (MOA) 120 120

Windage adjustment range (MOA) 120 120

MOA adjustment (one click) 0.5 MOA 0.5 MOA

Battery type 1x AAA 1x AAA

Operating temperature (°F) 0-120 0-120

Length (in/mm) 5.59 / 142 5.59/142

Width (in/mm) 2.36 / 60 2.36/60

Height (in/mm) 2.87 / 73 2.87/73

Weight (oz) 9.6 10.9

• Red reticle illumination
• Parallax corrected optical system
• Lightweight and durable
• Cantilever mount design
• Uses easily accessable AAA battery
• Hand adjustable windage and elevation
• Flip up caps
• Red class IIIA laser (FF26027 Only)

FEATURES 

• Battery
• Lens caps

   INCLUDED ACCESSORIES 

FF26026 - FF26027www.fire-field.com

SUBCOMPACT LASER SIGHTS

RED DOT SIGHTS
IMPLUSE 1x28

FF26026 FF26027


