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pergola motorpower supply AC110V, 3AMPoutlet



SECTION A-A
LOUVER BEAM REINF. DETAIL

ALUM. BEAM 2"X10"X0.070"

M6 SS304 SCREW

M6 SS304 SCREW

M6 SS304 SCREW

ALUM. FLAT BAR 5/8"

POST CAP

CORNER CONNECTOR

ALUM. BEAMALUM. BEAM

[6] M6 SS304 SCREW
SCREW [3] PER BEAM SIDE

ALUM. POST

ALUM. GUTTERALUM. GUTTER

BEAM-POST CONNECTION



ALUM POST

M8 SS304 SCREW
SCREWS (2) PER
COLUMN SIDE

(6) 3/8" HILTI HIT-HY200 + HAS R
304/316 ANCHOR WITH 4.75" MIN

EMBED INTO CONCRETE FOOTING
WITH 6" MIN EDGE DISTANCE
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Gutter Beam Column
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EXTRUSIONS

ALL EXTRUSIONS ALUMINUM 6063 T6

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 2

7 light strips in total

[8.661]220

[8
.6

61
]

22
0

[0
.9

84
]

25
[6

.6
93

]
17

0

[2.461]
62.5

[0.236]
6

[0.984]
25

[6.693]
170

3-
[0.551]

∅


