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Incredible performance at a surprising price point, BOSS Audio Systems 
appeals to a broad range of consumers who simply want the best. With 
a sleek, elevated design, BOSS Audio Systems' head units, amplifiers, 
subwoofers and speakers offer all the performance and features that 
the modern mobile audio system buyer demands. Power, refinement, 
value – BOSS Audio Systems.
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BEST IN CLASS WARRANTY

With the best warranty in the industry, BOSS Audio Systems proudly
stands behind every product we sell in the United States. For a full
year, we’ll protect you from defects in materials and workmanship
and we’ll provide you with free parts and labor after a purchase, 
with restrictions.
Visit https://bossaudio.com/policies/#StandardWarranty to read
the full warranty and itemized restrictions and find out why our
warranty is something the competition just can’t match.
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LOOKS & STYLE
ARE NOT JUST FOR THE OUTSIDE



10.1" BVCPA10W Wireless Floating Head Unit Shown.

LOOKS & STYLE
ARE NOT JUST FOR THE OUTSIDE

NEW! FLOATING HEAD UNITS WITH
APPLE CARPLAY® & ANDROID AUTO™

Large touch screen display with six unique sizes. Starting from 7", 
8", 9", 10.1", 11.6" and a huge 14" screen. BECAUSE SIZE MATTERS!
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Head Units
The face and brains of every audio system, BOSS 
Audio Systems head units provide a wide array 
of the most wanted features and functionality 
for today’s drivers. Combining a safety-first user 
interface with an appealing look and feel makes 
all of your infotainment choices a totally seamless 
experience from satellite radio to streaming music 
to hand-free phone calls and everything in between.
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14"
DISPLAY

BCPA14

10

BCPA14
Apple CarPlay & Android Auto™
Bluetooth® | 340 WATTS
MP3-COMPATIBLE DIGITAL MEDIA  
AM/FM RECEIVER
Featuring 14" (356 mm) Capacitive 
Touchscreen and Multicolor 
Illumination Options

For full specifications, thumb your way to the INDEX page 90.

FLOATING APPLE CARPLAY & ANDROID AUTO™ HEAD UNIT

BCPA14RC
Apple CarPlay & Android Auto™
Bluetooth® | 340 WATTS
MP3-COMPATIBLE DIGITAL MEDIA  
AM/FM RECEIVER
Featuring 14" (356 mm) Capacitive 
Touchscreen and Multicolor 
Illumination Options
Backup Camera Included



11.6"
DISPLAY

10.1"
DISPLAY

8"
DISPLAY

9"
DISPLAY

For full specifications, thumb your way to the INDEX page 90.

FLOATING APPLE CARPLAY & ANDROID AUTO™ HEAD UNITS

BCPA11
Apple CarPlay & Android Auto™
Bluetooth® | 340 WATTS
MP3-COMPATIBLE DIGITAL  
MEDIA AM/FM RECEIVER
Featuring 11.6" (295 mm) 
Capacitive Touchscreen and 
Multicolor Illumination Options

BCPA10
Apple CarPlay & Android Auto™
Bluetooth® | 340 WATTS
MP3-COMPATIBLE DIGITAL  
MEDIA AM/FM RECEIVER
Featuring 10.1" (257 mm)
Capacitive Touchscreen and 
Multicolor Illumination Options

BCPA11RC
Apple CarPlay & Android Auto™
Bluetooth® | 340 WATTS
MP3-COMPATIBLE DIGITAL  
MEDIA AM/FM RECEIVER
Featuring 11.6" (295 mm) 
Capacitive Touchscreen and 
Multicolor Illumination Options
Backup Camera Included

BCPA10RC
Apple CarPlay & Android Auto™
Bluetooth® | 340 WATTS
MP3-COMPATIBLE DIGITAL  
MEDIA AM/FM RECEIVER
Featuring 10.1" (257 mm) 
Capacitive Touchscreen and 
Multicolor Illumination Options
Backup Camera Included

BCPA8
Apple CarPlay & Android Auto™
Bluetooth® | 340 WATTS
MP3-COMPATIBLE DIGITAL  
MEDIA AM/FM RECEIVER
Featuring 8" (203 mm)
Capacitive Touchscreen and 
Multicolor Illumination Options

BCPA8RC
Apple CarPlay & Android Auto™
Bluetooth® | 340 WATTS
MP3-COMPATIBLE DIGITAL  
MEDIA AM/FM RECEIVER
Featuring 8" (203 mm)
Capacitive Touchscreen and 
Multicolor Illumination Options
Backup Camera Included

BCPA9
Apple CarPlay & Android Auto™
Bluetooth® | 340 WATTS
MP3-COMPATIBLE DIGITAL
MEDIA AM/FM RECEIVER
Featuring 9" (229 mm)
Capacitive Touchscreen and 
Multicolor Illumination Options

BCPA9RC
Apple CarPlay & Android Auto™
Bluetooth® | 340 WATTS
MP3-COMPATIBLE DIGITAL  
MEDIA AM/FM RECEIVER
Featuring 9" (229 mm)
Capacitive Touchscreen and 
Multicolor Illumination Options
Backup Camera Included
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10.1"
DISPLAY
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BVCPA10W
Wireless Apple CarPlay & Android Auto™
Bluetooth® & WiFi Certified | 340 WATTS
MP3-COMPATIBLE DIGITAL  
MEDIA AM/FM RECEIVER
Featuring 10.1" (257 mm)
Capacitive Touchscreen and 
Multicolor Illumination Options

BVCPA9W
Wireless Apple CarPlay & Android Auto™
Bluetooth® & WiFi Certified | 340 WATTS
MP3-COMPATIBLE DIGITAL  
MEDIA AM/FM RECEIVER
Featuring 9" (229 mm)
Capacitive Touchscreen and 
Multicolor Illumination Options

For full specifications, thumb your way to the INDEX page 90.

WIRELESS FLOATING APPLE CARPLAY & ANDROID AUTO™ HEAD UNIT



8"
DISPLAY

7"
DISPLAY

7"
DISPLAY

BCPA8W
Wireless Apple CarPlay & Android Auto™
Bluetooth® | 340 WATTS
MP3-COMPATIBLE DIGITAL MEDIA AM/FM RECEIVER
Featuring 8" (203 mm) Capacitive Touchscreen 
and Multicolor Illumination Options

BVCP9700A-FL
Apple CarPlay & Android Auto™
Bluetooth® | 340 WATTS
MP3-COMPATIBLE DIGITAL MEDIA AM/FM RECEIVER
Featuring 7" (178 mm) Capacitive Touchscreen 
and Multicolor Illumination Options

For full specifications, thumb your way to the INDEX page 91.

WIRELESS FLOATING & FLOATING APPLE CARPLAY & ANDROID AUTO™ HEAD UNITS

BVCP9700A-CFL
Apple CarPlay & Android Auto™
Bluetooth® | 340 WATTS
MP3-COMPATIBLE DIGITAL MEDIA AM/FM RECEIVER
Featuring 7" (178 mm) Capacitive Touchscreen 
and Multicolor Illumination Options
Backup Camera Included

13

H
EA

D UN
ITS



7"
DISPLAY
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For full specifications, thumb your way to the INDEX page 91.

WIRELESS APPLE CARPLAY & ANDROID AUTO™ DOUBLE-DIN HEAD UNITS

BVCP9800W
Wireless Apple CarPlay & Android Auto™
Bluetooth® & WiFi Certified | 340 WATTS 
MP3-COMPATIBLE AM/FM RECEIVER
Featuring 7" (178 mm)  
Capacitive Touchscreen

BVCP9850W
Wireless Apple CarPlay & Android Auto™
Bluetooth® & WiFi Certified | 340 WATTS 
MP3-COMPATIBLE AM/FM RECEIVER
Featuring 7" (178 mm) 
Capacitive Touchscreen



7"
DISPLAY

6.75"
DISPLAY

6.75"
DISPLAY

For full specifications, thumb your way to the INDEX pages 91-92.

APPLE CARPLAY & ANDROID AUTO™ DOUBLE-DIN HEAD UNITS

BVCP9700A
Apple CarPlay & Android Auto™
Bluetooth® | 340 WATTS  
DOUBLE-DIN MP3-COMPATIBLE  
DIGITAL MEDIA AM/FM RECEIVER
Featuring 7" (178 mm) 
Capacitive Touchscreen

BVCP9685A
Apple CarPlay & Android Auto™
Bluetooth® | 320 WATTS  
MP3-COMPATIBLE AM/FM RECEIVER
Featuring 6.75" (171 mm) 
Capacitive Touchscreen and  
Multicolor Illumination Options

BVCP9690A
Apple CarPlay & Android Auto™
Bluetooth® | 320 WATTS  
DOUBLE-DIN DVD/MP3/CD  
AM/FM RECEIVER
Featuring 6.75" (171 mm)  
Capacitive Touchscreen

BVCP9700A-C
Apple CarPlay & Android Auto™
Bluetooth® | 340 WATTS  
DOUBLE-DIN MP3-COMPATIBLE  
DIGITAL MEDIA AM/FM RECEIVER
Featuring 7" (178 mm) 
Capacitive Touchscreen
Backup Camera Included

BCPA9685RC
Apple CarPlay & Android Auto™
Bluetooth® | 320 WATTS  
MP3-COMPATIBLE AM/FM RECEIVER
Featuring 6.75" (171 mm) 
Capacitive Touchscreen and  
Multicolor Illumination Options
Backup Camera Included

BCPA9690RC
Apple CarPlay & Android Auto™
Bluetooth® | 320 WATTS  
DOUBLE-DIN DVD/MP3/CD  
AM/FM RECEIVER
Featuring 6.75" (171 mm)  
Capacitive Touchscreen
Backup Camera Included
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6.2"
DISPLAY

APPLE CARPLAY DOUBLE-DIN HEAD UNIT
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BCP62-RC
Apple CarPlay
Bluetooth® | 320 WATTS 
MP3-COMPATIBLE DIGITAL  
MEDIA AM/FM RECEIVER
Featuring 6.2" (157 mm)  
Capacitive Touchscreen
Backup Camera Included

BCP62
Apple CarPlay
Bluetooth® | 320 WATTS 
MP3-COMPATIBLE DIGITAL  
MEDIA AM/FM RECEIVER
Featuring 6.2" (157 mm)  
Capacitive Touchscreen

For full specifications, thumb your way to the INDEX page 92.



6.95"
DISPLAY

6.2"
DISPLAY

6.2"
DISPLAY

6.95"
DISPLAY

DOUBLE-DIN HEAD UNITS

BV9695B
Bluetooth® | 320 WATTS
DVD/MP3/CD AM/FM RECEIVER
Featuring 6.95" (177 mm)  
Widescreen Touchscreen 
Digital TFT Monitor

BV9364B
Bluetooth® | 320 WATTS
DVD/MP3/CD AM/FM RECEIVER
Featuring 6.2" (157 mm) 
Widescreen Touchscreen 
Digital TFT LCD Monitor

BV9358B
Bluetooth® | 320 WATTS
DVD/MP3/CD AM/FM RECEIVER
Featuring 6.2" (157 mm) 
Widescreen Touchscreen 
Digital TFT LCD Monitor

BV9395B
Bluetooth® | 320 WATTS
MP3-COMPATIBLE DIGITAL 
MEDIA AM/FM RECEIVER
Featuring 6.95" (177 mm)  
Widescreen Touchscreen 
Digital TFT Monitor

BVB9695RC
Bluetooth® | 320 WATTS
DVD/MP3/CD AM/FM RECEIVER
Featuring 6.95" (177 mm)  
Widescreen Touchscreen 
Digital TFT Monitor
Backup Camera Included

BVB9364RC
Bluetooth® | 320 WATTS
DVD/MP3/CD AM/FM RECEIVER
Featuring 6.2" (157 mm) 
Widescreen Touchscreen 
Digital TFT LCD Monitor
Backup Camera Included

BVB9358RC
Bluetooth® | 320 WATTS
DVD/MP3/CD AM/FM RECEIVER
Featuring 6.2" (157 mm) 
Widescreen Touchscreen 
Digital TFT LCD Monitor
Backup Camera Included

BVB9395RC
Bluetooth® | 320 WATTS
MP3-COMPATIBLE DIGITAL 
MEDIA AM/FM RECEIVER
Featuring 6.95" (177 mm)  
Widescreen Touchscreen 
Digital TFT Monitor
Backup Camera Included

For full specifications, thumb your way to the INDEX pages 92-93.
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6.2"
DISPLAY

18

BV9386NV
Bluetooth® | 320 WATTS 
BUILT-IN NAVIGATION 
DVD/MP3/CD AM/FM RECEIVER
Featuring 6.2" (157 mm)  
Widescreen Touchscreen

For full specifications, thumb your way to the INDEX page 93.

DOUBLE-DIN NAVIGATION HEAD UNIT

GPS



6.2"
DISPLAY

BVNV9384RC
Bluetooth® | 320 WATTS 
BUILT-IN NAVIGATION
DVD/MP3/CD AM/FM RECEIVER
Featuring 6.2" (157 mm)  
Widescreen Touchscreen
Backup Camera Included

BV9384NV
Bluetooth® | 320 WATTS 
BUILT-IN NAVIGATION
DVD/MP3/CD AM/FM RECEIVER
Featuring 6.2" (157 mm)  
Widescreen Touchscreen

For full specifications, thumb your way to the INDEX page 93.

DOUBLE-DIN NAVIGATION HEAD UNIT

19
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6.5"
DISPLAY

20

BV9370B
Bluetooth® | 320 WATTS 
MP3-COMPATIBLE DIGITAL 
MEDIA AM/FM RECEIVER
Featuring 6.5" (165 mm) 
Widescreen Touchscreen 
Digital TFT LED Monitor

For full specifications, thumb your way to the INDEX pages 93.

DOUBLE-DIN HEAD UNIT



6.2"
DISPLAY

820BRGB
Bluetooth® | 240 WATTS 
MP3-COMPATIBLE DIGITAL 
MEDIA AM/FM RECEIVER
Featuring Wireless Remote 
Control & Multicolor 
Illumination Options

BV9351B
Bluetooth® | 320 WATTS 
DVD/MP3/CD AM/FM RECEIVER
Featuring 6.2" (157 mm) 
Widescreen Touchscreen 
Digital TFT LED Monitor

850BRGB
Bluetooth® | 320 WATTS 
MP3-COMPATIBLE CD  
AM/FM RECEIVER
Featuring Wireless Remote 
Control & Multicolor 
Illumination Options

BV6860BH
Bluetooth® | 160 WATTS 
MOTOR HOME/TRAILER/RV  
AM/FM RECEIVER

BVB9351RC
Bluetooth® | 320 WATTS 
DVD/MP3/CD AM/FM RECEIVER
Featuring 6.2" (157 mm) 
Widescreen Touchscreen Digital 
TFT LED Monitor
Backup Camera Included

For full specifications, thumb your way to the INDEX page 93.

DOUBLE-DIN HEAD UNITS & MOTOR HOME/TRAILER/RV UNIT

21
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SINGLE-DIN HEAD UNIT

508UAB
Bluetooth® | 200 WATTS
MP3-COMPATIBLE CD 
AM/FM RECEIVER
Featuring Wireless 
Remote Control

For full specifications, thumb your way to the INDEX page 93.



For full specifications, thumb your way to the INDEX page 94.

SINGLE-DIN HEAD UNITS

612UA
200 WATTS
MP3-COMPATIBLE DIGITAL
MEDIA AM/FM RECEIVER

609UAB
Bluetooth® | 200 WATTS
MP3-COMPATIBLE DIGITAL
MEDIA AM/FM RECEIVER
Featuring Wireless Remote 
Control

611UAB
Bluetooth® | 200 WATTS
MP3-COMPATIBLE DIGITAL  
MEDIA AM/FM RECEIVER

23
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SINGLE-DIN MP3-COMPATIBLE CD AM/FM RECEIVER HEAD UNIT

750BRGB
Bluetooth® | 240 WATTS
MP3-COMPATIBLE CD AM/FM RECEIVER
Featuring Detachable Front Panel,
Multicolor Illumination Options, 
& Wireless Remote Control

For full specifications, thumb your way to the INDEX page 94.

WIRELESS REMOTE 
CONTROL

MULTICOLOR 
ILLUMINATION OPTIONS

DETACHABLE FRONT PANEL



For full specifications, thumb your way to the INDEX page 94.

SINGLE-DIN HEAD UNITS

625UAB
Bluetooth® | 200 WATTS
MP3-COMPATIBLE DIGITAL  
MEDIA AM/FM RECEIVER
Featuring Detachable Front Panel 
& Wireless Remote Control

632UAB
Bluetooth® | 200 WATTS
MP3-COMPATIBLE DIGITAL  
MEDIA AM/FM RECEIVER
Featuring Detachable Front Panel 
& Wireless Remote Control

616UAB
Bluetooth® | 200 WATTS
MP3-COMPATIBLE DIGITAL  
MEDIA AM/FM RECEIVER
Featuring Wireless Remote Control

25
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2ZONE
FUNCTION
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SINGLE-DIN HEAD UNIT

BV6658B
Bluetooth® | 200 WATTS
DVD/MP3/CD AM/FM RECEIVER
Featuring 2-Zone Function:
Enables Audio to be 
Separated from Front and 
Rear Speaker Outputs

For full specifications, thumb your way to the INDEX page 94.



For full specifications, thumb your way to the INDEX pages 93 & 94.

SINGLE-DIN HEAD UNIT  PACKAGES

656BCK
Bluetooth® | 200 WATTS
MP3-COMPATIBLE CD 
AM/FM RECEIVER
Plus One Pair 6.5" (165 mm)
2-Way Full Range Speaker System
with Wireless Remote Controller

628BCK
Bluetooth® | 200 WATTS
MP3-COMPATIBLE DIGITAL  
MEDIA AM/FM RECEIVER
Plus One Pair 6.5" (165 mm)
2-Way Full Range Speaker System
with Wireless Remote Controller

638BCK
Bluetooth® | 200 WATTS
MP3-COMPATIBLE DIGITAL  
MEDIA AM/FM RECEIVER
Plus One Pair 6.5" (165 mm)
2-Way Full Range Speaker System

27
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SINGLE-DIN HEAD UNIT WITH MOTORIZED MONITOR

BV9986BI
Bluetooth® | 340 WATTS
DVD/MP3/CD AM/FM RECEIVER
Featuring Motorized 7" (178 mm) 
Widescreen Touchscreen Digital
TFT LCD Monitor

For full specifications, thumb your way to the INDEX page 94.

MOTORIZED MONITOR

WIRELESS REMOTE 
CONTROL

MULTICOLOR ILLUMINATION OPTIONSDETACHABLE FRONT PANEL



For full specifications, thumb your way to the INDEX page 94.

SINGLE-DIN HEAD UNITS WITH MOTORIZED MONITORS

BV9979B
Bluetooth® | 340 WATTS
DVD/MP3/CD AM/FM RECEIVER
Featuring Motorized 7" (178 mm)
Widescreen Touchscreen Digital
TFT LCD Monitor & Multicolor Illumination

BV9976B
Bluetooth® | 340 WATTS
DVD/MP3/CD AM/FM RECEIVER
Featuring Motorized 7" (178 mm)
Widescreen Touchscreen Digital
TFT LCD Monitor & Multicolor 
Illumination

MOTORIZED MONITOR

MOTORIZED MONITOR

29
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WIRELESS 
REMOTE 

CONTROL

WIRELESS 
REMOTE 

CONTROL

MULTICOLOR 
ILLUMINATION OPTIONS

MULTICOLOR 
ILLUMINATION OPTIONS

DETACHABLE FRONT PANEL

DETACHABLE FRONT PANEL





Performance Amplifiers
The workhorses of your audio system, BOSS Audio 
Systems amplifiers provide the muscle required 
to not only quench a subwoofer’s thirst for power 
to belt out the low, deep end, but also for quality 
speakers that require a constant and reliable 
power source that won’t quit. Available in a number 
of design and authoritative power choices to fit 
your system’s needs, BOSS Audio Systems amps 
can be hidden away or installed for all to see in all 
their smartly designed glory.
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For full specifications, thumb your way to the INDEX page 95.

AR4000D
4000 High Output
CLASS D MONOBLOCK POWER AMPLIFIER

Dimensions (overall): 
14.31" x 6.5" x 2.8" (363 x 165 x 70 mm)

ARMOR SERIES MONOBLOCK POWER AMPLIFIERS

REMOTE SUBWOOFER CONTROL

CLASS D MONOBLOCK AMPLIFIER END PANELS



For full specifications, thumb your way to the INDEX page 95.

AR3000D
3000 High Output
CLASS D MONOBLOCK POWER AMPLIFIER
Featuring Remote Subwoofer Control 

Dimensions: 12.31" x 6.5" x 2.8" (313 x 165 x 70 mm)

AR2000M
2000 High Output
CLASS A/B MONOBLOCK POWER AMPLIFIER
Featuring Remote Subwoofer Control 

Dimensions: 13.13" x 6.5" x 2.8" (333 x 165 x 70 mm)

ARMOR SERIES MONOBLOCK POWER AMPLIFIERS

REMOTE SUBWOOFER 
CONTROL

REMOTE SUBWOOFER 
CONTROL

REMOTE SUBWOOFER 
CONTROL

REMOTE SUBWOOFER 
CONTROL

REMOTE SUBWOOFER 
CONTROL

AR1500M
1500 High Output
CLASS A/B MONOBLOCK POWER AMPLIFIER
Featuring Remote Subwoofer Control 

Dimensions: 10.31" x 6.5" x 2.8" (262 x 165 x 70 mm)

AR1500MK
1500 High Output
CLASS A/B MONOBLOCK POWER AMPLIFIER
Featuring Remote Subwoofer Control
Plus 8 Gauge Amplifier Installation Kit

Dimensions (overall):   
10.31" x 6.5" x 2.8" (262 x 165 x 70 mm)

AR1600.4
1600 High Output
CLASS A/B 4-CHANNEL BRIDGEABLE POWER AMPLIFIER
Featuring Remote Subwoofer Control 

Dimensions: 12.31" x 6.5" x 2.8" (313 x 165 x 70 mm)

ARMOR SERIES CLASS A/B POWER AMPLIFIERS & 8 GAUGE INSTALLATION KIT

CLASS D MONOBLOCK AMPLIFIER END PANELS

CLASS A/B MONOBLOCK AMPLIFIER END PANELS

CLASS A/B 4-CHANNEL AMPLIFIER END PANELS

CLASS A/B MONOBLOCK AMPLIFIER END PANELS

CLASS A/B MONOBLOCK AMPLIFIER END PANELS
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ONYX SERIES MONOBLOCK POWER AMPLIFIERS

34

OX4KD
4000 High Output
CLASS D MONOBLOCK POWER AMPLIFIER
Featuring Back-Lit Illuminated Badge 
and Remote Subwoofer Control

Dimensions (overall):   
14.25" x 6.89" x 2.22" (362 x 175 x 56.5 mm)

For full specifications, thumb your way to the INDEX page 95.

REMOTE SUBWOOFER CONTROL

END PANEL CONNECTIONS DETAIL



For full specifications, thumb your way to the INDEX page 95.

ONYX SERIES MONOBLOCK POWER AMPLIFIERS

OX3KD
3000 High Output
CLASS D MONOBLOCK POWER AMPLIFIER
Featuring Back-Lit Illuminated Badge 
and Remote Subwoofer Control

Dimensions (overall): 12.25" x 6.25" x 2.18" (311 x 159 x 55 mm)

OX4.400
1600 High Output
4/3/2 CHANNEL FULL RANGE CLASS A/B POWER AMPLIFIER
Featuring Back-Lit Illuminated Badge 
and Remote Subwoofer Control

Dimensions (overall): 12.28" × 6.89" × 2.22" (312× 175 × 56.5 mm)

REMOTE 
SUBWOOFER 

CONTROL

REMOTE 
SUBWOOFER 

CONTROL

OX2.600
1200 High Output
2/1 CHANNEL FULL RANGE CLASS A/B POWER AMPLIFIER
Featuring Back-Lit Illuminated Badge 
and Remote Subwoofer Control

Dimensions (overall): 10.31" × 6.89" × 2.22" (262 × 175 × 56.5 mm)

OX1.5KM
1500 High Output
FULL RANGE CLASS A/B MONOBLOCK POWER AMPLIFIER
Featuring Back-Lit Illuminated Badge 
and Remote Subwoofer Control

Dimensions (overall): 10.31" × 6.89" × 2.22" (262 × 175 × 56.5 mm)

REMOTE 
SUBWOOFER 

CONTROL

REMOTE 
SUBWOOFER 

CONTROL

ONYX SERIES 2-CHANNEL & 4-CHANNEL POWER AMPLIFIERS

END PANEL CONNECTIONS DETAIL

END PANEL CONNECTIONS DETAIL

END PANEL CONNECTIONS DETAIL

END PANEL CONNECTIONS DETAIL
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PD4000
4000 High Output
CLASS D MONOBLOCK POWER AMPLIFIER
Featuring Multi LED Back-Lit Illumination
and Remote Subwoofer Control

Dimensions (overall):   
15" x 10.31" x 2.25" (381 x 261 x 57 mm)

REMOTE SUBWOOFER CONTROL

CLASS D MONOBLOCK AMPLIFIER END PANELS

PHANTOM SERIES MONOBLOCK POWER AMPLIFIER

For full specifications, thumb your way to the INDEX page 96.



PT3000
3000 High Output
2-CHANNEL BRIDGEABLE POWER AMPLIFIER
Featuring Mult-LED Back-Lit Illumination
and Remote Subwoofer Control

Dimensions (overall):
22" x 10.28" x 2.25" (559 x 261 x 57 mm)

PM1500
1500 High Output
CLASS A/B MONOBLOCK POWER AMPLIFIER
Featuring Multi-LED Back-Lit Illumination
and Remote Subwoofer Control

Dimensions (overall):
10" x 10.28" x 2.25" (254 x 261 x 57 mm)

REMOTE 
SUBWOOFER 

CONTROL

REMOTE 
SUBWOOFER 

CONTROL

PT1600
1600 High Output
2/1 CHANNEL CLASS A/B
BRIDGEABLE POWER AMPLIFIER
Featuring Multi-LED Back-Lit Illumination
and Remote Subwoofer Control

Dimensions (overall):
14" x 10.28" x 2.25" (356 x 261 x 57 mm)

PT1000
1000 High Output
2/1 CHANNEL CLASS A/B
BRIDGEABLE POWER AMPLIFIER
Featuring Multi-LED Back-Lit Illumination
and Remote Subwoofer Control

Dimensions (overall): 
9.5" x 10.28" x 2.25" (241 x 261 x 57 mm)

REMOTE 
SUBWOOFER 

CONTROL

REMOTE 
SUBWOOFER 

CONTROL

PHANTOM SERIES 2-CHANNEL BRIDGEABLE POWER AMPLIFIERS

CLASS A/B 2-CHANNEL AMPLIFIER END PANELS

CLASS A/B 2/1 CHANNEL AMPLIFIER END PANELS

CLASS A/B MONOBLOCK AMPLIFIER END PANELS

CLASS A/B 2/1 CHANNEL AMPLIFIER END PANELS

PHANTOM SERIES MONOBLOCK POWER AMPLIFIERS

For full specifications, thumb your way to the INDEX page 96.
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REMOTE SUBWOOFER CONTROL

CLASS A/B 5-CHANNEL AMPLIFIER END PANELS

PV3700
3700 High Output
5/4/3/2 CHANNEL, FULL-RANGE,  
CLASS A/B POWER AMPLIFIER
Featuring Multi-LED Back-Lit Illumination
and Remote Subwoofer Control

Dimensions (overall): 
17" x 10.28" x 2.25" (432 x 261 x 57 mm)

For full specifications, thumb your way to the INDEX page 96.

PHANTOM SERIES 5-CHANNEL BRIDGEABLE POWER AMPLIFIERS



For full specifications, thumb your way to the INDEX page 96.

PHANTOM SERIES 4-CHANNEL BRIDGEABLE POWER AMPLIFIERS

PF2600
2600 High Output
4/3/2 CHANNEL, FULL-RANGE,  
CLASS A/B POWER AMPLIFIER
Featuring Mult-LED Back-Lit Illumination
and Remote Subwoofer Control

Dimensions (overall):
17" x 10.31" x 2.25" (432 x 261 x 57 mm)

PF2200
2200 High Output
4/3/2 CHANNEL, FULL-RANGE,  
CLASS A/B POWER AMPLIFIER
Featuring Multi-LED Back-Lit Illumination
and Remote Subwoofer Control

Dimensions (overall):
15.5" x 10.31" x 2.25" (394 x 261 x 57 mm)

REMOTE 
SUBWOOFER 

CONTROL

REMOTE 
SUBWOOFER 

CONTROL

PF1800
1800 High Output
4/3/2 CHANNEL, FULL-RANGE,  
CLASS A/B POWER AMPLIFIER
Featuring Multi-LED Back-Lit Illumination
and Remote Subwoofer Control

Dimensions (overall):
13.5" x 10.31" x 2.25" (343 x 261 x 57 mm)

REMOTE 
SUBWOOFER 

CONTROL

CLASS A/B 4/3/2 CHANNEL AMPLIFIER END PANELS

CLASS A/B 4/3/2 CHANNEL AMPLIFIER END PANELS

CLASS A/B 4/3/2 CHANNEL AMPLIFIER END PANELS
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R6002
1200 High Output
2/1 CHANNEL BRIDGEABLE POWER AMPLIFIER
Featuring with Illuminated LED Logo
and Remote Subwoofer Control
Dimensions (overall):   
12.36" x 10.43" x 2.25" (314 x 265 x 57 mm)

REMOTE SUBWOOFER CONTROL

FULL RANGE, CLASS A/B AMPLIFIER END PANELS

RIOT SERIES 2-CHANNEL POWER AMPLIFIER

For full specifications, thumb your way to the INDEX page 96.



R4002
800 High Output
2/1 CHANNEL BRIDGEABLE POWER AMPLIFIER
Featuring with Illuminated LED Logo
and Remote Subwoofer Control

Dimensions (overall):
10.79" x 10.43" x 2.25" (274 x 265 x 57 mm)

R3004
1200 High Output
4/3/2 CHANNEL BRIDGEABLE POWER AMPLIFIER
Featuring with Illuminated LED Logo
and Remote Subwoofer Control

Dimensions (overall):
11.1" x 10.43" x 2.24" (282 x 265 x 57mm)

REMOTE 
SUBWOOFER 

CONTROL

REMOTE 
SUBWOOFER 

CONTROL

R3002
600 High Output
2/1 CHANNEL BRIDGEABLE POWER AMPLIFIER
Featuring with Illuminated LED Logo
and Remote Subwoofer Control

Dimensions (overall):
9.21" x 10.43" x 2.25" (234 x 265 x 57 mm)

R2504
1000 High Output
4/3/2 CHANNEL MOSFET BRIDGEABLE POWER AMPLIFIER
Featuring with Illuminated LED Logo
and Remote Subwoofer Control

Dimensions (overall): 
11.57" x 10.43" x 2.25" (294 x 265 x 57 mm)

REMOTE 
SUBWOOFER 

CONTROL

REMOTE 
SUBWOOFER 

CONTROL

RIOT SERIES 4-CHANNEL BRIDGEABLE POWER AMPLIFIERS

FULL RANGE, CLASS A/B AMPLIFIER END PANELS

FULL RANGE, CLASS A/B AMPLIFIER END PANELS

FULL RANGE, CLASS A/B AMPLIFIER END PANELS

FULL RANGE, CLASS A/B AMPLIFIER END PANELS

RIOT SERIES 2-CHANNEL BRIDGEABLE POWER AMPLIFIERS

For full specifications, thumb your way to the INDEX page 97.
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For full specifications, thumb your way to the INDEX page 97.

RIOT SERIES MOSFET MONOBLOCK POWER AMPLIFIER

REMOTE SUBWOOFER CONTROL

CLASS A/B MONOBLOCK AMPLIFIER END PANELS

R1600M
1600 High Output
CLASS A/B MOSFET MONOBLOCK  
POWER AMPLIFIER
Featuring with Illuminated LED Logo
and Remote Subwoofer Control

Dimensions (overall):   
12.36" x 10.43" x 2.25" (314 x 265 x 57 mm)



For full specifications, thumb your way to the INDEX page 97.

RIOT SERIES MOSFET MONOBLOCK POWER AMPLIFIERS

RIOT SERIES 2-CHANNEL & 4-CHANNEL POWER AMPLIFIERS

2-CHANNEL POWER AMPLIFIER

R1100M | R1100M-P | R1100M-S
1100 High Output
CLASS A/B MOSFET MONOBLOCK POWER AMPLIFIER
Featuring with Illuminated LED Logo
and Remote Subwoofer Control

Dimensions (overall):
9.21" x 10.43" x 2.25" (234 x 265 x 57 mm)

R1100MK
1100 High Output
CLASS A/B MOSFET MONOBLOCK POWER AMPLIFIER
PLUS 8-GAUGE AMPLIFIER INSTALLATION KIT
Featuring with Illuminated LED Logo
and Remote Subwoofer Control

Dimensions (overall):
9.21" x 10.43" x 2.25" (234 x 265 x 57 mm)

R1004
400 High Output
4-CHANNEL POWER AMPLIFIER

Dimensions (overall):
7.75" x 9" x 2" (197 x 229 x 51 mm)

R1002
200 High Output
2-CHANNEL POWER AMPLIFIER

Dimensions (overall):
5.25" x 9" x 2" (133 x 229 x 51 mm)

CE102
100 High Output
2-CHANNEL POWER AMPLIFIER

Dimensions (overall):
3.94" x 4.69" x 2.81" (100 x 119 x 71 mm)

REMOTE 
SUBWOOFER 

CONTROL

REMOTE 
SUBWOOFER 

CONTROL

MONOBLOCK AMPLIFIER END PANELS

MONOBLOCK AMPLIFIER END PANELS

FULL RANGE, CLASS A/B AMPLIFIER END PANELS

FULL RANGE, CLASS A/B AMPLIFIER END PANELS

FULL RANGE, CLASS A/B AMPLIFIER END PANELS
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Performance Subwoofers
BOSS Audio Systems subwoofers are engineered 
for fidelity, so no matter what the style of music – 
deep and loud or refined and subtle – BOSS Audio 
Systems delivers the goods. Our subwoofers are 
available in a multitude of options including power 
handling, sizes, and cosmetic features to fit your 
unique installation. Understated or showy, you 
keep doin’ you!

SUBW
O
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B12ES
1200 Watts
12" (305 mm) AMPLIFIED SUBWOOFER
Featuring Built-In High Power Amplifier
and Remote Sub Level Control Included

For full specifications, thumb your way to the INDEX page 98.

ENCLOSED AMPLIFIED PERFORMANCE SUBWOOFER

MDF SEALED ENCLOSURE CLASS A/B TOPOLOGY
RIGHT PANEL CONNECTIONS DETAIL

INCLUDES 16 FT REMOTE SUBWOOFER  
CONTROL CABLE



For full specifications, thumb your way to the INDEX page 98.

CH10DVC
1500 Watts
10" (254 mm) DUAL 4Ω 
VOICE COIL SUBWOOFER

PERFORMANCE SUBWOOFERS

47
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CH12DVC
1800 Watts
12" (305 mm) DUAL 4Ω 
VOICE COIL SUBWOOFER
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CXX12
1000 Watts
12" (305 mm) 4Ω SUBWOOFER

For full specifications, thumb your way to the INDEX page 98.

PERFORMANCE SUBWOOFERS



For full specifications, thumb your way to the INDEX page 98.

CXX10
800 Watts
10" (254 mm) 
4Ω SUBWOOFER

CXX124DVC
1200 Watts
12" (305 mm) DUAL 4Ω  
VOICE COIL SUBWOOFER

CXX8
600 Watts
8" (203 mm) 
4Ω SUBWOOFER

CXX104DVC
1000 Watts
10" (254 mm) DUAL 4Ω  
VOICE COIL SUBWOOFER

CX122
1400 Watts
12" (305 mm) 4Ω  
VOICE COIL SUBWOOFER

PERFORMANCE SUBWOOFERS
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P156DVC
2500 Watts
15" (381 mm) DUAL 4Ω 
VOICE COIL SUBWOOFER

(Sold Individually)

For full specifications, thumb your way to the INDEX page 99.

PHANTOM PERFORMANCE SUBWOOFERS



For full specifications, thumb your way to the INDEX page 99.

P126DVC
2300 Watts
12" (305 mm) DUAL 4Ω 
VOICE COIL SUBWOOFER

(Sold Individually)

P80DVC
1000 Watts
8" (203 mm) DUAL 4Ω  
VOICE COIL SUBWOOFER

(Sold Individually)

P106DVC
2100 Watts
10" (254 mm) DUAL 4Ω 
VOICE COIL SUBWOOFER

(Sold Individually)

P12SVC
1600 Watts
12" (305 mm) SINGLE 4Ω  
VOICE COIL SUBWOOFER

(Sold Individually)

P10SVC
1200 Watts
10" (254 mm) SINGLE 4Ω  
VOICE COIL SUBWOOFER

(Sold Individually)

PHANTOM PERFORMANCE SUBWOOFERS
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PD12LED
1600 Watts
12" (305 mm) DUAL 4Ω  
VOICE COIL SUBWOOFER
Featuring Blue LED Illumination

For full specifications, thumb your way to the INDEX page 99.

PHANTOM PERFORMANCE SUBWOOFERS



For full specifications, thumb your way to the INDEX pages 99-100.

P129DC
2600 Watts
12" (305 mm) DUAL 4Ω 
VOICE COIL SUBWOOFER

P100F
1200 Watts
10" (254 mm) 4Ω LOW  
PROFILE SUBWOOFER

P120F
1400 Watts
12" (305 mm) 4Ω LOW  
PROFILE SUBWOOFER

D12F
1000 Watts
12" (305 mm) 4Ω  
FLAT SUBWOOFER

D10F
800 Watts
10" (254 mm) 4Ω  
FLAT SUBWOOFER

PHANTOM PERFORMANCE & FLAT SUBWOOFERS
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BAB10
1200 WATTS
10" (254 mm) LOW PROFILE 
AMPLIFIED SUBWOOFER

For full specifications, thumb your way to the INDEX page 100.

LOW PROFILE AMPLIFIED SUBWOOFER

REMOTE SUBWOOFER CONTROL

END PANEL CONNECTIONS DETAIL



For full specifications, thumb your way to the INDEX page 100.

BAB8
800 Watts
8" (203 mm) LOW PROFILE 
AMPLIFIED SUBWOOFER

BASS10K
1000 Watts
10" (254 mm) LOW PROFILE 
AMPLIFIED SUBWOOFER
Plus 8 Gauge Amplifier 
Installation Kit

BASS10
1000 Watts
10" (254 mm) LOW PROFILE 
AMPLIFIED SUBWOOFER

BASS8
800 Watts
8" (203 mm) LOW PROFILE 
AMPLIFIED SUBWOOFER

BASS8K
800 Watts
8" (203 mm) LOW PROFILE 
AMPLIFIED SUBWOOFER
Plus 8 Gauge Amplifier 
Installation Kit

LOW PROFILE AMPLIFIED SUBWOOFER

REMOTE 
SUBWOOFER 

CONTROL

REMOTE 
SUBWOOFER 

CONTROL

REMOTE 
SUBWOOFER 

CONTROL

REMOTE 
SUBWOOFER 

CONTROL

REMOTE 
SUBWOOFER 

CONTROL

END PANEL CONNECTIONS DETAIL

END PANEL CONNECTIONS DETAIL

END PANEL CONNECTIONS DETAIL

END PANEL CONNECTIONS DETAIL

END PANEL CONNECTIONS DETAIL
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Performance Loudspeakers
Hitting every note clearly and cleanly, BOSS 
Audio Systems' premium speaker series provides 
unbelievable quality in sound. Available in wide 
array of sizes to fit virtually any installation in a wide 
configuration, you’ll see and hear why BOSS Audio 
Systems is the audiophile’s choice in premium 
aftermarket speakers. 

SPEA
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BE694
500 Watts
4-WAY FULL RANGE SPEAKERS
Featuring Blue LED Illumination 
Dimensions: 6" x 9" (152 x 229 mm)

For full specifications, thumb your way to the INDEX page 101.

4-WAY FULL RANGE PERFORMANCE LOUDSPEAKERS



For full specifications, thumb your way to the INDEX page 101.

4-WAY & 3-WAY FULL RANGE PERFORMANCE LOUDSPEAKERS

BE5768
300 Watts
4-WAY FULL RANGE SPEAKERS
Featuring Blue LED Illumination
Dimensions: 5" x 7" (127 x 178 mm)

BE524
225 Watts
4-WAY FULL RANGE SPEAKERS
Featuring Blue LED Illumination
Dimensions: 5.25" (133 mm)

BE654
300 Watts
4-WAY FULL RANGE SPEAKERS
Featuring Blue LED Illumination
Dimensions: 6.5" (165 mm)

BE464
250 Watts
4-WAY FULL RANGE SPEAKERS
Featuring Blue LED Illumination
Dimensions: 4" X 6" (102 x 152 mm)

BE423
225 Watts
3-WAY FULL RANGE SPEAKERS
Featuring Blue LED Illumination
Dimensions: 4" (102 mm)

59
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CH6950
600 Watts
5-WAY FULL RANGE SPEAKERS
Featuring Red Metallic Poly 
Injection Cone
Dimensions: 6" x 9" (152 x 229 mm)

For full specifications, thumb your way to the INDEX page 102.

 CHAOS EXXTREME 5-WAY FULL RANGE SPEAKERS



For full specifications, thumb your way to the INDEX page 102.

  CHAOS EXXTREME 4-WAY, 3-WAY, & 2-WAY FULL RANGE SPEAKERS

CH6940
500 Watts
4-WAY FULL RANGE SPEAKERS
Featuring Red Metallic Poly 
Injection Cone
Dimensions: 6" x 9" (152 x 229 mm)

CH6920
350 Watts
2-WAY FULL RANGE SPEAKERS
Featuring Red Metallic Poly 
Injection Cone
Dimensions: 6" x 9" (152 x 229 mm)

CH6930
400 Watts
3-WAY FULL RANGE SPEAKERS
Featuring Red Metallic Poly 
Injection Cone
Dimensions: 6" x 9" (152 x 229 mm)

CH6530
300 Watts
3-WAY FULL RANGE SPEAKERS
Featuring Red Metallic Poly 
Injection Cone
Dimensions: 6.5" (165 mm)

CH6520
250 Watts
2-WAY FULL RANGE SPEAKERS
Featuring Red Metallic Poly 
Injection Cone
Dimensions: 6.5" (165 mm)
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CH6500
200 Watts
2-WAY FULL RANGE SPEAKERS
Featuring Red Metallic Poly 
Injection Cone
Dimensions: 6.5" (165 mm)

For full specifications, thumb your way to the INDEX page 103.

 CHAOS EXXTREME 2-WAY FULL RANGE SPEAKERS



For full specifications, thumb your way to the INDEX page 103.

  CHAOS EXXTREME 3-WAY & 2-WAY FULL RANGE SPEAKERS

CH5730
300 Watts
3-WAY FULL RANGE SPEAKERS
Featuring Red Metallic Poly 
Injection Cone
Dimensions: 5" x 7" (127 x 178 mm)

CH5530
225 Watts
3-WAY FULL RANGE SPEAKERS
Featuring Red Metallic Poly 
Injection Cone
Dimensions: 5.25" (133 mm)

CH5720
225 Watts
2-WAY FULL RANGE SPEAKERS
Featuring Red Metallic Poly 
Injection Cone
Dimensions: 5" x 7" (127 x 178 mm)

CH5520
200 Watts
2-WAY FULL RANGE SPEAKERS
Featuring Red Metallic Poly 
Injection Cone
Dimensions: 5.25" (133 mm)

CH4630
250 Watts
3-WAY FULL RANGE SPEAKERS
Featuring Red Metallic Poly 
Injection Cone
Dimensions: 4" x 6" (102 x 152 mm)
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For full specifications, thumb your way to the INDEX page 104.

 CHAOS EXXTREME COMPONENT 2-WAY PERFORMANCE LOUDSPEAKER SYSTEM

CH6CK
2-WAY FULL RANGE 
COMPONENT SPEAKER SYSTEM
350 Watts
Dimensions: 6.5" (165 mm)
Includes: Two Crossovers 
and Two 1" Tweeters with Flush, 
Surface, & Angle Mount Options



For full specifications, thumb your way to the INDEX page 104.

  CHAOS EXXTREME 2-WAY & 3-WAY FULL RANGE SPEAKERS

CH4620
200 Watts
2-WAY FULL RANGE SPEAKERS
Featuring Red Metallic Poly 
Injection Cone
Dimensions: 4" x 6" (102 x 152 mm)

CH4230
225 Watts
3-WAY FULL RANGE SPEAKERS
Featuring Red Metallic Poly 
Injection Cone
Dimensions: 4" (102 mm)

CH4330
400 Watts
3-WAY FULL RANGE SPEAKERS
Featuring Red Metallic Poly 
Injection Cone
Dimensions: 4" x 10" (102 x 254 mm)

CH4220
200 Watts
2-WAY FULL RANGE SPEAKERS
Featuring Red Metallic Poly 
Injection Cone
Dimensions: 4" (102 mm)

CH3220
140 Watts
2-WAY FULL RANGE SPEAKERS
Featuring Red Metallic Poly 
Injection Cone
Dimensions: 3.5" (89 mm)
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CH6940B
500 Watts
4-WAY FULL RANGE SPEAKERS
Featuring Black Poly Injection Cone
Dimensions: 6" x 9" (152 x 229 mm)

For full specifications, thumb your way to the INDEX page 105.

 BLACK CHAOS EXXTREME 4-WAY FULL RANGE SPEAKERS



For full specifications, thumb your way to the INDEX page 105.

 BLACK CHAOS EXXTREME 3-WAY & 2-WAY FULL RANGE SPEAKERS

CH6930B
400 Watts
3-WAY FULL RANGE SPEAKERS
Featuring Black Poly Injection Cone
Dimensions: 6" x 9" (152 x 229 mm)

CH6520B
250 Watts
2-WAY FULL RANGE SPEAKERS
Featuring Black Poly Injection Cone
Dimensions: 6.5" (165 mm)

CH6530B
300 Watts
3-WAY FULL RANGE SPEAKERS
Featuring Black Poly Injection Cone
Dimensions: 6.5" (165 mm)

CH5730B
300 Watts
3-WAY FULL RANGE SPEAKERS
Featuring Black Poly Injection Cone
Dimensions: 5" x 7" (127 x 178 mm)
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For full specifications, thumb your way to the INDEX page 105.

 BLACK CHAOS EXXTREME 3-WAY FULL RANGE SPEAKERS

CH5530B
225 Watts
3-WAY FULL RANGE SPEAKERS
Featuring Black Poly Injection Cone
Dimensions: 5.25" (133 mm)



For full specifications, thumb your way to the INDEX page 106.

CH4630B
250 Watts
3-WAY FULL RANGE SPEAKERS
Featuring Black Poly Injection Cone
Dimensions: 4" x 6" (102 x 152 mm)

CH4230B
225 Watts
3-WAY FULL RANGE SPEAKERS
Featuring Black Poly Injection Cone
Dimensions: 4" (102 mm)

CH4330B
400 Watts
3-WAY FULL RANGE SPEAKERS
Featuring Black Poly Injection Cone
Dimensions: 4" x 10" (102 x 254 mm)

 BLACK CHAOS EXXTREME 3-WAY & 2-WAY FULL RANGE SPEAKERS

CH3220B
140 Watts
2-WAY FULL RANGE SPEAKERS
Featuring Black Poly Injection Cone
Dimensions: 3.5" (89 mm)
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NX694
800 Watts
4-WAY FULL RANGE SPEAKERS
Dimensions: 6" x 9" (152 x 229 mm)

ONYX 4-WAY FULL RANGE SPEAKERS

For full specifications, thumb your way to the INDEX page 106.



NX654
400 Watts
4-WAY FULL RANGE SPEAKERS
Dimensions: 6.5" (165 mm)

NX524
300 Watts
4-WAY FULL RANGE SPEAKERS
Dimensions: 5.25" (133 mm)

ONYX 4-WAY FULL RANGE SPEAKERS

For full specifications, thumb your way to the INDEX pages 106-107.
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BRS69
120 Watts
FULL RANGE SPEAKERS
Dimensions: 6" x 9" (152 x 229 mm)

DUAL CONE FULL RANGE REPLACEMENT SPEAKERS

For full specifications, thumb your way to the INDEX page 107.



BRS65
80 Watts
FULL RANGE SPEAKERS
Dimensions: 6.5" (165 mm)

BRS52
60 Watts
FULL RANGE SPEAKERS
Dimensions: 5.25" (133 mm)

BRS5768
80 Watts
FULL RANGE SPEAKERS
Dimensions: 5" x 7" (127 x 178 mm)
(also Fits) 6" x 8" (152 x 203 mm)

BRS46
50 Watts
FULL RANGE SPEAKERS
Dimensions: 4" x 6" (102 x 152 mm)

BRS35
50 Watts
FULL RANGE SPEAKERS
Dimensions: 3.5" (89 mm)

BRS40
50 Watts
FULL RANGE SPEAKERS
Dimensions: 4" (102 mm)

BRS410
120 Watts
FULL RANGE SPEAKERS
Dimensions: 4" x 10" (100 x 254 mm)

DUAL CONE FULL RANGE REPLACEMENT SPEAKERS

For full specifications, thumb your way to the INDEX pages 107-108.
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P69.4C
800 Watts
4-WAY FULL RANGE SPEAKERS
Featuring Cast Aluminum Basket
Dimensions: 6" x 9" (152 x 229 mm)

PHANTOM 4-WAY FULL RANGE SPEAKERS

For full specifications, thumb your way to the INDEX page 108.



P65.4C
400 Watts
4-WAY FULL RANGE SPEAKERS
Featuring Cast Aluminum Basket
Dimensions: 6.5" (165 mm)

P45.4C
250 Watts
4-WAY FULL RANGE SPEAKERS
Featuring Cast Aluminum Basket
Dimensions: 4" (102 mm)

P55.4C
300 Watts
4-WAY FULL RANGE SPEAKERS
Featuring Cast Aluminum Basket
Dimensions: 5.25" (133 mm)

PC65.2C
500 Watts
2-WAY COMPONENT SPEAKER SYSTEM
Featuring Cast Aluminum Basket
Dimensions: 6.5" (165 mm)

R63
300 Watts
3-WAY FULL RANGE SPEAKERS
Dimensions: 6.5" (165 mm)

R94
500 Watts
4-WAY FULL RANGE SPEAKERS
Dimensions: 6" x 9" (152 x 229 mm)

PHANTOM 4-WAY FULL RANGE SPEAKERS & 2-WAY COMPONENT SPEAKER SYSTEM

RIOT 4-WAY & 3-WAY FULL RANGE SPEAKERS

For full specifications, thumb your way to the INDEX pages 108-109.
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AVA6200
200 Watts
3-WAY HIGH PERFORMANCE BOX SPEAKER SYSTEM
Featuring Mounting Bars

Dimensions: 7.4" x 4.9" x 4.1" (188 x 125 x 104 mm)

For full specifications, thumb your way to the INDEX page 109.

3-WAY HIGH PERFORMANCE BOX SPEAKER SYSTEM
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250 Watts
BULLET TWEETERS
Featuring Surface Mount
Dimensions: 3" (76 mm)

For full specifications, thumb your way to the INDEX page 110.

BULLET, DOME, AND MICRO DOME TWEETERS

TW18
200 Watts
MICRO DOME TWEETERS
Includes Surface, Angle & Swivel
Mounting Options
Dimensions: 0.5" (13 mm)

TW15
250 Watts
SUPER POLYMER TWEETERS
Includes Surface, Flush & Swivel
Mounting Options
Dimensions: 1" (25 mm)

TW12
200 Watts
DOME TWEETERS
Includes Surface, Flush & Swivel
Mounting Options
Dimensions: 1" (25 mm)

TW10
150 Watts
POLY DOME TWEETERS
Includes Angled & Surface 
Mounting Options
Dimensions: 1" (25 mm)
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Cameras
Backup cameras are the law in all light vehicles 
from model year 2018 on because safety is a very 
good idea. And aftermarket camera installs are 
also becoming more and more popular because, 
hey, safety.
With BOSS Audio Systems’ backup cameras, 
you see in full, high-resolution color. They are 
weatherproof and come in a variety of mounting 
types such as license plate mounted and hidden 
license plate mounting.
So, to keep the neighborhood safe and sound, not 
to mention your ride, you can rely on our backup 
cameras to ensure the best quality line of sight you 
could never see.
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LPCB40
REAR VIEW LICENSE PLATE MOUNT CAMERA
Featuring Hidden Mounting Bracket

• High Resolution Color Camera
• Optional On-screen Display Distance Guide
• Camera Image Up/Down
• Low Light Visibility
• Weather Proof
• Wide Angle View
• NTSC Output

Measures: 7.756" (197 mm) x .88" (22 mm) x .88" (22 mm)

REAR VIEW LICENSE PLATE MOUNT CAMERA
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REAR VIEW LICENSE PLATE MOUNT CAMERAS

REAR VIEW MOUNT CAMERAS

LPCB36
LICENSE PLATE MOUNT REAR VIEW CAMERA

Measures: 10.88" (276 mm) L x .88" (22 mm) W x .88" (22 mm) H

LPC35
LICENSE PLATE MOUNT REAR VIEW CAMERA

Measures: 10.88" (276 mm) x .88" (22 mm) x .88" (22 mm)

CAM21
MINI REAR VIEW CAMERA
Includes Flush Mount, Hanging Mount, and Installation Bit

Measures: 0.83" (21 mm) x 0.83" (21 mm) x 0.91" (23 mm)

CAM18
HIGH RESOLUTION COLOR MINI REAR VIEW CAMERA

Measures: 0.91" (23mm) x 0.9" (23mm) x 0.91" (23mm)
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Equalizers, Crossovers, 
Capacitors, and Installation Kits

Think of equalizers, processors and capacitors as 
your very own sound technicians, adjusting the 
loudness of specific frequencies, bringing spatial 
realness to your speakers and pushing more juice 
to your amplifier. They make EDM more thump, 
thump, thump and take the strings in classical 
music to lighter and brighter highs. And, of course 
they can focus on that low, low bass so your 
subwoofers cause minor earthquakes.
Along with our installation kits, BOSS Audio Systems 
delivers exacting products and configurations to 
help you customize your musical experience to 
how you like it to precisely sound – and feel.
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AVA1210
7-BAND PRE-AMP EQUALIZER
Featuring Subwoofer Output

Measures: 4.6" (117 mm) x 7.0" (178 mm) x 1.0" (25 mm)

EQ1208
4-BAND PRE-AMP EQUALIZER
Featuring Subwoofer Output

Measures: 4.6" (117 mm) x 7.0" (178 mm) x 1.0" (25 mm)

7-BAND & 4-BAND PRE-AMP EQUALIZERS

DUAL-COLOR ILLUMIATION
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ELECTRONIC CROSSOVERS

HIGH LEVEL TO LOW LEVEL CONVERTER & GROUND LOOP ISOLATOR

BX55
2/3 WAY ELECTRONIC 
CROSSOVER
Dimensions: 8.75" x 7.44" x 1.5" 
(222 x 189 x 38 mm)

FEATURES
• Inputs: Front, Rear and Subwoofer
• Outputs: Front, Rear and Subwoofer
• Selectable Crossover Frequencies
• Subwoofer: 45Hz–4.2kHz
• Rear HP/BP (Selectable):  
   300Hz-4.6kHz
• Front High Pass: 65Hz–4.5kHz
• Variable Bass Boost, 0 - +18dB

• Slope Rate: 12dB/Octave
• Signal-to-Noise Ratio: >110dB
• Remote Subwoofer Level Control
• Low Pass Input Selector: Direct  
   or Front/Rear Mix
• Remote On/Off Power Control
• LED Power Indicator
• Subwoofer Phase Switch

BX45
2/3 WAY ELECTRONIC 
CROSSOVER

Dimensions: 7.13" x 7.375" x 1.5" 
(181 x 187 x 38 mm)

FEATURES
• Inputs: Front, Rear, and Subwoofer
• Outputs: Front, Rear, and Subwoofer
• Freq. Multiplier: x1/x20
• High Pass: 40Hz-5kHz
• Selectable Front and Rear Slope:  
   6dB/12dB Oct.

• Variable Bass Boost: 0- +12dB
• Selectable Boost Frequency:  
   25Hz-250Hz
• Selectable Phase: 0/180°
• Remote Subwoofer Control

BX35
3-WAY ELECTRONIC  
CROSSOVER

Dimensions: 8.75" x 7.375" x 1.5" 
(222 x 187 x 38 mm)

FEATURES
• Inputs: Front, Rear and Subwoofer
• Outputs: Front, Rear and Subwoofer
• Independent Gain Controls  
   for each Channel
• Frequency Multiplier (x1 or x5)  
   on High Pass Output
• Selectable Crossover Frequencies
• Dual Input Selector
• Subwoofer: 40Hz–400Hz
• Rear High Pass: 50kHz–1.5kHz

• Front High Pass: 50Hz–7.5kHz
• Slope Rate: 12dB/Octave
• Bass Boost On/Off Switch  
   with Frequency Selector:
   40Hz, 80Hz or 120Hz
• Signal-to-Noise Ratio: >90dB
• Remote On/Off Power Control
• LED Power Indicator
• Subwoofer Phase Switch

B65N
HIGH LEVEL TO LOW LEVEL CONVERTER
Featuring Input Sensitivity Adjustment

B25N
GROUND LOOP ISOLATOR
Eliminates Noise, Hum and Alternator Whine

REMOTE 
SUBWOOFER 

CONTROL

CONNECTIONS 
PANEL

REMOTE 
SUBWOOFER 

CONTROL

CONNECTIONS 
PANEL

CONNECTIONS 
PANEL
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CPBK3.5
3.5 FARAD CAPACITOR
Featuring Digital Display

Measures: 3.86" x 3.86" x 11.4" (98 x 98 x 290 mm) 
Unit Weight: 6.4 lbs. (2.9 kg)

FEATURES
• Digital Voltage Level Display
• Rated Voltage: 12V
• Chrome Finish Terminals
• Includes Mounting Brackets

3.5 FARAD CAPACITOR
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C
A

PA
C

ITO
RS

2 FARAD CAPACITORS/ 8 & 18 FARAD SUPER HYBRID POWER CAPACITORS 

CPBK2
2 FARAD CAPACITOR
Featuring Digital Voltage Display

Dimensions: 3" x 3" x 10.4"  
(76 x 76 x 265 mm)
Unit Weight: 3.3 lbs (1.5 kg)

CPRD2
2 FARAD CAPACITOR
Featuring Digital Voltage Display

Dimensions: 3" x 3" x 10.4"  
(76 x 76 x 265 mm)
Unit Weight: 3.3 lbs. (1.5 kg)

CAP18
18 FARAD SUPER HYBRID  
POWER CAPACITOR
Featuring Digital Voltage Display 
and Blue Illumination

Dimensions: 10.81" x 7.75" x 3.13" 
(275 x 197 x 79mm)

CAP8
8 FARAD SUPER HYBRID  
POWER CAPACITOR
Featuring Digital Voltage  
Display and Blue Illumination

Dimensions: 9.56" x 6.38" x 2.44" 
(243 x 162 x 62 mm)

END PANEL DETAILS

END PANEL DETAILS

FEATURES
• Digital Voltage Level Display
• Rated Voltage: 12V
• Chrome Finish Terminals
• Includes Mounting Brackets

FEATURES
• Digital Voltage Level Display
• Rated Voltage: 12V
• Chrome Finish Terminals
• Includes Mounting Brackets

FEATURES
• Capacitance: 18,000,000 μF (18 Farad)
• Illuminated Digital Voltage Meter
• Rated Voltage: 12V
• Low E.S.R. (Equivalent Series Resistance)
   <0.004 Ω
• Audible Warning: Reverse Polarity,  
  Low/Over Battery Voltage

FEATURES
• Capacitance: 8,000,000 μF (8 Farad)
• Illuminated Digital Voltage Meter
• Rated Voltage: 12V
• Low E.S.R (Equivalent Series Resistance):
   <0.004 Ω 
• Audible Warning: Reverse Polarity,
   Low/Over Battery Voltage
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KIT20
0 GAUGE | AMPLIFIER INSTALLATION KIT

INCLUDES:
• 17 ft. 0 GA Matte Red Power Cable
• High-Quality ANL Fuse Holder
• Nickel Plated ANL Fuse (200A)
• 3 ft. 0 GA Matte Black Ground Cable
• 18 ft. 18 GA Blue Turn-On Wire
• 17 ft. 16 GA Speaker Wire
• 17 ft. High Performance RCA Interconnect
• 6 ft. Black Split Loom Tubing
• (10) 6" Black Wire Ties
• (2) Red 0 GA Gold-Plated Ring Terminals
• (2) Black 0 GA Gold-Plated Ring Terminals
• (1) Red 0 GA Gold-Plated Spade Terminal
• (1) Black 0 GA Gold-Plated Spade Terminal

INSTALLAION KITS



INCLUDES:
• 20 ft. 4 GA Red Power Cable
• High-Quality AGU Fuse Holder
• Gold Plated AGU Fuse
• 3 ft. 4 GA Black Ground Cable
• 16 ft. 18 GA Blue Turn-On Wire
• 30 ft. 16 GA Speaker Wire
• 17 ft. High Performance RCA  
   Interconnect

• 6 ft. Split Loom Tubing
• (20) 4" Wire Ties
• (4) Rubber Grommets
• # 10 Gold-Plated Ring Terminal
• 5/16" Gold-Plated Ring Terminal
• 1/4" Gold-Plated Ring Terminal
• (4) Gold-Plated Speaker Terminals

INCLUDES:
• 20 ft. 8 GA Red Power Cable
• Competition High Quality  
   Fuse Holder
• 3 ft. 8 GA Black Ground Cable
• 16 ft. 18 GA Blue Turn-On Wire
• 20 ft. High Performance Blue RCA
• 30 ft. Speaker Wire

• 6 ft. Split Loom Tubing
• (20) 4" Wire Ties
• (3) Rubber Grommets
• # 10 Ring Terminal
• 5/16" Ring Terminal
• 1/4" Ring Terminal

INCLUDES:
• 20 ft. 10 GA Red Power Cable
• ATC Fuse Holder
• 2 ft. 10 GA Black Ground Cable
• 16 ft. 18 GA Blue Turn-On Wire
• 15 ft. High Performance RCA  
   Interconnect

• 6 ft. Split Loom Tubing
• (10) 4" Wire Ties
• (1) Wire Grommet
• Large Ring Terminal
• Small Ring Terminal
• (4) Spade Terminals

89

INSTALLATION
INSTALLAION KITS

KIT10
4 GAUGE | AMPLIFIER INSTALLATION KIT

KIT2
8 GAUGE | AMPLIFIER INSTALLATION KIT

KITZERO
10 GAUGE | AMPLIFIER INSTALLATION KIT
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»Single-DIN Fit (Double-DIN Adapter Brackets included)      *Charging only. Not for mobile device playback.   

**Steering wheel control not applicable with all vehicles.    †Supports Android 8.0+ or higher, not all apps supported.    

Use of the Apple CarPlay logo means that a vehicle user interface meets Apple performance standards. Apple is not responsible for the operation of this vehicle 
or its compliance with safety and regulatory standards. Please note that the use of this product with iPhone, iPod, or iPad may affect wireless performance.

iPod® and iPhone® are registered trademarks of Apple, Inc., in the U.S. and other countries. 

The Bluetooth® word mark and logos are registered trademarks owned by Bluetooth SIG, Inc. and any use of such marks by BOSS Audio  
Systems is under license. Other trademarks and trade names are those of their respective owners.

FLOATING APPLE CARPLAY & ANDROID AUTO™ HEAD UNITS

HEAD UNITS
BCPA14

BVCPA10W

BCPA14RC

BCPA11

BCPA11R
C

BCPA10

BCPA10RC

BCPA9

BCPA9RC

BCPA8

BCPA8RC

DVD±R/RW Audio & Video

CD±R/RW Audio

High-Resolution FLAC • • • • • • • • • • •

WAV/MP3/WMA • • • • • • • • • • •

MP3/WMA

Bluetooth® Audio Streaming • • • • •  • • • • • •

INPUTS & OUTPUTS
USB Port

USB Charging (1A)*

USB Port 1: CarPlay & Android Auto™, 1.5A Charging • • • • • • • • • • •

USB Port 2: Media & 1.5A Charging • • • • • • • • • • •

SD Port

Aux-In

Compatible with Audio Output of iPod®/iPhone®, Smartphones and MP3 players • • • • • • • • • • •

A/V Input • • • • • • • • • • •

Front & Rear Camera Inputs • • • • • • • • • • •

Rear Camera Input

4V Front, Rear, Sub Pre-Amp Outputs • • • • • • • • • • •

Front & Rear Pre-Amp Outputs

Video Output

External Microphone • • • • • • • • • • •

A-LINK (SCREEN MIRRORING)†
2-Way Control (Android), USB Connection Required

GENERAL
BLUETOOTH® Hands-Free • • • • • • • • • • •

Wireless Apple CarPlay & Android Auto™ •

Apple CarPlay & Android Auto™ • • • • • • • • • •

True Double-DIN Fit

Single-DIN Fit » » » » » » » » » » »

Capacitive Touchscreen • • • • • • • • • • •

Multicolor Illumination • • • • • • • • • • •

Wireless Remote Control

Detachable Front Panel

Motorized Monitor

Steering Wheel Control Input (**Interface not included) • • • • • • • • • • •

Switchable US & Europe Tuner  Frequencies • • • • • • • • • • •

AM/FM Receiver • • • • • • • • • • •

Push-To-Talk • • • • • • • • • • •

Update via USB • • • • • • • • • • •

Watts x 4 Channels 85 85 85 85 85 85 85 85 85 85 85

REAR-VIEW CAMERA
High Resolution Color Camera • • • • •

PLAYBACK
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»Single-DIN Fit (Double-DIN Adapter Brackets included)      *Charging only. Not for mobile device playback.   

**Steering wheel control not applicable with all vehicles.    †Supports Android 8.0+ or higher, not all apps supported.    

Use of the Apple CarPlay logo means that a vehicle user interface meets Apple performance standards. Apple is not responsible for the operation of this vehicle 
or its compliance with safety and regulatory standards. Please note that the use of this product with iPhone, iPod, or iPad may affect wireless performance.

iPod® and iPhone® are registered trademarks of Apple, Inc., in the U.S. and other countries. 

The Bluetooth® word mark and logos are registered trademarks owned by Bluetooth SIG, Inc. and any use of such marks by BOSS Audio  
Systems is under license. Other trademarks and trade names are those of their respective owners.

FLOATING APPLE CARPLAY & ANDROID AUTO™ HEAD UNITS

HEAD UNITS
BVCP9850W

BCPA8W

BCPA8WRC

BVCP9700A-FL

BVCP9700A-CFL

BVCP9700A

BVCP9700A-C

BVCP9800W

DVD±R/RW Audio & Video

CD±R/RW Audio

High-Resolution FLAC • • • • • • • • • •

WAV/MP3/WMA • • • • • • • • • •

MP3/WMA

Bluetooth® Audio Streaming • • • • • • • • • •

INPUTS & OUTPUTS
USB Port

USB Charging (1A)*

USB Port 1: CarPlay & Android Auto™, 1.5A Charging • • • • • • • • 2A •

USB Port 2: Media & 1.5A Charging • • • • • • • • •

SD Port Micro Micro Micro

Aux-In •

Compatible with Audio Output of iPod®/iPhone®, Smartphones and MP3 players • • • • • • • • • •

A/V Input • • • • • • • • •

Front & Rear Camera Inputs • • • • • • • • • •

Rear Camera Input

4V Front, Rear, Sub Pre-Amp Outputs • • • • • • • • •

Front, Rear, Sub Pre-Amp Outputs •

Front & Rear Pre-Amp Outputs

Video Output

External Microphone • • • • • • • • • •

A-LINK (SCREEN MIRRORING)†
2-Way Control (Android), USB Connection Required

GENERAL
BLUETOOTH® Hands-Free • • • • • • • • • •

Wireless Apple CarPlay & Android Auto™ • • • • •

Apple CarPlay & Android Auto™ • • • • •

True Double-DIN Fit • • • • •

Single-DIN Fit » » » » »

Capacitive Touchscreen • • • • • • • • • •

Multicolor Illumination • • • • • • •

Wireless Remote Control

Detachable Front Panel

Motorized Monitor

Steering Wheel Control Input (**Interface not included) • • • • • • • • • •

Switchable US & Europe Tuner  Frequencies • • • • • • • • • •

AM/FM Receiver • • • • • • • • • •

Push-To-Talk • • • • • • • • •

Update via USB • • • • • • • • • •

Watts x 4 Channels 85 85 85 85 85 85 85 85 80 80

REAR-VIEW CAMERA
High Resolution Color Camera • • •

PLAYBACK

IN
DEX

BVCPA9W
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BVB9364RC

BV9358B

BCPA9685RC

BVCP9690A

BCPA9690RC

BCP62

BCP62-RC

BV9695B

BV9395B

BVB9395RC

BV9364B

DVD±R/RW Audio & Video • • • • • •

CD±R/RW Audio • • • • • •

High-Resolution FLAC • • • • • • • • • • •

WAV/MP3/WMA • • • • • • • • • • •

MP3/WMA

Bluetooth® Audio Streaming • • • • • • • • • • •

INPUTS & OUTPUTS
USB Port • • • • • •

USB Charging (1A)* • • • • • •

USB Port 1: CarPlay & Android Auto™, 1.5A Charging • • •

USB Port 1: CarPlay & 1.5A Charging Rear Rear

USB Port 2: Media & 1.5A Charging • • • Front Front

SD Port Micro Micro Micro Micro Micro Micro Micro Micro

Aux-In • • • • • • • •

Compatible with Audio Output of iPod®/iPhone®, Smartphones and MP3 players • • • • • • • • • • •

A/V Input • • • • • • • • • • •

Front & Rear Camera Inputs • • • • • • • • • • •

4V Front, Rear, Sub Pre-Amp Outputs • • • • •

Front, Rear, Sub Pre-Amp Outputs • • • • • •

Front & Rear Pre-Amp Outputs

Video Output • • • • • •

External Microphone • • • • •

A-LINK (SCREEN MIRRORING)†
2-Way Control (Android), USB Connection Required • • • • • •

GENERAL
BLUETOOTH® Hands-Free • • • • • • • • • • •

Wireless Apple CarPlay & Android Auto™

Apple CarPlay & Android Auto™ • • •

Apple CarPlay • •

True Double-DIN Fit • • • • • • • • • • •

Single-DIN Fit

Capacitive Touchscreen • • • • •

Multicolor Illumination • • • • • •

Wireless Remote Control • • • • • • • •

Detachable Front Panel

Motorized Monitor • •

Steering Wheel Control Input (**Interface not included) • • • • • • • • • • •

Switchable US & Europe Tuner  Frequencies • • • • • • • • • • •

AM/FM Receiver • • • • • • • • • • •

Push-To-Talk • • • • • • • • • • •

Update via USB • • • • • • • • • • •

Watts x 4 Channels 80 80 80 80 80 80 80 80 80 80 80

REAR-VIEW CAMERA
High Resolution Color Camera • • • • •

 

PLAYBACK

HEAD UNITS

>CarPlay only (No AndroidAuto)      »Single-DIN Fit (Double-DIN Adapter Brackets included)      *Charging only. Not for mobile device playback.   
**Steering wheel control not applicable with all vehicles.    †Supports Android 8.0+ or higher, not all apps supported.    
Use of the Apple CarPlay logo means that a vehicle user interface meets Apple performance standards. Apple is not responsible for the operation of this vehicle 
or its compliance with safety and regulatory standards. Please note that the use of this product with iPhone, iPod, or iPad may affect wireless performance.

iPod® and iPhone® are registered trademarks of Apple, Inc., in the U.S. and other countries. 
The Bluetooth® word mark and logos are registered trademarks owned by Bluetooth SIG, Inc. and any use of such marks by BOSS Audio  
Systems is under license. Other trademarks and trade names are those of their respective owners.
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DVD±R/RW Audio & Video • • • • • •

CD±R/RW Audio • • • • • • • •

High-Resolution FLAC • • • • • • •

WAV/MP3/WMA • • • • • • •

MP3/WMA • • • •

Bluetooth® Audio Streaming • • • • • • • • • • •

INPUTS & OUTPUTS
USB Port • • • • • • • • • • •

USB Charging (1A)* • • • • • • • • • • •

USB Port 1: CarPlay & Android Auto™, 1.5A Charging

USB Port 2: Media & 1.5A Charging

SD Port Micro SD Micro SD Micro SD Micro SD Micro SD Micro SD Micro SD

Aux-In • • • • • • • • • • •

Compatible with Audio Output of iPod®/iPhone®, Smartphones and MP3 players • • • • • • • • • • •

A/V Input • • • • • • • HDMI

Front & Rear Camera Inputs • • • • • • •

Rear Camera Input

4V Front, Rear, Sub Pre-Amp Outputs

Front, Rear, Sub Pre-Amp Outputs • • • • • • • • •

Front & Rear Pre-Amp Outputs • •

Video Output • • • • • • • •

Headphone Output •

A-LINK (SCREEN MIRRORING)†
2-Way Control (Android), USB Connection Required • • • •

GENERAL
BLUETOOTH® Hands-Free • • • • • • • Music • • •

Wireless Apple CarPlay & Android Auto™

Dual-Zone Audio Control •

True Double-DIN Fit • • • • • • • • •

Single-DIN Fit •

Capacitive Touchscreen

Multicolor Illumination • • • •

Wireless Remote Control • • • • • • • • • •

LCD Backlight Illumination High/Low Level Control • •

Alarm Clock •

Steering Wheel Control Input (**Interface not included) • • • • • • •

Switchable US & Europe Tuner  Frequencies • • • • • • • • • • •

AM/FM Receiver • • • • • • • • • • •

Push-To-Talk • • • • •

Zero Current Draw Memory (Retains Memory If Battery Is Disconnected) •

Update via USB • • • • • • • • • • •

Watts x 4 Channels 80 80 80 80 80 80 80 40 80 60 50

REAR-VIEW CAMERA
High Resolution Color Camera • • •

HEAD UNITS
BVB9358RC

BV9386NV

BV9384NV

BVNV9384RC

BV9370B

BV9351B

BVB9351RC

BV6860BH

850BRGB

820BRGB

508UAB

PLAYBACK

»Single-DIN Fit (Double-DIN Adapter Brackets included)      *Charging only. Not for mobile device playback.   
**Steering wheel control not applicable with all vehicles.    †Supports Android 8.0+ or higher, not all apps supported.    
Use of the Apple CarPlay logo means that a vehicle user interface meets Apple performance standards. Apple is not responsible for the operation of this vehicle 
or its compliance with safety and regulatory standards. Please note that the use of this product with iPhone, iPod, or iPad may affect wireless performance.

iPod® and iPhone® are registered trademarks of Apple, Inc., in the U.S. and other countries. 
The Bluetooth® word mark and logos are registered trademarks owned by Bluetooth SIG, Inc. and any use of such marks by BOSS Audio  
Systems is under license. Other trademarks and trade names are those of their respective owners.

IN
DEX

BV9358B
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BV9979B

BV9976B

609UAB

611U
AB

612UA
616UAB

625UAB

632UAB

750BRGB

BV6658B

BV9986BI

PLAYBACK

HEAD UNITS

>CarPlay only (No AndroidAuto)      »Single-DIN Fit (Double-DIN Adapter Brackets included)      *Charging only. Not for mobile device playback.   
**Steering wheel control not applicable with all vehicles.    †Supports Android 8.0+ or higher, not all apps supported.    
Use of the Apple CarPlay logo means that a vehicle user interface meets Apple performance standards. Apple is not responsible for the operation of this vehicle 
or its compliance with safety and regulatory standards. Please note that the use of this product with iPhone, iPod, or iPad may affect wireless performance.

iPod® and iPhone® are registered trademarks of Apple, Inc., in the U.S. and other countries. 
The Bluetooth® word mark and logos are registered trademarks owned by Bluetooth SIG, Inc. and any use of such marks by BOSS Audio  
Systems is under license. Other trademarks and trade names are those of their respective owners.

DVD±R/RW Audio & Video • • • •

CD±R/RW Audio • • • • •

High-Resolution FLAC • • •

WAV/MP3/WMA • • •

MP3/WMA • • • • • • • •

Bluetooth® Audio Streaming • • • • • • • • • •

INPUTS & OUTPUTS
USB Port • • • • • • • • • • •

USB Charging (1A)* • • • • • • • • • • •

USB Port 1: CarPlay & Android Auto™, 1.5A Charging

USB Port 2: Media & 1.5A Charging

SD Port Micro Micro Micro

Aux-In • • • • • • • • • • •

Compatible with Audio Output of iPod®/iPhone®, Smartphones and MP3 players • • • • • • • • • • •

A/V Input • • •

Front & Rear Camera Inputs

Rear Camera Input • • •

4V Front, Rear, Sub Pre-Amp Outputs

Front, Rear, Sub Pre-Amp Outputs • • • •

Front & Rear Pre-Amp Outputs • • • • • • •

Video Output • • • •

External Microphone

A-LINK (SCREEN MIRRORING)†
2-Way Control (Android), USB Connection Required

GENERAL
BLUETOOTH® Hands-Free • • • • • • • • • •

Wireless Apple CarPlay & Android Auto™

Apple CarPlay & Android Auto™

Apple CarPlay

True Double-DIN Fit

Single-DIN Fit • • • • • • • • • • •

Resistive Touchscreen • • •

Multicolor Illumination • • • •

Wireless Remote Control • • • • • • • • •

Detachable Front Panel • • • • •

Motorized Monitor • • •

Steering Wheel Control Input (**Interface not included) • • •

Switchable US & Europe Tuner  Frequencies • • • • • • • • • • •

AM/FM Receiver • • • • • • • • • • •

Push-To-Talk • • • • • • •

Update via USB • • • • • • • • • • •

Watts x 4 Channels 50 50 50 50 50 50 60 50 85 85 85

REAR-VIEW CAMERA
High Resolution Color Camera
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POWER AMPLIFIERS
AR4000D

AR3000D

AR2000M

AR1600.4

AR1500M

AR1500MK

OX4KD

OX3KD

OX1.5
KM

OX2.600

OX4.400

5/4/3/2 Channel

4/3/2 Channel • •

2/1 CHANNEL •

Monoblock • • • • • • • •

High Output 4000 3000 2000 1600 1500 1500 4000 3000 1500 1200 1600

Full-Range • • • • • •

Class A/B Topology • • • • • • •

Class D Topology • • • •

2Ω Stereo Stable • • •

2Ω Stable • • • •

1Ω Stable • • • •

PWM MOSFET Power Supply • • • • • • • • • • •

RCA & Speaker Level Inputs • • • • • • •

RCA In/Out • • • •

Low Pass Filter • • • • • • • •

HP & LP Filters • • •

Subsonic Filter • • • •

Bass Boost • • • • • • • • • • •

Bass Boost (CH3/4)

Bass Boost (CH 5)

Input Sensitivity • • • •

High-Input Turn on

5CH/4CH/2CH Input mode

4CH/2CH Input Mode

Phase Control • • • •

Remote Subwoofer Control • • • • • • • • • • •

Remote Subwoofer Control (CH5)

Strapping Capable • • • •

LED Illumination • • • • •

Thermal, Short and Overload Protection Circuits • • • • • • • • • • •

FEATURES

IN
DEX

BV9976B
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POWER AMPLIFIERS
PD4000

PT3000

PM1500

PT1600

PT1000

PV3700

PF2600

PF2200

PF1800

R6002

5/4/3/2 Channels •

4/3/2 Channels • • •

2/1 Channels • • • •

Monoblock • •

High Output 4000 3000 1500 1600 1000 3700 2600 2200 1800 1200

Full-Range • • • • • • • • •

Class A/B Topology • • • • • • • • •

Class D Topology •

2Ω Stereo Stable • • • • • • • •

2Ω Stable •

1Ω Stable •

PWM MOSFET Power Supply • • • • • • • • • •

RCA & Speaker Level Inputs • • • • • • • • •

RCA In/Out •

Low Pass Filter • •

HP & LP Filters • • • • • • • •

Subsonic Filter •

Bass Boost • • • • • • • • • •

Bass Boost (CH3/4)

Bass Boost (CH 5)

Input Sensitivity • • • • • • • • •

High-Input Turn on

5CH/4CH/2CH Input mode

4CH/2CH Input Mode • • •

Phase Control •

Remote Subwoofer Control • • • • • • • • • •

Remote Subwoofer Control (CH5)

Strapping Capable •

LED Illumination • • • • • • • • • •

Thermal, Short and Overload Protection Circuits • • • • • • • • • •

FEATURES
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POWER AMPLIFIERS
R3002

R3004
R2504

R1600M

R110
0M

      
R110

0M-P

      
      

R110
0M-S

R110
0MK

R1004
R1002

CE102
R4002

5/4/3/2 Channels

4/3/2 Channels • • 4 CH

2/1 Channels • • 2 CH 2 CH

Monoblock • • •

High Output 800 600 1200 1000 1600 1100 1100 400 200 100

Full-Range • • • • • • • • •

Class A/B Topology • • • • • • • • • •

Class D Topology

2Ω Stereo Stable • • • •

2Ω Stable • • • 4Ω

1Ω Stable

PWM MOSFET Power Supply • • • • • • •

RCA & Speaker Level Inputs • • • • • • • • • •

RCA In/Out

Low Pass Filter • • •

HP & LP Filters • • • • •

Subsonic Filter

Bass Boost • • • • • • •

Bass Boost (CH3/4)

Bass Boost (CH 5)

Input Sensitivity • •

High-Input Turn on

5CH/4CH/2CH Input mode

4CH/2CH Input Mode

Phase Control

Remote Subwoofer Control • • • • • • •

Remote Subwoofer Control (CH5)

Strapping Capable

LED Illumination • • • • • • •

Thermal, Short and Overload Protection Circuits • • • • • • • • •

FEATURES

IN
DEX
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SUBWOOFERS
B12ES

CH12DVC

CH10DVC

CXX12
CXX10

CXX8
CXX104DVC

CXX124DVC

CX122

FEATURES

Foam Surround • •

Rubber Surround • • • • • • •

Polypropylene Cone • • • • • • • •

Aluminum Cone

High Temperature Voice Coils • • • • • • • • •

High Performance Voice Coils • • • • • • • • •

Stamped Steel Basket • • • • • • • •

Push Terminals • • •

Paintable Trim Ring

Built-In Amplifier •

RCA & Speaker Level Inputs •

Low Pass Filter •

Bass Boost •

Phase Control •

LED Illumination

Thermal, Short & Overload Protection Circuits •

Remote Subwoofer Control •

SPECIFICATIONS

Max Power: xxx Watts 1200 1800 1500 1000 800 600 1200 1000 1400

Nominal Impedance: xΩ 4Ω 4Ω 4Ω 4Ω 4Ω

Nominal Impedance:  Dual xΩ Dual 4Ω Dual 4Ω Dual 4Ω Dual 4Ω

Sensitivity (1 W/1 m):   xx dB 86 84 85 87 83 85 87 82

DIMENSIONS

A: Overall Diameter: x.xx" / xx mm 24"x15"x7"
610x381x178 mm

13.0" / 330 mm 11.0"/ 279 mm 12.2" / 310 mm 10.1" / 257 mm 8.2" / 209 mm 12.2" / 310mm 10" / 256mm 12.95" / 329 mm

B: Mounting Hole Diameter: x.xx" / xx mm  11.0" / 279 mm 9.25"/ 235 mm 11.1" / 282 mm 9.2" / 234 mm 7.25" / 184 mm 11.04" / 280 mm 9.2" / 234 mm 11.1'' / 282 mm

C: Mounting Depth: x.xx" / xx mm 5.32" / 135 mm 4.63"/ 117 mm 5.0" / 127 mm 4.64" / 118 mm 3.78" / 96 mm 4.83" / 123 mm 4.56" / 116 mm 5.12“ / 130 mm
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SUBWOOFERS
P156DVC

P126DVC

P106DVC

P80DVC

P12SVC

P10SVC

P129DC

PD12LED

P120F

FEATURES

Foam Surround • • •

Rubber Surround • • • • • •

Polypropylene Cone • • • • • •

Aluminum Cone

Treated Paper Cone • • • • •

High Performance Voice Coils • • • • • • • • •

Stamped Steel Basket • • • • • • • • •

Push Terminals • • • • • •

Paintable Trim Ring

Built-In Amplifier

RCA & Speaker Level Inputs

Low Pass Filter

Bass Boost

Phase Control

LED Illumination •

Thermal, Short & Overload Protection Circuits

Remote Subwoofer Control 

SPECIFICATIONS

Max Power: xxx Watts 2500 2300 2100 1000 1600 1200 1600 2600 1400

Nominal Impedance: xΩ 4Ω 4Ω 4Ω

Nominal Impedance:  Dual xΩ Dual 4Ω Dual 4Ω Dual 4Ω Dual 4Ω Dual 4Ω Dual 4Ω

Sensitivity (1 W/1 m):   xx dB 87 84 88 88 87 87 85 88 86

DIMENSIONS

A: Overall Diameter: x.xx" / xx mm 15.5" / 394 mm 12.6" / 320 mm 10.6" / 270 mm 8.3" / 210 mm 12.2" / 310 mm 10.0" / 254 mm 12.2" / 310 mm 12.2" / 310 mm 12.6" / 320 mm

B: Mounting Hole Diameter: x.xx" / xx mm 14.0" / 356 mm 11.0" / 279 mm 9.13" / 232 mm 7.2" / 182 mm 11.1" / 282 mm 9.13" / 232 mm 11.1" / 282 mm 11.1" / 282 mm 11.142" / 283 mm

C: Mounting Depth: x.xx" / xx mm 8.0" / 203 mm 6.75' / 172 mm 6.38" / 162 mm 3.75"/95 mm 5.12" / 130 mm 4.8"/122 mm 5.43" / 138 mm 5.5" / 140 mm 3.875" / 98 mm

IN
DEX
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SUBWOOFERS
P100F

D12F
D10F

BAB10
BAB8

BASS10

BASS8
BASS10K

BASS8K

FEATURES

Foam Surround 

Rubber Surround • • • Nitrile Nitrile • • • •

Polypropylene Cone • • •

Aluminum Cone Copper Sleeve Copper Sleeve • • • •

High Temperature Voice Coils • •

High Performance Voice Coils • • • •

Stamped Steel Basket • • •

Push Terminals • • •

Shallow Mounting • •

Built-In Amplifier • • • • • •

RCA & Speaker Level Inputs • • • • • •

Low Pass Filter • • • • • •

Bass Boost • • • • • •

Phase Control • • • • • •

LED Status Indicator • • • • • •

Thermal, Short & Overload Protection Circuits • • • • • •

Remote Subwoofer Control • • • • • •

SPECIFICATIONS

Max Power: xxx Watts 1200 1000 800 1200 800 1000 1000 800 800

Nominal Impedance: xΩ 4Ω 4Ω 4Ω 2.6Ω 3.6Ω 2.6Ω 2.6Ω 3.6Ω 3.6Ω

Nominal Impedance:  Dual xΩ

Sensitivity (1 W/1 m):   xx dB 85 87 87 84 84 84 84 84 84

DIMENSIONS

A: Overall Diameter: x.xx" / xx mm 10.47" / 266 mm 12.6" / 320 mm 10.47" / 266 mm 12.3" x 14" x 3.25" 
(311 x 356 x 83 mm)

9.25" × 12" ×  2.94" 
(235 × 305 × 75 mm)

13.6" x 10.4" x 3.2" 
(345 x 265 x 80 mm)

13.6" x 10.4" x 3.2" 
(345 x 265 x 80 mm)

12.2" x 8.86" x 2.95" 
(310 x 225 x 75 mm)

12.2" x  8.86" x 2.95" 
(310 x 225 x 75 mm)

B: Mounting Hole Diameter: x.xx" / xx mm 9.134" / 232 mm 11.142" / 283 mm 9.134" / 232 mm

C: Mounting Depth: x.xx" / xx mm 3.386" / 86 mm 3.875" / 98 mm 3.375" / 86 mm



101

SPEAKERS
BE694

BE5768

BE654
BE524

BE464
BE423

 FEATURES

4-Way System • • • • •

3-Way System •

Rubber Surround • • • • • •

Polypropylene Cone • • • • • •

Stamped Steel Basket • • • • • •

 xx mm Dome Midrange 

 xx mm  Midrange 2.5" (63 mm) Midrange 1.1" (28 mm) Midrange 1.1" (28 mm) Midrange 1.1" (28 mm) Midrange 1.26" (32 mm) Midrange 1.1" (28 mm) Midrange

xx mm Tweeter 0.51" (13 mm) Dome Tweeter

xx mm & xx mm Tweeters 1.1" (28 mm) & 0.55" (14 mm) 
Dome Tweeters

0.55" (14 mm) & 0.63" 
(16 mm) Tweeters

0.55" (14 mm) & 0.63" 
(16 mm) Tweeters

0.56" (14 mm) & 0.5" (13 mm) 
Dome Tweeters

0.63" (16 mm) & 0.55" 
(14 mm) Tweeters

Custom Grille • • • • • •

12dB/Oct Component Crossover 

Backlit Illuminated Tweeter Bridge • • • • • •

6dB/Oct High-Pass Filter • • • • • •

SPECIFICATIONS

Max Power: xxx W 500 300 300 225 250 225

Nominal Impedance: xΩ 4Ω 4Ω 4Ω 4Ω 4Ω 4Ω

Frequency Response: xx Hz- xx kHz 45 Hz- 20 kHz 100 Hz-18 kHz 100Hz-18kHz 100Hz-18kHz 100Hz-18kHz 100Hz-18kHz

System Sensitivity (1 W/1 m):   xx dB 88 90 90 90 90 90

DIMENSIONS

A: Overall Diameter: x.xx"/ xx mm 9.25" x 6.42"/ 235 x 163 mm 5.63" x 7.56"/ 143 x 192 mm 6.61"/ 168mm 5.12"/ 130 mm 5.98" x 4.25"/ 152 x 108 mm 4"/ 102 mm

B: Installation Hole Diameter: x.xx"/ xx mm 8.78" x 5.98"/ 223 x 152 mm 5" x 7.16"/ 128 x 182 mm 5.47"/ 139 mm 4.57"/ 116 mm 5.83" x 3.86"/ 148 x 98 mm 3.69"/ 94 mm

C: Mounting Depth: x.xx"/ xx mm 3.19"/ 81 mm 2.0" / 53 mm 2.12" / 54 mm 1.85" / 47 mm 1.75" / 44 mm 1.69" / 43 mm

D: Grille Protrusion: x.xx"/ xx mm 1.18"/ 30 mm 0.87" / 22 mm 0.63"/ 16 mm 0.75" / 19 mm 0.79"/ 20 mm 0.70" / 17 mm

E: Overall Speaker w/Grille: x.xx"/ xx mm 10.47" x 7.44"/ 266 x 189 mm 6.73" x 8.94" / 171 x 227 mm 6.89" / 175 mm 6.34" / 161 mm 7.4" x 4.9" / 188 x 125 mm 5.28" / 134 mm

F: Tweeter Protrusion: x.xx"/ xx mm 0.94"/ 24 mm 0.39" / 10 mm 0.94" / 24 mm 0.51" / 13 mm 0.35" / 9 mm 0.59" / 15 mm

G: Outer Motor Diameter: x.xx"/ xx mm 3.94"/ 100 mm 3.15" / 80 mm 3.15" / 80 mm 2.75" / 70 mm 2.76" / 70 mm 2.75" / 70 mm

IN
DEX
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SPEAKERS
CH6950

CH6940

CH6930

CH6920

CH6530

CH6520

 FEATURES

4-Way System 5-Way •

3-Way System • 2-Way • 2-Way

Rubber Surround • • • • • •

Poly Injection Cone • • • • • •

Stamped Steel Basket • • • • • •

 xx mm Dome Midrange 

 xx mm  Midrange 2.5" (63 mm) Midrange 2.5" (63 mm) Midrange 2" (51 mm) Midrange

xx mm Tweeter 2" (51 mm) Tweeter 1" (25 mm) Tweeter

xx mm & xx mm Tweeters 1" & 0.5" (25mm & 13mm)  
(x2) Tweeters

1" (25 mm) & 0.51"  
(13 mm) Tweeters

1" (25 mm) & 0.75"  
(19 mm) Tweeters

1" (25 mm)  & 0.5"  
(13 mm) Tweeters

Custom Grille

12dB/Oct Component Crossover 

Backlit Illuminated Tweeter Bridge

6dB/Oct High-Pass Filter • • • • • •

SPECIFICATIONS

Max Power: xxx W 600 500 400 350 300 250

Nominal Impedance: xΩ 4Ω 4Ω 4Ω 4Ω 4Ω 4Ω

Frequency Response: xx Hz- xx kHz 45 Hz- 20 kHz 50Hz-20kHz 50Hz-20kHz 50Hz-20kHz 100Hz-18kHz 100Hz-18kHz

System Sensitivity (1 W/1 m):   xx dB 93 92 92 92 90 90

DIMENSIONS

A: Overall Diameter: x.xx"/ xx mm 9.25" x 6.42" / 235 x 163 mm 9.25" x 6.42" / 235 x 163 mm 9.25" x 6.42" / 235 x 163 mm 9.25" x 6.42" / 235 x 163 mm 6.61" / 168mm 6.61" / 168mm

B: Installation Hole Diameter: x.xx"/ xx mm 8.74" x 6.02" / 222 x 153 mm 8.74" x 6.02" / 222 x 153 mm 8.74" x 6.02" / 222 x 153 mm 8.66" x 6.02" / 220 x 153 mm 5.51" / 140 mm 5.51" / 140 mm

C: Mounting Depth: x.xx"/ xx mm 3.19" / 81 mm 3.19" / 81 mm 3.19" / 81 mm 3.0" / 76 mm 2.13" / 54 mm 2.13" / 54 mm

D: Grille Protrusion: x.xx"/ xx mm 1.06" / 27 mm 1.06" / 27 mm 1.06" / 27 mm 1.06" / 27 mm 0.63" / 16 mm 0.63" / 16 mm

E: Overall Speaker w/Grille: x.xx"/ xx mm 10.2" x 7.4" /260 x 187 mm 10.2" x 7.4" /260 x 187 mm 10.2" x 7.4" / 260 x 187 mm 10.2" x 7.4" / 260 x 187 mm 6.89" / 175 mm 6.89" / 175 mm

F: Tweeter Protrusion: x.xx"/ xx mm 0.98" / 25 mm 0.98" / 25 mm 0.47" / 12 mm 0.55" / 14 mm 0.51" / 13 mm 0.47" / 12 mm

G: Outer Motor Diameter: x.xx"/ xx mm 3.94" / 100 mm 3.94" / 100 mm 3.94" / 100 mm  3.54" / 90 mm 3.15" / 80 mm 3.15" / 80 mm
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SPEAKERS
CH6500

CH5730

CH5720

CH5530

CH5520

CH4630

 FEATURES

4-Way System

3-Way System 2 -Way • 2 -Way • 2 -Way •

Rubber Surround • • • • • •

Poly Injection Cone • • • • • •

Stamped Steel Basket • • • • • •

 xx mm Dome Midrange 

 xx mm  Midrange 

xx mm Tweeter 1" (25 mm) Tweeter 1" (25 mm) Tweeter 1" (25 mm) Tweeter

xx mm & xx mm Tweeters 1" (25 mm) & 0.5"  
(13 mm) Tweeters

1" (25 mm) & 0.51"  
(13 mm) Tweeters

1" (25 mm) & 0.5"  
(13 mm) Tweeters

Custom Grille

12dB/Oct Component Crossover 

Backlit Illuminated Tweeter Bridge

6dB/Oct High-Pass Filter • • • • • •

SPECIFICATIONS

Max Power: xxx W 200 300 225 225 200 250

Nominal Impedance: xΩ 4Ω 4Ω 4Ω 4Ω 4Ω 4Ω

Frequency Response: xx Hz- xx kHz 100Hz-18kHz 100 Hz-18 kHz 100Hz-18kHz 100Hz-18kHz 100Hz-18kHz 100Hz-18kHz

System Sensitivity (1 W/1 m):   xx dB 90 90 90 90 90 90

DIMENSIONS

A: Overall Diameter: x.xx"/ xx mm 6.5" / 165 mm 5.63" x 7.56" / 143 x 192 mm 5.63" x 7.56" / 143 x 192 mm 5.12" / 130 mm 5.12" / 130 mm 6" x 4.25"/ 152 x 108 mm

B: Installation Hole Diameter: x.xx"/ xx mm 5.43" / 138 mm 4.88" x 7.09" / 124 x 180 mm 4.88" x 7.09" / 124 x 180 mm 4.57" / 116 mm 4.57" / 116 mm 5.9" x 3.94"/ 150 x 100 mm

C: Mounting Depth: x.xx"/ xx mm 1.81" / 46 mm 2.0" / 51 mm 2.0" / 51 mm 1.75" / 45 mm 1.75" / 45 mm 1.69" / 43 mm

D: Grille Protrusion: x.xx"/ xx mm 0.59" / 15 mm 0.63" / 16 mm 0.63" / 16 mm 0.75" / 19 mm 0.75" / 19 mm 0.79"/ 20 mm

E: Overall Speaker w/Grille: x.xx"/ xx mm 6.85" / 174 mm 6.14" x 8.94" / 156 x 227 mm 6.14" x 8.94" / 156 x 227 mm 6.34" / 161 mm 6.34" / 161 mm 7.4" x 5.39"/ 188 x 137 mm

F: Tweeter Protrusion: x.xx"/ xx mm 0.63" / 16 mm 0.39" / 10 mm 0.35" / 9 mm 0.51" / 13 mm 0.51" / 13 mm 0.43"/ 11 mm

G: Outer Motor Diameter: x.xx"/ xx mm 3.15" / 80 mm 3.15" / 80 mm 3.15" / 80 mm 2.75" / 70 mm 2.75" / 70 mm 2.76"/ 70 mm

IN
DEX
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SPEAKERS
CH6CK

CH4620

CH4330

CH4230

CH4220

CH3220

 FEATURES

4-Way System

3-Way System 2-Way 2-Way • • 2-Way 2-Way

Rubber Surround • • • • • •

Poly Injection Cone • • • • • •

Stamped Steel Basket • • • • • •

 xx mm Dome Midrange 

 xx mm  Midrange 

xx mm Tweeter 1" (25 mm) Tweeter 1" (25 mm) Tweeter 1" (25 mm) Tweeter 1" (25 mm) Tweeter

xx mm & xx mm Tweeters 2" (51 mm) & 0.5"  
(13 mm) Tweeters

1" (25 mm)  & 0.5"  
(13 mm) Tweeters

Custom Grille

12dB/Oct Component Crossover 

Backlit Illuminated Tweeter Bridge

6dB/Oct High-Pass Filter • • • • • •

SPECIFICATIONS

Max Power: xxx W 350 200 400 225 200 140

Nominal Impedance: xΩ 4Ω 4Ω 4Ω 4Ω 4Ω 4Ω

Frequency Response: xx Hz- xx kHz 60Hz-20kHz 100Hz-18kHz 100Hz-18kHz 100Hz-18kHz 100Hz-18kHz 100Hz-18kHz

System Sensitivity (1 W/1 m):   xx dB 92 90 90 90 90 88

DIMENSIONS

A: Overall Diameter: x.xx"/ xx mm 6.61"/ 168 mm 5.98" x 4.25" / 152 x 108 mm 9.88" × 4.49" / 251 × 114 mm 4" / 102mm 4" / 102mm 3.5" / 89 mm

B: Installation Hole Diameter: x.xx"/ xx mm 5.47"/ 139 mm 5.83" x 3.86" / 148 x 98 mm 9.41" × 3.94" / 239 × 100 mm 3.69" / 94 mm 3.69" / 94 mm 3.07" / 78 mm

C: Mounting Depth: x.xx"/ xx mm 2.05" / 52 mm 1.69" / 43 mm 2.48" / 63 mm 1.69" / 43 mm 1.69" / 43 mm 1.44" / 36 mm

D: Grille Protrusion: x.xx"/ xx mm 0.63" / 16 mm 0.79" / 20 mm 0.83" / 21 mm 0.70" / 17 mm 0.70" / 17 mm

E: Overall Speaker w/Grille: x.xx"/ xx mm 6.89" / 175 mm 7.4" x 4.91" / 188 x 125 mm 11.22"× 5.16" / 285 ×131 mm 5.28" / 134 mm 5.28" / 134 mm

F: Tweeter Protrusion: x.xx"/ xx mm 0.35" / 9 mm 0.55" / 14 mm 0.59" / 15 mm 0.59" / 15 mm 0.59" / 15 mm

G: Outer Motor Diameter: x.xx"/ xx mm 3.15" / 80 mm 2.76" / 70 mm 3.15" / 80 mm  2.79" / 71 mm 2.79" / 71 mm 2.68" / 68 mm
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SPEAKERS
CH6940B

CH6930B

CH6530B

CH6520B

CH5730B

CH5530B

 FEATURES

4-Way System •

3-Way System • • 2-Way • •

Rubber Surround • • • • • •

Poly Injection Cone • • • • • •

Stamped Steel Basket • • • • • •

 xx mm Dome Midrange 

 xx mm  Midrange 2.5" (63 mm) Midrange 2" (51 mm) Midrange

xx mm Tweeter 0.75'' [19 mm] Tweeter 1" (25 mm) Tweeter

xx mm & xx mm Tweeters 1" (25 mm) & 0.51"  
(13 mm) Tweeters

1'' (25 mm) & 0.59"  
(15 mm) Tweeters

1" (25 mm) & 0.5"
(13 mm) Tweeters

1" (25 mm) & 0.5"  
(13 mm) Tweeters

Custom Grille

12dB/Oct Component Crossover 

Backlit Illuminated Tweeter Bridge

6dB/Oct High-Pass Filter • • • • • •

SPECIFICATIONS

Max Power: xxx W 500 400 300 250 300 225

Nominal Impedance: xΩ 4Ω 4Ω 4Ω 4Ω 4Ω 4Ω

Frequency Response: xx Hz- xx kHz 50Hz-20kHz 50Hz-20kHz 100Hz-18kHz 100Hz-18kHz 100Hz-18kHz 100Hz-18kHz

System Sensitivity (1 W/1 m):   xx dB 92 92 90 90 90 90

DIMENSIONS

A: Overall Diameter: x.xx"/ xx mm 9.25" x 6.42" / 235 x 163 mm 9.25" x 6.42" / 235 x 163 mm 6.61" / 168mm 6.61" / 168 mm 5.6" x 7.6" / 143 x 192 mm 5.12" / 130 mm

B: Installation Hole Diameter: x.xx"/ xx mm 8.74" x 6.02" / 222 x 153 mm 8.74" x 6.02" / 222 x 153 mm 5.51" / 140 mm 5.51" / 140 mm 4.9" x 7.1" / 124 x 180 mm 4.57" / 116 mm

C: Mounting Depth: x.xx"/ xx mm 3.19" / 81 mm 3.19" / 81 mm 2.13" / 54 mm 2.13" / 54 mm 2.0" / 51 mm 1.75" / 45 mm

D: Grille Protrusion: x.xx"/ xx mm 1.06" / 27 mm 1.06" / 27 mm 0.63" / 16 mm 0.63" / 16 mm 0.63" / 16 mm 0.75" / 19 mm

E: Overall Speaker w/Grille: x.xx"/ xx mm 10.2" x 7.4" /260 x 187 mm 10.2" x 7.4" / 260 x 187 mm 6.89" / 175 mm 6.89" / 175 mm 6.1" x 8.9" / 156 x 227 mm 6.34" / 161 mm

F: Tweeter Protrusion: x.xx"/ xx mm 0.98'' / 25 mm 0.47" / 12 mm 0.51'' / 13 mm 0.47" / 12 mm 0.39'' / 10 mm 0.51" / 13 mm

G: Outer Motor Diameter: x.xx"/ xx mm 3.94" / 100 mm 3.94" / 100 mm 3.15'' / 80 mm 3.15" / 80 mm 3.15" / 80 mm 2.75" / 70 mm

IN
DEX
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SPEAKERS
CH4630B

CH4330B

CH4230B

CH3220B

NX694

NX654

 FEATURES

4-Way System • •

3-Way System • • • 2-Way

Rubber Surround • • • • • •

Poly Injection Cone • • • • • •

Stamped Steel Basket • • • • • •

 xx mm Dome Midrange 

 xx mm  Midrange 2.28" (58 mm) Midrange 1.37" (35 mm) Midrange

xx mm Tweeter 1" (25 mm) Tweeter 0.71" (18 mm) Dome Tweeter 0.51" (13 mm) Dome Tweeter

xx mm & xx mm Tweeters 1" (25 mm) & 0.5"  
(13 mm) Tweeters

2" (51 mm) & 0.5"  
(13 mm) Tweeters

1" (25 mm)  & 0.5"  
(13 mm) Tweeters

Custom Grille

12dB/Oct Component Crossover 

Backlit Illuminated Tweeter Bridge

6dB/Oct High-Pass Filter • • • • • •

SPECIFICATIONS

Max Power: xxx W 250 400 225 140 800 400

Nominal Impedance: xΩ 4Ω 4Ω 4Ω 4Ω 4Ω 4Ω

Frequency Response: xx Hz- xx kHz 100Hz-18kHz 100Hz-18kHz 100Hz-18kHz 100Hz-18kHz 45Hz-20 kHz 80Hz-20 kHz

System Sensitivity (1 W/1 m):   xx dB 90 90 90 88 89 87

DIMENSIONS

A: Overall Diameter: x.xx"/ xx mm 5.98" x 4.25" / 152 x 108 mm 9.88" × 4.49" / 251 × 114 mm 4" / 102mm 3.5" / 89 mm 9.25" x 6.42" / 235 x 163 mm 6.5" / 165 mm

B: Installation Hole Diameter: x.xx"/ xx mm 5.91" x 3.94" / 150 x 100 mm 9.41" × 3.94" / 239 × 100 mm 3.69" / 94 mm 3.07" / 78 mm 8.55" x 5.85" / 217 x 149 mm 5.63" / 143 mm

C: Mounting Depth: x.xx"/ xx mm 1.69" / 43 mm 2.48" / 63 mm 1.69" / 43 mm 1.44" / 36 mm 3.47" / 88 mm 2.44" / 62 mm

D: Grille Protrusion: x.xx"/ xx mm 0.79"/ 20 mm 0.83" / 21 mm 0.70" / 17 mm 2.3" / 33 mm 1.07" / 27 mm

E: Overall Speaker w/Grille: x.xx"/ xx mm 7.4" x 5.39" / 188 x 137 mm 11.22" x 5.16" / 285 x 131 mm 5.28" / 134 mm 10.2" x 7.52" / 259 x 191 mm 6.81" / 173 mm

F: Tweeter Protrusion: x.xx"/ xx mm 0.43" / 11 mm 0.55" / 14 mm 0.59" / 15 mm 0.59" / 15 mm 0.44" / 11 mm 0.36" / 9 mm

G: Outer Motor Diameter: x.xx"/ xx mm 2.76" / 70 mm 3.15" / 80 mm  2.79" / 71 mm 2.68" / 68 mm 4.97" / 126 mm 3.39" / 86 mm
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SPEAKERS
NX524

BRS69
BRS65

BRS5768

BRS52
BRS46

 FEATURES

4-Way System •

3-Way System Dual Cone Design Dual Cone Design Dual Cone Design Dual Cone Design Dual Cone Design

Foam Surround Rubber • • • • •

Polypropylene Cone • • • • • •

Stamped Steel Basket • • • • • •

 xx mm Dome Midrange 

 xx mm  Midrange 1.18" (30 mm) Midrange

xx mm Tweeter .5" (12 mm) Dome Tweeters

xx mm & xx mm Tweeters

Custom Grille

12dB/Oct Component Crossover 

Backlit Illuminated Tweeter Bridge

6dB/Oct High-Pass Filter •

SPECIFICATIONS

Max Power: xxx W 300 120 80 80 60 50

Nominal Impedance: xΩ 4Ω 4Ω 4Ω 4Ω 4Ω 4Ω

Frequency Response: xx Hz- xx kHz 85 Hz-20 kHz 50Hz-20kHz 50Hz-20kHz 50Hz-14kHz 55Hz-15kHz 65Hz-10kHz

System Sensitivity (1 W/1 m):   xx dB 85 84 85 84 82 83

DIMENSIONS

A: Overall Diameter: x.xx"/ xx mm 5.12"/ 130 mm

B: Installation Hole Diameter: x.xx"/ xx mm 4.45" / 113 mm

C: Mounting Depth: x.xx"/ xx mm 2.09" / 53 mm 3" (77 mm) 1.79" (45 mm) 2.2” (56 mm) 1.94" (50 mm) 1.75" (44 mm)

D: Grille Protrusion: x.xx"/ xx mm 1.03" / 26 mm

E: Overall Speaker w/Grille: x.xx"/ xx mm 6.3" / 160 mm

F: Tweeter Protrusion: x.xx"/ xx mm 0.32" / 8 mm

G: Outer Motor Diameter: x.xx"/ xx mm 3.39" / 86 mm

IN
DEX
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SPEAKERS
BRS410

BRS40
BRS35

P69.4C

P65.4C

P55.4C

 FEATURES

4-Way System • • •

3-Way System Dual Cone Design Dual Cone Design Dual Cone Design

Foam Surround • • •

Rubber Surround • • •

Poly Injection Cone

Polypropylene Cone • • • • • •

Stamped Steel Basket • • •

 Cast Aluminum Basket • • •

 xx mm  Midrange 2.28" (58 mm) Midrange 1.38" (35 mm) Midrange 1.18" (30 mm) Midrange

xx mm Tweeter (2) 0.59" (15 mm) Tweeters (2) 0.60" (15 mm) Tweeters (2) 0.47" (12 mm) Tweeters

xx mm & xx mm Tweeters

Custom Grille

12dB/Oct Component Crossover 

Backlit Illuminated Tweeter Bridge

6dB/Oct High-Pass Filter • • •

SPECIFICATIONS

Max Power: xxx W 120 50 50 800 600 300

Nominal Impedance: xΩ 4Ω 4Ω 4Ω 4Ω 4Ω 4Ω

Frequency Response: xx Hz- xx kHz 70Hz-20 kHz 74Hz-20kHz 74Hz-20kHz 40 Hz-20 kHz 65Hz-22 kHz 85Hz-20 kHz

System Sensitivity (1 W/1 m):   xx dB 84 82 81 86 84 85

DIMENSIONS

A: Overall Diameter: x.xx"/ xx mm 6.64" x 9.41" / 161 x 239 mm 6.54"/ 166 mm 5.16"/ 131 mm

B: Installation Hole Diameter: x.xx"/ xx mm 5.83" x 8.66" / 148 x 220 mm 5.63"/ 143 mm 4.72"/ 120 mm

C: Mounting Depth: x.xx"/ xx mm 2.31" (59 mm) 1.75" (45 mm) 1.61" (41 mm) 3.43" / 87 mm 2.48"/ 63 mm 2.01"/ 51 mm

D: Grille Protrusion: x.xx"/ xx mm 1.26" / 32 mm 0.94"/ 24 mm 0.83"/ 21 mm

E: Overall Speaker w/Grille: x.xx"/ xx mm 7.13" x 10.35" / 181 x 263 mm 7.09"/ 180 mm 6.22"/ 158 mm

F: Tweeter Protrusion: x.xx"/ xx mm 0.67" / 17 mm 0.59"/ 15 mm 0.39"/ 10 mm

G: Outer Motor Diameter: x.xx"/ xx mm 3.94" / 100 mm 3.15"/ 80 mm 3.15"/ 80 mm



109

SPEAKERS
P45.4C 

PC65.2C

R94
R63

AVA6200

 FEATURES

4-Way System • •

3-Way System 2-Way • •

Foam Surround •

Treated Paper Cone •

Poly Injection Cone • •

Polypropylene Cone • •

Stamped Steel Basket • •

 Cast Aluminum Basket • •

 xx mm  Midrange 1.18" (30 mm) Midrange 2.5" (63 mm) Midrange 1" (25 mm) Midrange 2.52“ (64 mm) Midrange

xx mm Tweeter (2) 0.47" (12 mm) Tweeters 1" (25 mm) Silk Dome Tweeter 0.51" (13 mm) Dome Tweeter 1" (25 mm) Dome Tweeter

xx mm & xx mm Tweeters 1" (25 mm) & 0.75" 
(19 mm) Dome Tweeters

Custom Grille

12dB/Oct Component Crossover •

Backlit Illuminated Tweeter Bridge

6dB/Oct High-Pass Filter • • • •

SPECIFICATIONS

Max Power: xxx W 250 500 500 300 200

Nominal Impedance: xΩ 4Ω 4Ω 4Ω 4Ω 4Ω

Frequency Response: xx Hz- xx kHz 85 Hz-20 kHz 65Hz-22 kHz 50Hz-20kHz 100Hz-18kHz 100Hz-20kHz

System Sensitivity (1 W/1 m):   xx dB 83 85 92 92 90

DIMENSIONS

A: Overall Diameter: x.xx"/ xx mm 4.05" / 103 mm 6.54" / 166 mm 9.37" x 6.46" / 237 x 164 mm 6.38"/ 162 mm n/a

B: Installation Hole Diameter: x.xx"/ xx mm 3.66" / 93 mm 5.63" / 143 mm 8.66" x 5.90" / 220x 150 mm 5.51"/ 140 mm n/a

C: Mounting Depth: x.xx"/ xx mm 1.89" / 48 mm 2.48" / 63 mm 3.15" / 80 mm 2.0"/ 51 mm n/a

D: Grille Protrusion: x.xx"/ xx mm 0.75" / 19 mm 1.1" / 28 mm 1.06" / 27 mm 0.59"/ 15 mm n/a

E: Overall Speaker w/Grille: x.xx"/ xx mm 5.43" / 138 mm 7.1" / 180 mm 10.51" x 7.6" / 267 x 192 mm 6.89"/ 175 mm 7.4" (L) x 4.9" (W) x 4" (H)

F: Tweeter Protrusion: x.xx"/ xx mm 0.47" / 12 mm n/a 0.59" / 15 mm 0.43"/ 11 mm n/a

G: Outer Motor Diameter: x.xx"/ xx mm 2.76" / 70 mm 3.15" / 80 mm 3.94" / 100 mm 3.15"/ 80 mm n/a

IN
DEX
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SPEAKERS
TW30

TW18
TW15

TW12
TW10

 FEATURES

CNC Aluminum Body •

Strontium Magnet

Diaphragm Material: Polyimide • • •

Magnet Material: Ferrite • Neodymium •

Flush Mount • • •

Swivel Mount • • •

Angle Mount • •

Surface Mount • • • •

Hanging Mount

Material: Plastic •

6dB/Oct High-Pass Filter

 Super Loud •

 xx mm  Midrange 

xx mm Tweeter 3" (76 mm) Bullet Tweeters 0.5" (13 mm) Dome Tweeters 1" (25 mm) Dome Tweeters 1" (25 mm) Dome Tweeters 1" (25 mm) Dome Tweeters

xx mm & xx mm Tweeters

SPECIFICATIONS

Max Power: xxx W 250 200 250 200 150

Nominal Impedance: xΩ 4Ω 4Ω 4Ω 4Ω 4Ω

Frequency Response: xx Hz- xx kHz 2.5 kHz-21 kHz 5 kHz-20 kHz 2.5 kHz-21 kHz 5 kHz-20 kHz 5 kHz-20 kHz

System Sensitivity (1 W/1 m):   xx dB 100 102 93 94 98

DIMENSIONS

A: Overall Diameter: x.xx"/ xx mm 3.8" / 96.5 mm Width 1.5" / 38 mm n/a n/a n/a

B: Installation Hole Diameter: x.xx"/ xx mm 2.83" / 72 mm n/a n/a n/a n/a

C: Mounting Depth: x.xx"/ xx mm 1 .58" / 40 mm n/a n/a n/a n/a

D: Grille Protrusion: x.xx"/ xx mm n/a n/a n/a n/a n/a

E: Overall Speaker w/Grille: x.xx"/ xx mm 3.86" (98.04 mm) [OD], 
 1.63" (41.4 mm) [H]

1.44" (36.6 mm) [OD], 
0.86" (21.8 mm) [H]

1.59" (40.5 mm) [OD],  
0.94" (23.8 mm) [H]

2.28" (57.9 mm) [OD], 
1.07" (27.2 mm) [H]

1.46" (37.1 mm) [OD], 
0.83" (21.1 mm) [H]

F: Tweeter Protrusion: x.xx"/ xx mm n/a n/a n/a n/a n/a

G: Outer Motor Diameter: x.xx"/ xx mm n/a n/a n/a n/a n/a
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MARINE



6.75"
DISPLAY

APPLE CARPLAY & ANDROID AUTO™ MARINE DOUBLE-DIN HEAD UNITS

7"
DISPLAY

MARINE RATED

114

MRCP9685A
Apple CarPlay & Android Auto™
Bluetooth® | 320 WATTS  
MARINE DOUBLE-DIN 
MP3-COMPATIBLE AM/FM RECEIVER
Featuring 6.75" (171 mm) Capacitive Touchscreen  
and Multicolor Illumination Options

For full specifications, thumb your way to the INDEX page 140.

RUBBER COVER INCLUDED

RUBBER COVER INCLUDED MULTICOLOR ILLUMINATION

BVCP9700A-MR
Apple CarPlay & Android Auto™
Bluetooth® | 340 WATTS  
MARINE DOUBLE-DIN 
MP3-COMPATIBLE AM/FM RECEIVER
Featuring 7" (178 mm) 
Capacitive Touchscreen



SINGLE-DIN HEAD UNITS & PACKAGES
MR500UAB
200 Watts | Bluetooth® 
FULLY MARINIZED MP3-COMPATIBLE DIGITAL MEDIA AM/FM RECEIVER
Featuring Wireless Remote Control

MCK500WB.6
200 Watts | Bluetooth® 
FULLY MARINIZED MP3-COMPATIBLE DIGITAL MEDIA AM/FM RECEIVER
Plus 1 Pair 6.5" (165 mm) Marine Dual Cone Full Range Speakers, 
Marine Dipole Antenna, and Wireless Remote Control

MR508UABW
200 Watts | Bluetooth® 
FULLY MARINIZED MP3-COMPATIBLE CD AM/FM RECEIVER
Featuring Wireless Remote Control

MCK508WB.64S
200 Watts | Bluetooth® 
FULLY MARINIZED MP3-COMPATIBLE CD AM/FM RECEIVER
Plus 2 Pairs 6.5" (165 mm) Marine Dual Cone Full Range Speakers, 
Marine Dipole Antenna, and Wireless Remote Control

MR508UABS
200 Watts | Bluetooth®
FULLY MARINIZED MP3-COMPATIBLE CD AM/FM RECEIVER
Featuring Wireless Remote Control

MCK508WB.6
200 Watts | Bluetooth®
FULLY MARINIZED MP3-COMPATIBLE CD AM/FM RECEIVER
Plus 1 Pair 6.5" (165 mm) Marine Dual Cone Full Range Speakers, 
Marine Dipole Antenna, and Wireless Remote Control

For full specifications, thumb your way to the INDEX pages 140.
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H
EA

D UN
ITS

MRANT10
MARINE RUBBER

ANTENNA

MRANT10
MARINE RUBBER

ANTENNA

35AC STEREO  
AUXILIARY CABLE

MRC5 MARINE
RADIO COVER

MRANT10
MARINE RUBBER

ANTENNA

WIRELESS REMOTE 
CONTROL

WIRELESS REMOTE 
CONTROL

WIRELESS REMOTE 
CONTROL

WIRELESS REMOTE 
CONTROL

WIRELESS REMOTE 
CONTROL

WIRELESS REMOTE 
CONTROL



SINGLE-DIN HEAD UNIT

116

MR762BRGB
240 Watts
Bluetooth® MARINIZED MP3-COMPATIBLE CD
AM/FM RECEIVER WITH DETACHABLE FRONT PANEL
Featuring Multicolor Illumination Options, RDS Tuner,
and Works with i-Car Link App

For full specifications, thumb your way to the INDEX page 140.

MULTICOLOR ILLUMINATIONDETACHABLE FRONT PANEL WIRELESS REMOTE CONTROL



SINGLE-DIN HEAD UNITS & PACKAGES

MR632UAB
200 Watts | Bluetooth® 
FULLY MARINIZED MP3-COMPATIBLE DIGITAL MEDIA AM/FM RECEIVER
Featuring Multicolor Illumination, Detachable Front Panel,  
and Wireless Remote Control

MCK632WB.6
200 Watts | Bluetooth® 
FULLY MARINIZED MP3-COMPATIBLE DIGITAL MEDIA AM/FM RECEIVER
Plus 1 Pair 6.5" (165 mm) Marine Dual Cone Full Range Speaker 
System, Including Marine Dipole Antenna and 3.5 mm Stereo 
Auxiliary Cable and Featuring Multicolor Illumination, Detachable 
Front Panel, and Wireless Remote Control

MR1308UABK
200 Watts | Bluetooth® 
FULLY MARINIZED MP3-COMPATIBLE DIGITAL MEDIA AM/FM RECEIVER
Featuring Detachable Front Panel and Wireless Remote Control

MR1308UAB
200 Watts | Bluetooth® 
FULLY MARINIZED MP3-COMPATIBLE DIGITAL MEDIA AM/FM RECEIVER
Featuring Detachable Front Panel and Wireless Remote Control

MCK632WB.64
200 Watts | Bluetooth®
FULLY MARINIZED MP3-COMPATIBLE DIGITAL MEDIA AM/FM RECEIVER
Plus 2 Pairs 6.5" (165 mm) Marine Dual Cone Full Range Speaker 
System, Including Marine Dipole Antenna and 3.5 mm Stereo 
Auxiliary Cable and Featuring Multicolor Illumination, Detachable 
Front Panel, and Wireless Remote Control

For full specifications, thumb your way to the INDEX pages 140.
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H
EA

D UN
ITS

MULTICOLOR 
ILLUMINATION OPTIONS

DETACHABLE 
FRONT PANEL

DETACHABLE FRONT PANEL

DETACHABLE FRONT PANEL

35AC 3.5 mm STEREO
AUXILIARY CABLE

35AC 3.5 mm STEREO
AUXILIARY CABLE

MRANT10
MARINE RUBBER

ANTENNA

MRANT10
MARINE RUBBER

ANTENNA

WIRELESS REMOTE 
CONTROL

WIRELESS REMOTE 
CONTROL

WIRELESS REMOTE 
CONTROL

WIRELESS REMOTE 
CONTROL

WIRELESS REMOTE 
CONTROL



4CHBUILT-IN

AMPLIFIER

5"
DISPLAY

MARINE GAUGE DIGITAL MEDIA AM/FM RECEIVER
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MGV550B
240 Watts
Bluetooth® MARINE GAUGE  
DIGITAL MEDIA AM/FM RECEIVER
Featuring 5" (127 mm) Widescreen Touchscreen Digital 
TFT LCD Monitor Plus Accessory Button
And Multicolor Illumination Options
Dimensions: 4.25" x 7.75" x 5.60" (108 x 197 x 142 mm)

For full specifications, thumb your way to the INDEX page 141.

MULTICOLOR ILLUMINATION OPTIONS

RUBBER COVER INCLUDED

MGV520B
240 Watts | Bluetooth® (AUDIO STREAMING)
MARINE GAUGE DIGITAL MEDIA AM/FM RECEIVER
Featuring 3" (76 mm) TFT LCD Color Display and Built-In Amplifier
Dimensions: 4.53" x 4.25" x 4" (115 x 108 x 102 mm)

MGV500B
240 Watts | Bluetooth® (AUDIO STREAMING)
MARINE GAUGE DIGITAL MEDIA AM/FM RECEIVER
Featuring 3" (76mm) TFT LCD Color Display and 
Built-in Amplifier
Dimensions: 4.53" x 4.53" x 3.7" (115 x 115 x 94 mm)

RUBBER COVER INCLUDED



MARINE GAUGE DIGITAL MEDIA AM/FM RECEIVERS

MGR300B
240 Watts | Bluetooth® (AUDIO STREAMING)
MARINE GAUGE DIGITAL MEDIA AM/FM RECEIVER
Featuring Built-In Amplifier with Rubber Cover
Dimensions: 4.53" x 4.53" x 3.7" (115 x 115 x 94.1 mm)

MGR350B
240 Watts | Bluetooth® (AUDIO STREAMING)
MARINE GAUGE DIGITAL MEDIA AM/FM RECEIVER
Featuring Built-In Amplifier
Dimensions: 3.5" x 3.5" x 3.75" (89 x 89 x 95 mm)

MGR450B
240 Watts | Bluetooth® (AUDIO STREAMING)
MARINE GAUGE DIGITAL MEDIA AM/FM RECEIVER
Featuring Built-In Amplifier 
Dimensions: 4.44" x 4.33" x 4.19" (112 x 112 x 107 mm)

MGR250B
240 Watts | Bluetooth® (AUDIO STREAMING)
MARINE GAUGE DIGITAL MEDIA PLAYER
Featuring Built-In 4 Channel Amplifier
Dimensions: 3.78" x 3.78" x 3.82" (96 x 96 x 97 mm)

MGR150B
120 Watts | Bluetooth® (AUDIO STREAMING)
MARINE GAUGE DIGITAL MEDIA PLAYER
Featuring Built-In 2 Channel Amplifier
Dimensions: 3.78" x 3.78" x 3.82" (96 x 96 x 97 mm)

For full specifications, thumb your way to the INDEX page 141.
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GA
UGE RA

DIO
S

RUBBER COVER INCLUDED

RUBBER COVER INCLUDED

RUBBER COVER INCLUDED

INCLUDES 2 TRIM BEZELS



MULTIMEDIA RECEIVER PACKAGE

120

MG250W.64
240 Watts | Bluetooth® (AUDIO STREAMING)
MARINE GAUGE DIGITAL MEDIA PLAYER
Featuring Built-In 4 Channel Amplifier
Plus (Two Pairs) 6.5" (165 mm) Dual Cone  
Marine Full Range Speaker System

Dimensions: 3.78" x 3.78" x 3.82" (96 x 96 x 97 mm)

For full specifications, thumb your way to the INDEX pages 141 & 145.



MULTIMEDIA RECEIVER, AMPLIFIER, AND SPEAKER SYSTEM PACKAGES

MG150W.6
120 Watts | Bluetooth® (AUDIO STREAMING)
MARINE GAUGE DIGITAL MEDIA PLAYER
Featuring Built-In 2 Channel Amplifier
PLUS (One Pair) 6.5" (165 mm) Dual Cone  
Marine Full Range Speaker System

Dimensions: 3.78" x 3.78" x 3.82" (96 x 96 x 97 mm)

MG150T.4
120 Watts | Bluetooth® (AUDIO STREAMING)
MARINE GAUGE DIGITAL MEDIA PLAYER
Featuring Built-In 2 Channel Amplifier
PLUS (One Pair) 400 Watts | 4" (102 mm)
2-Way Marine Waketower/UTV Roll Bar Speaker System

Dimensions: 3.78" x 3.78" x 3.82" (96 x 96 x 97 mm)

For full specifications, thumb your way to the INDEX pages 141, 142, 145, & 173.
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GA
UGE RA

DIO
S

ASK902B.6
500 High Output | Bluetooth®
AMPLIFIER AND SPEAKER SYSTEM
Featuring Bluetooth® All-Terrain Amplifier
PLUS 1 Pair - 6.5" (165 mm) Marine Dual
Cone Full Range Speaker System

ASK904B.64
500 High Output | Bluetooth®
AMPLIFIER AND SPEAKER SYSTEM
Featuring Bluetooth® All-Terrain Amplifier
PLUS 2 Pairs - 6.5" (165 mm) Marine Dual
Cone Full Range Speaker System

MULTI-FUNCTION
REMOTE 

CONTROLLER

MULTI-FUNCTION
REMOTE 

CONTROLLER

MC900B BLUETOOTH® 
ALL-TERRAIN AMPLIFIER 

SYSTEM

MC900B BLUETOOTH® 
ALL-TERRAIN AMPLIFIER 

SYSTEM

MUSB35 UNIVERSAL 
USB/3.5 mm AUXILIARY

MUSB35 UNIVERSAL 
USB/3.5 mm AUXILIARY

WATERPROOF
PHONE POUCH

(Phone not included)

WATERPROOF
PHONE POUCH

(Phone not included)



MULTIMEDIA RECEIVER PACKAGES
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MCKGB450W.6
240 Watts
Bluetooth® (AUDIO STREAMING) | MARINE GAUGE DIGITAL MEDIA  
AM/FM RECEIVER FEATURING BUILT-IN AMPLIFIER
Plus 1 Pair - 6.5" (165 mm) Marine Dual Cone Full Range Speaker System
Also Included: Marine Dipole Antenna

MCKGB450B.6
240 Watts
Bluetooth® (AUDIO STREAMING) | MARINE GAUGE DIGITAL MEDIA  
AM/FM RECEIVER FEATURING BUILT-IN AMPLIFIER
Plus 1 Pair - 6.5" (165 mm) Marine Dual Cone Full Range Speaker System
Also Included: Marine Dipole Antenna

For full specifications, thumb your way to the INDEX pages 141 & 145.

RUBBER COVER
INCLUDED INCLUDES 2 TRIM BEZELS

RUBBER COVER
INCLUDED INCLUDES 2 TRIM BEZELS



MULTIMEDIA RECEIVER PACKAGES

MCKGB350W.6
240 Watts
Bluetooth® (AUDIO STREAMING) | MARINE GAUGE DIGITAL MEDIA  
AM/FM RECEIVER FEATURING BUILT-IN AMPLIFIER
Plus 1 Pair - 6.5" (165 mm) Marine Dual Cone Full Range Speaker System
Also Included: Marine Dipole Antenna

MCKGB350B.6
240 Watts
Bluetooth® (AUDIO STREAMING) | MARINE GAUGE DIGITAL MEDIA  
AM/FM RECEIVER FEATURING BUILT-IN AMPLIFIER
Plus 1 Pair - 6.5" (165 mm) Marine Dual Cone Full Range Speaker System
Also Included: Marine Dipole Antenna

For full specifications, thumb your way to the INDEX pages 141 & 145.
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GA
UGE RA

DIO
S

MRANT10
MARINE RUBBER

ANTENNA

MRANT10
MARINE RUBBER

ANTENNA

RUBBER COVER

RUBBER COVER





MARINE 4-CHANNEL BRIDGEABLE POWER AMPLIFIER

MR1200PA
1200 High Output
4-CHANNEL BRIDGEABLE MARINE POWER AMPLIFIER
WITH PUBLIC ADDRESS SYSTEM AND MICROPHONE
Featuring Remote Subwoofer Level Control

Dimensions (including mounting feet):  
12.75" L x 7.375" W x 2.25" H (324 x 187 x 57 mm)REMOTE 

SUBWOOFER 
CONTROL

PUBLIC ADDRESS
MICROPHONE

END PANEL CONNECTIONS DETAIL

125

A
M

PLIFIER

For full specifications, thumb your way to the INDEX page 142.



For full specifications, thumb your way to the INDEX page 143.

WAKETOWER PODS AND SPEAKER SYSTEMS

MRWT69RGB
600 Watts
6" x 9" (152 x 229 mm) 2-WAY  
MARINE WAKETOWER SPEAKER SYSTEM
Featuring 20 Multicolor Illumination 
Options and Wireless RF Remote Control

WIRELESS RF
REMOTE CONTROL

MULTICOLOR ILLUMINATION OPTIONS

126



For full specifications, thumb your way to the INDEX page 143.
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SPEA
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ER PO
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S

MRWT69
550 Watts
6" x 9" (152 x 229 mm) 4-WAY  
MARINE WAKETOWER SPEAKER SYSTEM



MULTICOLOR ILLUMINATION OPTIONS

128

For full specifications, thumb your way to the INDEX page 143.

WAKETOWER PODS AND SPEAKER SYSTEMS

MPWT60RGBW
600 Watts
6.5" (165 mm) 2-WAY  
MARINE WAKETOWER SPEAKER SYSTEM
Featuring 20 Multicolor Illumination 
Options and Wireless RF Remote Control

WIRELESS RF
REMOTE CONTROL

WITH KEYCHAIN TAG



For full specifications, thumb your way to the INDEX page 143.

WAKETOWER PODS AND SPEAKER SYSTEMS

129

SPEA
K

ER PO
D

S
MRWT40RGB
400 Watts
4" (102 mm) 2-WAY MARINE
WAKETOWER/UTV ROLL BAR SPEAKERS
Featuring Multicolor Illumination Options 
and Wireless Rf Remote Control
with Keychain Tag

UNI4RGB
400 Watts | Bluetooth®
AMPLIFIER AND SPEAKER SYSTEM
Featuring 4-Channel All-Terrain Amplifier
PLUS (2 Pairs) 4" 2-Way Marine Roll Cage/
Waketower Speaker Pods with Multicolor 
Illumination Options with Keychain Tag

MRWT40
400 Watts
4" (102 mm) 
2-WAY MARINE
WAKETOWER/UTV ROLL 
BAR SPEAKERS

WIRELESS RF 
REMOTE CONTROL

WITH KEYCHAIN TAG

WIRELESS RF 
REMOTE CONTROL

WITH KEYCHAIN TAG

BPS4B 4-CHANNEL 
ALL-TERRAIN  

AMPLIFIER SYSTEM

ILLUMINATED  
MULTI-FUNCTION

CONTROLLER

MULTICOLOR 
ILLUMINATION 

OPTIONS

MULTICOLOR ILLUMINATION OPTIONS



FEATURES 20 MULTICOLOR 
ILLUMINATION OPTIONS



MARINE DUAL 2Ω SUBWOOFER

131

SU
BW

O
O

FER
MRGB10W
800 Watts
10" (254 mm) MARINE  
DUAL 2Ω SUBWOOFER

FEATURES
• Rubber Surround
• Polypropylene Cone
• Composite Basket
• High Performance Voice Coil
• Custom Grille
• Multicolor RGB Illumination and Patterns
• Wireless Remote Control
SPECIFICATIONS
• Max Power: 800 W
• Nominal Impedance: Dual 2Ω
• Frequency Response: 40 Hz-20 kHz
• System Sensitivity (1 W/1 m): 87 dB
DIMENSIONS
A: Overall Diameter: 10.56" / 268 mm
B: Installation Hole Diameter: 9.39" / 238.5 mm
C: Mounting Depth: 4.57"/ 116 mm

WIRELESS REMOTE
CONTROL



MULTICOLOR ILLUMINATION OPTIONS

MULTICOLOR ILLUMINATION OPTIONS
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MRGB65
200 Watts
6.5" (165 mm) MARINE 2-WAY  
FULL RANGE SPEAKER SYSTEM
Featuring Multicolor Illumination 
Options, Illumination Control Hub, 
and Wireless Rf Remote Control

MRGB65S
200 Watts
6.5" (165 mm) MARINE 2-WAY  
FULL RANGE SPEAKER SYSTEM
Featuring Multicolor Illumination 
Options, Illumination Control Hub, 
and Wireless Rf Remote Control

For full specifications, thumb your way to the INDEX page 144.

MARINE 2-WAY FULL RANGE PERFORMANCE LOUDSPEAKER SYSTEMS

WIRELESS RF 
REMOTE CONTROL

WIRELESS RF 
REMOTE CONTROL

ILLUMINATION
CONTROL HUB

ILLUMINATION
CONTROL HUB



For full specifications, thumb your way to the INDEX page 144.

MARINE 2-WAY FULL RANGE PERFORMANCE LOUDSPEAKER SYSTEMS

MRGB55W
150 Watts
5.25" (133 mm) 2-WAY MARINE LOUDSPEAKERS
Featuring 20 Multicolor Illumination Options

MRGB55B
150 Watts
5.25" (133 mm) 2-WAY MARINE LOUDSPEAKERS
Featuring 20 Multicolor Illumination Options

MR692W
350 Watts
6" x 9" (152 x 229 mm) MARINE 
2-WAY FULL RANGE SPEAKER SYSTEM

MR690
350 Watts
6" x 9" (152 x 229 mm) MARINE 
2-WAY FULL RANGE SPEAKER SYSTEM

133

SPEA
K

ERS
MULTICOLOR ILLUMINATION OPTIONS

MULTICOLOR ILLUMINATION OPTIONS
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MR652C
350 Watts
6.5" (165 mm) 2-WAY  
COMPONENT MARINE LOUDSPEAKERS
Featuring Surface Mount Tweeter Options

For full specifications, thumb your way to the INDEX page 144.

MARINE 2-WAY FULL RANGE PERFORMANCE LOUDSPEAKER SYSTEMS

MR752C
400 Watts
7.5" (191 mm) 2-WAY  
COMPONENT MARINE LOUDSPEAKERS
Featuring Surface Mount Tweeter Options



135

SPEA
K

ERS

For full specifications, thumb your way to the INDEX pages 144-145.

MARINE 2-WAY FULL RANGE PERFORMANCE LOUDSPEAKER SYSTEMS

MR62W
200 Watts
6.5" (165 mm) MARINE 2-WAY  
FULL RANGE SPEAKER SYSTEM

MR60W
200 Watts
6.5" (165 mm) MARINE 2-WAY  
FULL RANGE SPEAKER SYSTEM

MR52W
150 Watts
5.25" (133 mm) 2-WAY MARINE 
FULL RANGE SPEAKER SYSTEM

MR62B
200 Watts
6.5" (165 mm) MARINE 2-WAY  
FULL RANGE SPEAKER SYSTEM

MR60B
200 Watts
6.5" (165 mm) MARINE 2-WAY  
FULL RANGE SPEAKER SYSTEM

MR52B
150 Watts
5.25" (133 mm) 2-WAY MARINE
FULL RANGE SPEAKER SYSTEM
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MARINE 3-WAY INDOOR/OUTDOOR BOX SPEAKER SYSTEMS

MR4.3B
200 Watts
3-WAY INDOOR/OUTDOOR
BOX SPEAKER SYSTEM
Featuring Swivel Bracket Mounting Options

Dimensions:  
D: 5.3" (135 mm) x W: 5.5" (140 mm) x H: 7.6" (193 mm)

For full specifications, thumb your way to the INDEX page 145.

MR4.3W
200 Watts
3-WAY INDOOR/OUTDOOR
BOX SPEAKER SYSTEM
Featuring Swivel Bracket Mounting Options

Dimensions:  
D: 5.3" (135 mm) x W: 5.5" (140 mm) x H: 7.6" (193 mm)

BADGE ROTATES TO PREFERRED POSITION
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K

ERS
MARINE 2-WAY FULL RANGE PERFORMANCE LOUDSPEAKER SYSTEMS

For full specifications, thumb your way to the INDEX page 145.

MR50W
150 Watts
5.25" (133 mm) MARINE 2-WAY  
FULL RANGE SPEAKER SYSTEM

MR6W
180 Watts
6.5" (165 mm) DUAL CONE MARINE 2-WAY 
FULL RANGE SPEAKER SYSTEM

MR50B
150 Watts
5.25" (133 mm) MARINE 2-WAY  
FULL RANGE SPEAKER SYSTEM

MR6B
180 Watts
6.5" (165 mm) DUAL CONE MARINE 2-WAY 
FULL RANGE SPEAKER SYSTEM
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MARINE ACCESSORIES

MRANT12
BLACK 12" UNIVERSAL MARINE ANTENNA
Total Cable Length 78" (1981 mm) 

MRANT10
10" UNIVERSAL MARINE DIPOLE ANTENNA
Total Cable Length 41" (104 cm)

MRANT12W
WHITE 12" UNIVERSAL MARINE ANTENNA
Total Cable Length 78" (1981 mm) 



COVER SHOWN OPEN
(Head unit not included)

COVER SHOWN OPEN
(Head unit not included)

COVER SHOWN OPEN
(Head unit not included)

COVER CLOSED COVER OPEN

139

MARINE ACCESSORIES
A

CCESSO
RIES

MRC5
MARINE RADIO COVER

MRC5B
MARINE RADIO COVER

MUSB35
UNIVERSAL USB/3.5 mm AUXILIARY
INTERFACE MOUNT
Use with any Radio with USB/RCA Inputs

MRC10
MARINE RADIO COVER
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*Charging only. Not for mobile device playback.   

**Steering wheel control not applicable with all vehicles.    †Supports Android 8.0+ or higher, not all apps supported.    

Use of the Apple CarPlay logo means that a vehicle user interface meets Apple performance standards. Apple is not responsible for the operation of this vehicle 
or its compliance with safety and regulatory standards. Please note that the use of this product with iPhone, iPod, or iPad may affect wireless performance.

iPod® and iPhone® are registered trademarks of Apple, Inc., in the U.S. and other countries. 

The Bluetooth® word mark and logos are registered trademarks owned by Bluetooth SIG, Inc. and any use of such marks by BOSS Audio  
Systems is under license. Other trademarks and trade names are those of their respective owners.

HEAD UNITS
MRCP9685A

MCK632WB.64

MR500UAB

MR1308UAB

MCK500WB.6

MR508UABS

MCK508WB.64S

MR508UABW

MCK508WB.6

MR762BRGB

MR632UAB

MCK632WB.6

DVD±R/RW Audio & Video

CD±R/RW Audio • • • • •

High-Resolution FLAC • •

WAV/MP3/WMA • •

MP3/WMA • • • • • • • • • • • •

Bluetooth® Audio Streaming • • • • • • • • • • • • • •

INPUTS & OUTPUTS
USB Port • • • • • • • • • • • •

USB Charging (1A)* • • • • • • • • • • • •

USB Port 1: CarPlay & Android Auto™, 1.5A Charging • •

USB Port 2: Media & 1.5A Charging • •

SD Port Micro

Aux-In • • • • • • • • • •

Compatible with Audio Output of iPod®/iPhone®, Smartphones and MP3 players • • • • • • • • • • • • • •

A/V Input • •

Front & Rear Camera Inputs • •

Rear Camera Input

4V Front, Rear, Sub Pre-Amp Outputs • •

Front & Rear Pre-Amp Outputs • • • • • • • • • • • •

Video Output

External Microphone • •

A-LINK (SCREEN MIRRORING)†
2-Way Control (Android), USB Connection Required

GENERAL
BLUETOOTH® Hands-Free • • • • • • • • • • • • • •

Apple CarPlay & Android Auto™ • •

True Double-DIN Fit • •

Single-DIN Fit • • • • • • • • • • • •

Capacitive Touchscreen • •

Multicolor Illumination • • • • •

Wireless Remote Control • • • • • • • • • • • •

Detachable Front Panel • • • • • •

Conformal Coated PCB • • • • • • • • • • • • •

UV Protected Front Panel • • • • • • • • • • • •

Steering Wheel Control Input (**Interface not included) • •

Switchable US & Europe Tuner  Frequencies • • • • • • • • • • • • • •

AM/FM Receiver • • • • • • • • • • • • • •

Push-To-Talk • • • • • • • • • • • • • •

Zero Current Draw Memory (Retains memory if battery is disconnected) • • •

Radio Preset Memory (Retains Memory if Battery is Disconnected)

Update via USB • •

Watts x 4 Channels 85 80 50 50 50 50 50 50 60 50 50 50 50 50

REAR-VIEW CAMERA
High Resolution Color Camera

PLAYBACK MR1308UABK

BVCP9700A-MR



High-Resolution FLAC • •

MP3/WMA • • • • • •

MP3 • •

Bluetooth® Audio Streaming • • • • • • • •

INPUTS & OUTPUTS
USB Port • • • • • • • •

USB Charging (1A)* • • • • • • (2A) (2A)

SD Port

Aux-In • • • • • • • •

Compatible with Audio Output of iPod®/iPhone®, Smartphones and MP3 players • • • • • • • •

A/V Input •

Front & Rear Camera Inputs • • •

Rear Camera Input

Front, Rear, Sub Pre-Amp Outputs • • • • •

Front & Rear Pre-Amp Outputs

Rear Pre-Amp Outputs •

Pre-Amp Outputs (1 pair) • •

GENERAL
BLUETOOTH® Hands-Free

Illuminated Soft Touch Buttons • • • • • • • •

Accessory Button - Turn On/Off Accessories (Lightbars, LED Whips, etc.) • • •

Cutout Diameter: xx" / xx mm) 3.55" / 90 mm 3" / 76 mm 3.13" / 79.5 mm 3" / 76 mm 3" / 76 mm 3.13" / 79.5 mm • 3" / 76 mm 3" / 76 mm

2 Channel •

4 Channel • • • • • • •

NOAA Weather Band Tuner • • •

IPXx-Rated (Water-Resistant / Dustproof) 6 6 5 6 6 5 6 6

Conformal Coated PCB • • • • • • • •

UV Protected Front Panel

x'' TFT LCD Color Display 5" 3" 3"

Switchable US & Europe Tuner  Frequencies • • • • • •

AM/FM Receiver • • • • • •

2 Trim Bezels Included •

RDS Tuner • •

RBDS Tuner

Zero Current Draw Memory (Retains memory if battery is disconnected) • • • • • • • •

Radio Preset Memory (Retains Memory if Battery is Disconnected)

Update via USB •

Watts x 4 Channels 60 60 60 60 60 60 60 2 x 60
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*Charging only. Not for mobile device playback.   

**Steering wheel control not applicable with all vehicles.    †Supports Android 8.0+ or higher, not all apps supported.    

Use of the Apple CarPlay logo means that a vehicle user interface meets Apple performance standards. Apple is not responsible for the operation of this vehicle 
or its compliance with safety and regulatory standards. Please note that the use of this product with iPhone, iPod, or iPad may affect wireless performance.

iPod® and iPhone® are registered trademarks of Apple, Inc., in the U.S. and other countries. 

The Bluetooth® word mark and logos are registered trademarks owned by Bluetooth SIG, Inc. and any use of such marks by BOSS Audio  
Systems is under license. Other trademarks and trade names are those of their respective owners.

GAUGE RADIOS
MGR150B

MGV550B

MGV520B

MGV500B

MGR450B

MGR350B

MGR300B

MGR250B

PLAYBACK

IN
DEX
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POWER AMPLIFIERS
MR1200PA

MPD1200.1

MPD1200.4

MC900B

MPD2200.5

5/4/3/2 Channels •

4/3/2 Channels • • •

2/1 Channels

Monoblock •

High Output 1200 500 1200 1200 2200

Full-Range • • • • •

Class A/B Topology •

Class D Topology • • •

2Ω Stereo Stable •

4Ω Stable • • • •

Bluetooth® Audio Streaming Stream and Control your Favorite Music APPs •

PWM MOSFET Power Supply • • • •

RCA & Speaker Level Inputs

RCA In/Out •

HP & LP Filters •

High and Low Level Inputs • • •

Illuminated End Panel Strips • • •

Bass Boost •

Variable Bass Boost • • • •

Variable Crossover • • • •

Input Sensitivity •

Compatible with Audio Output from iPhones, Smartphones and MP3 Players •

Weatherproof • Resistant • • •

Conformal Coated PCB •

Thermal, Short and Overload Protection Circuits •

Remote Subwoofer Control •

Zero Current Draw •

Illuminated Multi-function Remote with Soft Touch Buttons •

Easy Pairing w/Auto Reconnect •

Thermal, Short and Overload Protection Circuits •

For all 12 V Applications •

FEATURES



 FEATURES

4-Way System •

3-Way System

2-Way System • • • • •

Rubber Surround • • • • • •

Foam Surround

Resin Treated Cloth Surround

Polypropylene Cone • •

Poly Injection Cone • • • •

Stamped Steel Basket

Composite Basket • •

xx mm  Midrange 2.5" / 63 mm

xx mm  Dome Midrange

xx mm  Tweeter

xx mm  Dome Tweeter 1" / 25 mm Dome 1" / 25 mm Neo Dome 1" / 25 mm Dome 1" / 25 mm Dome 1" / 25 mm Dome 1" / 25 mm Dome

xx mm & xx mm Tweeters

xx mm Midbass Driver 6.5" / 165 mm 4" / 102 mm 4" / 102 mm 4" / 102 mm

IPXx Rated 5 6 5 5 5 5

Wireless Illumination Remote • • • •

Interconnect Lighting Control

Multicolor Illumination Options • • • •

Multi Pattern Illumination Options • • • •

Low Profile Dual-Strap Swivel Clamps 2.25"-2.5" + 2.75"-3" O.D.

6dB/Oct High-Pass Filter • •

Illumination Control Hub

SPECIFICATIONS

Max Power: xxx W 600 600 550 400 400 400

Nominal Impedance: xΩ 4Ω 4Ω 4Ω 4Ω 4Ω 4Ω

Frequency Response: xx Hz- xx kHz 65Hz-20 kHz 140 Hz-20 kHz 40Hz-20kHz 130Hz-20kHz 130Hz-20kHz 130Hz-20kHz

System Sensitivity (1 W/1 m):   xx dB 89 93 95 94 94 94
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SPEAKER POD 
SYSTEMS
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MRWT69RGB

MPWT60RGBW

MRWT69

MRWT40RGB

MRWT40

UNI4RGB
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MR62W

MR62B

MR60W

 FEATURES

4-Way System

3-Way System

2-Way System • • • • • • • • •

Rubber Surround • •

Foam Surround 

Resin Treated Cloth Surround • • • • • • •

Polypropylene Cone • • • • • • • • •

Poly Injection Cone

Composite Basket • • • • • • • • •

Stamped Steel Basket

xx mm Tweeter 1" (25 mm) 
Tweeters

1" (25 mm) 
Tweeters

1" (25 mm) Dome 
Tweeters

0.51" (13 mm) 
Dome Tweeters

1" (25 mm) Dome 
Tweeters

1" (25 mm) Dome 
Tweeters

0.51" (13 mm) 
Dome Tweeters

0.51" (13 mm) 
Dome Tweeters

1" (25 mm)  
Dome Tweeters

Speed and Brightness Controls • •

Illumination Control Hub •

Weatherproof •

Interconnect Lighting Control • •

Multicolor Illumination Options • •

Multi Pattern Illumination Options • •

12dB/Oct Component Crossover • •

SPECIFICATIONS

Max Power: xxx W 200 150 350 350 400 350 200 200 200

Nominal Impedance: xΩ 4Ω 4Ω 4Ω 4Ω 4Ω 4Ω 4Ω 4Ω 4Ω

Frequency Response: xx Hz- xx kHz 70 Hz-20 kHz 80Hz-20kHz 60Hz-20kHz 60Hz-20kHz 40Hz-20kHz 60Hz-20kHz 80Hz-20kHz 80Hz-20kHz 80Hz-20kHz

System Sensitivity (1 W/1 m):   xx dB 88 88 92 92 92 90 90 90 90

DIMENSIONS

A: Overall Diameter: x.xx"/ xx mm 7.68" / 195 mm 6.5" / 165 mm 7.75" x 10.5" 
197 x 267 mm

7.72" x 10.59" 
196 x 269 mm

7.36" / 187 mm 6.93" / 176 mm 7.60"/ 193 mm 7.60"/ 193 mm 7.68"/ 195 mm

B: Installation Hole Diameter: x.xx"/ xx mm 5.51" / 140 mm 4.92" / 125 mm 6.02" x 8.78" 
153 x 223 mm

6" x 8.78" 
152 x 223 mm

6.22" / 158 mm 5.2" / 132 mm 5.59"/ 142 m 5.59"/ 142 m 5.59"/ 142 m

C: Mounting Depth: x.xx"/ xx mm 2.56" / 65 mm 2.13" / 54 mm 3.38" / 86 mm 3.38" / 86 mm 2.68" / 68 mm 2.44" / 62 mm 2.625"/ 67 m 2.625"/ 67 m 2.625"/ 67 m

D: Grille Protrusion: x.xx"/ xx mm 1.10" / 28 mm 1" / 25.5 mm 1.375" / 35 mm 1.10" / 28 mm 0.83" / 21 mm 0.83" / 21 mm 1.02"/ 26 mm 1.02"/ 26 mm 1.10"/ 28 mmm

E: Outer Motor Diameter: x.xx"/ xx mm 4.53" / 115 mm 3.7" / 94 mm 4.8" / 122 mm 4.8" / 122 mm 4.76" / 121 mm 4.13" / 105 mm 4.49"/ 114 mm 4.49"/ 114 mm 4.49"/ 114 mm

LOUDSPEAKERS
MR692W

MR690

MR752C

MR652C

MRGB65

      
MRGB65S

MRGB55W

      
MRGB55B



MR4.3W

MR4.3B

MR50W

MR50B

MR60B

MR6W
MR52W

MR6B
MR52B

 FEATURES

4-Way System

3-Way System • •

2-Way System • • • • • • •

Rubber Surround

Foam Surround 

Resin Treated Cloth Surround • • • • • • •

Polypropylene Cone • • • • • • •

Poly Injection Cone

Composite Basket • • • • • Plastic Plastic

Stamped Steel Basket

 xx mm Dome Midrange 

 xx mm  Midrange 

xx mm Tweeter 1" (25 mm) 
Dome Tweeters

0.51" (13 mm) 
Tweeters

0.51" (13 mm) 
Tweeters

0.79" (20 mm) 
Dome Tweeters

0.79" (20 mm) 
Dome Tweeters

1" (25 mm) 
Dome Tweeters

1" (25 mm) 
Dome Tweeters

Dual Cone Design Dual Cone Design

Speed and Brightness Controls

Illumination Control Hub

Weatherproof • • • •

Interconnect Lighting Control

Multicolor Illumination Options

Multi Pattern Illumination Options

12dB/Oct Component Crossover

SPECIFICATIONS

Max Power: xxx W 200 150 150 200 200 150 150 180 180

Nominal Impedance: xΩ 4Ω 4Ω 4Ω 4Ω 4Ω 4Ω 4Ω 4Ω 4Ω

Frequency Response: xx Hz- xx kHz 80Hz-20kHz 80Hz-20kHz 80Hz-20kHz 80 Hz-18 kHz 80 Hz-18 kHz 120Hz-18 kHz 120Hz-18 kHz 85 Hz-20 kHzz 85 Hz-20 kHzz

System Sensitivity (1 W/1 m):   xx dB 90 89 89 85 85 90 90 86 86

DIMENSIONS

A: Overall Diameter: x.xx"/ xx mm 7.68"/ 195 mm 6.06"/ 154 mm 6.06"/ 154 mm 6.06"/ 154 mm 6.06"/ 154 mm 7.5"/ 191 mm 7.5"/ 191 mm

B: Installation Hole Diameter: x.xx"/ xx mm 5.59"/ 142 m 4.92" / 125 mm 4.92" / 125 mm 4.92"/ 125 mm 4.92"/ 125 mm 5.47"/ 139 mm 5.47"/ 139 mm

C: Mounting Depth: x.xx"/ xx mm 2.625"/ 67 m 2.13" / 54 mm 2.13" / 54 mm 2.13"/ 54 mm 2.13"/ 54 mm 2.24"/ 57 mm 2.24"/ 57 mm

D: Grille Protrusion: x.xx"/ xx mm 1.10"/ 28 mmm 1.10" / 28 mm 1.10" / 28 mm 0.87"/ 22 mm 0.87"/ 22 mm 0.87"/ 22 mm 0.87"/ 22 mm

E: Outer Motor Diameter: x.xx"/ xx mm 4.49"/ 114 mm 3.90"/ 99 mm 3.90"/ 99 mm 3.9"/ 99 mm 3.9"/ 99 mm 3.7"/ 94 mm 3.7"/ 94 mm
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4CHBUILT-IN

AMPLIFIER

5"
DISPLAY

MARINE GAUGE DIGITAL MEDIA AM/FM RECEIVER

148

MGV550B
240 Watts
Bluetooth® MARINE GAUGE  
DIGITAL MEDIA AM/FM RECEIVER
FEATURING 5" (127 mm) WIDESCREEN TOUCHSCREEN 
DIGITAL TFT LCD MONITOR PLUS ACCESSORY BUTTON
AND MULTICOLOR ILLUMINATION OPTIONS

For full specifications, thumb your way to the INDEX page 172.

MULTICOLOR ILLUMINATION OPTIONS

RUBBER COVER INCLUDED



4CHBUILT-IN

AMPLIFIER

3"
DISPLAY

MARINE GAUGE DIGITAL MEDIA AM/FM RECEIVER

MGV520B
240 Watts | Bluetooth® (AUDIO STREAMING)
MARINE GAUGE DIGITAL MEDIA AM/FM RECEIVER
Featuring 3" (76 mm) TFT LCD Color Display  
and Built-In Amplifier

Dimensions: 4.53” x 4.13” x 4.06”  
    (115 x 105 x 103 mm)

For full specifications, thumb your way to the INDEX page 172.
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BUILT-IN
AMPLIFIER

ATV SOUND SYSTEMS

150

ATV95LRGB
700 Watts
Bluetooth® (AUDIO STREAMING) 
AMPLIFIED ALL-TERRAIN SOUND SYSTEM
Featuring Multicolor Illumination Options, LED Light Bar, Large 
Front Storage Compartment, 8" (203 mm) Marine Speakers, 
and 1.5" (38 mm) Weatherproof Tweeters

Dimensions:  32.5" x 14.0" x 9.0" (826 x 356 x 229 mm)

For full specifications, thumb your way to the INDEX page 174.

20 MULTICOLOR ILLUMINATION OPTIONS
PLUS 19 DYNAMIC ILLUMINATION PATTERNS

DUAL ROW LED LIGHT BAR

LARGE STORAGE COMPARTMENT w/USB CHARGING PORT

IPX5* RATED MULTI FUNCTION
REMOTE CONTROL

WIRELESS RF REMOTE CONTROL
FOR LED LIGHTS

(2) .375" THREADED INSERTS FOR MOUNTING ACCESSORIES



ATV SOUND SYSTEMS

MULTICOLOR ILLUMINATION OPTIONS

DUAL ROW LED LIGHT BAR

LARGE STORAGE COMPARTMENT 
w/USB CHARGING PORT

HEAVY DUTY MOUNTING STRAPS

IPX5* RATED MULTI FUNCTION
REMOTE CONTROL

IN-LINE MULTI-FUNCTION 
CONTROL

WIRELESS RF REMOTE CONTROL
FOR LED LIGHTS

(2) .375" THREADED INSERTS 
FOR MOUNTING ACCESSORIES

CIGARETTE LIGHTER
POWER ADAPTOR

For full specifications, thumb your way to the INDEX page 174.
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A L L -T E R R A I NMULTICOLOR ILLUMINATION OPTIONS

HEAVY DUTY MOUNTING STRAPS

WIRELESS RF REMOTE CONTROL
FOR LED LIGHTS

CHARGING PLUG ADAPTER

ATVB95LED
700 Watts | Bluetooth® (AUDIO STREAMING)
AMPLIFIED ALL-TERRAIN SOUND SYSTEM
Featuring LED Light Bar, Large Front Storage 
Compartment, and 8" (203 mm) Marine Speakers,  
and 1.5" (38 mm) Weatherproof Tweeters

Dimensions: 32.68" x 13.38" x 9.25" (830 x 340 x 235 mm)

ATV85B
700 Watts | Bluetooth® (AUDIO STREAMING)
AMPLIFIED ALL-TERRAIN SOUND SYSTEM
Featuring 8" Marine Speakers, and 1.5" Waterproof 
Tweeters, and Includes Built-In Internal Amplifier

Dimensions: 31.625" x 13.15" x 9.0" (803 x 334 x 229 mm)

ATV8BRGB
450 Watts | Bluetooth® (AUDIO STREAMING)
AMPLIFIED ALL-TERRAIN SOUND SYSTEM
Featuring 8" Marine Speakers and 1.5" Waterproof 
Tweeters, and Includes Built-In Internal Amplifier

Dimensions: 29.4" x 12.2" x 8.7" (747 x 310 x 222 mm)

ATV65BRGB
450 Watts | Bluetooth® (AUDIO STREAMING)
AMPLIFIED ALL-TERRAIN SOUND SYSTEM
Featuring 6.5" Marine Speakers, 1" Tweeters,  
and Multicolor Illumination Options

Dimensions: 26" x 10.75" x 7.25" (660.4 x 273 x 184.2 mm)



BUILT-IN
AMPLIFIER

ATV SOUND SYSTEMS

152

ATV30BRGB
450 Watts
Bluetooth® (AUDIO STREAMING) 
AMPLIFIED ALL-TERRAIN SOUND SYSTEM
Featuring Multicolor Illumination Options
Plus 6.5" (165 mm) Marine Speakers  
and 1.5" (38 mm) Weatherproof Tweeters
Dimensions:  28.54" x 11.81" x 7.87" (725 x 300 x 200 mm)

For full specifications, thumb your way to the INDEX page 174.

20 MULTICOLOR ILLUMINATION OPTIONS
PLUS 19 DYNAMIC ILLUMINATION PATTERNS

IN-LINE MULTI-FUNCTION 
CONTROL

WIRELESS RF REMOTE CONTROL
FOR LED LIGHTS



ATV SOUND SYSTEMS

WIRELESS RF REMOTE CONTROL
FOR LED LIGHTS

MULTICOLOR ILLUMINATION OPTIONS

ATTACHABLE CARRY HANDLE

HEAVY DUTY MOUNTING STRAPS

HEAVY DUTY MOUNTING STRAPS

HEAVY DUTY MOUNTING STRAPS

AC/DC CHARGER

AUX CABLE

CHARGING PLUG ADAPTER

CHARGING PLUG ADAPTER

CHARGING PLUG ADAPTER

For full specifications, thumb your way to the INDEX page 175.
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A L L -T E R R A I N

ATV25B
450 Watts | Bluetooth® (AUDIO STREAMING)
AMPLIFIED ALL-TERRAIN SOUND SYSTEM
Featuring 6.5" Marine Speakers, and 1.5" Waterproof 
Tweeters, and Includes Built-In Internal Amplifier
Dimensions: 26.75"x 10.82" x 7.80" (680 x 275 x 198 mm)

UTV4B
Bluetooth® (AUDIO STREAMING)
AMPLIFIED ALL-TERRAIN SOUND SYSTEM
Featuring 4" (102 mm) Marine Speakers, and 1" Waterproof 
Tweeters, and Includes Built-In Internal Amplifier
Dimensions: 23.5"x 7.5" x 5" (597 x 191 x 127 mm)

UTV4BRGB
Bluetooth® (AUDIO STREAMING)
AMPLIFIED ALL-TERRAIN SOUND SYSTEM
Featuring Multi-Color Illumination Options
PLUS 4" (102 mm) Marine Speakers and 1" Waterproof 
Tweeters With Built-In Amplifier
Dimensions: 23.5"x 7.5" x 5" (597 x 191 x 127 mm)

ATV6.5B
450 Watts | Bluetooth® (AUDIO STREAMING)
AMPLIFIED ALL-TERRAIN SOUND SYSTEM
Featuring 6.5" Marine Speakers  
and 1" Weatherproof Tweeters
Dimensions: 25.6" x 10.6" x 7.44" (650 x 268 x 189 mm)

ATVB6.5R
450 Watts | Bluetooth® (AUDIO STREAMING)
PORTABLE AMPLIFIED ALL-TERRAIN SOUND SYSTEM
Featuring 6.5" Marine Speakers and 1" Tweeters 
and Built-In Battery
Dimensions: 26" x 10.75" x 7.25" (660.4 x 273 x 184.2 mm)



BUILT-IN
AMPLIFIER

AMPLIFIED SOUND BARS

154

BRT37SLR
Bluetooth® (AUDIO STREAMING) 
37" AMPLIFIED SOUND BAR
Featuring: 
Built-In Class A/B Amplifier
Multicolor Illumination Options
USB Charging
AUX input 
Mounts on 1.75" - 2.0" (44 - 51 mm) Bars
Dimensions:  37.2" x 3.70" x 3.29" (945 x 94 x 83.5 mm)

For full specifications, thumb your way to the INDEX page 176.

MULTICOLOR ILLUMINATION OPTIONS WIRELESS 
RF REMOTE 
CONTROL



SOUND BARS

MULTICOLOR ILLUMINATION OPTIONS

MULTICOLOR ILLUMINATION OPTIONS

WIRELESS 
REMOTE 

CONTROL

WIRELESS 
REMOTE 

CONTROL

WIRELESS 
REMOTE 

CONTROL

WIRELESS 
REMOTE 

CONTROL

For full specifications, thumb your way to the INDEX page 176.
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SO
U
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D

BA
RS

WIRELESS RF 
REMOTE CONTROL
FOR ILLUMINATION

WIRELESS RF 
REMOTE CONTROL
FOR ILLUMINATION

BRT36RGB
Bluetooth® (AUDIO STREAMING)
36" AMPLIFIED SOUND BAR
Featuring: 
Built-In Class A/B Amplifier
Multicolor Illumination
USB Charging
AUX input 
Mounts on 1.75" - 2.0" (44 - 51 mm) Bars
Dimensions: 35.8" x 3.74" x 4.88" (910 x 95 x 124 mm)

BRT26RGB
Bluetooth® (AUDIO STREAMING)
26" AMPLIFIED SOUND BAR
Featuring: 
Built-In Class A/B Amplifier
Multicolor Illumination
USB Charging
AUX input 
Mounts on 1.75" - 2.0" (44 - 51 mm) Bars
Dimensions: 26" x 3.74" x 4.88" (660 x 95 x 124 mm)

BRT26A
Bluetooth® (AUDIO STREAMING)
26" AMPLIFIED SOUND BAR
Featuring: 
Built-In Class A/B Amplifier
USB Charging
AUX input 
Mounts on 1.75" - 2.0" (44 - 51 mm) Bars
Dimensions: 26" x 3.74" x 4.88" (660 x 95 x 124 mm)

BRT36A
Bluetooth® (AUDIO STREAMING)
36" AMPLIFIED SOUND BAR
Featuring: 
Built-In Class A/B Amplifier
USB Charging
AUX input 
Mounts on 1.75" - 2.0" (44 - 51 mm) Bars
Dimensions: 35.8" x 3.74" x 4.88" (910 x 95 x 124 mm)



BUILT-IN
AMPLIFIER

AMPLIFIED SOUND BARS

156

For full specifications, thumb your way to the INDEX page 176.

BRT25SLR
Bluetooth® (AUDIO STREAMING) 
25" AMPLIFIED SOUND BAR
Featuring: 
Built-In Class A/B Amplifier
Multicolor Illumination
USB Charge
AUX input 
Mounts on 1.75" - 2.0" (44 - 51 mm) Bars
Dimensions:  24.02" x 3.7" x 3.29" (610 x 94 x 83.5 mm)

MULTICOLOR ILLUMINATION OPTIONS WIRELESS 
RF REMOTE 
CONTROL



SOUND BARS

For full specifications, thumb your way to the INDEX page 177.
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MULTICOLOR ILLUMINATION OPTIONS

MULTICOLOR ILLUMINATION OPTIONS

BLUETOOTH® IPX5* REMOTE
CONTROLLER INCLUDED

WIRELESS 
REMOTE 

CONTROL

REMOTE CONTROLLER 
ADJUSTABLE CAGE 

MOUNTING BRACKET 
INCLUDED

WIRELESS RF 
REMOTE CONTROL

REMOTE CONTROLLER
RUBBER PROTECTIVE

CASE INCLUDED

BRT18RGB
Bluetooth® (AUDIO STREAMING)
18" AMPLIFIED SOUND BAR
Features Built-In Class A/B Amplifier  
and Multicolor Illumination Options

Dimensions: 18" x 3.74" x 4.88" (458 x 95 x 124 mm)

BRT17SLR
Bluetooth® (AUDIO STREAMING)
17" AMPLIFIED SOUND BAR
Features Built-In Class A/B Amplifier  
and Multicolor Illumination Options

Dimensions: 17.32" x 3.70" x 3.29" (440 x 94 x 83.5 mm)

BRT18A
Bluetooth® (AUDIO STREAMING)
18" AMPLIFIED SOUND BAR
Features Built-In Class A/B Amplifier 

Dimensions: 18" x 3.74" x 4.88" (458 x 95 x 124 mm)

BRRC27
Bluetooth® (AUDIO STREAMING)
27" AMPLIFIED SOUND BAR
Features Built-In Class D Amplifier,
Bluetooth® Controller, and Built-In Dome Light

Dimensions: 27" x 4.98" x 5.55" (686 x 126.5 x 141 mm)

WIRELESS 
REMOTE 

CONTROL

WIRELESS RF 
REMOTE CONTROL
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MARINE GRADE 2-WAY FULL RANGE PERFORMANCE LOUDSPEAKER SYSTEMS

159

For full specifications, thumb your way to the INDEX page 173.

MRGB65B
200 Watts
6.5" (165 mm) MARINE 2-WAY  
FULL RANGE SPEAKER SYSTEM
Featuring Multicolor Illumination Options 
and Wireless RF Remote Control

WIRELESS RF 
REMOTE CONTROL

MULTICOLOR ILLUMINATION OPTIONS

SPEA
K

ERS
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For full specifications, thumb your way to the INDEX page 173.

SPEAKER POD SYSTEMS

B82ABT
850 Watts
8" (203 mm) 2-WAY AMPLIFIED MARINE 
GRADE ROLL CAGE/WAKETOWER  
SPEAKER PODS
Featuring: 
Bluetooth® Controller and Built-In Amplifier
Mounts on 1.5" - 3" (38 - 76 mm) O.D. Bars
Dimensions: 9.8" x 11.57" x 12.72"  
     (249 x 294 x 323 mm)

INCLUDES WIRED
BLUETOOTH® CONTROLLER



For full specifications, thumb your way to the INDEX page 173.

SPEAKER POD SYSTEMS
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SPEA
K

ER PO
D

S
B62ABT
750 Watts
6.5" (165 mm) 2-WAY AMPLIFIED MARINE
GRADE ROLL CAGE/WAKETOWER SPEAKER PODS 
Featuring: Bluetooth® Controller and Built-In Amplifier
Dimensions: 8.54" x 9.37" x 11.18" (217 x 238 x 284 mm)

B6ABT
750 Watts
6.5" (165 mm) 2-WAY AMPLIFIED MARINE
GRADE ROLL CAGE/WAKETOWER SPEAKER PODS 
Featuring: Bluetooth® and a Built-In Amplifier
Dimensions: 9.84" x 7.17" x 7.32" (250 x 182 x 186mm)

B62RGB
750 Watts
6.5" (165mm) 2-WAY AMPLIFIED MARINE GRADE
ROLL CAGE/WAKETOWER SPEAKER PODS
Featuring: Bluetooth® Controller and Built-In Amplifier  
with Multicolor and Multipattern Illumination Options
Dimensions: 8.54" x 9.37" x 11.18" (217 x 238 x 284 mm)

B6RGB
750 Watts
6.5" (165mm) 2-WAY AMPLIFIED MARINE GRADE
ROLL CAGE/WAKETOWER SPEAKER PODS
Featuring: Bluetooth® and a Built-In Amplifier 
with Multicolor and Multipattern Illumination Options
Dimensions: 9.84" x 7.17" x 7.32" (250 x 182 x 186 mm)

INCLUDES WIRED
BLUETOOTH® CONTROLLER

INCLUDES WIRED
BLUETOOTH® CONTROLLER

MULTICOLOR ILLUMINATION 
OPTIONS

MULTICOLOR ILLUMINATION 
OPTIONS

WIRELESS RF  
REMOTE CONTROL

WITH KEYCHAIN TAG

WIRELESS RF  
REMOTE CONTROL

WITH KEYCHAIN TAG

BM40AMPBT
400 Watts
4" (102 mm) 2-WAY MARINE
WAKETOWER/UTV ROLL BAR SPEAKERS
Mounts on 1.25" - 2" (32 - 51 mm) O.D. Bars
Dimensions: 7.4" x 7.2" x 5.4" (188 x 183 x 137 mm)

INCLUDES WIRED
BLUETOOTH® CONTROLLER
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For full specifications, thumb your way to the INDEX page 172.

LOW PROFILE AMPLIFIED MARINE WEATHERPROOF SUBWOOFER

BPS80
800 Watts
8" (203 mm) LOW PROFILE AMPLIFIED MARINE
WEATHERPROOF UNDERSEAT SUBWOOFER
Featuring: Remote Subwoofer Control and Built-In Amplifier
Dimensions: 10.25" x 14.375" x 3.0" (260 x 365 x 76 mm)

REMOTE SUBWOOFER 
CONTROL



BPS4B
500 High Output
BLUETOOTH® | 4-CHANNEL
ALL-TERRAIN AMPLIFIER SYSTEM
with Illuminated Multi-Function Controller

Dimensions:  6.5" x 5.2" x 1.7" (165 x 133 x 42 mm)

MC900B
500 High Output
BLUETOOTH® | 4-CHANNEL
ALL-TERRAIN AMPLIFIER SYSTEM
with Illuminated Multi-Function Controller

Dimensions:  1.75" x 6.6" x 3.8" (44.5 x 168 x 96.5 mm)

For full specifications, thumb your way to the INDEX pages 142 & 172.

4-CHANNEL ALL-TERRAIN AMPLIFIER SYSTEM
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ILLUMINATED MULTI-FUNCTION 
REMOTE CONTROLLER

ILLUMINATED MULTI-FUNCTION 
REMOTE CONTROLLER
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FULL COLOR SPECTRUM
AND CUSTOMIZABLE EFFECTS

EASY TO USE  
ILLUMINATION CONTROL APP

EASY INSTALLATION

QUICK 
CONNECT

DISCONNECT
FEATURE

360º FULL COLOR SPECTRUM CHASING WHIPS

XP2
24" 360º RGB CHASING WHIP
Features Illumination Control App for Fully 
Customizable Colors, Patterns, and Effects

XP6
72" 360º RGB CHASING WHIP
Features Illumination Control App for Fully 
Customizable Colors, Patterns, and Effects

XP4
48" 360º RGB CHASING WHIP
Features Illumination Control App for Fully 
Customizable Colors, Patterns, and Effects

BAFLG1
BOSS AUDIO SYSTEMS FLAG

Dimensions: 1" x 12" (406 x 305 mm)



20 COLOR
COMBINATIONS

WIRELESS RF
REMOTE CONTROL

EASY INSTALLATION

QUICK 
CONNECT

DISCONNECT
FEATURE
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W
H

IPS
360º FULL COLOR SPECTRUM WHIPS

WP2
24" 360º RGB WHIP
Features 20 Color Combination  
and 15 Brightness Levels

WP6
72" 360º RGB WHIP
Features 20 Color Combination  
and 15 Brightness Levels

WP4
48" 360º RGB WHIP
Features 20 Color Combination  
and 15 Brightness Levels

WPYA
LED WHIPS Y ADAPTER
Allows Two WP series Whips  
to SYNC RGB 
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COMPLETE POLARIS® RZR® 5-SPEAKER AUDIO SYSTEM

BPRZR5L
IPX6 RATED 1000 WATT TRUE PLUG-N-PLAY
COMPLETE POLARIS® RZR® 5 SPEAKER AUDIO SYSTEM
Featuring: 5" (127 mm) Bluetooth® Touchscreen 
Digital Media Player, (4) 100 Watt 6.5" (165 mm) 
Amplified Full Range Speakers with Multicolor 
Illumination Options, and (1) 600 Watt 10" (254 mm) 
Subwoofer Enclosure
Fits: 2014 + RZR 900S, XP 1000  
and Turbo (2 and 4 Seat Models)  
Not Compatible with RIDE COMMAND

WIRELESS RF  
REMOTE CONTROL

WITH KEYCHAIN TAG

MRANT10
MARINE DIPOLE 

ANTENNA

MUSB35
UNIVERSAL USB / 3.5 mm

AUXILIARY INTERFACE MOUNT

MULTICOLOR ILLUMINATED SPEAKERS



BPRZR5
IPX6 RATED 1000 WATT TRUE PLUG-N-PLAY
COMPLETE POLARIS® RZR® 5 SPEAKER AUDIO SYSTEM
Features 5" (127 mm) Bluetooth® Touchscreen 
Digital Media Player, (4) 100 Watt 6.5" (165 mm) 
Amplified Full Range Speakers, and (1) 600 Watt 10" 
(254 mm) Subwoofer Enclosure
Kit fits: 2014 and up RZR 900S, 1000  
and Turbo (2 and 4 seat models)
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COMPLETE POLARIS® RZR® 5-SPEAKER AUDIO SYSTEM

MRANT10
MARINE DIPOLE 

ANTENNA

MUSB35
UNIVERSAL USB / 3.5 mm

AUXILIARY INTERFACE MOUNT
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HARLEY DAVIDSON SADDLEBAG SPEAKER KIT

BHD98
HARLEY DAVIDSON SADDLEBAG SPEAKER KIT
Fits Select 1998-2013 Harley Davidson Road Glide 
and Street Glide Motorcycles
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HARLEY DAVIDSON SADDLEBAG SPEAKER KIT

BHD14
HARLEY DAVIDSON SADDLEBAG SPEAKER KIT
Fits Select 2014+ Harley Davidson Road Glide  
and Street Glide Motorcycles
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BHD3F
HARLEY DAVIDSON FRONT SYSTEM
Fits: Select 1998+ Harley Davidson Road Glide
and Street Glide Motorcycles
• Rubber Surround
• Poly Injection Cone
• Stamped Steel Basket
• 1” (25 mm) Dome Tweeter
• 4 Channel Class D Amplifier
• (2) 150 Watts 2-WAY Weatherproof Loudspeakers
• SPEAKER GRILLE SET OPTIONS - (2) 98-2013 ELECTRA,  
  (2) 2014+ STREET GLIDE, (2) 2015+ ROAD GLIDE
• Amplifier Mounting Plate

HARLEY DAVIDSON FRONT SYSTEM

HARLEY DAVIDSON STAGE KIT



BPS1RS
BLUETOOTH®  |  AUDIO RECEIVER
Featuring: Rocker Switch Dimensions

Direct Fit for Carling Switch Profile  
(cut-out: 0.85" x 1.45"/22 x 37 mm)

BP8K
8 GAUGE  |  AMPLIFIER INSTALLATION KIT
Includes:   
20 ft. 8 GA Matte Green Power Cable
3 ft. 8 GA Matte Black Ground Cable
MAXI Fuse Holder + 50A Fuse
20 ft. High Performance RCA Interconnect
30 ft. 18 GA Matte Green + Matte Black Speaker Cable
6 ft. Black Split Loom Tubing
16 ft. 18 GA Blue Turn-On Wire
(2) Red Gold-Plated Ring Terminals
(2) Black Gold-Plated Ring Terminals
(1) Red Gold-Plated Spade Terminal
(1) Black Gold-Plated Spade Terminal
(10) Black 4" Cable Ties

BPLCAM
REAR-VIEW MOTORCYCLE  
LICENSE PLATE MOUNT CAMERA
Featuring Hidden Mounting Bracket

Dimensions (overall L x W x H):  
5.71" x 0.87" x 0.87" (145 x 22.1 x 22.1 mm)

POLCAM
UNIVERSAL OFF-ROAD FRONT OR REAR-VIEW CAMERA
Compatiable with Plug N Play  
Polaris® RZR Ride Command™
Universal Video Input Adapter and Polaris  
JST OEM Connector also included

Dimensions (overall H x D x W): 
1.7" x 7.8" x 4.6" (43.5 x 197.4 x 116.0 mm)
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GAUGE RECEIVERS AMPLIFIED 
SUBWOOFER

ALL-TERRAIN 
AMPLIFIER

MGV550B

MGV520B

BPS80
BPS4B

PLAYBACK

Bluetooth v5.0 w/Simple Pairing • •

MP3/WMA

MP3 • •

Bluetooth® Audio Streaming • •

INPUTS & OUTPUTS
USB Port • •

USB Charging (1A)* • •

SD Port

Aux-In • •

Compatible with Audio Output of iPod®/iPhone®, Smartphones and MP3 players • •

Video Input • •

Front & Rear Camera Inputs • •

Rear Camera Input

Front, Rear, Sub Pre-Amp Outputs • •

Front & Rear Pre-Amp Outputs

Rear Pre-Amp Outputs

Pre-Amp Outputs (1 pair)

GENERAL

BLUETOOTH® Hands-Free

Illuminated Soft Touch Buttons • •

Accessory Button - Turn On/Off Accessories (Lightbars, LED Whips, etc.) • •

Cutout Diameter: xx" / xx mm 3.55" / 90 mm 3" / 76 mm

2 Channel

4 Channel • •

NOAA Weather Band Tuner

IPXx-Rated (Water-Resistant / Dustproof) 6 6

Conformal Coated PCB • •

UV Protected Front Panel

x'' TFT LCD Color Display 5" 3"

Switchable US & Europe Tuner  Frequencies • •

AM/FM Receiver • •

Multicolor Illumination •

Zero Current Draw Memory (Retains memory if battery is disconnected) • •

Radio Preset Memory (Retains Memory if Battery is Disconnected)

Update via USB

Watts x 4 Channels 60 60

FEATURES

Foam Surround

Rubber Surround

Polypropylene Cone 

Aluminum Cone

High Temperature Voice Coils

High Performance Voice Coils

RCA Low Level Input •

Push Terminals 

Low Profile •

Built-In Amplifier •

RCA & Speaker Level Inputs

Low Pass Filter 50-150Hz

Bass Boost

Variable Bass Boost 0 to +12dB

Fuse Rating 20A

Phase Control •

Thermal, Short & Overload Protection Circuits •

Remote Subwoofer Control •

High Level Input •

Green LED Power Status Indicator •

Red LED Protect Status Indicator •

Phase Selector Switch 0 or 180°

Soft Delay Remote Turn-On •

SPECIFICATIONS

Max Power: xxx Watts 800

Nominal Impedance: xΩ 4

Sensitivity (1 W/1 m):   xx dB 6

Adjustable Input Sensitivity (90mV-4V)  
High Level: 0.4V  Low 

Level: 90mV

Frequency Response 20Hz-150Hz

Signal-to-Noise Ratio >68dB

THD <0.5%

Dimensions 10.2" × 14.4" ×3" 
(260 × 365 × 76 mm)

PLAYBACK

Bluetooth® Audio Streaming Stream and Control 
your Favorite Music APPs

•

Easy Pairing w/Auto Reconnect •

INPUTS & OUTPUTS

USB Port

USB Charging (1A)* •

SD Port

Aux-In •

Compatible with Audio Output of iPod®/iPhone®, 
Smartphones and MP3 players

•

RCA In/Out •

GENERAL

BLUETOOTH® Hands-Free

Slim Compact Footprint •

Illuminated Multi-function Remote with Multi-
Mount System: Surface Mount, or Flush Mount

•

Weather Resistant •

2 Channel

4 Channel •

Full-Range, Class A/B •

x Ohm Stable 4Ω

Conformal Coated PCB •

20 ft Remote Cable •

For all 12 V Applications •

Thermal, Short & Overload Protection Circuits •

DIMENSIONS

Dimensions 6.5" x 5.2" x 1.7"  
(165 x 133 x 42 mm)



 FEATURES

All -Terrain System • • • • • •

2-Way System • • • • • • •

Full-Range Class-D Amplifier • • • • • •

Resin Treated Cloth Surround |  
Polypropylene Cone | Composite Basket

•

Compatible w/Audio Output of iPod®/iPhone®, 
Smartphones, and MP3 Players

• • • • • •

xx mm  High Power Speakers 8" / 203 mm 6.5" / 165 mm 6.5" / 165 mm 6.5" / 165 mm 6.5" / 165 mm 4" / 102 mm 6.5" / 165 mm

xx mm  Tweeter 1" / 25 mm

xx mm  Dome Tweeter 1" / 25 mm Dome 1" / 25 mm Dome 1" / 25 mm Dome 1" / 25 mm Dome 1" / 25 mm Dome 1" / 25 mm Dome

IPXx Rated 5 5 5 6 6 5

Wireless RF Remote Control • • •

Wireless Remote Control

Auto Shut Off: Vehicle Low Battery Detection • • • • • •

Multicolor Illumination Options • • •

Multi Pattern Illumination Options • • •

Swivel Metal Clamp System 1.5" (38 mm) -  
3" (76 mm) O.D.

1.5" (38 mm) -  
3" (76 mm) O.D.

1.5" (38 mm) -  
3" (76 mm) O.D.

1.5"-1.75" + 1.89"-2" O.D. 
38-44.5mm + 48-51mm O.D.

1.5"-1.75" + 1.89"-2" O.D. 
38-44.5mm + 48-51mm O.D.

1.25" (32 mm) - 2" (51 mm) 
O.D. (Non-Swivel)

Low Profile Dual-Strap Swivel Clamps Sizes:

SPECIFICATIONS

Max Power: xxx W 600 750 750 750 750 500 200

Nominal Impedance: xΩ 4Ω 4Ω 4Ω 4Ω 4Ω 4Ω 4Ω

Frequency Response: xx Hz- xx kHz 45Hz- 20kHz 45Hz- 20kHz 45Hz- 20kHz 140Hz-20 kHz 140Hz- 20kHz 45Hz-20 kHz 70Hz-20 kHz

System Sensitivity (1 W/1 m):   xx dB 89 89 89 93 93 89 88

WIRED BLUETOOTH® MFC FEATURES

Bluetooth® v5.0 w/Simple Pairing • • • • • •

Bluetooth® Audio & Control (A2DP & AVRCP) • • • • • •

Stream and Control your Favorite Music APPs • • • • • •

3.5mm Aux-In • • • • • •

Illuminated Soft Touch Controls • • • •
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 FEATURES
Fully Marinized • • • • • •

Bluetooth® Audio Streaming • • • • • •

In-line Multi-function Control • • • •

Easy Pairing with Auto Re-connect • • • • • •

Compatible w/Audio Output of iPod®/iPhone®, 
Smartphones, and MP3 Players

• • • • • •

LED Light Bar with On/Off Control

Dual Row LED Light Bar • •

Waterproof Polypropylene Cone • • • •

Waterproof Poly Injection ConeWaterproof Poly Injection Cone • •

High Performance Tweeters Soft Dome Soft Dome • Soft Dome • Soft Dome Diaphragm

Aux-In • • Detachable Aux Cable • Detachable Aux Cable •

Built-in USB Charging (1A) • •

Plug and Play for Easy Installation • • • • • •

Large Front Storage Compartment • •

Includes (x) Heavy Duty Straps with Velcro®  
for any Mounting Position

4 4 2 4 2 4

Speakers Powered by High Performance 
Internal Amplifier

• • • • • •

Max Power: xxx W 700 700 450 700 450 450

Ideal for Outdoors and Recreational Use • •

Ideal for ATV/UTV • • • •

Class A/B Amplifier • • • •

Class D Amplifier • •

MULTI-FUNCTION CONTROL FEATURES
IPXx-Rated 5 5 5 5 5 5

Illuminated Controls • • • •

Soft Touch Buttons • • • •

Controls Power,Track, Volume & LED Bar • • • •

Remote Control for LED Lights • • • •

20 Multi-color Illumination Options • • • •

19 Dynamic Illumination Patterns • • • •

Speed and Brightness Controls • • • •

Accessory Button - Turn On/Off Accessories  
(Lightbars, LED Whips, etc.)

ATV TUBES
ATV95LRGB

ATVB95LED

ATV8BRGB

ATV85B

ATV65BRGB

ATV30BRGB



 FEATURES
Fully Marinized • • • • •

Bluetooth® Audio Streaming • • • • •

In-line Multi-function Control •

Easy Pairing with Auto Re-connect • • • • •

Compatible w/Audio Output of iPod®/iPhone®, 
Smartphones, and MP3 Players

• • • • •

LED Light Bar with On/Off Control

Dual Row LED Light Bar

Waterproof Polypropylene Cone • • • •

Waterproof Poly Injection ConeWaterproof Poly Injection Cone •

High Performance Tweeters • • Soft Dome • •

Aux-In Detachable Aux Cable Detachable Aux Cable • Detachable Aux Cable Detachable Aux Cable

Built-in USB Charging (1A)

Plug and Play for Easy Installation • • • • •

Large Front Storage Compartment

Includes (x) Heavy Duty Straps with Velcro®  
for any Mounting Position

2 2 4 2 2

Speakers Powered by High Performance 
Internal Amplifier

• • • • •

Speakers Powered by Internal Amplifier • • • •

Max Power: xxx W 450 450 450 350 350

Ideal for Outdoors and Recreational Use •

Ideal for ATV/UTV • • • • •

Class A/B Amplifier • • • •

Class D Amplifier •

MULTI-FUNCTION CONTROL FEATURES
IPXx-Rated 5 5 5 5 5

Illuminated Controls •

Soft Touch Buttons •

Controls Power,Track, Volume & LED Bar •

Remote Control for LED Lights •

20 Multi-color Illumination Options •

19 Dynamic Illumination Patterns •

Speed and Brightness Controls •

Accessory Button - Turn On/Off Accessories  
(Lightbars, LED Whips, etc.)
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SOUND BARS
BRT37SLR

BRT36RGB

BRT36A

BRT26RGB

BRT26A

BRT25SLR

 FEATURES
All-Terrain System • • • • • •

Full-Range, Class A/B Amplifier • • • • • •

Full-Range, Class D Amplifier

IPXx-Rated (Weatherproof/Dustproof) 5 5 5 5 5 5

Compatible w/Audio Output of iPod®/iPhone®, 
Smartphones, and MP3 Players

• • • • • •

(4) x" High Power Speakers + (2) 1" Soft Dome 
Tweeters

4" 4" 3"

(6) x" High Power speakers + (2) 1" Soft Dome 
Tweeters

4" 4"

(8) x" High Power Speakers + (2) 1" Titanium Horn 
Loaded Tweeters

3"

Built-in LED Dome Light

Aluminum Enclosure w/Internal H.D.S.  
(Heat Dissipation System)

• • • • • •

Connectivity for Multiple RIOT/REFLEX Systems

Aux-In 3.5 mm 3.5 mm 3.5 mm 3.5 mm 3.5 mm 3.5 mm

20 Multicolor Illumination Options • • • •

20 Dynamic Illuminations Patterns • • • •

Multi-Fit Clamp System (1.75"  44 mm, 2"/ 51 mm O.D.) 3 pcs. 3 pcs. 3 pcs. 2 pcs. 2 pcs. 2 pcs.

Zero Standby Current Draw & Auto Shut-off

USB Port • • • • • •

USB Charging (1A)* • • • • • •

Max Power: xxx W 500 500 500 500 500 500

RCA Outputs • • •

Built-in DSP with Preset EQs • • • • •

Multicolor Illumination • • • •

Illuminated Soft Touch Controls • • • • • •

Soft Touch Controls

Wireless Remote Control • •

Wireless RF Remote Control for Illumination • • • •

WIRED BLUETOOTH® MFC FEATURES
Bluetooth® w/Simple Pairing BT 5.0 BT 5.0 BT 5.0 BT 5.0 BT 5.0 BT 5.0

Bluetooth® Audio & Control (A2DP & AVRCP) • • • • • •

Stream and Control your Favorite Music APPs • • • • • •

USB Charging (1A) • • • • • •

3.5mm Aux-In • • • • • •

Dome Light Controls
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SOUND BARS
IN

DEX
BRRC27

BRT18RGB

BRT18A

BRT17SLR

 FEATURES
All-Terrain System • • • •

Full-Range, Class A/B Amplifier • • •

Full-Range, Class D Amplifier •

IPXx-Rated (Weatherproof/Dustproof) 5 5 5 5

Compatible w/Audio Output of iPod®/iPhone®, Smartphones, and MP3 Players • • • •

(4) x" High Power Speakers + (2) 1" Soft Dome Tweeters (2) 4" (2) 4" (2) 3"

(6) x" High Power Speakers + (2) 1" Titanium Horn Loaded Tweeters [6] 3"

Built-in LED Dome Light •

Aluminum Enclosure w/Internal H.D.S.  
(Heat Dissipation System)

• • • •

Connectivity for Multiple BOSS Audio Systems Sound Bar Units •

Aux-In 3.5 mm 3.5 mm 3.5 mm 3.5 mm

20 Multicolor Illumination Options • •

20 Dynamic Illuminations Patterns • •

Multi-Fit Clamp System (1.75"  44 mm, 2"/ 51 mm O.D.) • • • •

Zero Standby Current Draw & Auto Shut-off •

2V Pre-Amp Output •

USB Port • • •

USB Charging (1A)* • • •

Max Power: xxx W 500 500 500 500

RCA Outputs • • •

Built-in DSP with Preset EQs • • • •

Multicolor Illumination • •

Illuminated Soft Touch Controls • • • •

Soft Touch Controls

Wireless Remote Control •

Wireless RF Remote Control for Illumination • •

WIRED BLUETOOTH® MFC FEATURES
Bluetooth® w/Simple Pairing BT 4.1 BT 5.0 BT 5.0 BT 5.0

Bluetooth® Audio & Control (A2DP & AVRCP) • • • •

Stream and Control your Favorite Music APPs • • • •

3.5mm Aux-In • • • •

Dome Light Controls •
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