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Caution

1

Disclaimer
     By installing this product onto your vehicle, you assume all risk and liability associated 
with its use.

     GDP Tuning, LLC. is not responsible for misuse of its products. By installing this prod-
uct, you release GDP Tuning, LLC. of any and all liability associated with its use.

    
     The purchaser and end user releases, indemnies, discharges and holds harmless GDP 
Tuning, LLC. from any and all claims, damages, causes of action, injuries, or expenses 
resulting from or relating to the use or installation of this product that is in violation of 
the terms and conditions on this page, the product disclaimer, and/or the product instal-
lation instructions. GDP Tuning, LLC. will not be liable for any direct, indirect, consequen-
tial, exemplary, punitive, statutory, or incidental damages or fines caused by the use or 
installation of this product.

Never work on a hot vehicle. Serious injury in the form of burns can result if the vehicle 
has been in use. Allow vehicle to cool prior to installation. Always wear eye protection 
when working on or under any vehicle.
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For Ford 2008-2010 Models
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Step 1
Route the purple and black wires from the SOTF switch through the firewall to the 
Intake Air Temperature Sensor (IAT) as shown in the pictures. Be sure to route the 
wires carefully, away from hot surfaces or moving parts. Also be sure to secure 
wires so they will not rub on any sharp edges.

Step 2
Unplug the sensor and carefully cut back approximately 1.5” of protective wire  
heathing. Be sure to not cut into the actual wires when removing the protective 
sheathing!
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Step 3
Connect the purple wire from the SOTF switch to the purple wire of the IAT sensor, and 
the black wire from the SOTF switch to the green/white-stripe wire of the IAT sensor. 
(The connector wires are colored and need to match the sensor wires  by color.)

Step 4
Connect the GDP plug to the factory male side plug. Make sure it fully snaps
into place for a sure connection.

Make sure your switch only has 4 clicks to the right, starting all the way from the left. 
This should give you your 5 tune positions. If you have too many right clicks, you will need 
to remove the switch knob and place the set pin washer into the correct groove. (Be-
tween the 7th and 8th slot). 


