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I N S T A L L A T I O N  I N S T R U C T I O N S

This Nitrous Outlet Gauge Pod Switch Panel is designed to fit commercially available 2-1/16” A-pillar gauge pods. If you need 
any assistance during installation or if you have questions about this Switch Panel, call our Tech Help Line at (254) 848-4300.

Tools Needed for Installation*:

• 9mm Deep Socket  • Drill  • Step Bit up to 11/126” 

*These are the tools required for installation of this kit on a stock vehicle. If your vehicle has aftermarket parts, other tools may be required. 

Step 1:
Install your gauge pod per manufacturer’s instructions. Install 
the switch panel in the empty pod using the following steps.

Step 2:
The switch panel will be shipped with the face panel installed 
on the harness. Remove the face panel by unscrewing the 
black switch covers. Using a 9mm deep socket, remove the 
purge button nut.

Step 3:
Drill an access hole at least 11/16” diameter in the A-pillar 
cover.
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Step 5:
Place the gauge pod over the switch end of the wiring 
harness with the backing plate in place.

Step 4:
Route the wiring harness through the drilled hole and down 
the A-pillar.

Step 6:
Place the face panel over the switches and install the switch 
covers and purge button nut. Only snug them in place, you 
will need to orient the panel after installing the gauge pod.

Step 7:
Install the gauge pod to the A-pillar. Turn the switch panel 
to the desired orientation and tighten the switch covers and 
purge button nut. The nut only needs to be hand tight.
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Step 8:
Connect the wiring using the diagram provided. Test the system and make sure your wiring is correct. With 
the key in the “ON” position turn on system arm, the solenoids should click. If they do not, something is wired 
incorrectly. If they do, then turn on the heater and see if it gets warm. Once everything is working correctly 
move to the next step.
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Step 9:
Once everything is connected, oriented, and working properly reinstall the A-pillar. 


