
  
 
 
   
 
 

 
 

Corvette Dual Billet Bottle Mount Plate 
 
Part # 00-33021 

I N S T A L L A T I O N   I N S T R U C T I O N S 

WWW.NITROUSOUTLET.COM 
IMPORTANT—All appropriate safety equipment (e.i., gloves, tools) must be used during the installation of this product(s). 

Nitro Dave's LLC accepts no responsibility for injuries resulting in the installation of any product(s). 1 

This Bottle Bracket Will come with 
enough epoxy to firmly secure the plate 
to the rear hatch of your Corvette. 
There are multiple configurations for 
bottle brackets which will be illustrated 
below. 

1. Remove the carpet/liner from 
the rear hatch. 

2. Using the supplied diagrams find 
the bolt pattern for your bottle 
brackets and install the supplied 
studs. 

3. Once you have the studs 
installed in the desired bolt 
pattern you can epoxy down the 
plate in the center of the rear 
hatch.  

4. Allow at least 30 minutes to an 
hour to dry before replacing the 
carpet or installing the bottles. 

5. Replace the carpet/liner in the rear 
hatch, you will need to make an 'X' 
where the studs hit the carpet to 
allow the studs to protrude and 
mount the bracket. 

If you have any questions call a Nitrous Outlet tech specialist @ 
866.648.7637 


