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IMPORTANT- ALL APPROPRIATE SAFETY EQUIPMENT (GLOVES, TOOLS ETC.) MUST BE USED DURING THE INSTALLATION OF THIS PRODUCT(S). NITRO DAVE’S LLC ACCEPTS NO 
RESPONSIBILITY FOR INJURIES RESULTING IN THE INSTALLATION OF ANY PRODUCT(S). NITROUS OXIDE IS FOR OFF-ROAD USE ONLY.
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WRAP AROUND STYLE MOTHER BOTTLE HEATER

WARNING
1.  NEVER HEAT BOTTLE WITHOUT BOTTLE VALVE OPEN.

2.  DO NOT USE WITHOUT AN IN-LINE NITROUS PRESSURE GAUGE, HEATER ELEMENT CAN OVER HEAT BOTTLE.

3.  NEVER TOUCH THE HEATER ELEMENT WHEN IT IS TURNED ON. THE SURFACE TEMPERATURE MAY REACH   
 TEMPERATURES AS MUCH AS 400 DEGREES.

4.  NEVER OPERATE YOUR HEATER UNLESS THE HEATING ELEMENT IS STRAPPED FIRMLY AROUND THE NITROUS  
 BOTTLE. FAILURE TO DO SO WILL RESULT IN ELEMENT BURN OUT. THIS IS NOT COVERED BY WARRANTY.

WITH PICK-UP TUBE
For best results on Mother Bottles that have a 
pick up tube the heater element will need to be 
installed at the top section of the bottle, right 
below the crown. 

WITHOUT PICK-UP TUBE
For best results on Mother Bottles that require 
being flipped up side down and do not have a 
pick up tube the heater element will need to be 
installed about 4” from the bottom of the bottle.

• Designed to plug into a 110 volt socket plug. 
• Great for use with a pump station or gravity feeding.


