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PUCK
BRAIDED HOSE &
HARD-LINE dry flow
jetting chart

Need jetting help?
Contact our Technical Support Team!

Phone: 254-848-4300 EXT. 111
Email: techsupport@nitrousoutlet.com
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WARNING: Cancer and
Reproductive Harm

www.p65Warnings.ca.gov

Attention: Jetting may vary from 
application to application. We strongly 
suggest tuning by reading spark plugs 
and with a wide band 02 sensor to make 
sure your air fuel mixture is correct. 
Horse Power numbers are a baseline 
numbers. Exact Horse Power numbers 
can be calculated by N2O PPH / 3.6=HP

puck
braided hose &
hard-line dry flow
jetting chart

GASOLINE: PUCK (BRAIDED HOSE) DRY FLOW
JETTING CHART .122 N2O & .177 FUEL SOLENOID

EST. N2O N20      EST.    N/F
 HP JET PPH FUEL PPH RATIO
50 .035  166  14   12:1
100 .052  389  32   12:1
150 .062  526  44   12:1
200 .073  706  59   12:1
250 .088  994   83    12:1
300 .099 1159  97    12:1
350 .110 1296  108    12:1
400 .136 1411  118    12:1

E85: PUCK (BRAIDED HOSE) DRY FLOW
JETTING CHART .122 N2O & .177 FUEL SOLENOID

EST. N2O N20      EST.    N/F
 HP JET PPH FUEL PPH RATIO
50 .035  166  15   12:1
100 .052  389  35   12:1
150 .062  526  48   12:1
200 .073  706  65   12:1
250 .088  994   91    12:1
300 .099 1159  107    12:1
350 .110 1296  119    12:1
400 .136 1411  130    12:1

ALCOHOL: PUCK (BRAIDED HOSE) DRY FLOW
JETTING CHART .122 N2O & .177 FUEL SOLENOID

EST. N2O N20      EST.    N/F
 HP JET PPH FUEL PPH RATIO
50 .035  166  16   12:1
100 .052  389  37   12:1
150 .062  526  51   12:1
200 .073  706  68   12:1
250 .088  994   95    12:1
300 .099 1159  112    12:1
350 .110 1296  124    12:1
400 .136 1411  136    12:1

GASOLINE: PUCK (HARD-LINE) DRY FLOW
JETTING CHART .122 N2O & .177 FUEL SOLENOID

EST. N2O N20      EST.    N/F
 HP JET PPH FUEL PPH RATIO
50 .035  173  14   12:1
100 .052  360  30   12:1
150 .062  518  43   12:1
200 .073  720  60   12:1
250 .088  950   79    12:1
300 .099 1123  94    12:1
350 .125 1303  109    12:1

E85: PUCK (HARD-LINE) DRY FLOW
JETTING CHART .122 N2O & .177 FUEL SOLENOID

EST. N2O N20      EST.    N/F
 HP JET PPH FUEL PPH RATIO
50 .035  173  15   12:1
100 .052  360  33   12:1
150 .062  518  47   12:1
200 .073  720  66   12:1
250 .088  950   87    12:1
300 .099 1123  103    12:1
350 .125 1303  120    12:1

ALCOHOL: PUCK (HARD-LINE) DRY FLOW
JETTING CHART .122 N2O & .177 FUEL SOLENOID

EST. N2O N20      EST.    N/F
 HP JET PPH FUEL PPH RATIO
50 .035  173  16   12:1
100 .052  360  35   12:1
150 .062  518  49   12:1
200 .073  720  69   12:1
250 .088  950   91    12:1
300 .099 1123  108    12:1
350 .125 1303  125    12:1
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