
Attention: Jetting may vary from 
application to application. We strongly 
suggest tuning by reading spark plugs 
and with a wide band 02 sensor to make 
sure your air fuel mixture is correct. 
Horse Power numbers are a baseline 
number. Exact Horse Power numbers can 
be calculated by N2O PPH / 3.6=HP

MOTHER puckER
braided hose &
hard-line dry flow
jetting chart

GASOLINE: MOTHER PUCKER (BRAIDED HOSE) DRY FLOW
JETTING CHART .178 N2O SOLENOID

EST. N2O N20      EST.    N/F
 HP JET PPH FUEL PPH RATIO
100 .050  367 31  12:1
150 .064  598 50  12:1
200 .076  749 62  12:1
250 .084  958 80  12:1
300 .092 1116 93 12:1
350 .100 1260 105 12:1
400 .106 1440  120  12:1
450 .118 1634  136 12:1
500 .132 1778  148 12:1
550 .150 1908  159 12:1

E85: MOTHER PUCKER (BRAIDED HOSE) DRY FLOW
JETTING CHART .178 N2O SOLENOID

EST. N2O N20      EST.    N/F
 HP JET PPH FUEL PPH RATIO
100 .050  367 34  12:1
150 .064  598 55  12:1
200 .076  749 68  12:1
250 .084  958 88  12:1
300 .092 1116 102 12:1
350 .100 1260 116 12:1
400 .106 1440  132  12:1
450 .118 1634  150 12:1
500 .132 1778  163 12:1
550 .150 1908  175 12:1

GASOLINE: MOTHER PUCKER (HARD-LINE) DRY FLOW
JETTING CHART .178 N2O SOLENOID

EST. N2O N20      EST.    N/F
 HP JET PPH FUEL PPH RATIO
100 .050  360 30  12:1
150 .064  569 47  12:1
200 .076  720 60  12:1
250 .084  878 73  12:1
300 .092 1087 91 12:1
350 .100 1289 107 12:1
400 .106 1447  121  12:1
450 .118 1620  135 12:1
500 .132 1807  151 12:1
550 .150 1879  157 12:1

E85: MOTHER PUCKER (HARD-LINE) DRY FLOW
JETTING CHART .178 N2O SOLENOID

EST. N2O N20      EST.    N/F
 HP JET PPH FUEL PPH RATIO
100 .050  360 33  12:1
150 .064  569 52  12:1
200 .076  720 66  12:1
250 .084  878 80  12:1
300 .092 1087 100 12:1
350 .100 1289 118 12:1
400 .106 1447  133  12:1
450 .118 1620  149 12:1
500 .132 1807  166 12:1
550 .150 1879  173 12:1
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NEED MORE JETS? VISIT NITROUSOUTLET.COM
305 S. 28th St.  |  Waco, TX 76710  |  sales@nitrousoutlet.com

(254) 848-4300JC8©N2O051520 

MOTHER PUCKER
BRAIDED HOSE &
HARD-LINE dry flow
jetting chart

ALCOHOL: MOTHER PUCKER (BRAIDED HOSE) DRY FLOW
JETTING CHART .178 N2O SOLENOID

EST. N2O N20      EST.    N/F
 HP JET PPH FUEL PPH RATIO
100 .050  367 36  12:1
150 .064  598 58  12:1
200 .076  749 71  12:1
250 .084  958 92  12:1
300 .092 1116 107 12:1
350 .100 1260 121 12:1
400 .106 1440  138  12:1
450 .118 1634  156 12:1
500 .132 1778  170 12:1
550 .150 1908  183 12:1
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WARNING: Cancer and
Reproductive Harm

www.p65Warnings.ca.gov

Need jetting help?
Contact our Technical Support Team!

Phone: 254-848-4300 EXT. 111
Email: techsupport@nitrousoutlet.com

ALCOHOL: MOTHER PUCKER (HARD-LINE) DRY FLOW
JETTING CHART .178 N2O SOLENOID

EST. N2O N20      EST.    N/F
 HP JET PPH FUEL PPH RATIO
100 .050  360 35  12:1
150 .064  569 54  12:1
200 .076  720 69  12:1
250 .084  878 84  12:1
300 .092 1087 105 12:1
350 .100 1289 123 12:1
400 .106 1447  139  12:1
450 .118 1620  155 12:1
500 .132 1807  174 12:1
550 .150 1879  181 12:1


