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1. PRODUCT INFORMATION   

1.1 GENERAL Wall and wood filler, suitable for repairing holes and cracks, even of 
considerable depth. 

1.2 PRODUCT IDENTIFICATION VERNICE STUCCO BIANCO 

1.3 SUPPLIER 

Vernice S.r.l. 
Via Maccaferri, 2/A; 40069 Zola Predosa (BO), Italia 
Call center: +39 051 002 2200 
E-mail: lab@vernice.it 
http://www.vernice.it 

1.4 BRANDS & IP OWNER Vernice S.r.l. 
1.5 PRODUCT DESCRIPTION Repair stucco for holes and cracks. 

1.6 INTENDED USE 

Paste stucco of light type for wood and walls, with remarkable filling power 
at very high thicknesses, in a single application. It does not shrink or crack. 
No cracking and dries compact both on the surface and in depth. Colorable 
with any type of water paint or pigmented pastes. Can be used for both 
interior and exterior use. 

 1.7 TECHNICAL FEATURES 

ASPECT Solid - Pasty 
COLOR White 
FLASH POINT Non-flammable 
EXPLOSIVE PROPERTIES Non-explosive 
OXIDIZING PROPERTIES Non-oxidizing 

SOLUBILITY IN WATER Hydrosoluble 

GRANULOMETRY 10 µm 

SPECIFIC WEIGHT 0,62 kg/l 

GRIP START TIME Already kneaded 

GRIP END TIME 4 hours 
 

1.8 PACKAGING 100 ml 

2. APPLICATION 

2.1 APPLICATION CONDITIONS 
is recommended that the protective sheet and masking tape be used to 
cover furniture, floors, windows, doors, and all surfaces on which product 
residue could fall. 

2.2 APPLICATION 
The product is ready to use and is easily applied with the Vernice Stucco 
Card squeegee. When the product is completely dried, any excess material 
or unevenness can be removed using a fine sandpaper. 

2.3 APPLICATION METHODS 
Apply directly to surfaces from which it has been removed or dust or sand 
that could affect its grip. Make sure that you have closed the can tightly once 
the work is completed. When reopening, if the light putty feels very dry, add 
a few drops of water and stir again. 

2.4 APPLICATION PARAMETERS Suitable temperature of use >10°C and <30°C. 

3. LIMITED WARRANTY 

The effectiveness of our products and systems is based on practical experience and research conducted in our laboratories. 
We guarantee that the quality of work performed with our products, meets the suitability requirements set forth by VERNICE 
S.R.L., provided that all instructions given by us are properly followed and the work has been properly performed. In the 
event that the final result has been adversely affected by circumstances beyond our control, any and all liability is expressly 
excluded and disclaimed. The buyer is responsible for checking whether the delivered products are suitable for the intended 
use. We reserve the right to change the contents of this document, without prior notice. As soon as a new version of this data 
sheet becomes available, it will no longer be valid. Please contact our Customer Service for further information. We accept 
no liability for the performance of the products, resulting from their use beyond the value of the goods supplied by us. This 
clause does not affect your statutory rights. 


