
Audio Interconnect Cables: Mythical Creatures
In order to preserve ZERO-Tech’s complete isolation between signal conductors, a Double-DBS pack is included for XLR cables.

Model
ThunderBird FireBird Dragon

RCA
 72v DBS

XLR
Double  72v DBS

RCA
 72v DBS

XLR
Double  72v DBS

RCA
 72v DBS

XLR
Double  72v DBS

Metal Solid Perfect-Surface Copper+ (PSC+) Solid Perfect-Surface Silver (PSS)

Geometry ZERO-Tech (No Characterstic Impedance)

Dielectric FEP Air-Tubes

Noise-Dissipation Level 6: ZERO-Tech + 72v DBS + Graphene/Carbon Mesh-Network Level 7: PSS Drains + ZERO-Tech + 72v DBS  
+ Graphene/Carbon Mesh-Network

Jacket Blue/Black Braid Red/Black Braid Black/Black Braid

Plug Barrels RF-Draining Copper-Plated RF-Draining Silver-Plated 

Plug Contacts Hanging-Silver over Red-Copper

ThunderBird
RCA Inside View

ThunderBird
XLR Inside View

Length (Pair) Retail Retail Retail Retail Retail Retail

Other prepared lengths, 
use formula:

4,000

4,500

5,000

6,000

7,000

8,000

9,000

11,000

13,000

15,000

5,400

6,200

7,000

8,600

10,200

11,800

13,400

16,600

19,800

23,000

6,550

7,675

8,800

11,050

13,300

15,550

17,800

22,300

26,800

31,300

9,150

10,575

12,000

14,850

17,700

20,550

23,400

29,100

34,800

40,500

0.5m (20") 2,950

0.75m (30") 3,325

1m (40") 3,700

1.5m (5' 0") 4,450

2m (6' 7") 5,200

2.5m (8' 2") 5,950

3m (10' 0") 6,700

4m (13' 1") 8,200

5m (16' 5") 9,700

6m (20') 11,200

1,500/stereo m  
+ 2,200 pair

2,000/stereo m  
+ 3,000 pair

3,200/stereo m  
+ 3,800 pair

4,500/stereo m  
+ 4,300 pair

5,700/stereo m  
+ 6,300 pair

7,600/stereo m  
+ 7,400 pair

11,200

13,100

15,000

18,800

22,600

26,400

30,200

37,800

45,400

53,000


