
The Way it Works

The ERE CarboBailer™ is the first ever made bailer used 
for the removal or sampling of light non-aqueous phase 
liquids present in the groundwater. It works by just slowly 
inserting the bailer into the well and just as slowly removing 
it. As it will be brought up, the water will drain out of the 
bailer while the hydrocarbons will be trapped. The hydrocar-
bons can be removed by either pouring out from the top or 
by using a bottom emptying device.

The CarboBailer™ was designed to either sample hydro-
carbons, or as a quick, cost-effective way of manually 
bailing out hydrocarbons from the groundwater.

Assembly and Installation

• Tie the suspension cord to the bailer top.
• Lower the bailer slowly into the well. Dropping the bailer will 
  affect the quality of the sample taken.
• Raise the bailer slowly to the surface so that the sample 
  integrity is maintained.
• A bottom emptying device may be inserted into the bottom of 
  the bailer. Alternatively, the bailer contents can be removed 
  by pouring out from the top.

Handling the CarboBailer™

ERE’s line of bailers were designed for a long, productive life, 
withstanding the ruggedness of on-site use. Here are some 
tips for handling the Carbobailer™:
• All bailers should be disassembled and cleaned with fresh 
  water after each use to ensure all particles that are collected 
  during sampling are removed from the threaded joints. Doing 
  this will ensure assembly for your next sample.
• After use, the bailer should be either stored on a flat surface, 
  suspended, or placed into its carrying case to avoid warping 
  the tube. Avoid contact of the tube with high temperatures.
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