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Manufactured under license from 
Dolby Laboratories.Dolby and the 
double-D symbol are trademarks 
of Dolby Laboratories.
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Power cord Type                      

Front
VFD (12 digits)
6 touch keys (Power, Vol+/-, Ch+/-, Reset)

Display

2 color (White for stand‐by, Red for Recording)LED
Buttons

1 slotSmart Card 

128 MB
512 MB (128MB * 4ea)

Flash Memory
DDR SDRAM

500GBHDD

 

 

System Resource  

Power Supply
AC 100‐240 volts, 50/ 60Hz

 

Input Voltage                          
Operation: Max. 39W   Standby: Under 0.5WPower Consumption                                        
Switching Mode Power SupplyType                                            

Rear
1 optical output
1 x HDMI 1.4a with HDCP
Front 1, Rear 1 (USB 2.0)
1 x RJ-45
Removable type

Tuner                   1 x LNB Input (w/loop through)

S/PDIF                                   
HDMI 
USB
Ethernet

 

 

Satellite 
F‐Type, IEC 169‐24, Female, 1 x Input (w/loop through)
DVB‐S2 ( QPSK & 8PSK )

Tuner Type                             
Input Connector 
Demodulation

Front-end  

 
 

Physical Specification
360 x 50 x 248 (mm)
2Kg

Size (Width x Height x Depth)      
Weight (Net)                           

Accessories
User's manual(Print), RCU with 2 batteries, HDMI Cable, RCA Cable
VAST (IRDETO) Card, Power Cord (Removable type) 

Specifications

 
 

1080p/1080i/720p/576p/576iVideo Resolution                      

Video/Audio Processing 

Dolby Digital, Dolby Digital PlusAudio Decoding                                           

32bpp with 256 alpha blending
1280 x 720 resolution for Native UI & Web Page
3 layers ( GUI / Subtitle & Teltext / Web Page)

Graphics                                   

Audio Mode                                      Single/Dual Mono/ Stereo/ Joint Stereo

Component Video                    
1 x RCA CVBS
1 X Component Video (YPbPr)

AUDIO L/R                 2 X RCA Audio (Left and Right) 

Composite Video

NAS Australia
28 Newstead Terrace, Newstead, 4006
P:  07 3015 8700      F: 07 3252 8541
E:  sales@nasaustralia.com.au

Distributed by:

Additional HUMAX HDD Cartridge can be purchased separately 

Full HD Digital Satellite Twin Tuner Personal Video Recorder 




