
HOW TO OPERATE YOUR ZINNIA

To adjust the height of the steering column, pull up the plastic clipper,
then push the clipper back down at the desired length. 
To adjust the tilt of the steering column, pull up and hold the lever on the
side of the steering column, set to the desired angle, then release the
lever back down. 
Make sure to push the lever down to secure the angle of the steering
column. 

DIRECTIONAL CONTROL LEVER

 Gently hold the delta handle with both hands. 
 Move the scooter forward by pulling the lever on the right with your
fingers. 
 Move the scooter backwards by pulling the lever on the left. 
 A beeping sound will be emitted when the scooter moves backwards. 
 The control lever automatically moves to the centre position when
released and the brake is then applied.
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LCD DISPLAY
Battery power, voltage, mileage,
speed and temperature are shown on
the LCD screen while power is turned
on. 

HORN
The beeping sound is
activated when the horn
button is pressed and held
down.

 Power is on after the key is inserted and turned clockwise. The scooter is now ready to go. 

 Power is off if the key is turned anti-clockwise, and the scooter cannot be operated. Turn the

power off with the key once the scooter has finished folding.
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Warning: The scooter will immediately stop if the power is switched off while driving, due

to the electromagnetic braking system. 

POWER SWITCH

SPEED DIAL
Adjust your driving speed using the dial. With speed ranging from 0 to 6 km/h, turn towards the
picture of a turtle to slow down, or towards the hare to speed up. 

Warning: Always keep the speed setting low when turning or reversing.

TELESCOPIC HANDLE

Note: Make sure to return the steering column to the upright position before folding the scooter. If it is tilted
towards the seat, the scooter will be unable to fully fold, and the folding mechanism may be damaged.


