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Thank you for purchasing your express, we’re thrilled to have you join
the LANE Bikes family.

Read this manual for assembly and operation guidance.

*We recommend either having a bike mechanic assemble your LANE
Express or have them check it thoroughly after you have assembled it.

1st Edition, 2022 This manual meets ISO-4210, 16 CFR 1512, EN 14764, EN 14766 and
EN 14781 Standards

Copyright©; 2022 - present Lane Bikes LLC. All rights reserved.
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Assembly Instructions:

Required tools

● Wire cutters

● 4 mm allen key

● 5 mm allen key

● 6 mm allen key

● Philips screwdriver

● 15mm open end wrench

● 10mm open or box end wrench

● Bike pump
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Diagram

1. Top tube

2. Seat rails

3. Seat post

4. Seat tube

5. Seat stay

6. Battery lock

7. Down tube

8. Crank

9. Brake caliper

10. Dropouts

11. Wheel axle

12. Brake rotor

13. Fork

14. Fender

15. Fork crown

16. Headset

17. Faceplate

18. Stem
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1. Open & unpack the box

● Wire cutters

If there are any, cut the packaging strips

Open the box carefully, be aware that staples could be a hazard

Remove documentation including the manual and set aside

Remove 2 smaller boxes & check contents and set aside

Box 1

● Front and back reflectors (+2 x Phillips head screws & brackets)

● 2 x Pedals

● 1 x M6 65mm bolt for top bracket of front fender (+ 2 x washers &
1 x locking nut)

● 2 x M5 10mm bolts for arms of front fender ( + 2 x washers)

● 1 x Quick release skewer for the front wheel (comprising 1 x long
bolt with quick release lever, 1 x plastic coated nut, 2 x conical
springs)

Box 2

● Charger

● Charger instructions

Remove any loose packaging pull out the bike by the frame and
rest on the ground
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2. Locate & release keys, warranty & manual

● Wire cutters

Locate the handlebars which are zip tied to the frame

The keys are attached to handlebars

Release the keys by cutting the zip ties holding them to the
handlebars

Set the keys aside in a safe location & and use the manual to
complete the assembly
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3. Release & install front wheel

● Wire cutters

Snip the zip ties that are holding the wheel to the frame

This will free the font fender (14) and the seat post (3), set them
aside

Carefully slide the wheel up off the crank (8) and set to aside

Set the fender and seat post to one side

Remove the protective covers from the axle of the wheel (11) as
well as all the protection from the fork (13)

Rotate the fork 180°, remove the plastic spacer from the dropouts
(10) and slide out the protective plastic slip from between the
brake calipers (9)

Align the brake rotor (12) between the pads inside the calipers &
locate the threaded ends of the axle into the dropouts of the fork

Rest the bike on the kick-stand

Locate the quick-release skewer from Box 1, unscrew the nut &
remove the first spring

Slide the skewer through the axel from the left hand side of the
bike (brake side)

Ensure the axle of the wheel is firmly seated into the dropouts on
the fork

Slide the spring back onto the skewer, hold the nut and tighten the
lever by turning clockwise, making sure the springs are centered on
the nuts at both ends
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Whilst tightening, occasionally close the lever upwards to test the
tension, it should require some force to close when at the correct
tension

Double check the axle is properly seated within the dropouts and
securely installed

*It’s very important that this step is carried out with care, an ill-fitted
wheel could result in injury.
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4. Remove the battery & top-up charge whilst completing bike
assembly

● Wire cutters

Snip off the zip ties that secure the handlebars to the frame and let
them hang down

Remove the protection from around the down tube (7) and battery

Use the key to unlock the battery (6)

Slide the top of the battery out and remove and remove it from it’s
dock

Open the round rubber seal located on the side towards the bottom
of the battery

Plug the battery into the charger and the charger into an outlet

The light on the charger will change from red to green when the
battery is fully charged. *This will take 3-4 hrs from empty, but your
battery will arrive almost fully charged
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5. Install the handlebars

● Wire cutters

● 4mm allen key

Remove protection from the stem (18)

Release the faceplate (17) by unscrewing the 4 allen head bolts

Set the bolts and washers aside in a safe location

Locate the center of the handlebars into the stem, with the display
on the left if viewed from riding position

Re-fit the faceplate to secure the handlebars

Hand tighten each bolt to hold the faceplate in place

Incrementally tighten the 4 bolts with the allen 4mm key in a cross
pattern for an even spread of tension

When there is enough friction to hold handlebars in place but still
adjust them, make a final adjustment to center on the stem and
rotate for your comfortable riding position

Tighten the four bolts

Ensure the handlebars are fitted securely and that all of the
controls & grips are also secure
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6. Install front fender

● Wire cutters

● 2 x 5mm allen keys

● 10mm socket/wrench

Remove the protection from the headset (16)

Remove the bolt from the fork crown (15) using 2 x 5mm allen keys
& set aside in a safe location/discard

Rotate the front wheel at 90° to the frame and slide the fender in
between the top of the wheel and the fork

Slide one washer onto the M6 x 65mm bolt and insert it through
hole at the top of the forks from the front

Slide the fender bracket onto the bolt, then a washer and then the
locking nut

Partially tighten the locking nut with the wrench/socket whilst
using the 5mm allen key to hold the bolt stationary

Place washers onto one of the M4 x 10mm bolts, pass it through
the eyelet at the end of the left arm bracket and screw it into the
threaded hole located next to the dropout at the end the fork and
leave loose, repeat with the right arm

Adjust the position of the fender to where you’d like it to sit and
tighten all 3 bolts using the appropriate allen keys
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7. Install the seat post & adjust the saddle

● 5mm allen key

● 6mm allen key

Loosen the bolt in the collar at the top of the seat post using a
5mm allen

Remove protection from the bottom of the seat post

Lightly grease the end of the post and insert it into the seat tube (4)

Adjust the height to suit, align the seat with the top tube and
retighten the bolt using the allen key

Loosen the bolt under the saddle using a 6mm allen key and slide
the saddle along the seat rails (2) if adjustment is required
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8. Install the pedals

● Wire cutters

● 15mm wrench

Snip the zip tie to release the cranks and remove cardboard
protection

Unwrap the pedals

1 is labeled with an “R” for right and the other an “L” for left

Lightly grease the thread of the right hand pedal

Screw the pedal into the threaded hole on the right hand crank and
tighten clockwise

Grease the thread and screw in the left hand pedal but tighten
anti-clockwise
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9. Install the reflectors

● Phillips screwdriver

Locate the stud on the back of the red reflector into the bottom
hole of the smaller bracket and use the screw from Box 1 to attach
the reflector to the bracket

Unwind the screw holding the bracket closed, being careful not to
lose the nut, and open up the bracket to fit around the seat stay (5)

Refit and tighten the screw and nut

Loosen the other screw, adjust the angle and retighten

Repeat for the front reflector but fit it onto the handlebars
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10. Fill the tires with air

● Bike pump

Some pumps will require an adapter to fit on these presta valves

The correct tire pressure is indicated on the wall of the tire and
should be in the range of 50 - 85 psi

Unscrew the black cap from the valve

Loosen the screw at the top of the valve a couple of turns

Use a pump to fill with air to the appropriate pressure

Tighten the nut at the bottom of the valve

After pumping, close the valve and reinstall the cap

The Express - Assembly Guide v1.0

16



11. Switching on the bike

Push the button on top of the battery; blue/green/red indicates the
amount of charge (Blue - full, red - low)

Insert the base of the battery into the dock from the side, seating it
over the contacts

Slide in the top of the battery to locate it and use the key to lock it
in place

Make sure the battery is securely installed

Hold down the button at the top of the display, above the screen,
for 3 seconds to switch on the bike

The display will indicate the pedal assist level in the top left corner
showing 0, use the up and down buttons to scroll through the levels
of assist, 5 being the highest

The battery level indicator at the bottom left of the display will
show 5 bars when at full capacity

Tap the mode (M) button to toggle the display between trip,
odometer and speed
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12. First ride

Choose a quiet location to become accustomed to your new bike

With the bike correctly & comfortably set up for you, get on

Switch on the display, scroll to level 1 and start riding

Whilst riding, scroll up through the levels of assist until you feel the
motor contribute to your pedalling

Experiment with different levels of assist, paired with different
gears

Whilst in motion, activate the thumb throttle in order to get a feel
for how it operates

Only travel at speeds you feel comfortable with
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