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Cylinders and Components
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Bored and Auxiliary Lock Cylinders

Illustration Lock Series Cylinder Number Used With/Notes

  
             C11-1    C11-2

11 Line

C11-1 All functions, except Hotel function (50)

C11-2 Hotel function (50)

  
 
          C10X-1               C10X-2

10X Line

C10X-1
All mechanical functions, except Hotel function (50),  
1-3/8"- 2" doors

31-C10X-1
All mechanical functions, except Hotel function (50), 
2-1/4"doors

C10X-1E Electrified functions, 1-3/8"- 2" doors
31-C10X-1E Electrified functions, 2-1/4" doors
C10X-2 Hotel function (50), 1-3/8"- 2-1/4" doors
C10X-3 Emergency release cointurn cylinder (65), 1-3/8”- 2” doors
31-C10X-3 Emergency release cointurn cylinder (65), 2-1/4” doors

C10-1                C10-2

10, 7, 6500 Line

C10-1 All functions, except Hotel function (50)

C10-2 Hotel function (50)

C10-3 Emergency release cointurn cylinder (65)

8X Line C8X-1 All functions

6 Line

C6-1
S & N Knob, all functions, except Hotel function (50) 
(discontinued)

C6-1B B Knob, all functions, except Hotel function (50)
C6-2 S & N Knob, Hotel function (50) (discontinued)
C6-2B B Knob, Hotel function (50)

460 & 480 Deadbolt

C480-1 464, 484
C480-2 465, 485, 487

C480-3 486

758/858 Padlocks C750-1 04 Finish only

1655 Locker Lock C1655-1 Tailpiece 13-1813

Mailbox 4101

Consult mailbox manufacturer to determine compatibility of 
cylinder and mailbox. 5 or 6 pin systems. 
•  2 cut day keys provided 
•  US Postal regulations prohibit master keyed cylinder

Bored Lock and Auxiliary Lock Cylinders

• Finishes: 4, 15, BSP
• All cylinders are 6-pin and supplied 1-bitted unless otherwise specified . See page 26 for available keyways .
• Specify KD- option for cylinders keyed differently/random
• For master key orders, provide keying details as requested on SARGENT Keyed Order Lead Sheets
• All cylinders supplied with 2 nickel silver keys
• For Hotel function (50), emergency key ordered separately
• Cylinders ANSI/BHMA A156 .5 Grade 1 Certified (except hotel cylinders)


