
Tiger Door fiberglass door systems are engineered and manufactured to withstand the most corrosive 
environments with a stile and rail construction. The same great product you love, with a limited offering, 
will ship out in just 3 WEEKS as part of our new quick ship offering. Tiger Door FRP Quick Ship doors are 
constructed with a polypropylene honeycomb core (PPC) surrounded by a pultruded FRP tubular structural 
stile, rail, and midrail sub-frame. Tiger Door Quick Ship doors are shipped fully prepped for hardware and 
come with a lifetime warranty!
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Tiger Door FRP QUICK SHIP PROGRAM
PULTRUSION STILE AND RAIL CONSTRUCTION - QUICK SHIP CORROSION RESISTANT DOORS & FRAMES 

HIGH QUALITY

FAST LEAD TIME



BROCHURE #: TDQS-1021

LEAD TIME

• Shipment within 3 weeks from receipt of P.O. containing 
complete bill to and ship to information with completed 
editable PDF indicating door and frame configurations 
required. 

DETAILS

• Available sizes include:
 - 6070 Doors and Frame, Doors Only, or Frame Only
 - 3070 Door and Frame, Door Only, or Frame Only
• Maximum order size: 10 openings
• Doors are available with hardware or fully prepped for 

hardware as selected on PDF
• Semi-gloss urethane topcoat finish in 3 colors
• Standard door construction (no Fire-Rated or 

Storm-Rated doors available within the Quick 
Ship program)

• NOTE: Deviation from these offerings will  place order  
into standard program with standard lead times 
(standard lead times vary depending on production 
capacity and order complexity. Please consult factory for 
current lead times

HIGH QUALITY MEETS FAST DELIVERY WITH 
TIGER DOOR QUICK SHIP - PRODUCT SHIPS  
WITHIN 3 WEEKS!

SENNECA HOLDINGS
11502 CENTURY BOULEVARD, CINCINNATI, OH 45246
WWW.SENNECA.COM

• Tiger Door construction includes a 25-30 mil 
gelcoat with semi-gloss urethane topcoat finish, 
fiberglass tube, stile, and rail, polypropylene (PPC) 
honeycomb core, fiberglass tube midrail, a muscular 
bi-axial glass fiber structural reinforcement, and 
non-hygroscopic polymer blocking hardware 
reinforcement

• Color options: polar white, mist gray, primer for field 
paint

• FRP lite kit with 1/4” MR-10 Lexan, sizes  
available: 12”x12”, 8”x30” and 24”x30

Fiberglass Door Panels:

• Knockdown construction, ships unitized with 
door on 3070 only

• Color options: polar white, mist gray, primer 
for field paint

• Frame profiles:
          - 2” face/head, 5-3/4” double rabbet,                
          - 4” header optional

• Many anchor options available for butt 
applications

Pultruded Fiberglass Frames:

Prep: Polymer
Reinforcement

Block (Typical) or 
Hardware: Hinge

Prep: Polymer 
Reinforcement 
Blocks or
Hardware: 
Mortise or 
Cylindrical Lock

Closer 
Reinforcement

Fiberglass Tube
Stile and Rail

FRP Edge Strips

Polypropylene 
Honeycomb Core 

(PPC)

Fiberglass Tube 
Midrail

0ᵒ/90ᵒ Bi-axial
Oriented Glass 

Fiber Roving 
Structural Mat

Factory Machined 
and Drilled Full 
Mortise Hinges

Door Lites 
Available with 
FRP Screwless 
Vision Lite Kits

Chopped 
Strand Glass 
Fiber Bonding 
Layers

Factory 
Machined 
for Specified 
Lockset or Exit 
Device

25-30 mil Semi-
Gloss Gelcoat 
Skin Fused to 
Both Faces 
of the Door 
with Urethane 
Topcoat Finish

Semi-Gloss
Finish


