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In an hour, add dependable wireless
access control, one door at a time—
easily retrofit standard knobsets
Support 100 to 2000 PIN codes (35
or 6 digits); some with builtin HID
prox readers for use with access ID
cards/fobs
Multilevel user codes & onetime
service codes. Free passage, group
or total lockout modes, too
All are fingertip programmable at
vandalproof allmetal keypad
PC programmable models also
feature printable audit trail, auto
lock/unlock scheduling saving
guard/manpower costs
Longlife battery operation (cylindrical
models use 5AA offtheshelf
batteries); low battery alert
Key override, standard core
(supplied) or interchangeable core
prep
Nonhanded cylindrical models
Programmable relay functions
Durable BHMA Grade 1 Lockset
Weatherproof models 31˚ to +151˚F
(35˚ to +66˚C)
Curved Regal handle option

 

NarrowStile Spec Sheet

Download DL1200 Programming Instructions

Download DL1300 Programming Manual

Download PDL1300 Programming Instructions

12

  Search

 

 

Now get convenient keyless PIN code or Prox access
anywhere there’s a glass door with Trilogy Weather Proof
Access Keypads.
Trilogy Narrow Stile lever models (left and right) designed to work with Adams Rite® latch
series; Thumbturn models (shown at center) support swing & hook bolt products.

Plus, PCprogrammable 1300 Series models provide audit trail log of keyless entry door
users.

Pushbutton aluminum door trim retrofit glass doors with
latch locks
DL1200, DL1300

Aluminum door retrofit outside trim for Adams Rite® 1850, 1950, 4710, 4070, 4730,
4900 Series and MS1850S and MS1950S Series latch locks
Add keyless convenience to mechanical latch locks from Trilogy’s allmetal, vandal
resistant 12button keypad and/or automatic timedscheduled locking/unlocking and
audit trail with 1300 Series
DL1200 supports 100 36 digit PIN user codes , fingertip programmable
DL1300 (and Prox PDL1300, right) support 2000 users, PC programming/reporting and
features 40,000 event audit trail by user and 500 event schedule/real time clock (e.g.
lock/unlock by time)
Weatherproof 31˚ to +151˚F (35˚ to +66˚C)
Longlife, battery operated for 100,000 and 80,000 cycles respectively, typ.on 2
lithium 3V batteries, supplied; low battery alert
Compact styling 143/8”H x 15/8”D x 13/4”W
Key override mortise cylinder, 11/4” supplied. (Supports 11/8”, 11/4” and 13/8”).
Also interchangeable cores supported (Corbin/Russwin, Yale, Schlage, Medeco.)
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http://www.napcosecurity.com/images/ala476_dl1200.pdf
http://www.alarmlock.com/images/pdf/DL1200_Narrow_OI310A.03_PROG.pdf
http://www.alarmlock.com/images/pdf/DL1300_Narrow_OI311.20_PROG.pdf
http://www.alarmlock.com/images/pdf/PDL1300_Narrow_OI312A.03_PROG.pdf
http://www.alarmlock.com/
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Download DL1200, DL1300, PDL1300
Installation Template

Narrow Stile Access Locks Mounting &
Installation, DL1200, 1300 and PDL1300

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Backsets 31/32”,11/8” and 11/2” ; Stile thickness 13/4”
Nonhanded; fully fieldreversible
Four finishes US26D satin chrome, US10B duronodic, MS metallic silver and MB
metallic bronze
NOTE: Must use DL1225/DL1250 with Adams Rite™˛ 1850, 1950 as it requires more
than 85 degrees of rotation

Narrow stile Prox/PIN 
PCprogrammable model with audit trail
PDL1300
Includes all of the 1300 Series features, plus:

Builtin prox reader, supports up to 2000 users with HID Prox ID cards or /fobs or 36
digit PIN codes
Easy Tap & Add batch prox ID card enrollment mode allows many cards to be quickly
added without PC –also– downloadable from PC or prox enroller tool
40,000 event time/datestamped audit trail by user
500 event schedule/real time clock (e.g. lock/unlock by time)
Longlife, batteryoperated for 65,000 cycles, typ. on 2 lithium 3V batteries, supplied;
low battery alert
NOTE: Must use DL1225/DL1250 with Adams Rite™˛ 1850, 1950 as it requires more
than 85 degrees of rotation
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