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RADIUS FACE
OF 7131

1-15/32"
37.3mm

1/4"
6.4mm

1"
25.4mm

1-1/8"
28.6mm

1-5/8"
41.3mm

1-1/16"
27mm

2-9/16"
65.1mm

21/32"
16.7mm

JAMB
EDGE “A”

1-1/4"
31.8mm

3/32"
2.4mm

3-3/8"
85.7mm

3-3/8"
85.7mm

6-7/8"
174.6mm

STANDARD UNIT FITS DIM.
 “A” UP TO 1-1/16"
(see how to order)

MOUNTING BRACKETS FURNISHED

3-3/8"
85.7mm

1-7/16"
36.5mm

6-7/8"
174.6mm

8-1/4"
209.6mm

HORIZONTAL
     OF 

ELECTRIC
STRIKE

DRILL & CsK
FOR 8-32 SCREW

(2 PLACES)

VERTICAL     OF 
ELECTRIC STRIKE 

FACE PLATE 
DIRECTLY 

OPPOSITE      OF 
DEADLATCH

HORIZONTAL     
OF CYLINDER 

(A-R 4500/4900
SERIES DEADLATCH)

1-1/4"
31.8mm

21/32"
16.7mm

R
(4 PLACES)

5/32"
4mm

PRESSED
METAL NUT

MOUNTING
CLIP

PRESSURE
SENSITIVE

SPACER
JAMB

TURN STRIKE 
UPSIDE DOWN 

FOR OPPOSITE HAND.

How to Order
7130/7131 Electric Strikes: Specify quantity and the following information. Order related products separately.

MODEL FACEPLATE 
SHAPE VOLTAGE CURRENT AND DUTY FEATURES* FINISH LIP EXTENSIONS (DIM. A)**  

(DOOR CENTERLINE TO JAMB EDGE)

713 0 -3 1 0 -313 -00
0  Flat 3  12 Volt 1   DC Continuous or Intermittent 0  Standard/Fail-Secure 313   Dark Bronze Anodized 00   1-1/16" or less 05  2"

1  Radius 4  16 Volt 4  AC Intermittent 5 Fail-Safe 335 Black Anodized 01  1-1/2" 07  2-1/4"

5  24 Volt 628 Clear Anodized 02  1-5/8" 09  2-1/2"

03  1-3/4" 12  2-7/8"

*Fail-secure can be field converted to fail-safe or vice-versa. **Lip Extensions not available on 7131.

7130/7131 Dimensions

Jamb Preparation Installation

All measurements are approximate and are provided for informational 
purposes only. Refer to the product Installation Instructions. 7130/7131 

Electric 
Strikes


