MODELS 73802

LECTrIC

LED VANITY FIXTURE INSTRUCTIONS

GENERAL

= Al glecirical connections must be in accor-
dancs with local and Nelional Blecirical Code
NLE.C.) stendards. If you are unfamiliar with
proper electrical wiring conneclions obtain
the services of a qualilied alecirician.

» Remove the fixture and the mounting package
from the box and make sure that no parts are

missing by referencing the llusirations on the
installation instrucions.
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1. Outiet Bax (ot inchudea)

13 2. Mcunting Plzte 11 piecz)
3. Qutiet Bax Mountirg Screws (2 pieces)

14 4. Foture Mourting Screws & MNuts |12 piecss!

5. Foture Ground Wire
12 6. Wi

e Fxture Wire

1 >

s {. Black Axiure Wire

Wire Nut (3 peces)

9. Glass Shade (3 piecss)

10. Glazs Shade Fastener |3 pecses)
11. Finial |2 peces)

12. Fisture Housirg |1 pece)

13. Glass Holder

o

14. LEC Module

10 .

MOUNTING INSTRUCTIONS

AZAD MPORTANT SAFETY INFORMATICN #IRST DN RZVEASES

Carefuly unpack and unwrap fixture ard
alzss shades.

ﬂ Check that oack (71, white (51 ard ground
wirg(s) 15) are eatanding from the bazic of
1he fixture. Remeve GLASS SHADES (9) if
attached 1o fixture. Before winng fiature 1o
the power supply, tam off electncdy at fuss or
circui breaker box. Fxture must be arcunded
12 avoud potential elecincal shock and &2
enswre reliable lamp startm.

r<er the FIXTURE MOUNTING SCREWS (4)
r'.»J the MOUNTING PLATE (2} and s2cure

y ianterirnd inziuded NUTS (4) aga et the
'sb.jr ra Plate. NOTE: Make sure MCUNTING
SCREWS 12) do not presnude 1ce much or tee
ittie from the Mounting Plate. You may need
2 agjust them 1 proper kength. Once proosr

02 07 THIS SHEET.
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enath is determinad, tighten wih rut to secure
serews agarst Mountnd Mate

Hand tighten firals only. o not use any
10015 as cvertighterind may ocour 22using
damace 1 fixture hcusing

n Moaunt AMauntrg Flate z- 12 OUTLET BOX (1)

Shde the CLASS SHADE 19) into the GLASS
AOLCEA (13) and sacuwre by screwmirg CLASS
SHADE SASTENZA (100 onto GLASS HOLDER (13
Aepeat st2p for the remaining CLASS SHADES (9
=and tight=n only.

Iy irserling the twe MOLKTING SCREWS (31
thraugh siats in Mcunting Plate.

Jft fixture bousing 10 outiet box. Using wire nuts
:3) provided connect green ware 15) from dixturs
12 grean or bara copper graung (ouss) wre. If
cutlet bex is grounged you may fasten fxture
acund wre drectly 1o cutlet box. Connect white
fxture wire(s) 16) 1o neutral suonly wire, Connect
olack freture wira|s| 110 10 power supply wire

r<ert FIXTURE MOURTING SCREWS (4) threwah
fxture houznd |12) heles and secure by hang
tanterirg the FIKIN.S (1) tathe ends of the

AXTLAE MOLNTING SCAEWS (4! SAVE THESE INSTRUCTIONS.
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