
Smarter Reefs Fleece Respooler Instructions
Patent Pending

Cautions / Warnings

*This device has a motor. It can pose a pinch hazard during
activation and is intended to be used by qualified adults. Keep
out of the reach of children and always unplug when not in use.

*Thumb screws can be choke hazards. Keep out of the reach of
children

*This device is not waterproof. Operate only in a dry area

*Never operate this device if there is physical damage to the
wiring or to any other component.

*This device is only intended to respool Smarter Reefs filter fleece
material.

Prior to Operation - Wash and Dry Fleece
The Smarter Reefs fleece can be easily cleaned in a standard
clothes washing machine. Never use soap or other chemicals
(other than bleach / baking soda) to wash the filter fleece.

To avoid getting any chemicals on the filter material, ensure the
washing machine is clean and does not have a fragrance odor.



You can wash on a regular or gentle cycle. Typically only one
wash cycle is required. You can add 1-2 tablespoons of bleach to
aid in the cleaning cycle. Alternatively, you can use baking soda
¼ cup as well. You may find that you can also simply use water
without any additional cleaning aids.

To get started, remove the dirty spool from the Smarter Reefs
filter and manually unwind the dirty material into your washing
machine. Once the entire roll is unwinded and inside the washing
machine, you are ready to begin the washing process.

The spin cycle of the washing machine may be enough to
sufficiently dry the fleece material. If the material is not yet dry
enough, you can dry the material in your clothes dryer on a gentle
cycle. If you use detergent or dryer sheets with strong
fragrances, and your clothes dryer has a fragrance or odor, it is
probably best to air-dry the fleece material.

Unbox and Unwrap Items
Assemble Right Side Clamp As Shown (may come
pre-assembled)



Only LOOSELY adjust the clamp at this step, because in later
steps this part will require repositioning prior to final clamping.

Assemble Motor Bracket as shown
Slide the 3D Printed cardboard core holder onto the motor hex shaft
as shown

Tighten the clamp securely.



Insert the cardboard core onto the core grabber on the
motor-side. Press snugly because some friction is required
between the core grabber and the core in order for the cardboard
to spin with the motor. Now you can slide the free-spinning (right)
side along the countertop and align with the core. Once
everything is aligned as shown, secure the clamps onto the table.

Do a rough eyeball check and make sure the device is square and the brackets
are parallel.



Insert the fleece guides into the slots on the brackets, and while
doing so, take one end of the fleece, and use the guides to
“sandwich” the fleece as shown. Use the sticky material on the
cardboard core (or a piece of clear shipping tape) and attach the
fleece as straight and centered as possible as shown. Use thumb
screws to tighten the guides onto the fleece so that the fleece is
compressed a bit. If you pull on the fleece on either side of the
guides with your hands, you should feel some light to medium
resistance. Also it is important so make sure the left and right
thumb screws are tightened equally so that the compression on
the fleece is about equal on the left and right sides. This will
ensure the fleece runs free and straight.

Connect the power supply and pedal wires. Place foot pedal on
the floor.



With two hands, grasp each side of the fleece about 12 inches
from the respooler and align the fleece with guides so that the
fleece enters the guides as straight as possible. Take care also to
unfold any material before it reaches the guides. With one of your
feet, depress the pedal in order to actuate the motor. It is useful
to do a few feet at a time so that during the respooling process
you will lift your foot and depress it many times to align and unfold
the fleece.


