
INSTRUCTIONS

FESTIVAL LIGHTING
PACKAGING:  Bulk reel or poly bag kits 
TRANSFORMER:  N/A  
ACCESSORIES:  LS-PLUG = Quick plug, 2-blade for indoor use  
BULB SPECS:   See Long Life Bulbs and LED Bulbs.  Note: B7.5S11 bulbs not 
recommended for this product  
DIMMERS:  Dimmable with most standard incandescent dimmer - be sure 
to use high capacity type for loads over 600 watts
DIFFUSER:  N/A 

TECHNICAL SPECIFICATIONS
VOLTAGE:  120V, 60Hz AC operation
CONSTRUCTION:  Pre-assembled sockets with set spacing on 16AWG, SPT-2 wire 
WATTAGE:  Maximum wattage per socket is as follows: MS = 5 watts, 
M = 25 watts, I = 10 watts, C = 10 watts
MAXIMUM RUN:  1200 watts in a single run for bulk reels, 600 watts in a single run 
for 48 foot kits
POWER CORD:  Bulk reels have 24” lead wire and no attached plug; kits have six 
fused power cord molded onto 24” of 16AWG lead

Using plastic cable ties, 
secure the light line to  
aircraft cable. The light 
line should not sag 
away from the cable. 
One end of each light 
line should be capped 
off (we recommend 
using liquid electrical 
tape).

Grab the end of the 
aircraft cable that is 
attached to the 
capped-off end of the 
light line. Attach this 
end of the aircraft 
cable to the anchor 
using quick links and 
cable clamps. If more 
than one cable 
attaches to an anchor, 
install them all before 
moving on.

Before securing the 
aircraft cable to the  
anchor, adjust the light 
line to account for the 
desired amount of 
swag. Cut off any 
remaining light line, 
leaving some slack 
to reach the power 
supply. Repeat for 
remaining lines.

Make sure the power is 
off, and make the 
necessary electrical 
connections. Add a 
male end connector to 
plug the light line into 
an existing outlet. Only 
a licensed electrical 
contractors should do 
any hard wiring.
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